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Dear Mr Moore,  
 

LAND AT TEN ACRES LANE, NEWTON HEATH 

GAP ANALYSIS AND INDICATIVE SCOPE OF FURTHER WORKS 

Following your recent instructions and our review of the available information, we are pleased 
to provide the findings of our gap analysis and an indicative scope of further site investigation 
works for the Ten Acres site. These supplementary site investigation works are required to 
provide an outline approach for the remediation of the site to increase the cost certainty and 
the cost effectiveness of any future development works that would be required for what is 
understood to be a mixed residential and commercial end use.  

Introduction 

The site is located between Ten Acres Lane and Mitchell Street, Newton Heath, Manchester 
at National Grid Reference E387599, N400309 and is located as shown on Drawing SH12254-
010. The site is roughly rectangular in shape and comprises approximately 19 hectares of 
derelict land that comprises woodland, scrub and neutral grassland with some areas of fly 
tipped materials.  

Since the early 1890’s the site operated as a brickworks with two large clay extraction pits. 
From the late 1940’s onwards the clay extraction pits are indicated to have been a licensed 
landfill and were infilled with variable wastes including construction and demolition waste, 
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foundry sand, industrial non-hazardous waste, slag and boiler/flue cleanings. The site has 
remained derelict to the present day. 

Previous Investigations 

The site has been the subject of several desk studies and site investigations, and these are 
summarised in the table below:  

TABLE 1: SOURCES OF INFORMATION  

Date Author & Title Details  

December 
2001 

WS Atkins Consultants Ltd: 
“Former Jackson Brickworks, 

Manchester –  Desk Study 
Report and Preliminary 
Environmental Liability 

Assessment”  

This report was not available for review but is mentioned in the 
Celtic desk study report (see below). Celtic stated that this 
report included a summary of several other investigation 
reports (also not made available for review) that were 
undertaken for the site. 

July 2006 

Celtic Technologies Ltd: “Desk 
Study, Ten Acres Lane, Newton 

Heath, Greater Manchester” 
(report ref: R1077/06/2958) 

A desk study report was undertaken for the site and this 
included a summary of the findings (e.g. ground conditions and 
contamination) from the WS Atkins report noted above.  

February 
2008 

Celtic Technologies Ltd: 
“Interpretative Report, Former 
Jacksons Brickworks, Ten Acres 
Lane, Newton Heath, Greater 

Manchester” (report ref: 
R1077/08/3328) 

This report outlines the findings of an intrusive site 
investigation, subsequent risk assessment (generic 
quantitative risk assessment detailed quantitative risk 
assessment) and evaluation that was undertaken for the site.  
The site investigation works comprised: 
 70 No. trial pits, 22 No. windowless sample boreholes, 20 

No. cable percussive boreholes, 6 No. rotary boreholes 
and 2 No. trial trenches (the locations are shown on 
Drawing No. SH12254-005); all with associated soil 
sampling, in-situ testing and subsequent laboratory 
testing.  

 33 No. groundwater and ground gas monitoring wells were 
installed and were monitored and sampled on 3 No. 
occasions.  

 A trial geophysical investigation was also undertaken.  

February 
2012 

GL Hearn: “Environmental 
Statement, Former Jacksons 
Brickworks, Ten Acres Lane, 
Newton Heath, Manchester” 

(report ref:  

An Environmental Statement was prepared for the site to 
accompany an outline planning application for a mixed 
residential and commercial end use (ref: 
098689/OO/2012/N1). The ground conditions section largely 
summarises the findings of the Celtic reports. Relevant 
information pertaining to ecology, flooding and archaeology 
were also included.  
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TABLE 1: SOURCES OF INFORMATION  

Date Author & Title Details  

July 2019 

Wardell Armstrong LLP: “Factual 
Site Investigation Report, Land 
Between Ten Acres Lane and 

Mitchell Street, Newton Heath, 
Manchester” (report ref: 

SH12254 RPT-001) 

This report outlines the findings of a limited site investigation 
that was undertaken at the site to supplement and confirm 
previous site investigation works. These works comprised: 
 35 No. trial pits, 6 No. cable percussive boreholes and 3 

No. windowless sample boreholes (the locations are 
shown on Drawing No. SH12254-005); all with associated 
soil sampling, in-situ testing and subsequent laboratory 
testing.  

 4 No. groundwater and ground gas monitoring wells were 
installed.  

 
Data Gap Analysis 

Based on a review of the available information to date and our own investigation at the site, 
the following data gaps have been identified.  

Areas not Previously Investigated  

Large areas of the site have not been investigated or have been sparsely investigate due to 
dense vegetation. These areas are indicated in Drawing No. SH12254-06 and include the 
central north western, central north eastern, central south western, central south eastern, 
north easternmost and north westernmost sections of the site.  

Further areas of deleterious / problematic waste materials, unrecorded contamination and 
other abnormal ground conditions could be present, and these areas will require further 
investigation to quantify the risk.  

Contamination Hotspots 

During previous site investigations several areas of potential hydrocarbon contamination and 
possible free product were identified from visual and olfactory evidence. Other areas of visual 
and olfactory evidence were also characterised by red dyes, acrid odours, asbestos containing 
materials and sewage / sulphur odours. These areas are outlined in Drawing No. SH12254-07. 

Laboratory analysis indicates the presence of elevated concentrations of total petroleum 
hydrocarbons (TPH), polycyclic aromatic hydrocarbons (PAH), metals, sulphates and other 
non-organic contaminants that were generally found as hotspot areas within shallow Made 
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Ground deposits (<1m depth) and occasional extended into deeper made ground (>1m 
depth). In some instances, the elevated concentrations correlated with the visual and 
olfactory areas of contamination. Contaminant levels where found to be low or insignificant 
within deeper natural ground. 

Further investigation should be undertaken to delineate the hotspot areas and analytically 
validate the areas of visual and olfactory evidence of contamination, so that the risks to 
human health and controlled waters can be quantified.  

Asbestos 

While historical investigations did not identify asbestos within the Made Ground from 
laboratory testing, the screening tests undertaken were not as sensitive as they are currently 
and therefore the presence of asbestos cannot be ruled out. An area of asbestos containing 
materials was also identified within the north eastern section of the site (see Drawing No. 
SH12254-07).  

Further laboratory testing of Made Ground materials from across the site should be 
undertaken to quantify the risk. 

Ground Gas 

Monitoring of ground gases during previous investigations of the site recorded concentrations 
of carbon dioxide between <0.1% and 14.3% (typically between <0.1% and 9.8%), methane 
concentrations up to 30.5% (typically <0.1%) and gas flow rates of up to 2.3 l/hr. However, 
only three visits were undertaken and for a proposed residential end use this is likely to be 
insufficient to satisfy regulatory authorities.  

Furthermore, large areas of the site have not been previously investigated and it is possible 
that greater flow rates and higher ground gas concentrations may be encountered; 
particularly if further areas of deleterious / problematic waste materials are encountered.  

Conversely, ground gas assessments at the time were conservative and ground gas 
concentrations are likely to have decreased in the 12 years since the assessment was 
undertaken. It is also likely that following remediation / earthworks of the site ground gas 
concentrations could decrease due to the removal of shallow deleterious / problematic waste 
materials.  
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Further ground gas monitoring wells should be installed across the site and further monitoring 
undertaken (incorporating existing monitoring wells, where possible) to confirm the ground 
gas regime at the site and to allow for an updated ground gas risk assessment to be 
undertaken, so that the need for ground gas protection measures can be determined.  

Groundwater 

A shallow perched water table (with visual and / or olfactory evidence of contamination) was 
encountered within the south western section of the site. This area is noted by third parties 
to be susceptible to seepage of water at the surface during periods of heavy rainfall (see 
Drawing SH12254-007). Groundwater monitoring should be undertaken along the sites south 
western boundary to establish the perched shallow groundwater regime in this area as 
mitigation measures (e.g. dewatering and / or pumping and treating) may be required during 
the development of the site. 

While previous site investigations suggest that there is no evidence of significant 
contaminants leaching from Made Ground into shallow and deeper groundwaters, testing 
was limited, visual and olfactory evidence has been noted in places and continuity is indicated 
between perched waters within Made Ground and shallow groundwaters within natural 
superficial deposits. Continuity may also exist between natural superficial deposits and 
groundwater within the underlying Principal Aquifer.  

The installation of additional monitoring wells, further groundwater sampling and subsequent 
laboratory analysis should be undertaken to validate the findings of the previous stages of 
site investigation works, establish hydraulic continuity, confirm the groundwater flow 
direction and to quantify the risks to controlled waters (likely to be the main driver behind 
the risk assessments at the site as the site is underlain by a Principal Aquifer and a 
groundwater abstraction point is located approx. 700m to the south west of the site).  

Groundwater flow directions are indicated to be towards the south west and sub-artesian 
conditions are indicated (this could prevent the downward migration of contamination into 
the Principal Aquifer), but this will need to be confirmed and it will need to be ascertained if 
the fault that is located on-site is acting as a barrier to groundwater flow.  

Deleterious / Waste Materials  

High proportions of deleterious / problematic waste materials (e.g. degradable constituents) 
were encountered within the south western section of the site, with localised occurrences 
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elsewhere (see Drawing SH12254-007). Large areas of the site have also not been investigated 
where anecdotal information indicates that these materials could be present (see Drawing 
SH12254-006).  

These types of materials should be identified and delineated, as they may be susceptible to 
decay and / or decomposition, be contaminated, have unfavourable geotechnical properties, 
generate ground gas and will likely need to be treated and / or removed from site.  

Vapours 

While previous investigations have determined that there is no risk to critical receptors from 
indoor or outdoor vapour exposure from soil sources, it has been assumed that passive 
vapour protection measures would be installed in buildings and that most of the PAH and TPH 
fractions were insufficiently volatile to not warrant assessment.  

Further assessment will be required as attitudes towards vapor assessments have changed, 
significant visual and olfactory evidence of hydrocarbon contamination (including free 
product) and elevated concentrations of TPH and PAH have been recorded. If the deeper 
Made Ground materials are to be left in-situ following the remediation of site this would 
require specific further testing as testing within the deeper strata is limited.  

Made Ground Thickness 

Substantial variation in thickness in Made Ground occurs as a result of backfill of previous 
quarried clay pits across the site. These excavations formerly occupied > 85% of the current 
site layout and some pits are believed to overlap. Depths in Made Ground are extremely 
variable over small lateral distances and thus, show no consistent depth across the site.  

WA have previously produced a Made Ground Contour Plan (Drawing No. SH12254-08) for 
the site and further targeted works should be undertaken to further refine this model. This 
will enable for foundation zoning planning, the identification of highwalls from the former 
clay pits and to further refine the conceptual site model.  

 
 
 
 
 



 

 
 
 

SH12254-LET-003 7 June 2020 
 

 

Ground Aggressive to Concrete  

Third party data indicates that the Made Ground deposits encountered across the site may 
be aggressive to concrete and a Design Sulphate Class (DS) of “DS3” and an Aggressive 
Chemical Environment for Concrete (ACEC) of “AC-3” have been determined.  

However, only limited testing has been undertaken for some parts of the site and an extensive 
area of colliery spoil has been identified within the north eastern section of the site that may 
contain sulphides that will require an assessment for total potential sulfate and oxidisable 
sulfides. The heave potential of these materials may also need to be considered if oxidisable 
sulfides are found to be present.  

Further sulphate testing will be required to allow for a detailed risk assessment to be 
undertaken. 

Obstructions 

Obstructions have been encountered at the locations of the former brickworks buildings 
located within the easternmost and north westernmost sections of the site. While these 
would likely be removed as part of the remediation earthworks it would be useful to obtain 
further information to inform remediation costs and to ascertain if any significant 
obstructions could be present that extend to depth (e.g. basements or chimney bases).  

Collapse Compression  

An extensive area of colliery spoil has been identified within the north eastern section of the 
site and high proportions of degradable / waste constituents are present in places across the 
site. Consideration should be given to the potential for collapse compression at the site. It is 
recommended that wetting / loading tests and laboratory compaction tests are undertaken 
to quantify the risk.  

Depth to Bedrock and Faulting 

Only five rotary boreholes have proven rockhead across the site and no testing has been 
undertaken. A fault is also noted to cross the south western section of the site and results in 
a change in the solid geological strata, with only a single rotary hole being undertaken to 
investigate this change in strata. Rock quality may be significantly reduced in the vicinity of 
the fault and weathering could extend to considerable depths. The fault could also act as a 
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barrier to groundwater flow and this could have implications for any future controlled waters 
risk assessments.  

Further investigation will be required, and this may require additional site investigation works 
in the form of rotary boreholes with subsequent geotechnical laboratory testing to derive 
geotechnical parameters.  

Combustion  

If the colliery spoil material is to be excavated and stockpiled for reuse across the site there 
is a risk that it could be susceptible to combustion. While previous investigations indicate that 
coal contents are relatively low, this should be supplemented with calorific content tests to 
quantify the risk.  

Ecology 

WA have previously undertaken a Preliminary Ecological Appraisal of the site and it was 
recommended that further detailed assessments would be required in order to inform 
development and mitigation proposals. This included Phase II surveys for badgers, bats, great 
crested newts, reptiles, breeding birds and an invasive non-native species survey.  

Archaeology 

An archaeological desk-based assessment has previously been undertaken for the site by a 
third party in November 2011. It recommends that further intrusive works are undertaken to 
establish the potential for industrial archaeological relating to the brickworks sites.  The 
requirement for these works was to be addressed by condition.  

Japanese Knotweed 

Significant stands of Japanese Knotweed have been identified across the site. Clearance of 
Japanese Knotweed and / or treatment of affected soils will be required prior to development. 

It is recommended that these works are undertaken prior to further site investigation works 
at the site, so that all areas are freely accessible.  

Unexploded Ordnance  

The site lies within an area identified as having a moderate risk for unexploded ordnance 
(UXO) and within an area where bomb strikes have been recorded. While UXO are considered 
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unlikely within the landfill materials (due to the age of the deposits), they may still be present 
within the underlying natural superficial deposits.  

The possibility of UXO being encountered on a site constitutes a potentially significant risk 
under CDM guidance and this will require further consideration if intrusive activities are 
undertaken which extend into the underlying natural superficial deposits (e.g. boreholes or 
piled foundations).  

Rochdale Canal 

Due to the Rochdale Canal forming the sites northern boundary it is recommended that 
consultations are undertaken with the Canals and Rivers Trust to confirm the requirement for 
any easements and to ensure that the stability of the canal is taken into consideration during 
any future development works. 

Recommendations for Further Investigation, Monitoring and Reporting  

Previous assessments undertaken at the site are now in excess of 12 years old and guidance 
has since changed. Further investigation, monitoring, testing and associated assessments 
(including the reassessment of existing data in line with current guidance) will be required to 
demonstrate to the planning authority (and hence the Environment Agency) that the site does 
not present a risk to future site users or controlled waters. 

The site investigation works outlined below have been designed to address those abnormal 
items identified from the gap analysis exercise and are hence largely of a targeted nature. 
However, for those areas where investigation has not been previously undertaken, positions 
have largely been located on spatial basis to provide an assessment in terms of both 
environmental and geotechnical site parameters.   

Generally, the site investigation works should comprise of the following activities: 

 50 No. trial pits to further establish the thickness, extent and characteristics of the 
underlying Made Ground and natural superficial deposits beneath the site, to 
delineate contamination hotspot areas, delineate areas of “waste” materials and to 
identify any significant obstructions.  

 15 No. cable percussive boreholes primarily to verify the depth of the Made Ground 
across the central areas of the site and to allow for the installation of ground gas and 
groundwater monitoring wells. Secondly, to establish the thickness, extent and 
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characteristics of the underlying natural superficial deposits and whether any 
continuity exists between the various groundwaters at the site.  

 12 No. window sample holes primarily to allow for the installation of ground gas and 
groundwater monitoring wells around the periphery of the site. These wells will be 
dual purpose in that they will allow for an assessment of ground gas to off-site 
receptors and allow for an assessment of the shallow perched groundwater table 
within the south western section of the site. 

 10 No. rotary boreholes (a mixture of open hole and core recovery) to primarily 
establish the depth to bedrock and allow for the installation of groundwater 
monitoring wells within the underlying Principal Aquifer. Secondly, to establish 
whether the fault that crosses the site is acting as an impermeable barrier to 
groundwater flow and to determine rock quality for any deep foundations that may 
be required.    

 Consideration should be given to the use of falling head tests within boreholes and 
window sample holes to obtain permeability parameters for the various materials at 
the site. 

 Consideration should also be given to the use of cone penetration testing (CPT) in 
conjunction with membrane interface probes to delineate and map out areas of 
contamination. The use of this technique will need to be discussed with CPT 
contractors to determine if the ground conditions at the site are suitable.  

 Environmental sampling and testing of soils from exploratory hole positions to assess 
the extent of the contamination across those areas that have previously not been 
investigated and to delineate / validate the hotspot areas that have been identified 
during previous investigation, so that the risks to human health and controlled waters 
can be quantified. 

 In-situ testing (e.g. hand shear vane and SPT test), sampling and subsequent 
geotechnical laboratory testing of the underlying natural superficial deposit and Made 
Ground, to obtain outline geotechnical parameters (includes BRE suites to assess the 
grounds aggressivity to concrete). 

 Full time supervision by suitably qualified and experienced Wardell Armstrong 
geoenvironmental / geological engineers.  
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Generally, the post site investigation works should comprise of the following:  

 Groundwater monitoring and sampling from those monitoring wells that have been 
installed at the site (and existing wells, where possible) with subsequent 
environmental laboratory testing to validate the findings of the previous stages of site 
investigation works, confirm the groundwater flow direction and to quantify the risks 
to controlled waters.  

 Ground gas monitoring should be undertaken for a period of at least 6 months with 
between at least 9 to 12 visits as outlined in current guidance. This will allow for a 
ground gas risk assessment to be undertaken and the need for any ground gas 
protection measures to be established. The period of monitoring may be able to be 
reduced if post remediation / earthworks monitoring is undertaken.  

 A series of inundation tests and laboratory compaction tests should be undertaken to 
assess the potential for collapse compression with the area of colliery spoil that has 
been identified at the site. Similar testing may also need to be undertaken for some of 
the more problematic Made Ground materials. Preferably, these should be completed 
once the final formation level has been established but could also be undertaken as 
part of the SI works to obtain outline information.  

Generally, the reporting elements should comprise the following: 

 The production of a Combined Phase 1 Desk Study and Phase 2 Ground Investigation 
Report that includes updated desk study information (this will be required for 
planning), a detailed review of previous investigations undertaken at the site, the 
findings of the proposed site investigation and subsequent risk assessments and 
evaluations. All of this information would then be used to compile an updated CSM 
for the site. 

 If necessary, the production of a new Detailed Quantitative Risk Assessment (DQRA) 
for the site, that considers all the available data. For a site of this nature, this will 
almost certainly be required for planning purposes. 

 Depending on the outcome of the DQRA we would then produce a Remediation 
Strategy Report, which will include an options appraisal to determine viable 
remediation options for the site and detail the chosen remediation strategy for the 
site.  
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Other items that require consideration are as follows: 

 Completion of a preliminary UXO Risk Assessment to comply with CDM regulations 
and assess the risk posed by UXO at the site. Depending on the findings a detailed UXO 
risk assessment may be required.  

 The completion of the requisite ecological and archaeological surveys that are 
indicated to be required. Wardell Armstrong have in house capabilities to complete 
these works, if required.  

Please refer to Drawing No. SH12254-009 for the positions of the proposed exploratory hole 
locations.  

The above scope of works is preliminary in nature and is naturally subject to your agreement 
that of the local authority (and hence the Environment Agency) and is subject to the clearance 
of vegetation, the consideration of ecological constraints and the clearance / treatment of 
Japanese Knotweed.  

We trust that the above is suitable for your current purposes. However, if you have any 
queries please don’t hesitate to contact me.  
 
 
Yours sincerely  

 
Jonathan Currie, Senior Engineering Geologist  
for Wardell Armstrong LLP 
 
Enc. 
Drawing No. SH12254-005   
Drawing No. SH12254-006  
Drawing No. SH12254-007  
Drawing No. SH12254-008  
Drawing No. SH12254-009  
Drawing No. SH12254-010 
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