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100mm MED DENSE
BLOCKWORK WALL INFILL
TO EXISTING OPENING TIED
TO EXISTING BRICKWORK
WALLS ADJACENT USING
FRAME CRAMPS AT 450mm
VERTICAL CTS. FINISH WITH
BOARD AND SKIM COAT TO
MATCH EXISTING

REMOVE TIMBER STUD
INFILL AND REINSTATE
ORIGINAL DOORWAY.
RESUE EXG LINTEL ALLOW
FOR NEW DOOR AND
ARCHITRAVE

cleaning, storage, shoes, wellies etc

REMOVE EXISTING
BLOCKWORK WALL
INFILL TO EXISTING
OPENING. REUSE EXG
LINTEL ALLOW FOR
NEW DOOR AND
ARCHITRAVE

NEW BELOW GROUND
DRAINAGE RUN FOR
KITCHEN SINK AND
WASHING MACHINE.
ROUTE BELOW
EXISTING SUSPENDED
FLOOR AND
CONNECTION TO EXG
DRAIN

EXISTING CHIMNEY
BREAST TO BE
REMOVED. PROVIDE
NEW STEELS AT HIGH
LEVEL

4,
00

0 
m

m

washer /
dryerUTILITY

KITCHEN

LIVING ROOM / DINER

5,900 mm

660 mm

660 mm

NEW OUTER LEAF TO
BE FULLY TOOTHED
AND BONDED INTO
EXISTING BRICKWORK

NEW INTERNAL LEAF
TO BE TIED TO
EXISTING USING SS
FRAME CRAMPS AT
450mm VERTICAL CTS
TO FULL HEIGHT

203x203x71UC STEEL GOALPOST
FRAME WITH 250mm x 8mm THK
PLATE 4mm CFW TO TOP OF BEAM
FOR WALL SUPPORT OVER. BEAM
TO COLUMN CONNECTION TO USE
MIN 6No. M16 GR8.8 BOLTS AND MIN
15mm THK ENDPLATE TO
FABRICATORS DETAIL

INDICATES SPAN OF NEW BEAM
AND BLOCK FLOORING REFER TO
SPECIFICATION IN NOTES

BB

EXISTING PIER MADE GOOD USING
ENGINEERING BRICK TOOTHED AND
BONDED INTO EXISTING
BRICKWORK. PROVIDE 2No. 14mm
HOLES THROUGH STEEL COLUMN
FLANGE AT 450mm VERTICAL
CENTRES AND FIX TO EXISTING
WALL USING M12 RAWL R-KEM II
RESIN ANCHORS TO FULL HEIGHT.
DRY PACK BETWEEN STEEL AND
WALL TO GIVE SOLID BEARING

330 mm 330 mm5,000 mm

PROVIDE 150x150x12 SHS BEAM
OVER DOORS WITH 275x10mm
PLATE FOR BRICKWORK OUTER
LEAF SUPPORT

R R

203x203x46UC RIDGE BEAM
BEARING 100mm ONTO
330x100x150d CONCRETE
PADSTONE BUILT INTO WALLS

RAFTERS TO BE
BIRDSMOUTHED OVER
SUPPORTS AND DOUBLED UP
AROUND ROOFLIGHT
OPENINGS

ADJUST EXISTING FOOTING TO
PROVIDE MIN 800x800x300 DEEP MASS
CONCRETE PAD BENEATH NEW STEEL
COLUMN. PROVIDE STAINLESS STEEL
DOWEL BARS RESIN FIXED INTO
EXISTING FOOTINGS TO EXTEND
EXISTING FOOTINGS

BRICK OUTER TO
MATCH EXG BACK OF
HOUSE BRICKWORK
1930s HERITAGE
BRICK. 100mm BLOCK
INNER. CAVITY AND
FULL SPEC TBC TO
SUIT BUILDING REGS
REQUIREMENTS

ALL NEW EXTERNAL
WALLS TO BE BUILT OFF
OF 600mm x 200mm MASS
CONCRETE STRIP
FOOTINGS. FORMATION
LEVEL TO BE INSPECTED
BY BUILDING CONTROL
PRIOR TO CASTING

REUSE EXG.
RADIATORS

REUSE EXG.
RADIATORS

COSTING NOTES:

ALLOW FOR COSTS OF ALL ELECTRICAL AND PLUMBING WORKS WITHIN
BUDGETS

ALLOW FOR COSTS OF ALL PLASTERING, FINISHING AND DECORATING
COSTS WITHIN BUDGETS

ALLOW FOR ALL RELEVANT WORKS TO BE SIGNED OFF BY BUILDING
CONTROL

550x1180 VELUX ROOF
WINDOWS ALLOW FOR
REMOTE OPERATED

ROOF TILES TO MATCH
EXISTING

DRAWING KEY

155mm DEEP T BEAMS AT 285mm CTS WITH
MED DENSE INFILL BLOCKS (MILLBANK T155
OR EQUAL APPROVED)

BB

R

47x175 C24 RAFTERS AT 400mm CTS
SPANNING BETWEEN WALLPLATE AND STEEL
RIDGE BEAM. PROVIDE SOLID BLOCKING AND
STRAPPING TO ROOF TO MEET BUILDING
REGS DOCUMENT A REQUIREMENTS

PROVIDE AAV TO
VENT STUB
STACK

SS & AAV

3m MAX EAVES HEIGHT

NEW INTERNAL
STUD WALL FOR
UTILITY SPACE

2475

BRICK OUTER TO
MATCH EXG FRONT OF
HOUSE RED
BRICKWORK. 100mm
BLOCK INNER. CAVITY
AND FULL SPEC TBC
TO SUIT BUILDING
REGS REQUIREMENTS

NEW OUTER LEAF TO
BE FULLY TOOTHED
AND BONDED INTO
EXISTING BRICKWORK

NEW INTERNAL LEAF
TO BE TIED TO
EXISTING USING SS
FRAME CRAMPS AT
450mm VERTICAL CTS
TO FULL HEIGHT

REBUILT /
EXTENDED

ENTRANCE PORCH

ALL NEW EXTERNAL
WALLS TO BE BUILT OFF
OF 600mm x 200mm MASS
CONCRETE STRIP
FOOTINGS. FORMATION
LEVEL TO BE INSPECTED
BY BUILDING CONTROL
PRIOR TO CASTING

150mm GROUND BEARING
CONCRETE SLAB ON
COMPACTED 150mm MOT
TYPE 1 SUB-BASE NEW DUOPITCH ROOF TO

FOLLOW PROFILE OF
EXISTING ROOF. ROOF
TILES TO MATCH
EXISTING

1m 2m 3m0
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