Copyright©2017 by Hilson Moran

LB-GLP/9L2

Q-

BF14
MOE STAIR B

SHARED MOE

PAE @ |Po1 po1f( @D1
e 2

HCM at high level

—

1 =

*

OFFICE USE b—o—r _ D1 k U}%L ‘LT?T (1)

== o
| e ;- =t 4
|
|‘ })16 D1 3 |
) e -HCM ‘ w w |
D10 e ? @ H
> DD OWER
/ DR vt PHK = MSB -
%‘ LB-GLP Lll@iﬂ] /
— F— :,q:L LV Switchroom I 5 ) )
— Al
A
Al LB_GLP/}I:Z()I}Z ALE ‘ \ OFFICE / MOE [
7

HFTtOBBY

OFFICE USE |
=

=]

OMS
OFFICE USE

BFL6
57 ACEES
CORRJ@O|

Legend

Al

A2

A3

A4

A5

A6

D10

D20

D3O

YI@)

DIE@

D2E@

D3E@

DAE@

LB-GLP/13L2  O\/t v
w1 w1

/
PASSENGER
LIFT 2
/

] |
/ 8,013.71 mm
,/ LOCKERS T
ey | LT > mm
it Jl - LB-GLP/10L1 I
8-GLP/10L2 _ i ‘ a“ I '
_%ge g b 2 |\ E1@ I ‘(33:(1!\3 E1@ ﬂj i
ey H r o | J\ AREA 1421 50 1 (1320 ' _
] Jﬂ 3%%‘ . | T% I %’ﬂ 5 F‘ T I i
At Ml T T R R TS
BIKESTORE [\ | | S U | U/
e Sl == 3,657.07 pm— |
PD2] 1
BF17 I
DIIOre
< E '
C
A
@ O |
P 8
> =
3 I-
g 3
<

L

PD
(M)

PD
(M)

PD
(M)

DB

TGO1- n

GLP1

HCM

PD
(M)

PD
(M)

a 7}»:—:—

fit outﬂ/

PD
(M)

Lighting control system area controller
and HCM for future F&B tenant Cat B

LDL Millie Linear Suspended Direct LED Luminaire with Opal
Diffuser. 1690mm length. "E" denotes emergency version

LDL Millie Linear Suspended Direct LED Luminaire with Opal
Diffuser. 1130mm length. "E" denotes emergency version

LDL Millie Linear Suspended Direct LED Luminaire with Opal
Diffuser. 1410mm length. "E" denotes emergency version

LDL Millie Linear Suspended Direct LED Luminaire with Opal
Diffuser. 1690mm length. "E" denotes emergency version

LDL Millie Linear Suspended Direct LED Luminaire with Opal
Diffuser. 2250mm length. "E" denotes emergency version

LDL Millie Linear Suspended Direct LED Luminaire with Opal
Diffuser. 2810mm length. "E" denotes emergency version

LDL Millie Linear Suspended Direct LED Luminaire with Opal
Diffuser. 3370mm length. "E" denotes emergency version

Delta Light Entero recessed 1P44 downlight with wide (45°)
beam. "E" denotes emergency version

Delta Light Diro recessed downlight. "E" denotes emergency
version

Delta Light Entero recessed 1P20 downlight with wide (45°)
beam. "E" denotes emergency version

LDL Lighting Felix adjustable recessed downlight. "E" denotes
emergency version

LDL LED tape
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Architectural feature pendant (details to be confirmed)
Architectural feature pendant (details to be confirmed)

Architectural feature wall light (details to be confirmed)
For use in lift lobby and circulation spaces

Delta Light Montur feature wall light. "E" denotes
emergency version

Architectural feature wall light (details to be confirmed)
For use in Lounge

Architectural feature wall light (details to be confirmed)
For use in TBC

LDL WPZ surface mounted linear LED IP66 luminaire with
glass fibre body & opal polycarbonate diffuser. "E" denotes
emergency version

LDL WPZ wall mounted linear LED IP66 luminaire with
glass fibre body & opal polycarbonate diffuser. "E" denotes
emergency version

Delta Light magnetic track lighting system

Delta Light LED Line OK ADM linear track light

Delta Light Spy 52/66 spot light

Existing wall-mounted uplight to be refurbished with new
LED and DALI drivers

Existing suspended luminaire to be refurbished with new
LED and DALI drivers
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LDL LED3 recessed emergency LED with open area optic

LDL LED3 recessed emergency LED with corridor optic

LDL TR2 surface mounted emergency LED with open area optic
LDL TR2 surface mounted emergency LED with corridor optic
LDL LD5S emergency external bulkhead

Emergency exit sign with 1ISO legend

5amp round-pin socket outlet for lamps to be served from
lighting control system

Lighting connection point for illuminated / heated mirror

Indicative containment routes for lighting (refer to 4000 series
drawings for further details of containment)

Lighting control system area controller

Lighting control system hard wired lighting control module
Recessed light switch (single gang, single way)

Surface light switch (single gang, single way)

Surface light switch (single gang, two way)

Lighting control scene plate

Recessed presence detector with photocell & IR receiver
Surface mounted presence detector with photocell & IR receiver

Denotes temporary mains rated presence detector

Do not scale from this drawing.
Verify dimensions by site measurement.

Read this drawing in conjunction with the latest architectural and structural drawings.

This drawing is based on the following information:-

Notes

1. This drawing to be read in conjunction with all mechanical,
electrical & public health drawings for this contract.

2. All services work to be carried out in accordance with the
relevant Engineering Specification for this contract.

3. Emergency exit signage indicative. Final locations and setting
out to be confirmed with BCO and subject to alterations as part of
Cat B fit out

4. Lighting within basement tenant area (shaded) to be fed from
tenant distribution board and each room locally switched by
temporary mains rated PIRs. Temporary lighting shall not be
connected to lighting control system
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