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SIZE: 3000 X 3000 X 80MM WITH 10
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SIZE: NATURAL WITH BRUSH FINISH
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INDUSTRIES OR SIMILAR APPROVED

GEOTEXTILE
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DAMP PROOF COURSE TO
SPECIFIER'S DETAIL AND
SPECIFICATION

70MM TOP COVER A393
REINFORCEMENT MESH

C35, 5% ENTRAINED CONCRETE
SLAB IN-SITU DIAMONDCRETE RA.
SIZE: L:3000 X W:3000 X D:200MM
WITH 10 MM EXPANSION JOINT AND
10MM AGGREGGATE
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SPECIFICATION

SUPPLIER: MILES MACADAM OR
SIMILAR APPROVED

60MM DEPTH AC 20 DENSE BITUMEN
MACADAM BINDER COURSE TO
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PHASE 1 LEVEL

REFER TO CURTINS DETAIL:
PAVEMENT TYPE PO3A COLOURED
ASPHALT(VEHICULAR LOADING) ON
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FORMER. DRAWING
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SPECIFICATION

PERMEABLE GEOTEXTILE
MEMBRANE 'BAUDER' FILTER
FLEECE, OR SIMILAR APPROVED

CONCRETE SLAB TO
ENGINEER'S SPECIFICATION

DAMP PROOF COURSE TO
SPECIFIER'S DETAIL AND
SPECIFICATION

CONCRETE PAVIOURS

SIZE: 500 x 500 x 50MM

FINISH: BRUSHED FINISH TO MATCH
DIAMONDCRETE RA SUPPLIER:
AGGREGATE INDUSTRIES OR
SIMILAR APPROVED

25MM MORTAR BEDDING

GEOTEXTILE

PHASE 1 LEVEL

REFER TO CURTINS DETAIL:
PAVEMENT TYPE PO6A CONCRETE
FLAGS (PEDESTRIAN LOADING) ON
BASEMENT SLAB. DRAWING
SJQ-600-CUR-06-XX-DR-C-94712-P01
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No dimensions are to be scaled from this drawing.

All dimensions are to be checked on site.

Area measurements for indicative purposes only.

This drawing is the property of Exterior Architecture Ltd.
No part of the drawing may be reproduced in any manner
without permission from Exterior Architecture Ltd.
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