Pump Track Attenuation Drainage

1 3 4 5 6 8 9 10 11 12 13 14
Pipe number Pipe Pipe Assumed | Pipefull | Time of Time of Rainfall | Impervious | Cumulative Calculated Pipe Max | Required Comments
length gradient | diameter | velocity flow concentration | intensity area impervious discharge Capacity | diameter
(m) 1/ (mm) (m/s) (min) (min) (mm/hr) (m2) area (I/s) (I/s) (mm)
2 (m2) 3.61Cv(8)(10)
60 x (5)
ATTENUATION TANK
5.0 100 150 1.0 0.08 0.00 96.72 1095 1095 22.9 17.7 225 USE 100 DIA AS HYDRO BRAKE
S2 HYDRO BRAKE
44.6 100 100 0.9 0.83 0.08 0 1095 2.0 6.50 100
S3
17.1 100 100 0.9 0.32 0.91 0 1095 2.0 6.5 100
S4
11.0 100 100 0.9 0.20 1.23 0 1095 2.0 6.5 100
S5
6.9 53 100 0.9 0.13 1.43 0 1095 2.0 6.5 100

DISCHARGE

Ground
Level

33.334

32.790

32.810

32.500

Invert
Level

32.017

31.570

31.399

31.289

30.250

depth of
manhole
m

1.317

1.220

1.411

1.211



