Existing riser to be maintained for
MCWS riser pipe and drainage
services. MCWS branch pipe stub
section and S&V pipe branch with
cap end to be installed at each
level for potential future office
Kitchenette at each level.

Condensate drainage connects to
new S&YV pipe via waterless trap.
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Condensate lines laid to fall to riser S&V pipe

FCU/02/03

| Feusoz/10

HBC/02/01

o SRR 7R e ~
[ | |
1
FCU/02/07 |_ FCU/02/08 |__. _/ FCU/02/09
320 1 ]
RE //I?J
g WHB
WHB
500mm wide clear services —
partition to be formed for
rising and LL drainage and
MCWS services
100Q S&V waste stack -
FA DTB
Access 1200mm AFFL.
WC WC
T T
1 =
1100 1100

220 BCWS FB serves

WC's with IV's

500 Float waste pipe

22 BCWS FB
22x15@¢ HWS F&R
Serves basin mixer taps

—— 280 BCWS RFB and TA

35x22@ HWS F&R DFA and DTB

Il Feu/o2/12

~- e

HBC/02/02

Tl Feuso2/14

FCU/02/15
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See enlargement part plan below
for detail of services within Toilets
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1100 S&V Stack FA
and to below.

Condensate drainage connections from
floor mounted FCU's drop to level below.

223 BCWS at HL
and rises TA

110@ S&V stack from
above and run at HL.

Do not scale from this drawing
Verify dimensions by site measurement

Read this drawing in conjunction with the latest architectural and structural drawings

This drawing is based on the following information:-

Notes

1. This drawing to be read in conjunction with all mechanical,
electrical & public health drawings for this contract.

2. All services work to be carried out in accordance with the
relevant Engineering Specification for this contract.

3. All existing mechanical services installations shall be
isolated, disconnected and stripped out throughout the
entire building unless stated otherwise. All stripped out
materials to be disposed of in accordance with WEEE

regulations.
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