Stair enclosure should provide 30
minutes fire resistance and should be
accessed by an FD30S door.

Lobby enclosure should also provide 30
minutes fire resistance and be
accessed by an FD30S door.

'FIRE DOOR - KEEP SHUT".
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Stair 1
Lobby provided.

Storey exit clear width = 850mm
Exit capacity = 163 persons

NOTE:

Lift & staircases - outside of works

Fire Performance and clear widths to be
confirmed as compliant and as noted in
the Hilson Moran Fire Report, by
landlord
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Stair enclosure should provide 30
minutes fire resistance and should be
accessed by an FD30S door.

Lobby enclosure should also provide 30
minutes fire resistance and be

accessed by an FD30S door.
'FIRE DOOR - KEEP SHUT".

025 = O O O O O O|H
J|| e =
0 LL W
O
|: H
X
©
'_ H
>
4 o
:‘ A
R — O3
<+
02.02 02.02 02.02 I
SPACE B SPACE C SPACED
(22) (30) (30) I
- L3 L} {1 {1 E‘I——|ﬂ _ {1 { f [ 1] i
CIH L] 0O [H
LA M 1
02.02 L
CO-WORKS
S SPACE N
0 (-
m =
3 LI Cd O
g H
(2]
Ol 0,25 i
JZF
m <
< 0= 1
o n
Wy 02.02
5w EXTRACT / MAKER SPACE|[]
852 3D PRINTERS / PLOT
[]: [ﬁ o 8 g E,‘:::
o
N
C (3 [} (] T (F T ]}t [F— | g
02.03 i
COMPUTER ROOM
) 02.ENG.01 02.03 |H
COMMS OFFICE
(1) L]
R
MAKER
= STORE
i
02.CORR.01H°|N6 ® i
0 ° IE?
™ STAIR.02
! /
02.CLN.01 I
9
QD CAPACITY NOTES:
'__
OD Storey exit capacity confirmed by the fire ABDL]]I(BIIDI\:II\]%G
'_aﬂ engineer (after discounting the largest exit) is
_ 343 + 163 = 506 persons.
02.MWC.01 GD . .
WC*Q IMPORTANT
Due to restrictions imposed by the existing
Q stair widths, the maximum capacity for the
d upper floors is 846 persons.
fo¥ o) Discounting the 245 person capacity of the
First Floor, this allows a maximum capacity .
' QD of 601 persons distributed between 2nd and FIRE SAFETY :
. G_ﬂ 3rd floors. Existing Fire Alarm system to be amended and extended into new areas not
02.FWC.01 MAXIMUM UPPER FLOOR CAPACITY OR previously occupied, in full accordance with the Electrical consultants drawings
we A A STOREY EXIT CAPACITY MUST NOT BE and specifications.
EXCEEDED AT ANY TIME. . _
Smoke detectors to be installed in any voids that are greater than 800mm in height
(ie. ceiling voids).
Existing emergency lighting system to be amended and extended into new areas
not previously occupied, in full accordance with the Electrical consultants drawings
02.DWC.01 and specifications to BS 5266: PART 1
ACC.WC

02.LIFT.03
Goods Lift

Stair enclosure should provide 30
minutes fire resistance and should be
accessed by an FD30S door.

Lobby enclosure should also provide 30
minutes fire resistance and be
accessed by an FD30S door.

'FIRE DOOR - KEEP SHUT".

K Stair 3

a Lobby provided.

Storey exit clear width = 1050mm
Exit capacity = 343 persons

NOTE:

Lift & staircases - outside of works

Fire Performance and clear widths to be
confirmed as compliant and as noted in
the Hilson Moran Fire Report, by
landlord

The building owner must carry out their own fire risk assessment for the premises.

Fire risk assessment is to be used to determine fire exit signage required (to be
installed in accordance with B.S. 5499: Part 1: 1984).

Fire risk assessment is also to be used to determine locations and types of fire
fighting equipment (extinguishers, blankets, etc) required.

New fire doors are to be fitted with self-closing devices, smoke seals &
intumescent strips.

New fire doors with vision panels are to have 30 minute fire resisting glass bedded
on intumescent compound and secured with screws into hardwood beads.

Walls and ceiling finishes to have a surface spread of flame classification as

follows :-
- Class '0'
corridors + circulation spaces vt
- Class '1
rooms .
0 - Class '3

rooms less than 30m?

All services passing through 30 minute or 60 minute fire resisting walls should
have fire dampers, proprietary intumescent collars or similar installed to maintain
the fire resistance of the wall.

Contractor is to provide Fire Alarm Zone chart for display alongside the Fire Panel,
including updating the charts for the main school building if alarms are linked.

NOTE:

Lift & staircases - outside of works

Fire Performance and clear widths to be confirmed as compliant and as noted in
the Hilson Moran Fire Report, by landlord

Stair 2

Lobby provided.

Storey exit clear width = 1050mm
Exit capacity = 343 persons

NOTE:

Lift & staircases - outside of works

Fire Performance and clear widths to be
confirmed as compliant and as noted in
the Hilson Moran Fire Report, by
landlord

KEY TO FIRE SYMBOLS

B 30mm 30mm 30mm  Existing 30 minute fire resisting construction to be inspected
and made good where required to maintain integrity. Any new

elements of wall to have the same construction integrity.

Existing 30 minute fire resisting door assembly.

New 30 minute fire resisting door assembly or doorset
in accordance with B.S. 476-22, B.S.EN 1634-1 or
B.S.EN 1634-3 and / or bwf certifier scheme, with
combined 30 minute intumescent strips and smoke
seals. Maintained.

Door(s) to be fitted with self closing device compliant
with Approved Document Part M force of opening
requirements.

Door(s) to have vision panels (see door schedule) with
fire resistant glazing equivalent to the fire resistance of
the door.

Indicates Fire Exit.

=)

TT Door lock to be fitted with thumbturn on internal side.

Emergency exit signage with direction arrow(s). as existing unless
indicated otherwise.
Door to have sign stating

'FIRE DOOR - KEEP SHUT WHEN NOT IN USE'".

Door to have sign stating
'FIRE EXIT - KEEP CLEAR'.

Door to have sign stating
'FIRE DOOR - KEEP SHUT'.

3 3 &

Health & Safety Notes

1. Contractor must ensure that all work on site is carried out in a
safe & satisfactory manner, in accordance with Health & Safety At
Work Act 1974, COSHH Regulations 2002 & requirements of

CDM
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