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STUDIOFRACTAL

Mayfield Park — Lighting Calculations

Description of area: Landscape Path 1
Lighting Requirements: 15-20 Lux at floor level

Relevant Lighting Codes and Guidelines:

BS5489 - BSEN13201-02 (2020)

ILE Guidance for the Reduction of Light Pollution (2021+2015)

ILE The Outdoor Lighting Guide (2005)

ILP Guidance Note 8, Bats and Artificial Lighting in the UK

CIBSE Fact File 7: Environmental Considerations for Exterior Lighting (2003)
SLL LG6 : The Exterior Environment (2016)

CIE136: Guide to the lighting of Urban Areas (2000)

Calculation Output Information:

Light level at floor level: 23 (lux average)
Uniformity: 0.347 (Uo)
Maintenance Factor: 0.8

floor level is 0.100m above the finish floor unless otherwise stated.

Concessions/Comments:
N/A

Calculations Prepared by: E.Flouda
Date: 19/10/21

Approved By: C.Sutherland
Date: 19/10/21
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Mayfield Park — Lighting Calculations
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Mayfield Park — Lighting Calculations

Description of area: Landscape Path 2
Lighting Requirements: 15-20 Lux at floor level

Relevant Lighting Codes and Guidelines:

BS5489 - BSEN13201-02 (2020)

ILE Guidance for the Reduction of Light Pollution (2021+2015)

ILE The Outdoor Lighting Guide (2005)

ILP Guidance Note 8, Bats and Artificial Lighting in the UK

CIBSE Fact File 7: Environmental Considerations for Exterior Lighting (2003)
SLL LG6 : The Exterior Environment (2016)

CIE136: Guide to the lighting of Urban Areas (2000)

Calculation Output Information:

Light level at floor level: 19 (lux average)
Uniformity: 0.458 (Uo)
Maintenance Factor: 0.8

floor level is 0.100m above the finish floor unless otherwise stated.

Concessions/Comments:
N/A

Calculations Prepared by: E.Flouda
Date: 19/10/21

Approved By: C.Sutherland
Date: 19/10/21
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Mayfield Park — Lighting Calculations
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Mayfield Park — Lighting Calculations

Description of area: Landscape Path 3
Lighting Requirements: 7-10 Lux at floor level

Relevant Lighting Codes and Guidelines:

BS5489 - BSEN13201-02 (2020)

ILE Guidance for the Reduction of Light Pollution (2021+2015)

ILE The Outdoor Lighting Guide (2005)

ILP Guidance Note 8, Bats and Artificial Lighting in the UK

CIBSE Fact File 7: Environmental Considerations for Exterior Lighting (2003)
SLL LG6 : The Exterior Environment (2016)

CIE136: Guide to the lighting of Urban Areas (2000)

Calculation Output Information:

Light level at floor level: 16 (lux average)
Uniformity: 0.457 (Uo)
Maintenance Factor: 0.8

floor level is 0.100m above the finish floor unless otherwise stated.

Concessions/Comments:
N/A

Calculations Prepared by: E.Flouda
Date: 19/10/21

Approved By: C.Sutherland
Date: 19/10/21
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Mayfield Park — Lighting Calculations
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Mayfield Park — Lighting Calculations

Description of area: Stairs with Double Sided Handrail
Lighting Requirements: 100 Lux at floor level

Relevant Lighting Codes and Guidelines:

BS5489 - BSEN13201-02 (2020)

ILE Guidance for the Reduction of Light Pollution (2021+2015)

ILE The Outdoor Lighting Guide (2005)

ILP Guidance Note 8, Bats and Artificial Lighting in the UK

CIBSE Fact File 7: Environmental Considerations for Exterior Lighting (2003)
SLL LG6 : The Exterior Environment (2016)

CIE136: Guide to the lighting of Urban Areas (2000)

Calculation Output Information:

Light level at floor level: 101 (lux average)
Uniformity: 0.246 (Uo)
Maintenance Factor: 0.8

floor level is 0.100m above the finish floor unless otherwise stated.

Concessions/Comments:
N/A

Calculations Prepared by: E.Flouda
Date: 19/10/21

Approved By: C.Sutherland
Date: 19/10/21

StudioFractal Ltd
www.studiofractal.co.uk


http://www.studiofractal.co.uk/

Mayfield Park — Lighting Calculations
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STUDIOFRACTAL

Mayfield Park — Lighting Calculations

Description of area: Stairs with Single Sided Handrail
Lighting Requirements: 100 Lux at floor level

Relevant Lighting Codes and Guidelines:

BS5489 - BSEN13201-02 (2020)

ILE Guidance for the Reduction of Light Pollution (2021+2015)

ILE The Outdoor Lighting Guide (2005)

ILP Guidance Note 8, Bats and Artificial Lighting in the UK

CIBSE Fact File 7: Environmental Considerations for Exterior Lighting (2003)
SLL LG6 : The Exterior Environment (2016)

CIE136: Guide to the lighting of Urban Areas (2000)

Calculation Output Information:

Light level at floor level: 124 (lux average)
Uniformity: 0.324 (Uo)
Maintenance Factor: 0.8

floor level is 0.100m above the finish floor unless otherwise stated.

Concessions/Comments:
N/A

Calculations Prepared by: E.Flouda
Date: 19/10/21

Approved By: C.Sutherland
Date: 19/10/21
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Mayfield Park — Lighting Calculations
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Mayfield Park — Lighting Calculations

AN,

Description of area: Walkway
Lighting Requirements: 20-30 Lux at floor level

Relevant Lighting Codes and Guidelines:

BS5489 - BSEN13201-02 (2020)

ILE Guidance for the Reduction of Light Pollution (2021+2015)

ILE The Outdoor Lighting Guide (2005)

ILP Guidance Note 8, Bats and Artificial Lighting in the UK

CIBSE Fact File 7: Environmental Considerations for Exterior Lighting (2003)
SLL LG6 : The Exterior Environment (2016)

CIE136: Guide to the lighting of Urban Areas (2000)

Calculation Output Information:

Light level at floor level: 28 (lux average)
Uniformity: 0.457 (Uo)
Maintenance Factor: 0.8

floor level is 0.100m above the finish floor unless otherwise stated.
Concessions/Comments: N/A

Calculations Prepared by: E.Flouda
Date: 19/10/21

Approved By: C.Sutherland
Date: 19/10/21
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Mayfield Park — Lighting Calculations
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Mayfield Park — Lighting Calculations

Description of area: Bridge
Lighting Requirements: 30 Lux at floor level

Relevant Lighting Codes and Guidelines:

BS5489 - BSEN13201-02 (2020)

ILE Guidance for the Reduction of Light Pollution (2021+2015)

ILE The Outdoor Lighting Guide (2005)

ILP Guidance Note 8, Bats and Artificial Lighting in the UK

CIBSE Fact File 7: Environmental Considerations for Exterior Lighting (2003)
SLL LG6 : The Exterior Environment (2016)

CIE136: Guide to the lighting of Urban Areas (2000)

Calculation Output Information:

Light level at floor level: 31 (lux average)
Uniformity: 0.308 (Uo)
Maintenance Factor: 0.8

floor level is 0.100m above the finish floor unless otherwise stated.
Concessions/Comments: N/A

Calculations Prepared by: E.Flouda
Date: 19/10/21

Approved By: C.Sutherland
Date: 19/10/21
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Mayfield Park — Lighting Calculations
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Mayfield Park — Lighting Calculations

Description of area: Bridge
Lighting Requirements: 30 Lux at floor level

Relevant Lighting Codes and Guidelines:

BS5489 - BSEN13201-02 (2020)

ILE Guidance for the Reduction of Light Pollution (2021+2015)

ILE The Outdoor Lighting Guide (2005)

ILP Guidance Note 8, Bats and Artificial Lighting in the UK

CIBSE Fact File 7: Environmental Considerations for Exterior Lighting (2003)
SLL LG6 : The Exterior Environment (2016)

CIE136: Guide to the lighting of Urban Areas (2000)

Calculation Output Information:

Light level at floor level: 33 (lux average)
Uniformity: 0.304 (Uo)
Maintenance Factor: 0.8

floor level is 0.100m above the finish floor unless otherwise stated.
Concessions/Comments: N/A

Calculations Prepared by: E.Flouda
Date: 19/10/21

Approved By: C.Sutherland
Date: 19/10/21
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Mayfield Park — Lighting Calculations
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Mayfield Park — Lighting Calculations

Description of area: Bridge
Lighting Requirements: 30 Lux at floor level

Relevant Lighting Codes and Guidelines:

BS5489 - BSEN13201-02 (2020)

ILE Guidance for the Reduction of Light Pollution (2021+2015)

ILE The Outdoor Lighting Guide (2005)

ILP Guidance Note 8, Bats and Artificial Lighting in the UK

CIBSE Fact File 7: Environmental Considerations for Exterior Lighting (2003)
SLL LG6 : The Exterior Environment (2016)

CIE136: Guide to the lighting of Urban Areas (2000)

Calculation Output Information:

Light level at floor level: 31 (lux average)
Uniformity: 0.489 (Uo)
Maintenance Factor: 0.8

floor level is 0.100m above the finish floor unless otherwise stated.
Concessions/Comments: N/A

Calculations Prepared by: E.Flouda
Date: 19/10/21

Approved By: C.Sutherland
Date: 19/10/21
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Mayfield Park — Lighting Calculations
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Mayfield Park — Lighting Calculations
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