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5. THIS DRAWING HAS BEEN CREATED USING THE HI B M %

FOLLOWING INFORMATION: LL_,m_M . . . .

o UTILITIES SURVEY BY POWERS AND TILTMAN DATED 1. DO NOT SCALE FROM THIS DRAWING
FEBRUARY/MARCH 2018

« CCTV DRAINAGE SURVEY BY POWERS AND TILTMAN DATED | 2+ ALL DIMENSIONS ARE MILLIMETERS U.N.O
14/11/18

« PROPOSED LANDSCAPE PLAN BY PLAN IT, DRAWING
NUMBER OTH-PLA-EE-XX-CAD-L-1000

«  PROPOSED LANDSCAPE PLAN BY PLANIT, DRAWING
NUMBER OTH-PLA-EE-ES-SKE-L-0040

« PROPOSED UTILITIES DIVERSION PLAN BY ARUP,

OTH-ARU-EE-ES-DWG-U-20404/20405
« PROPOSED PUBLIC REALM SERVICING STRATEGY BY ARUP IF ANY INFORMATION WITHIN THESE DRAWINGS CHANGES THE

OTH-ARU-EE-ES-DWG-B-10401 BELOW GROUND DRAINAGE IS ALSO SUBJECT TO CHANGE

o DISTRICT HEATING AS BUILT DRAWING KEY
50467-VE-SW-BG-DR-M-5601 —

. NUAU QULLT TU DL RLUOLU TUR

NECTION OF DRAINAGE
DS IL 38.000m

3. ALL LEVELS ARE IN METERS ABOVE ORDNANCE DATUM U.N.O

4. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
RELEVANT ARCHITECT AND ENGINEERS DRAWINGS AND
SPECIFICATIONS

EXISTING PUBLIC COMBINED DRAIN/ —. —

6. ANY DISCREPANCIIéSS Ig %IMENSIONS OR DI(E)TAILS ON OR MANHOLE
BETWEEN DRAWINGS SHOULD BE DRAWN TO THE
FOR INTERNAL TOWN HALL BUILDING, COURTYARD AND SETWEEN DRAWINGS SHOULD BE DRI TO THE cmrnicronony [
EXTERNAL MOAT PROPOSED DRAINAGE REFER TO DRAWINGS EXISTING
OTH-RAM-TH-XX-DWG-C-0100 7. THIS DRAWING HAS BEEN DEVELOPED USING
' INFORMATION PROVIDED TO RAMBOLL BY A NUMBER OF
OTH-RAM-TH-XX-DWG-C-0101, THIRD PARTIES. RAMBOLL CAN ACCEPT NO EﬁﬁLI/NMGAEﬂ%LLIE SURFACE WATER = — | —] — sw-
OTH-RAM-TH-XX-DWG-C-0102 RESPONSIBILITY FOR THE ACCURACY OF THE THIRD PARTY
AND OTH-RAM-TH-XX-DWG-C-0103 INFORMATION SHOWN. EXISTING PRIVATE COMBINED DRAIN/ _ [l
FOR COURT YARD TOWN HALL PROPOSED DRAINAGE REFER 8. FOR DRAINAGE SCHEDULE REFER TO DRAWING MANHOLE
TO DRAWINGS OTH-RAM-EE-XX-DWG-C-1200 AND C-1201 EXISTING PRIVATE FOUL DRAIN/ _.
OTH-RAM-TH-XX-DWG-5100 9. FOR DRAINAGE DETAILS REFER TO DRAWING SERIES MANHOLE
OTH-RAM-TH-XX-DWG-5101 OTH-RAM-EE-XX-DWG-C-1400 TO 1402 EXISTING PRIVATE SURFACE WATER —| —| — sw—
OTH-RAM-TH-XX-DWG-5102 10. ALL DRAINAGE WORKS CARRIED OUT IN ACCORDANCE DRAIN/MANHOLE
AND OTH-RAM-TH-XX-DWG-5103 WITH SEWERS FOR ADOPTION 7TH EDITION, DESIGN EXISTING ASSUMED DRAIN/SEWER —— — — — — — — —

MANUAL FOR ROADS AND BRIDGES, RELEVANT WATER
AUTHORITY STANDARDS, LOCAL COUNCIL STANDARDS

EX-RG
AND HEALTH AND SAFETY POLICIES. EXISTING ROAD GULLY =

11. PIPES ARE NOT DESIGNED FOR CONSTRUCTION TRAFFIC, PROPOSED SURFACE WATER DRAIN = = =====~-

CONTRACTOR WILL TAKE NECESSARY PRECAUTIONS TO
PROTECT PIPES DURING CONSTRUCTION. EXISTING Eii';ﬁ iII\IlI)I?AFg\CIIIE\?SGE(;:\IIé\RNNEL/ SLoT DC/SD____AC
DRAINAGE WHICH IS TO REMAIN IN THE PROPOSED

WORKS TO BE PROTECTED AT ALL TIMES.

12. ALL SURFACE WATER PIPES (UP TO 600mm DIA) TO BE
STRUCTURED WALL HDPE TO BS EN 13476-1 AND -3,
/) KITEMARKED, AGREMENT CERTIFIED OR CE MARKED
/" JUNCTION TO U.N.O.
PUBLIC SEWER
13. ALL FOUL WATER PIPES TO BE VITRIFIED CLAY TO BS EN
295-1:1991/BS 65 AS APPROPRIATE , KITEMARKED,

AGREMENT CERTIFIED OR CE MARKED U.N.O.

14. PRECAST CONCRETE MANHOLES IN ACCORDANCE WITH BS
5911 - 3:2002, BS EN 1917:2002 AND TO BE KITEMARKED
OR CE MARKED.

15. POLYPROPYLENE INSPECTION CHAMBER TO BE IN
ACCORDANCE WITH B57158 OR BSEN13598-1 OR
AGREEMENT CERTIFIED MINIMUM INTERNAL DIAMETER
450mm UNO.

16. ALL SURFACE WATER BRANCHES TO BE DN150 AT 1:80
MINIMUM GRADIENT U.N.O.

17. FOR PIPES WITH LESS THAN 1200mm COVER TO CROWN
PIPE BEDDING TO BE CLASS Z SURROUND OR PROTECTIVE
COVER SLAB.

18. ROOT PROTECTION BARRIERS REQUIRED TO ALL
DRAINAGE TRENCHES WITHIN 5m OF EXISTING OR
PROPOSED TREES SUBJECT TO CONFIRMATION BY
LANDSCAPE ARCHITECT

EXISTING MARSHALLS SLOT DRAIN ALONG THE LENGTH TR
OF LLOYD STREET. NEW DUO SLOT TO BE PROVIDED ON —T\0\

\ \ \
TOP OF EXISTING INSITU CHANNEL IF DAMAGED A\ N NEW SUMP UNIT AND EXISTING DRAIN TO BE
DURING PAVEMENT WORKS \ \ CONNECTION FROM SLOT PROTECTED DURING THE 19. ESQJI\IIEEC(':FT'I'(())NA-I(-;?{IEI;(I\IIISELT?NPIEIEILNIEIF?I_EgViRS'\éE'II'\IVOCIJ\IRTOI:
\“ EX\I’S 13 o AT o AGREEMENT IS REQUIRED TO BE SUBMI'I'I'ED BY THE
\EAR MANHOLE CONNECTION PROPOSED STEPS AND RAMP.
| CL40,480 DEPTH ASSUMED TO BE SUCH CONTRACTOR FOR FORMAL CONNECTION.
| 1134 THAT CONSTRUCTION WORKS
THESE NOTES ARE BASED ON THE USE OF EXPERIENCED EXIC DO NOT AFFECT THE DRAIN. Bx. 20. SURFACE WATER DISCHARGE FROM ALBERT SQUARE
AND COMPETENT CONTRACTORS CARRYING OUT THE CL 40,480 2‘3 WORKS HAS BEEN RESTRICTED TO 110 L/S BY PIPE SIZE
WORK USING AN APPROVED SAFE METHOD OF WORKING \ , AND GRADIENT. FOUL WATER DISCHARGE IS 01 30/04/2021 LS e CONSTRUCTION SsUE
\ R EXP$/9004 UNRESTRICTED INFORMATION ADDED. NO DESIGN CHANGES
KEY TO HEALTH AND SAFETY SYMBOLS EXIC (SJ8/3 9004) POSSSIBLE SREMEDéAL WORK%OREQUEREg TSO c TO1  26/02/2021 LS SG TENDER ISSUE
CL40.57 EXISTING SURFACE WATER CONNECTIONS WHICH NOTES AMENDED, SEE REVISION CLOUDS
INDICATES A RESIDUAL RISK REQUIRING A Cj._ 41.100 ARE TO REMAIN DEPENDING ON OUTCOME OF 21. THIS DRAWING IS THE COPYRIGHT OF RAMBOLL UK. ‘ 7 ‘
COMPULSORY ACTION ISSUE DATE APPROVED DRAWN DESCRIPTION

ADDITIONAL SURVEY WORK INDICATED ON
DRAWING OTH-RAM-EE-XX-DWG-C-1020.

INDICATES A RESIDUAL RISK FOR INFORMATION
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DRAINAGE CONNECTION FROM CORNER OF
BASE FOR SLIDING BOLLARDS

7/
EXMH 7

F‘

EXPS 9013?\ =
CL40.62

INDICATES A RESIDUAL RISK REQUIRING A
PROHIBITIVE ACTION

RAMBGOLL

www.ramboll.co.uk

INDICATES A RESIDUAL RISK AS A WARNING

>00 e

SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION -
€L.40.910
NOTES BELOW ARE ADDITIONAL TO HAZARDS/RISKS NORMALLY ASSOCIATED WITH I|. 36 31Q \\ Arkwright House, Parsonage, Manchester, M3 2LF
THIS TYPE OF WORK. FOR DETAILS REFER TO: OTH-RAM-ZZ-ZZ-RSK-C-0001 & e / X S~ +44 (0) 161 827 1890
EXPS 9011 EXISTING SLOT DRAIN TO BE REMOVED TO S S\ el ~ T~ www.Ramboll.com
g - 4

cuho.e3 ALLOW FOR STEPS TO BE CONSTRUCTED.
! NEW MARSHALLS DUO SLOT DRAIN TO BE
/ ALLOWED FOR AT BASE OF NEW STEPS WITH

/ CONNECTION BACK INTO EXISTING BELOW
GROUND DRAINAGE, REUSING EXISTING
CONNECTIONS.

CONSTRUCTION (INCLUDING DEMOLITION AND REMOVAL OF EXISTING STRUCTURAL
COMPONENTS)

B1 é CONNECTION TO EXISTING LIVE COMBINED PUBLIC SEWER
AT DEPTH >4.0m

B4 A UNDI':/RGROUND SERVIEES -~ PROJECT sTATUS ~ STAGE 5

Bb A PO%SIBLE ASBESTOS/CONTAMINATION

B6 A POSS/LB/E SHALLOW SERVICES

01‘ MA/NHOLES IN MOAT

CLIENT MANCHESTER CITY COUNCIL

UNKNOWN UNDERGROUND SERVICE/OBSTRUCTIONS

POSSIBLE ASBESTOS OR LOCALISED CONTAMINATION PROJECT OUR TOWN HALL PROJECT

prawING TITLE  TOWN HALL EXTERNALS
PROPOSED DRAINAGE
SHEET 1 OF 3

POSSIBLE SHALLOW SERVICES

OPERATIONS, MAINTENANCE

! EXPS 9007
T SRETRR Y 33 020
LR/ i 33. 45Q

REFER TO DRAWING

OTH-RAM-EE-XX-DWG-C-1020 FOR SIZE & SCALE Al: 1:250

DU WOUS RACDTOML | |54 consrmucion
PRIOR TO CONSTRUCTION.

D1 ‘ POSITION OF MANHOLES IN MOATS

D2 . ATTENUATION TANK MAINTENANCE

D3 ‘ OIL SEPARATOR MAINTENANCE

DISMANTLING / DEMOLITION (FUTURE) JOB NUMBER 1620003165

REFER TO DRAWING
OTH-RAM-EE-XX-DWG-C-1001 FOR
EXISTING DRAINAGE WORKS.

NO SIGNIFICANT RESIDUAL RISK IDENTIFIED

DRAWING NO. REV

OTH-RAM-EE-XX-DWG-C-1100 CO1

REFER TO GENERAL NOTES AND THE PRINCIPAL CONTRACTOR FOR MORE
INFORMATION ABOUT THE RISKS ASSOCIATED WITH THIS WORK.
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