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SECTION 101A

SCALE 1:20

2No. M12 RAWL R-KEX II ANCHORS

OR EQUIVALENT APPROVED

ANGLES FIXED TO EXISTING BEAM

USING 4No. M12 COACH BOLTS

EXISTING PRIMARY

TIMBER BEAM

EXISTING

TIMBER JOIST

EXISTING MASONRY WALL

EXISTING TIMBER BEAM

EXISTING TIMBER JOIST BEYOND

EXISTING CAST IRON COLUMN

DETAIL 102

TYPICAL EXISTING TIMBER BEAM STRAPPING

AT EXISTING COLUMN LOCATIONS

SCALE 1:20

1
0
2
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-

PROVIDE 2No. 30 X 5mm THICK

1500mm LONG STRAPS EITHER SIDE

OF TIMBER BEAM, FIXED TO TIMBER

USING 10No. 6mm SCREWS 65mm

LONG TO EACH FACE

NOTE: THIS ELEMENT OF STRAPPING

IS ONLY REQUIRED IF MAIN TIMBER

BEAM IS NOT CONTINUOUS OVER THE

COLUMN SUPPORT

EXISTING TIMBER

JOIST BEYOND

PROVIDE 2No. 30 X 5mm THICK 1500mm LONG

STRAPS EITHER SIDE OF TIMBER BEAM,

FIXED TO TIMBER USING 10No. 6mm SCREWS

65mm LONG TO EACH FACE

NOTE: THIS ELEMENT OF STRAPPING IS ONLY

REQUIRED IF MAIN TIMBER BEAM IS NOT

CONTINUOUS OVER THE COLUMN SUPPORT

EXISTING CAST IRON COLUMN

EXISTING TIMBER BEAMEXISTING TIMBER JOISTS

SECTION 102A

SCALE 1:20

PROVIDE 2No. 30 X 2.5mm THICK 1000mm

LONG STRAPS EITHER SIDE OF JOISTS, FIXED TO TIMBER USING 4No.

6mm SCREWS 65mm LONG TO EACH FACE

NOTE: THIS ELEMENT OF STRAPPING IS ONLY REQUIRED IF MAIN

TIMBER JOISTS ARE NOT CONTINUOUS OVER THE COLUMN SUPPORT

EXISTING TIMBER JOIST

EXISTING TIMBER BEAM

DETAIL 103

TYPICAL EXISTING TIMBER JOIST STRAPPING

SCALE 1:20

DETAIL 101

TYPICAL ANGLE TO EXISTING TIMBER BEAM CONNECTION

SCALE 1:20

ANGLE FIXED TO EXISTING MASONRY USING

2No. M12 RAWL R-KEX II ANCHORS OR

EQUIVALENT APPROVED

EXISTING TIMBER JOIST

EXISTING MASONRY WALL

ANGLE FIXED TO EXISTING BEAM USING 4No.

12mm DIAMETER COACH BOLTS

1
0
1
A

-

EXISTING PRIMARY TIMBER BEAM

NOTE: 4 No ANGLES  REQUIRED TO

ENDS OF ALL TIMBERS EMBEDDED IN

MASONRY WALLS (2No. EACH END)

DETAIL 105

TIMBER FLITCH BEAM TO EXISTING

TIMBER BEAM CONNECTION DETAIL

AT 2ND AND 3RD FLOOR

SCALE 1:20

PROPOSED REMEDIAL

FLITCH BEAM

EXISTING TIMBER BEAM

EXISTING

TIMBER JOISTS
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PADSTONE SIZE TO

MATCH EXISTING.

MIN 150mm BEARING

DETAIL 106

TIMBER FLITCH BEAM CONNECTION TO

EXISITNG MASONRY AT 2ND AND 3RD FLOOR

SCALE 1:20

DETAIL 107

COLUMN TO NEW INFILL SLAB FIXING DETAIL

SCALE 1:20

1
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C6 WELDED TO

300x300x15mm THICK

BASE PLATE AND

FIXED TO INFILL SLAB

USING 3No. M20 GR 8.8

ANCHORS

EXISTING EXTERNAL MASONRY

REFER TO DRAWING

PSM-REN-ZZ-02-DR-S-00120 FOR

INFILL CAPPING SLAB REQUIREMENTS

EXISTING CHIMNEY BREAST

OVER TO BE REMOVED

1
0

7
B

-

C1 WELDED TO 250x200x15mm

THICK BASEPLATE AND FIXED TO

INFILL CAPPING SLAB USING 3No.

M16 RAWL R-KEM II ANCHORS OR

SIMILAR APPROVED

B9 WITH END PLATE ANGLE FACE

FIXED TO INFILL CAPPING SLAB

USING 4No. M20 GR8.8 ANCHORS

75x200 C16 FLOOR

JOISTS AT 400mm CRS

50x200 C16 FLOOR

JOISTS AT 400mm CRS

TIMBER BLOCKING FIXED TO TOP

OF HISTORIC TIMBER BEAM TO

FACILITATE CONNECTION OF

NEW TIMBER JOISTS

EXISTING TIMBER BEAM

T1 REFER TO DETAIL

101 FOR DETAILS

EXISTING TIMBER JOISTS

1000x275x8mm THICK

S355 LOCALISED

SPLICE PLATES

275x8mm THICK S355 FLITCH PLATE

4No. 63x300 C24 TIMBER

JOISTS BOLTED TOGETHER

USING M16 GR8.8 BOLTS

SECTION 105A

SCALE 1:20

EXISTING

TIMBER JOISTS

SECTION 107A

SCALE 1:20

50x200 C16 FLOOR JOISTS AT 400mm CRS

FIXED TO EXISTING TIMBER BEAM USING

EXPAMET HEAVY DUTY MAXI SPEEDY JOIST

HANGERS FULLY NAILED TO EXISITNG BEAM

USING 3.75x30mm SQUARE TWISTED

SHERADIZED/GALVANISED NAILS

C6 WELDED

TO

300x300x15mm

THICK BASE

PLATE AND

FIXED TO

INFILL SLAB

USING 3No.

M20 GR 8.8

ANCHORS

REFER TO DRAWING

PSM-REN-ZZ-02-DR-S-00120 FOR INFILL

CAPPING SLAB REQUIREMENTS

EXISTING

EXTERNAL

MASONRY

TIMBER BLOCKING BETWEEN

EXISTING JOISTS BEYOND AND

NEW TIMBER JOISTS TO

FACILITATE CONNECTION

EXISTING TIMBER

BEAM BEYOND

EXISITNG

CHIMNEY WALL

C1 WELDED TO 250x200x15mm

THICK BASEPLATE AND FIXED TO

INFILL CAPPING SLAB USING 3No.

M16 RAWL R-KEM II ANCHORS OR

SIMILAR APPROVED

C1

B9 WITH END PLATE

ANGLE FACE FIXED TO

INFILL CAPPING SLAB

USING 4No. RAWL R-KEM

ANCHORS II ANCHORS

OR SIMILAR APPROVED

SECTION 107B

SCALE 1:20

50x200 C16 TIMBER

JOISTS BEYOND FIXED

TO STEEL USING

1
0
4

A

-

DETAIL 104

TYPICAL RELOCATED EXISTING

TIMBER BEAM HANGER DETAIL

SCALE 1:20

EXISTING

TIMBER BEAM

REFER TO DETAIL S01 ON

DRAWING

PSM-REN-ZZ-ZZ-DR-S-00370

FOR B1 FIXING TO

EXISTING TIMBER BEAM

(BEYOND) DETAILS

EXISTING

TIMBER BEAM

(BEYOND)

EXISTING STEEL SHOE

(SHOWN INDICATIVELY

ONLY) TO BE REUSED

WHEN RELOCATING

CROSS BEAM

30

B1

LOCALISED TIMBER

BLOCKING

SECTION 104A

SCALE 1:20

EXISTING

TIMBER

BEAM

(BEYOND)

EXISTING STEEL SHOE

(SHOWN INDICATIVELY

ONLY) TO BE REUSED

WHEN RELOCATING

CROSS BEAM
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