TIE INTO EXISTING
CARRIAGEWAY KERB.

CARRIAGEWAY RE-INSTATED ALONG CHANNEL
WHERE NECESSARY.

NOTE: INTERFACE DETAIL BETWEEN CONCRETE
PAVEMENT & ENTERPRISE WAY TO BE CONFIRMED
AND AGREED WITH MCC HIGHWAYS. POTENTIAL
REQUIREMENT TO RESURFACE ALL OF CARRIAGEWAY
ALONG FULL LENGTH OF JUNCTION OPENING.

SOFT LANDSCAPING TO EXTERIOR
ARCHITECTURE DETAILS.

PROPOSED ADOPTION BOUNDARY TAKEN
TO BACK OF TANGENT POINT. TO BE
CONFIRMED/ AGREED WITH MCC HIGHWAYS

WORK IN PROGRESS

The information on this drawing is an optimised
solution based upon external information as of
25.01.2021 It may be subject to change through
external influences such as client brief and scope
changes, services BWIC, sub-contractor
requirements etc. Therefore a suitable contingent
approach must be applied where the information is
used for strategic decision making, procurement or
construction in advance of final design requirements
from other designers and sub-contractors.

DEVELOPMENT BOUNDARY

HB2 KERB

125mm UPSTAND

125-6mm UPSTAND

BULL NOSED KERB
6mm UPSTAND

EDGING KERB
Omm UPSTAND

CARRIAGEWAY RE-INSTATED AROUND
NEW SEPARATION ISLAND. REFER TO

TIE IN DETAIL
HB2 HYDROKERB

]

— | RANSITION KERB
125mm UPSTAND
HYDROKERB TRANSITION

125-6mm UPSTAND

EXISTING SEPARATION ISLAND EXTENDED TO HYDROKERB BULL NOSED
SUIT NEW ACCESS JUNCTION. LANDSCAPED 6mm UPSTAND

TO MATCH EXISTING
PAVEMENT REF P1
CARRIAGEWAY CONSTRUCTION

PAVEMENT REF P2
CARRIAGEWAY RESURFACING
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//7'///’/_ PAVEMENT REF F2
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TIE INTO EXISTING
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NOTES
1. ALL DIMENSIONS ARE IN METRES UNLESS STATED
OTHERWISE.

2. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH
ALL OTHER RELEVANT ARCHITECTURAL AND
ENGINEERING DETAILS, DRAWINGS AND SPECIFICATIONS.

3. ANY DISCREPANCIES SHOULD BE REPORTED TO THE
ENGINEER IMMEDIATELY SO THAT CLARIFICATION CAN BE
SOUGHT PRIOR TO THE COMMENCEMENT OF WORK.

4. UNDERGROUND SERVICES MAY BE PRESENT IN THE
AREA. THE CONTRACTOR SHALL ESTABLISH THE PRECISE
LINE AND DEPTH OF ALL SERVICES PRIOR TO
COMMENCING ANY EXCAVATION WORKS.

5. FORTYPICAL CONSTRUCTION DETAILS REFER TO
DRAWING THQ-ROC-XX-XX-PL-C-717

6.  FOR DETAILS OF PROPOSED PAVEMENT CONSTRUCTION
REFER TO DRAWING THQ-ROC-XX-XX-PL-C-718
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