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CLASSIFICATION - Base Line (Low Risk)
| — e — B o DO NOT SCALE SAFETY, HEALTH AND ENVIRONMENTAL
, = e ~ - INFORMATION
: Sse — ////// e DRAINAGE NOTES: GROUND INVESTIGATION REPORT_(REF 2230085).; CLASS S2 MAY BE In addition to the hazards/risks normally associated with the types of work
S ~. T USED WHERE THE SELECTED EXCAVATED MATERIAL IS . . . .
x . ~s_ IR ~~ _ | THE PIPE EMBEDMENT INDICATE THE MINIMUM TRENCH REASONABLY UNIFORM AND THE BACKFILLING CAN BE CLOSELY detailed on this drawing, note the following:
/ DIMENSIONS WHICH SHOULD BE ASSUMED FOR INITIAL DESIGN / CONTROLLED.
EXISTING SURFACE LINEAR DRAIN CONNECTED TO SUPPLY AND INSTALL NEW PREFORMED INSPECTION N INSTALLATION. THE MINIMUM TRENCH WIDTH WILL USUALLY BE CONSTRUCTION
G ON SITE PRIVATE NETWORK. EXISTING AND CHAMBERS FOR SURFACE WATER DRAINAGE AT DIRECTION _ SUFFICIENT TO ALLOW ADEQUATE COMPACTION OF THE RIGID PIPE EMBEDMENT SHALL BE CLASS AS DETAILED WITHIN
~ / PROPOSED SURFACE LEVELS OF BUILDING O CHANGES AS IDENTIFIED. EXACT LOCATIONS AND N EMBEDMENT MATERIAL. ALL PIPE WORK SHOULD BE DESIGNED / SPECIFICATION SECTION R12 AND THE GROUND CONDITIONS - PRESENCE OF BURIED SERVICES AND DRAINAGE. REFER TO
: ~. INSTALLED IN ACCORDANCE WITH BS EN 1295, DETAILED WITHIN THE 5151271_(46-10w) GROUND INVESTIGATION
o - PERIMETERS GRADED TO DIRECT SURFACE CONNECTIONS TO BE AGREED / VERIFIED ON SITE. ) REPORT (REF 2230085) b STATUTORY SERVICES SEARCHES PLANS FOR INDICATIVE
X = / WATER TO EXISTING LINEAR DRAIN LOCATIONS. - COVER LEVELS TO SUIT PROPOSED FINISHED MACADAM < FOR NARROW TRENCHING TECHNIQUES THE MINIMUM TRENCH LOCATIONS.
FL T~ WIDTH MAT BE REDUCED, PROVIDING THAT THE REDUCED PROCESSED GRANULAR MATERIAL SHALL COMPLY WITH THE - REFER TO Gl REPORT (46-10w)_Report on Ground Investigation (ref:
— . , / SURFACE LEVEL (NOTIONAL 9.29). e EMBEDMENT WIDTH IS SUFFICIENT TO SUPPORT THE PIPE WORK. WATER INDUSTRY STANDARDS. LIMESTONE MATERIAL SHALL NOT 2230085) FOR EXISTING GROUND CONDITIONS
. | @ NVERTLEVELS: AS REQUIRED TO CONNEGT PROPOSED < K - WHERE SELECTED EXCAVATED MATERIAL MAY MIGRATE INTO THE wm %_wooﬁmmmw THE NATIVE GROUID OR GROUND WATER RASA :
SYSTEM. NEW PIPE WORK (150mm DIA. @ MIN. 1:100 FALL). - It NATIVE SOIL, OR VICE VERSA, GEO-TEXTILE MEMBRANE SHOULD BE . MAINTENANCE/CLEANING
- PIPE MATERIAL: RIDGED / FLEXIBLE (TO BE AGREED SUBJECT 5 S PROVIDE AROUND HE EMBEDMENT MATERIAL. GEN 3 CONCRETE SHALL BE USED IN NON AGGRESSIVE GROUND.
S ELSEWHERE THE CEMENT TYPE AN MIX DESIGN SHOULD BE - NOT APPLICABLE.
‘ l "~ _| WHERE SELECTED EXCAVATED MATERIAL IS USED AS EMBEDMENT SELECTED TO SUIT THE SULPHATE CONTENT AND PH OF THE
O MATERIAL, THE GROUND SHOULD BE CHECKED FOR GROUND AND GROUND WATER AS DETAILED WITHIN WITHIN THE
AGGRESSIVENESS AND THE PIPE WORK PROTECTED AS REQUIRED. 5151271_(46-10w) GROUND INVESTIGATION REPORT_(REF 2230085). DECOMMISSIONING/DEMOLITION
CONCRETE SURROUND DETAILS SHALL BE ADOPTED WHERE THE
COVER TO PIPE WORK IS LESS THAN 1.2m UNDER ROADS AND - NOT APPLICABLE.

EXISTING MANHOLE DESIGNATED MH15 ON THE
DRAINAGE CCTV SURVEY DRAWING.

- INVERT LEVEL: 1.65m.
- PIPE MATERIAL: VITRIFIED CLAY

- PIPE DIAMETER: 100mm.
-DUTY: COMBINED.

8.70m).

SUPPLY AND INSTALL NEW PREFORMED
INSPECTION CHAMBER AT CONNECTION POINTS
TO EXISTING BELOW GROUND NETWORK AND
CHANGES OF DIRECT. EXACT LOCATIONS AND
CONNECTION INTO EXISTING LOCATION TO BE
AGREED / VERIFIED ON SITE.

- COVER LEVELS AT CONNECTION TO EXISTING
NETWORK: TO MATCH EXISTING SURFACE LEVEL

(NOMINAL 8.73m).
- COVER LEVELS AT NEW MANHOLES (NOMINAL

- INVERT LEVELS: AS REQUIRED TO CONNECT TO
EXISTING NETWORK. NEW PIPE WORK (100mm DIA.
@ 1:80 FALL).

- PIPE MATERIAL: RIDGED / FLEXIBLE (TO BE
AGREED SUBJECT TO FILL)

- PIPE DIAMETER: 100mm

- DUTY: COMBINED.

EXISTING MANHOLE DESIGNATED MH14 ON
THE DRAINAGE CCTV SURVEY DRAWING.

- INVERT LEVEL: 1.05m.
- PIPE MATERIAL: VITRIFIED CLAY

- PIPE DIAMETER: 100mm.
- DUTY: COMBINED.
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SUPPLY AND INSTALL NEW PREFORMED INSPECTION
CHAMBERS FOR SURFACE WATER DRAINAGE AT DIRECTION

CHANGES AS IDENTIFIED. EXACT LOCATIONS AND —

CONNECTIONS TO BE AGREED / VERIFIED ON SITE. Serran

- COVER LEVELS TO SUIT PROPOSED FINISHED SURFACE

|

/

/

LEVELS (NOTIONAL 9.16).
- INVERT LEVELS: AS REQUIRED TO CONNECT PROPOSED
x‘

SYSTEM. NEW PIPE WORK (150mm DIA. @ MIN. 1:100 FALL).
- PIPE MATERIAL: RIDGED / FLEXIBLE (TO BE AGREED SUBJECT

O TO FILL).
- PIPE DIAMETER: 150mm

SEPT21

———— 8.8y
O
EFFECTIVE TRENCH WIDTH EFFECTIVE TRENCH WIDTH
MEASURED 300mm ABOVE N\ )/ MEASURED 300mm ABOVE
CROWN OF PIPE. \ TRENCH CROWN OF PIPE.
WIDTH

OUTSIDE DIAMETER OF PIPE. ——

DEPTH OF FILL SUBJECT TO
TRENCH BASE AND PIPE
DIMENSION.

SELECTED GRANULARFILL.

FLEXIBLE PIPE EMBEDMENT CLASS S1TO S5

100

OUTSIDE DIAMETER OF PIPE.

GRANULAR MATERIAL CLASS S1
AND S2 OR AS DUG MATERIAL
CLASS 83, S4 AND 85.

AR
|

TO FILL).
- PIPE DIAMETER: 150mm

SUPPLY AND INSTALL NEW PREFORMED CATCHPIT CHAMBER

FOR COLLECTION OF SURFACE WATER DRAINAGE. EXACT
LOCATIONS AND CONNECTIONS TO BE AGREED / VERIFIED ON

SITE.
- COVER LEVELS TO SUIT PROPOSED FINISHED SURFACE

LEVELS (NOTIONAL 9.41).
- INVERT LEVELS: AS REQUIRED TO CONNECT PROPOSED

SYSTEM. NEW PIPE WORK (150mm DIA. @ MIN. 1:100 FALL).

TO FILL).
- PIPE DIAMETER: 150mm

- PIPE MATERIAL: RIDGED / FLEXIBLE (TO BE AGREED SUBJECT

SOAKAWAY TEST NO. 2.1 (NOVEMBER 2021)
IR = 4.08x10°® m/s @ DEPTH 1.5M.

«

S.No.2.1
NOV 21
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REMOVABLE FILTER BASKET AND ALLOY SCREE
ACCORDANCE WITH SPECIFICATION SECTION R

DOCUMENT H.

—

INSPECTION CHAMBERS FOR PROPOSED SURFACE WATER SYSTEM
ARE TO BE PROVIDED WITH INCORPORATED SILT-TRAP INCLUDING

PIPE WORK IS NORMALLY CLASSIFIED AS FOLLOWS:
- RIGID = CLAY, CONCRETE AND RE-INFORCED CONCRETE.
- FLEXIBLE = PVC-u, STEEL, mPVC, GRP AND POLYETHYLENE.

RAINWATER DRAINS TO BE LAID AT FALLS OF NOT LESS THAN
1:100mm IN ACCORDANCE WITH BUILDING REGULATIONS APPROVED

FLEXIBLE PIPE EMBEDMENT SHALL NORMALLY BE CLASS S1 OR S2
AS DETAILED WITHIN SPECIFICATION SECTION R12 AND THE
GROUND CONDITIONS DETAILED WITHIN THE 5151271_(46-10w)

NFILTER IN
12.

PARKING AREAS WHERE NECESSARY AND 0.9m ELSEWHERE.

PIPE WORK TO BE BEDDED / SURROUNDED WITH CONCRETE SHALL
BE SUPPORTED ON PRECAST CONCRETE SETTING BLOCKS, THE
TOP FACE OF EACH BLOCK BEING COVERED WITH TWO LAYERS OF

COMPRESSIBLE PACKING.

PVC AND PE PIPE WORK SHALL BE WRAPPED WITH A LAYER OF
PLASTIC SHEETING THE CIVIL ENGINEERING SPECIFICATION FOR

THE WATER INDUSTRY STANDARDS.

COMPRESSIBLE FILLER SHALL COMPLY WITH THE CIVIL
ENGINEERING SPECIFICATION FOR THE WATER INDUSTRY

STANDARDS.

~
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PROPOSED LINEAR CHANNEL DRAINAGE TO
COLLECT SURFACE RUN-OFF. IMPERMEABLE
SURFACE LAID TO MIN 1:80 FALLS TO DIRECT
SURFACE WATER TO LINEAR DRAINAGE.
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SOAKAWAY TEST NO. 2.2 (NOV

IR = 8.66x10° m/s @ DEPTH 1.5M.

EMBER 2021)
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PROPOSED INFILTRATION LAYER INSTALLED BENEATH
IMPERMEABLE CAR PARK SURFACE AS PER DRAINAGE MEMO
DOCUMENT (REF: 46-10w_490-07-004-B). NOMINAL LAYER
DEPTH 1.0m COMPRISING TYPE 3 GRADED REDUCED FINES
AGGREGATE. PROPOSED INFILTRATION BED TO BE
CONSTRUCTED AT DEPTH 1.5-2m TO SUIT. 150mm DIA.

CONNECTOR PIPE @ MIN. 1:100 FALL. 150mm DIA.
PERFORATED DISBURSEMENT PIPE LAID (@ MIN. 1:100 FALL)

——

It is assumed that all works will be carried out by a competent contractor
working, where appropriate, to an approved method statement

NOTES:

PROPOSED SITE LAYOUT AND EXISTING SERVICES INFORMATION.
REFER TO DRAWING NO. DOS-ATK-(46-10w)-XX-DR-B-0026 FOR STANDARD DRAINAGE COMPONENT DETAILS.

REFER TO DRAINAGE CCTV SURVEY DRAWING (REF: E.5_5151271_(46-10w)) AND DRAINAGE SURVEY REPORT
(REF: E.6_5151271_(46-10w)) FOR DETAIL OF THE EXISTING BELOW GROUND DRAINAGE IN THE VICINITY AND

CONNECTION P!

REFER TO DRAWING NO. DOS-ATK-(46-10w)-XX-DR-B-0002 AND DOS-ATK-(46-10w)-XX-DR-B-0003 FOR DETAILS OF

OINTS.

REFER TO DRAINAGE STRATEGY TECHNICAL MEMO (REF: 46-10w_DTM_409-07-004-C) FOR PROPOSED FOUL AND

SURFACE DRAINAGE REQUIREMENTS.
COVER LEVELS AND INVERT LEVELS NOTED ARE TO BE VERIFIED ON SITE. NOMINAL LEVELS SHOWN MAY BE

ADJUSTED TO SUIT FINISHED GROUND LEVELS AS NECESSARY.

FINAL POSITIONS AND CONNECTION POINTS TO BE CONFIRMED ON SITE.
RAINWATER GULLIES AND DOWNPIPES TO BE PROVIDED IN ACCORDANCE WITH SPECIFICATION SECTION R10
AND BUILDING REGULATIONS APPROVED DOCUMENT PART H.

PROPOSED NEW FOUL DRAINAGE PIPE WORK.

PROPOSED NEW SURFACE DRAINAGE PIPE WORK.

EXISTING SURFACE LINEAR DRAINAGE CONNECTED TO EXISTING SITE

— ) | —
PRIVATE COMBINED NETWORK.
PROPOSED NEW SURFACE LINEAR DRAINAGE.
e INFILTRATION TEST LOCATIONS.
CHAMBER SCHEDULE
IDENTIFICATION C/L (m) I/L (m)
IC/ST N:1 9.16 8.74
IC N:2 9.29 8.89
ICN:3 9.42 8.69
CP N:1 9.41 8.44
P7 JAN 22 FOR INFORMATION AB MR MR
P6 OCT 21 FOR INFORMATION AB MR MR
P5 SEPT 21 | FOR INFORMATION AB MR MR
P4 AUG 21 | FOR INFORMATION AB MR MR
P3 MAY 21 FOR INFORMATION AB MR MR
P2 FEB 21 FOR TENDER (ADDENDUM) AB MR MR
P1 JAN 21 | FOR TENDER AB MR MR
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Drawing Title

CAR PARK & NEW BUILD ACCOMMODATION
PROPOSED OUTLINE DRAINAGE PLAN

Internal Project Number:5151271.010

RIGID PIPE EMBEDMENT CLASS S
NOT TO SCALE NOT TO SCALE
EFFECTIVE TRENCH WIDTH N
/ MEASURED 300mm ABOVE
R RO ._.W_mZOI CROWN OF PIPE.
- . WIDTH WITHIN UPPER PORTION OF THE LAYER TO ALLOW DIFFUSION
B WITHIN MEDIA.
; ~ OUTSIDE DIAMETER OF PIPE. )
5 - DIOCESE PROJECT REF: 46-10w
Cee T AN LOCAL EXCAVATION FOR Scale Designed Drawn Checked Authorised
3 COLLARS / SOCKETS. 1:100 SB JH AB MR
- SELECTED EXCAVATED FILL. \ Original Size Date Date Date Date
RIGID PIPE EMBEDMENT CONCRETE SURROUND A1 JAN 21 JAN 21 JAN 21 JAN 21
NOT TO SCALE RIGID PIPE EMBEDMENT CLASS D : —
- NOT TO SCALE Drawing Number Revision
DOS-ATK-(46-10w)-XX-DR-B-0022 | P7
CLASSIFICATION - Base Line (Low Risk)




