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1 Introduction

The purpose of this Technical Note is to present the information required to discharge Condition 66 of planning
application ref. 124972/FO/2019, relating to the restoration of the River Medlock at the Mayfield reach.

Rev. 01 of this note was updated in response to comments discussed with the Environment Agency (EA) on a conference
call on the 15t January 2021, as well as additional EA comments dated 20* January 2021 provided within the planning
conditions tracker spreadsheet received via email.

Rev. 02 of this note was updated following the approval of the hydraulic modelling of the Enabling Works and Full Build
Out scenarios by the EA on 4t March 2021. Confirmation is included in Appendix A.

This revision (Rev. 03) has been updated in response to comments received from the EA on the 13 April 2021 and
discussed on a conference call on the 14t April 2021. These updates include additional detail regarding the sizing and
specification of gravel material, corrections to the construction sequence, and clarifications to the remedial actions
provided in the Monitoring Plan. Clarifications have also been made to the drawings included in Appendix B1.

2 Planning Condition 66

The following planning condition has been set by the Environment Agency (EA) for the Mayfield development:

66) Prior to Phases F (as detailed in condition 3 above) commencing details of the proposed open River Medlock
channel re-sectioning shall be submitted to, and approved in writing by, the local planning authority. The scheme
submitted shall include:

a) A hydromorphological survey of the channel, both at the reach to be restored and upstream catchment, to
inform the development of any detailed plans.

b) Long and cross sections showing compliance with the approved FRA (Buro-Happold ref 0042912 dated
13/9/2019) and be supported by river modelling as necessary.

This report has been prepared for the sole benefit, use and information of U+I for the purposes set out in the Design note or instructions
commissioning it. The liability of Buro Happold in respect of the information contained in the report will not extend to any third party. All

concepts and proposals are copyright © 1976 — 2021 Buro Happold. All rights reserved. Issued in commercial confidence.



BURO HAPPOLD

¢) Detailed proposals for any new channel toe protection and its installation.
d) The timing in which watercourse works will be undertaken

e) How access to the banks and channel will be achieved

f)  Site supervision requirements

g) A pre and post construction monitoring plan for the River Medlock channel.

Upon approval, the submitted scheme shall be fully implemented and subsequently maintained, in accordance with
the scheme's timing/phasing arrangements, or within any other period as may subsequently be agreed, in writing,
by the local planning authority.

3 Geomorphology

JBA has been employed to undertake a fluvial geomorphological assessment. The study has assessed the
geomorphological conditions at the site and within the wider catchment using desk and site-based evidence and
identified suitable morphological improvements for the River Medlock within the site extent, based on evidence from the
wider catchment. The Mayfield Geomorphological Assessment and Appendix are included in the submission for the
discharge of Condition 66. The conclusions and recommendations of the Geomorphological Assessment have been used
to inform the design of the river channel, described in further detail in Section 4.

4 River Channel Design

4.1 Overview

This section provides further detail on the design of the following features of the river channel within Mayfield Park,
informed by the recommendations of the Geomorphological Assessment:

. Gravel bars;

. Riffles;

° Rip-rap;

. Vegetated banks; and

o Rock rolls and coir rolls.

Low flow modelling has been undertaken to assess the existing river under normal flow conditions such as the Q5, Q50
and Q95 as well as higher order events such as the 1in 2 (QMED), 1in 5 and 1in 10 year flood events. The model was
also used to test the proposed interventions, such as increase of sinusoid in the main channel, introduction of gravel bars
and riffles, reduction of bank levels, removal of river walls and introduction of vegetated banks.

Additional commentary to provide responses to the queries raised by the EA on 20/01/2021 within the Mayfield planning
conditions tracker is provided in Section 4.7 of this Technical Note.
4.2 Gravel Bars

Gravel bars have been introduced to enhance the morphological diversity of the channel and provide a transition
between the river bed and the vegetated bank. The gravel bars provide protection from erosion of the toe of the
vegetated bank, and have been proposed in locations where there is an increased risk of lateral erosion.

The dimensions of the gravel bars are generally as follows, but vary in order to provide morphological diversity:

o Top level of gravel bar set between Q95 and Q50 water levels, in accordance with the recommendations of the
Mayfield Geomorphological Assessment;
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o Width of gravel bar varied between 0.5-1.5m; and
o Toe of the gravel bar extents to river bed at approximately 1in 5 slope.

The specification of material to be used for the gravel bars is based on the flow conditions for the 1 in 2 year event, used
to represent QMED which is defined as the morphologically effective flow, in accordance with the Mayfield
Geomorphological Assessment.

The flow velocity and depth results of the 2D low flow hydraulic modelling have been used along with the roughness of
the channel (Manning's n), to predict the mobile sediment sizes expected in the new channel, through the calculation of
shear stress. The critical shear stress is defined as the shear stress that initiates movement of particles within the channel,
and increases with higher velocity and roughness, and lower depths. Further details of the calculation of critical shear
stress are given in the Mayfield Geomorphological Assessment.

Although the critical shear stress calculation indicates a particular particle size, it is recommended that a mix of coarser
and finer material should be used in order to provide a more natural grading within the proposed features. Standard
gradings of material, in accordance with BS EN 13383 and BS EN 13242 are therefore proposed throughout this Technical
Note.

The results of the low flow modelling indicate that for the proposed gravel bars, the critical particle diameter is <50mm.
It is therefore recommended that the Standard Aggregate Grading of 40/80 G.80/20 is used, with a Dnso of 50mm. The
particle size distribution is given in Table 4-1.

Table 4-1: Particle Size Distribution for Standard Aggregate Grading 40/80 G.:80/20 in accordance with BS EN 13242

Sieve Size Percentage Passing (by mass)
(mm)
From To
125 98 100
80 80 99
63 20 70
40 0 20
20 0 5

The distribution shown in Table 4-1 provides a mix of coarser and finer material, some of which is greater than that which
can be entrained, therefore providing some resilience against higher flow events. It is recognised that even under QMED
flows, there may be some morphological change and movement of material within the channel. Recommendations for
ongoing monitoring are therefore made in Section 7 of this Technical Note.

It is recommended that the gravel bars are formed of natural material, obtained from a local source in order to match the

exiting natural material in appearance.
Rev. 01 update following EA review:

o Left bank, chainage 170m and 190m: To clarify, the gravel marked on the left bank on the cross-section
drawings refers to the removal of material from the channel bed and addition of gravel at the newly formed toe,

rather than a new addition of a gravel bar.

o Left bank, chainage 310m: The gravel bar shown on the left bank of the cross-section drawing is below the Q95
water level. This is a result of the location of the cross-section line, which is drawn through the most upstream
part of the gravel bar, which is below the Q95 level as it begins. The majority of the gravel bar, further
downstream of chainage 310m is above the Q95 level and therefore in accordance with the design intent.
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4.3 Riffles

Riffles are present in the existing channel, where industrial waste and other debris within the channel cause variations in
water depth. It is proposed that these riffle features are retained, but that the material forming them is replaced with
natural gravel and crushed rock according to the recommendations of the Mayfield Geomorphological Assessment. The
bed level will therefore remain as existing.

The location of the riffle features is as follows:

o Chainage 33-64m: Three sets of 4-5m long riffles and pools within Reach 1 of the channel; and
o Chainage 350-355m: One riffle at the downstream extent of the site, within Reach 6.

The specification of material for the riffles is based on the same methodology described in Section 4.2. Since the flow
conditions for the riffles in Reach 1 and Reach 6 vary, the recommended sizing also differs, as presented in Table 4-2.
The particle size distribution is given in Table 4-3. The depth of excavation required to form the riffles will depend on the
volume of debris and waste material discovered during the excavation and removal.

Table 4-2: Recommended riffle material sizing

Riffle Type Location Recommended Sizing of Material
Type 1 Reach 1 Chainage 33-64m Standard Coarse Grading CP 63/180 (Dnso = 85mm)
Type 2 Reach 2 | Chainage 350-355m | Standard Coarse Grading CP 90/250 (Dnso = 125mm)

Table 4-3: Particle Size Distribution for Standard Coarse Grading in accordance with BS EN 13383

Sieve Size Percentage Passing (by mass)
(mm)
CP 63/180 C 90/250
From From From To

360 98 100
250 98 100 90 100
180 90 100

125 0 50
90 0 50 0 15
63 0 15
45 0 5
31.5 0 5

It is recommended that the riffles are formed of natural gravel material, obtained from a local source in order to match
the exiting natural material in appearance.
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4.4 Rip-rap

Rip-rap is proposed on the left bank at chainage 60-73m and the right bank at chainage 330-350, and is intended to
serve two purposes:

o To provide scour protection to the outside bank of bends in the channel; and
o To provide visual interest within the landscape, driven by the architectural intent.

Flow velocities and depths for a range of events have been extracted from the low and high flow hydraulic modelling of
the proposed scheme. The critical combinations of flow velocity and depth have been used to determine the minimum
sizing of rock armourstone required to prevent erosion, in accordance with the guidance and calculation methodologies
provided in The Rock Manual (CIRIA Report C683).

In order to achieve the architectural intent, the armourstone has been increased in size and grading. It is therefore
recommended that the Standard Light Grading of LMA 40/200 is used, with a Dnsp of 350mm. The particle size
distribution is given in Table 4-4.

Table 4-4: Particle Size Distribution for Standard Light Grading LMA 40/200

Mass Percentage (by mass)
(kg) less than particle mass
From To
300 97 100
200 70 100
40 0 10
15 0 2

4.5 Vegetated Banks

The vegetated banks will be formed of wetland and normal vegetation, based on the elevation of the vegetation relative
to the Q95 water level. Specialist advice from Salix indicates that wetland vegetation is only suitable up to a level 150mm
above the Q95 water level. Areas above the Q95+150mm level will be planted with non-wetland vegetation. These
parameters are reflected in the landscape architects design, including the proposed vegetation species.

4.6 Rock Rolls and Coir Rolls

Rock rolls and coir rolls are proposed to provide toe protection to the vegetated banks where the bank slope is steep or
where there is insufficient space for a gravel bar, as shown in Figure 4-1. It is recommended that a pyramid of three
300mm diameter rock rolls is anchored to the river bed or bank, and a single 300mm diameter coir roll installed

immediately behind the pyramid of rock rolls, with the remaining space backfilled and planted with vegetation.

Figure 4-1: Typical detail of rock rolls and coir rolls
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4.7 Responses to Environment Agency Comments dated 20/01/2021

This section contains additional commentary in response to the queries raised by the EA on 20/01/2021 within the
Mayfield planning tracker, which are not covered elsewhere within this Technical Note.

The proposal for the left bank at chainage 230m is to retain the existing river wall as a feature, rather than remove and
replace with a new wall or reinforced embankment. This proposal is made on the provision that structural investigations,
to be carried out by others, indicate the existing river wall is suitable stable.

The hydraulic model indicates that lowering the bed level between chainage 270-330m, as suggested within the Mayfield
Geomorphological Assessment, causes increases to water levels downstream of the Mayfield Park site. This proposal has
therefore not been taken forward in order to avoid increasing the risk of flooding to areas downstream of the site.

Alterations to site levels / flood storage described within this Technical Note will carried out primarily as part of Phases A
and F of the Mayfield Park works, and are represented in the Full Build Out hydraulic modelling. There shall be no further
alterations to site levels in other phases (as defined under Condition 3) which would result in an increase in flood risk
elsewhere or off site.

4.8 Drawings

The following drawings have been prepared to present the final river design. These drawings are included in Appendix B.

Table 4-5: Buro Happold river design drawings

Drawing No. Drawing Title Rev. | Date Issued | Description / Updates

0046688-BHE-XX-XX-DR-W-0001 Existing Site Conditions C 19/03/2021 No change

General Arrangement Plan

0046688-BHE-XX-XX-DR-W-0002 Proposed C 19/03/2021 No change

General Arrangement Plan

0046688-BHE-XX-XX-DR-W-0003 Proposed Sections D 19/04/2021 Cross-sections at 20m intervals or where
to 0046688-BHE-XX-XX-DR-W-0006 | Sheet 1to Sheet 4 there is a significant change in the
geometry of the river.

Correction to rip-rap on left bank at

cross-section 19 (downstream extent).

0046688-BHE-XX-XX-DR-W-0007 Proposed Edge Treatment E 19/04/2021 Addition of riffle detail, further
information on specification of material
sizing.

Corrections to drawing and detail

reference numbers.

0046688-BHE-XX-XX-DR-W-0008 Channel Bed Long Section C 19/04/2021 Addition of riffle locations and

specification of material sizing.
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Table 4-6: Studio Egret West landscape drawings

Drawing No. Drawing Title Rev. | Date Issued
0345-SEW-ZZ-00-DR-L-007102 Overall General Arrangement T10 | 29/01/2021
0345-SEW-ZZ-00-DR-L-007110 Gatehouse Entrance & The Poulton T08 | 29/01/2021
0345-SEW-ZZ-00-DR-L-007111 May'Field’ Lawn Space T07 | 29/01/2021
0345-SEW-ZZ-00-DR-L-007112 Wildscape Area TO8 | 29/01/2021
0345-SEW-ZZ-00-DR-L-007113 Play Yard T08 | 29/01/2021
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Following the conference call with the EA on 15% January 2021 and subsequent correspondence via email, the following

statement is provided:

Alterations to site levels / flood storage will carried out in accordance with the SEW landscape drawings dated
29/01/2021, as represented in the Full Build Out Model. There shall be no further alterations to site levels in other phases

(as defined under Condition 3) which would result in an increase in flood risk elsewhere or off site.

5 Timing of watercourse works

The works to the river channel and adjacent landscaping will be undertaken in stages according to the following:

A. Enabling works Phase A:

1. Removal of building slabs and earthwork within Plots O, N & M and the Mayfield lawn park area

2. Removal of culvert roof

3. Installation of new temporary bridge between Mayfield Lawn and Plot M.

B. Enabling Works Phase B:

1. Removal of buildings and earthworks at Wildscape area and Play area

C. Park Full Build Out:

1. Removal of debris and silt within river channel

2. Installation of new gravel to form riffles

3. Works to river walls, including lowering crest

4. Installation of rock rolls, coir rolls and gravel bars

5. Planting of riverside vegetation

6. Replacement of bridges

Note: All landscaping works to areas outside river channel to be carried out concurrently with river channel

works described above.

Further details of the above phasing and the hydraulic modelling carried out to support this sequence are provided in the

following Technical Notes prepared by Buro Happold:

o Hydraulic Modelling — Mayfield Park Enabling Works (Rev. 01, dated 05/02/2021);
o Hydraulic Modelling — Mayfield Park Full Build Out (Rev. 02, dated 20/04/2021); and
o Information to Support Discharge of Condition 10 and Condition 22 (Rev. 03, dated 20/04/2021).
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Rev. 02 update:

Following a series of technical reviews, the EA has approved the hydraulic modelling of the Enabling Works and Full Build
Out scenarios, as described in the hydraulic modelling Technical Notes listed above. Confirmation of this approval is
included in Appendix A.

Rev. 03 update:

The sequence provided for Stage C in the list above has been amended following the conference call with the EA, to
more accurately reflect the anticipated order of construction activities on site.

5.1 Access to the Banks and Channel

The Enabling Works Phases A and B include works outside the river channel. Therefore, access to the river and its banks
will not be required. The removal of the culvert roof will be done from top of banks.

Debris removal from the river bed will be undertaken by trained personnel standing on the river bed and banks, wearing
appropriate PPE. Large items will be lifted using machinery from the top of river.

The river walls will be removed from the top of bank.

Once the river walls have been removed, level access can be provided to the majority of the river banks from the
Wildscape, Mayfield Lawn or the Play area. In some stretches of the river and where river walls are maintained at high
levels, material will be lowered from the top of the bank.

6 Site Supervision requirements

A suitably qualified geomorphologist will have a general overview of the river works during construction, including
presence on site. Other than specific material placement, they will also provide supervision on a fortnightly basis during
the works.

The placement of the gravel bars and construction of riffles will be carried out in the presence of a geomorphologist on
site, to ensure the correct shape has been achieved. The gravel material will also be checked by the geomorphologist to
ensure the right mixed is used.

A river works contractor will be appointed for the works within the river. The installation of the coir rolls and pallets will
be carried out under the guidance of the suppliers or specialist contractor.

7 Monitoring Plan

A number of pre-construction inspections of the river have been carried out. Details of these inspections, including
photographs and commentary on the condition of the river are provided within the following reports:

° Mayfield River Bed Debris Clearance Technical Note, Buro Happold (Rev. 01, dated 08/01/2021); and
o Mayfield Geomorphological Assessment, JBA (Rev. P02, dated December 2020).

It is recognised that while the material proposed to form the gravel bars and riffles described in this Technical Note has
been sized based on the flow conditions anticipated during the QMED flow event, some degree of geomorphological
change may still occur during lower flow events. In any given year, there is also a risk that the design flow event will be
exceeded, which may also cause morphological change.

In addition, there is a chance of geomorphological change occurring as the river self-adjusts following the removal of the
culvert and in general due to the other proposed changes to the channel.

It is therefore recommended that a programme of monitoring inspections is adopted, according to Table 7-1. These
inspections should be carried out by a suitably qualified geomorphologist in order to determine whether the observed
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condition requires any maintenance activities to be initiated. Typical monitoring, maintenance and remedial actions are
included in, but not limited to, the summary provided in Table 7-2.

It is proposed that the results of the monitoring inspections are made available to the EA, for information and advice.

Table 7-1: Recommended post-construction monitoring frequency

Timeframe Monitoring Frequency

During construction e  Daily during activities involving placement of material within river channel;
e Weekly during general landscaping work; and

e  Following flow events greater than Q5.

Up to 1 year after completion e  Monthly; and

e  Following flow events greater than QMED

1 to 2 years after completion e Once every 3 months; and

e  Following flow events greater than QMED

2 to 5 years after completion e Once every 6 months; and

e  Following flow events greater than QMED

More than 5 years after completion e Annually; and

e  Following flow events greater than QMED

Note: It is recommended that photos are taken during each monitoring inspection, from fixed locations, to allow direct visual

comparison between inspections. The photo locations shall be agreed on site during the first monitoring period.

Table 7-2: Typical monitoring, maintenance and remedial actions within the river channel

Monitoring Regular Maintenance Remedial Actions
e Inspect gravel bars and riffles to check for e  Regular maintenance of Red
geomorphological change according to gravel bars and riffles not

e  Regrade gravel bars or riffles where

frequency given in Table 7-1, determine anticipated to be . .
9 Y9 P high flows have caused accumulation

remedial action according to the following required . o
of material, or where significant

classification: .
movement of material has occurred

e  Red: Significant localised accumulation of . .
e  Replace material forming gravel bars

material causing obstruction to flow; or . .
9 and riffles if loss or wash out has
Significant localised loss of material allowing occurred

increase to flow velocity; or

Net loss of material forming gravel bars and . .
° Note location of minor

riffles within Mayfield Park, indicating geomorphological change for
i

movement of material downstream without . . . .
inspection at next monitoring period

replenishment from upstream

e No further remedial action required
. : Minor geomorphological movement

observed, but changes to channel profile do not Green
affect flow conditions, and therefore considered . No remedial action required
acceptable

e  Green: No geomorphological change observed
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Monitoring

Regular Maintenance

Remedial Actions

e Inspect channel structures for accumulation of

litter or debris

e Inspect condition of rock rolls, and coir rolls,

including anchors and fixings

° Remove litter and debris

from channel and banks

e Repair rock rolls and coir rolls and /

or fixings and anchors

e Inspect condition of vegetation

e Manage vegetation, cut
grass, remove nuisance

plants

e  Reseed/replant areas of poor

vegetation growth
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Jack Foster

From: Kirwan-Evans, Jenny <Jenny.KirwanEvans@environment-agency.gov.uk>

Sent: 04 March 2021 11:56

To: Jack Foster

Cc: Davies, Andy; Telfer, Helen; Ruckledge, John; Pankhurst, Catherine; Michael Percival;
Colin Byrne; Harry Mansfield; Mike Harrison

Subject: RE: Mayfield - 124972/FO/2019 - ENVPAC/1/GMC/00284 -Full-Build Out Flood
Modelling Issue

Attachments: Non-Real Time Hydraulic Model Review Mayfield+FullBuilt_FINAL.xIsm

Categories: Important

**External Email. This email originated from outside Buro Happold.**
Hi,

I've checked over the Full Built Model files and updated the Review Spreadsheet — see attached. Everything now
looks fine and we accept the model as fit for purpose.

Note — | believe in order to update the flood mapping, we need the 0.1% AEP (1000 year return period) event to be
modelled.

John — can you confirm that this is the case? I'm not sure if flood map updates are part of the scope of this work.
Thanks,

Jenny

Jenny Kirwan-Evans

Pronouns: she/her/hers (why is this here?)

Advisor, Service Delivery, Evidence and Risk
Incident Management and Resilience

B +447826 532407

>4 Currently working at home during the Covid-19 pandemic

From: Jack Foster [mailto:Jack.Foster@BuroHappold.com]

Sent: 24 February 2021 20:28

To: Kirwan-Evans, Jenny <Jenny.KirwanEvans@environment-agency.gov.uk>

Cc: Davies, Andy <Andy.Daviesl@environment-agency.gov.uk>; Telfer, Helen <helen.telfer@environment-
agency.gov.uk>; Ruckledge, John <john.ruckledge @environment-agency.gov.uk>; Pankhurst, Catherine
<Catherine.Pankhurst@fgould.com>; Michael Percival <mipercival@deloitte.co.uk>; Colin Byrne
<Colin.Byrne@BuroHappold.com>; Harry Mansfield <Harry.Mansfield@BuroHappold.com>; Mike Harrison
<MikeHarrison@uandiplc.com>

Subject: RE: Mayfield - 124972/F0/2019 - ENVPAC/1/GMC/00284 -Full-Build Out Flood Modelling Issue

HI Jenny,

Further to my email below, the updated Technical Note, model files and completed Model Review spreadsheet for the
Full Build Out model are available to download from the following link:

https://burohappold-

my.sharepoint.com/:f:/p/jack foster/EhHBdjjFgNFKkaNZjGRy WQBtMTHOVCNS JBfWJ6LIDLAw?e=C6Y2iG

Best regards,



Jack

Jack Foster CEng MICE

Senior Engineer

Buro Happold | Cities | Water

T: +44 (0)20 7927 9700

www.burohappold.com | LinkedIn | Twitter | Instagram

From: Jack Foster

Sent: 23 February 2021 12:21

To: Kirwan-Evans, Jenny <Jenny.KirwanEvans@environment-agency.gov.uk>

Cc: Davies, Andy <andy.daviesl@environment-agency.gov.uk>; Telfer, Helen <helen.telfer@environment-
agency.gov.uk>; Ruckledge, John <john.ruckledge @environment-agency.gov.uk>; Pankhurst, Catherine
<Catherine.Pankhurst@fgould.com>; Michael Percival <mipercival@deloitte.co.uk>; Colin Byrne
<Colin.Byrne@BuroHappold.com>; Harry Mansfield <Harry.Mansfield@BuroHappold.com>; Mike Harrison
<MikeHarrison@uandiplc.com>

Subject: RE: Mayfield - 124972/F0O/2019 - ENVPAC/1/GMC/00284 -Full-Build Out Flood Modelling Issue

Hi Jenny,

Thanks very much for your email, and for confirming agreement with our approach to the mass balance error. We will
update the Technical Note accordingly and plan to issue this tomorrow, along with the package of model files.

We will also provide further commentary, including figures / diagrams, to respond to the comments regarding
channel and bridge geometry. We will include references to the updated sections of the report within the model
review spreadsheet.

Best regards,
Jack

Jack Foster CEng MICE

Senior Engineer

Buro Happold | Cities | Water

T: +44 (0)20 7927 9700

www.burohappold.com | LinkedIn | Twitter | Instagram

From: Kirwan-Evans, Jenny <Jenny.KirwanEvans@environment-agency.gov.uk>

Sent: 22 February 2021 10:41

To: Jack Foster <Jack.Foster@BuroHappold.com>

Cc: Davies, Andy <andy.daviesl@environment-agency.gov.uk>; Telfer, Helen <helen.telfer@environment-
agency.gov.uk>; Ruckledge, John <john.ruckledge @environment-agency.gov.uk>; Pankhurst, Catherine
<Catherine.Pankhurst@fgould.com>; Michael Percival <mipercival@deloitte.co.uk>; Colin Byrne
<Colin.Byrne@BuroHappold.com>; Harry Mansfield <Harry.Mansfield@BuroHappold.com>; Mike Harrison
<MikeHarrison@uandiplc.com>

Subject: RE: Mayfield - 124972/F0O/2019 - ENVPAC/1/GMC/00284 -Full-Build Out Flood Modelling Issue

**External Email. This email originated from outside Buro Happold.**

Hi Jack,
Thanks for your email and additional clarifications.

I’'m happy with the approach you’ve undertaken to reduce the mass balance error and now that it is in line with the
Baseline values, this is acceptable. Please go ahead and update the reporting to reflect this change.

2



With regards to the channel and bridge geometry, in order to be clear and ease my review, please add detail of how
the elevations have been calculated including figures of channel/structure design within the reporting itself.

Please can you give a date for when I'll receive the updated reporting and model files?

Thanks,
Jenny

Jenny Kirwan-Evans

Pronouns: she/her/hers (why is this here?)

Advisor, Service Delivery, Evidence and Risk
Incident Management and Resilience

B +447826 532407
>4 Currently working at home during the Covid-19 pandemic

From: Jack Foster [mailto:Jack.Foster@BuroHappold.com]

Sent: 18 February 2021 18:55

To: Kirwan-Evans, Jenny <Jenny.KirwanEvans@environment-agency.gov.uk>

Cc: Davies, Andy <Andy.Daviesl@environment-agency.gov.uk>; Telfer, Helen <helen.telfer@environment-
agency.gov.uk>; Ruckledge, John <john.ruckledge @environment-agency.gov.uk>; Pankhurst, Catherine
<Catherine.Pankhurst@fgould.com>; Michael Percival <mipercival@deloitte.co.uk>; Colin Byrne
<Colin.Byrne@BuroHappold.com>; Harry Mansfield <Harry.Mansfield@BuroHappold.com>; Mike Harrison
<MikeHarrison@uandiplc.com>

Subject: RE: Mayfield - 124972/F0O/2019 - ENVPAC/1/GMC/00284 -Full-Build Out Flood Modelling Issue

Hi Jenny,
| understand from Andy (via Catherine) that you are happy for us to contact you directly for informal review.

We have been investigating the mass balance error with regard to Item 14.1 in the model review spreadsheet, and
thought it would be helpful to provide an update in advance of reissuing our deliverables formally.

Cause

e Accumulation of mass error occurs between the hours of 0 and 2, when flow in the river is low, and in-channel
water levels are very similar to the low point of the bank;

e This causes constant flux between the 1D and the 2D domains at the part of the Wildscape area circled in the
image in Figure 1, with no clear dominant flow direction;

* Concluded that this flux is the cause of the peak in mass error, as cumulative mass error begins to reduce as
water levels increase (Figure. 2).



Figure 1: Baseline water level at the Wildscape area, annotated with location of cause of mass error
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Figure 2: Comparison of cumulative mass error (%) against the water level recorded within the Wildscape Area 2D
domain for the Full Build Out Model (192)

Solution

* Raise bank height from 31.8mAQOD to 32mAOQOD locally, at inflow point from channel to Wildscape area, to
match proposed level for low point of Wildscape area

e This prevents movement between 1D and 2D domain during low flow state (hours 0 to 2) and significantly
reduces the mass error (Table 1 and Figure 3)

* This amendment is considered a more accurate representation of the proposed scheme, rather than a design
change, and does not have an impact on water levels elsewhere within the model



Note: A test applying a roughness patch with localised increase in roughness to 1.00 was tested, but made negligible
impact on mass error.

Table 1 provides a summary of the mass error for each run and return period, indicating that the amended Full Build
Out model (197) has a maximum mass error of -1.19%, which matches the performance of the Baseline model

(142). Although this exceeds the threshold of +1%, this is considered appropriate given the prior approval of the
Baseline.

Table 1: Summary of absolute maximum cumulative mass error for Baseline and Full Build Out models

Event Baseline Full Build Out Amended Full Build Out
(142) (192) (197)
25 year 1.19% 2.78% 1.19% Matches baseline
100 year 0.95% 2.41% 0.98% Less than 1%
100 year + 35% CC 1.19% 2.72% 1.16% Less than baseline
1in 100 year plus 35% CC
0.5
0
3 2 4 6 8 10 12
% -0.5
E -1.5
2
E -2
3
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Figure 3: Comparison of cumulative mass error for the 100 year + 35% CC event for the Baseline and Full Build Out
models

If you are in agreement with the approach outlined above, we will update our reporting, compile the relevant model
files and submit along with the model review spreadsheet for formal review.

Regarding Items 3.5 and 5.2, we have checked the geometry of the model and are satisfied that it is an accurate
representation of the latest set of drawings. We will update the Technical Note to provide additional commentary on
the methodology used to represent the proposed scheme in the model, including sources of data.

Best regards,
Jack

Jack Foster CEng MICE

Senior Engineer

Buro Happold | Cities | Water

T: +44 (0)20 7927 9700

www.burohappold.com | LinkedIn | Twitter | Instagram



From: Colin Byrne <Colin.Byrne@BuroHappold.com>

Sent: 10 February 2021 18:26

To: Jack Foster <Jack.Foster@BuroHappold.com>; Harry Mansfield <Harry.Mansfield@BuroHappold.com>
Subject: FW: Mayfield - 124972/F0/2019 - ENVPAC/1/GMC/00284 -Full-Build Out Flood Modelling Issue
Importance: High

FYI below

Colin Byrne

Associate Director

BuroHappold Engineering | Cities - Infrastructure
M: +44 7753461166

From: Davies, Andy <Andy.Daviesl@environment-agency.gov.uk>

Sent: 10 February 2021 18:18

To: catherine.pankhurst@fgould.com; FOSTER, Kevin <Kevin.Foster@cheshireeast.gov.uk>

Cc: Kirwan-Evans, Jenny <jenny.kirwanevans@environment-agency.gov.uk>; Telfer, Helen
<helen.telfer@environment-agency.gov.uk>; Colin Byrne <Colin.Byrne@BuroHappold.com>; Harry Mansfield
<Harry.Mansfield@BuroHappold.com>; Michael Percival <mipercival@deloitte.co.uk>; Ruckledge, John
<john.ruckledge@environment-agency.gov.uk>; Mike Harrison <MikeHarrison@uandiplc.com>

Subject: Mayfield - 124972/F0/2019 - ENVPAC/1/GMC/00284 -Full-Build Out Flood Modelling Issue
Importance: High

**External Email. This email originated from outside Buro Happold.**

Good evening Jack / Catherine,

As discussed earlier in the week my colleague Jenny has been progressing review of the final Mayfield Enabling
Works Model (attached above). Unfortunately, as submitted, we are unable to recommend approval of the ‘final build
out’ flood model as two significant issues (translating to three red modelling review classifications) have been
identified. These issues are summarised briefly as follows:

= The 1D channel cross sections and structures do not appear to match the plans provided.
= 2D mass balance error is out of tolerance (+/-1%) indicating model instability. This should be reviewed
and improved.

To expand in part on the above, for the purpose of the modelling review Jenny has made comparison of the model
submissions made by B-H to the masterplan drawings and cross sectional drawings that are currently submitted
under discharge of condition applications CDN/20/0689 and CDN/20/0866 (uploaded to MCC planning portal between
December 21-23 2020) aiming to address the requirements of conditions 11 (park levels) and 66 (long/cross
sections).

Further to the above, | have this morning been made aware by Manchester City Council (see attached email) on the
submission of a series of updated level drawings regarding condition 11 (park levels). These revised drawings, on
quick check, are dated 09.02.21 and consequently supersede in time the modelling submissions made to the EA on
the 6™ February and 8t February (see chargeable email attached for reference). Additionally no comment is made as
part of these latest submissions confirming that the revised drawings are in conformity with the final build out flood
modelling.

For clarity, it should be ensured the plans and drawings presented as part of planning submissions are informed and
in conformity with the flood modelling (once approved). It is concerning that revised drawings have been submitted to
planning post-flood modelling submission.

Please can B-H/ the Mayfield Project Team address the comments made with EA modelling review spreadsheet
attached and as part of the response provide clear clarification on which plans/drawings/cross-sections which are
considered to represent the final development intended for advancement / approval and have been informed by the
modelling. Any reference to final drawings within relevant technical documents/reporting forming part of the planning
submissions/ applications should also be ensured/updated.



As discussed previously it will not be possible for the EA to sign-off on conditions 11, 22 and 66 attached to planning
permission 124972/F0O/2019 until all elements of the flood modelling have been approved.

Happy to discuss further.

Regards,

Andy

Andy Davies

Planning Advisor, Sustainable Places Team | Greater Manchester, Merseyside, Cheshire
Environment Agency | Richard Fairclough House, Knutsford Road, Latchford, Warrington WA4 1HT

Email: SPPlanning.RFH@environment-agency.gov.uk
Mobile: 0739 379 8325

Information in this message may be confidential and may be legally privileged. If you have received this message by
mistake, please notify the sender immediately, delete it and do not copy it to anyone else. We have checked this
email and its attachments for viruses. But you should still check any attachment before opening it. We may have to
make this message and any reply to it public if asked to under the Freedom of Information Act, Data Protection Act
or for litigation. Email messages and attachments sent to or from any Environment Agency address may also be
accessed by someone other than the sender or recipient, for business purposes.

This transmission is confidential and intended solely for the person or organisation to whom it is correctly addressed. If you are not the
intended recipient of this transmission, you should not take any action in reliance on it. Further, this transmission may contain confidential
design and other information owned by Buro Happold Ltd. You should not copy, distribute, use, offer for sale or hire such information or in
any way infringe the design and intellectual property rights of Buro Happold Ltd. It is intended that communication by email from Buro
Happold Ltd or its employees is limited to communications connected to the services provided by Buro Happold Ltd. Buro Happold Ltd
accepts no liability for any communications not connected to the services it provides. Computer viruses may be transmitted or downloaded
onto your computer system via email communication. It is the recipient’s responsibility to take any action necessary to prevent computer
viruses being transmitted in this way. Accordingly, Buro Happold Ltd disclaims all responsibility which arises directly or indirectly from such
transmission of computer viruses. Buro Happold Ltd. Registered in England: 2049511.

Information in this message may be confidential and may be legally privileged. If you have received this message by
mistake, please notify the sender immediately, delete it and do not copy it to anyone else. We have checked this
email and its attachments for viruses. But you should still check any attachment before opening it. We may have to
make this message and any reply to it public if asked to under the Freedom of Information Act, Data Protection Act
or for litigation. Email messages and attachments sent to or from any Environment Agency address may also be
accessed by someone other than the sender or recipient, for business purposes.

Information in this message may be confidential and may be legally privileged. If you have received this message by
mistake, please notify the sender immediately, delete it and do not copy it to anyone else. We have checked this
email and its attachments for viruses. But you should still check any attachment before opening it. We may have to
make this message and any reply to it public if asked to under the Freedom of Information Act, Data Protection Act
or for litigation. Email messages and attachments sent to or from any Environment Agency address may also be
accessed by someone other than the sender or recipient, for business purposes.
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Notes

1. WORKS WITHIN 8M FROM THE RIVER BANK MAY REQUIRE A
FLOOD RISK ACTIVITY PERMIT FROM THE ENVIRONMENT AGENCY.

2. THE EXISTING CROSS SECTIONS ARE INDICATED IN DASHED LINE
AND ARE BASED ON A RIVER CHANNEL SURVEY CONDUCTED BY
SURVEY OPERATIONS IN OCTOBER 2020.

3. FOREXISTING SITE CONDITIONS REFER TO DRAWING NO.W-0001.

4. FOR PROPOSED GENERAL ARRANGEMENT INFORMATION AND
CROSS SECTION LOCATIONS REFER TO DRAWING NO.W-0002.

5. FOR PROPOSED EDGE TREATMENT REFER TO DRAWING
NO.W-0007.

6. FORLONG SECTION ALONG THE LOWER CENTRELINE OF THE
RIVER REFER TO DRAWING W-0008.

7. EXISTING AND PROPOSED RETAINING WALLS ARE SHOWN
INDICATIVELY. CONTRACTOR TO CONFIRM SIZE OF EXISTING
WALLS. THIS DRAWING SHOULD NOT BE USED FOR SETTING OUT
OR SIZING CONSTRICTION ELEMENTS.

8. RIVER FLOW DIRECTION IS FROM EAST TO WEST. REFERENCE TO
RIGHT BANK OR LEFT BANK IS FACING DOWNSTREAM.

9. WALL STABILITY CHECKS SHALL BE DONE PRIOR TO REMOVAL OF
MATERIAL IN FRONT OF WALLS.

10. JAPANESE KNOTWEED TO BE REMOVED BY SPECIALIST.
CONTRACTOR TO COORDINATE WITH SPECIALIST.

11. A SUITABLY QUALIFIED GEOMORPHOLOGIST SHALL SUPERVISE
THE PLACEMENT AND SHAPING OF GRAVEL BARS AND RIFFLES

LEGEND:

——————— EXISTING SITE LEVELS

PROPOSED LEVELS

Q95 WATER LEVEL (EXCEEDED 95% OF THE TIME)
Q50 WATER LEVEL (EXCEEDED 50% OF THE TIME)
Q5 WATER LEVEL (EXCEEDED 5% OF THE TIME)
PROPOSED GRAVEL BAR

PROPOSED PRE-PLANTED COIR PALLETS

RIP RAP

W EXISTING WALL TO BE REMOVED -
7 THICKNESS AND EXTENTS UNKNOWN

% PROPOSED RETAINING WALL
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DO NOT SCALE THIS DRAWING.

HEALTH AND SAFETY INFORMATION

IN ADDITION TO THE HAZARDS/RISKS NORMALLY ASSOCIATED WITH THE
TYPES OF WORK DETAILED ON THIS DRAWING, NOTE THE FOLLOWING

CONSTRUCTION.

1. BELOW GROUND OBSTRUCTIONS INCLUDING RIVER WALL
FOUNDATIONS

2. UNCERTAIN STABILITY OF EXISTING RIVER WALLS

3. WORKING ADJACENT TO WATER AND POTENTIALLY AT HEIGHT.

4. REFERTO THE MAYFIELD FLOOD RISK ASSESSMENT AND
CONSULT WITH PRINCIPAL CONTRACTOR. OBSERVE WEATHER
FORECAST AND THE ENVIRONMENT AGENCY FLOOD
WARNINGS. A FLOOD RISK MANAGEMENT PLAN DURING
CONSTRUCTION SHALL BE PUT IN PLACE PRIOR TO
COMMENCEMENT OF WORKS.

5. REMOVAL OF THE CULVERT OR RIVER WALLS SHALL NOT
RESULT IN INCREASE IN FLOOD RISK TO DOWNSTREAM SITES.
DEMOLITION METHOD STATEMENT SHALL TAKE INTO
ACCOUNT FLOOD RISK. TEMPORARY MITIGATION MEASURES
SHALL BE PUT IN PLACE AS NECESSARY.

MAINTENANCE/CLEANING/OPERATION.

1. AMAINTENANCE AND MANAGEMENT PLAN IS TO BE PUT IN
PLACE PRIOR TO OCCUPATION. PERSONNEL TO BE MADE
AWARE OF THE PLAN AND FLOOD RISK TRIGGER POINTS PRIOR
TO OPERATION AND MAINTENANCE.

2. WORKS IN THE PROXIMITY OF DYNAMIC RIVER. LEVELS CAN
CHANGE RAPIDLY.

3. CONSULT THE ENVIRONMENT AGENCY FLOOD WARNINGS AND
OBSERVE WEATHER CONDITIONS PRIOR TO ANY
MAINTENANCE OF AREAS AT HIGH FLOOD RISK (WITHIN THE 1
IN 25 YEAR FLOOD EVENT).

4. DEBRIS DEPOSITION POTENTIALLY EXPECTED WITHIN
FLOODED AREAS FOLLOWING A FLOOD EVENT, INCLUDING
DILUTED SEWAGE WASTE.

DECOMMISSIONING/DEMOLITION.

REFER TO CONSTRUCTION ABOVE

Notes

1. WORKS WITHIN 8M FROM THE RIVER BANK MAY REQUIRE A
FLOOD RISK ACTIVITY PERMIT FROM THE ENVIRONMENT AGENCY.

2. THE EXISTING CROSS SECTIONS ARE INDICATED IN DASHED LINE
AND ARE BASED ON A RIVER CHANNEL SURVEY CONDUCTED BY
SURVEY OPERATIONS IN OCTOBER 2020.

3. FOREXISTING SITE CONDITIONS REFER TO DRAWING NO.W-0001.

4. FOR PROPOSED GENERAL ARRANGEMENT INFORMATION AND
CROSS SECTION LOCATIONS REFER TO DRAWING NO.W-0002.

5. FOR PROPOSED EDGE TREATMENT REFER TO DRAWING
NO.W-0007.

6. FORLONG SECTION ALONG THE LOWER CENTRELINE OF THE
RIVER REFER TO DRAWING W-0008.

7. EXISTING AND PROPOSED RETAINING WALLS ARE SHOWN
INDICATIVELY. CONTRACTOR TO CONFIRM SIZE OF EXISTING
WALLS. THIS DRAWING SHOULD NOT BE USED FOR SETTING OUT
OR SIZING CONSTRICTION ELEMENTS.

8. RIVER FLOW DIRECTION IS FROM EAST TO WEST. REFERENCE TO
RIGHT BANK OR LEFT BANK IS FACING DOWNSTREAM.

9. WALL STABILITY CHECKS SHALL BE DONE PRIOR TO REMOVAL OF
MATERIAL IN FRONT OF WALLS.

10. JAPANESE KNOTWEED TO BE REMOVED BY SPECIALIST.
CONTRACTOR TO COORDINATE WITH SPECIALIST.

11. A SUITABLY QUALIFIED GEOMORPHOLOGIST SHALL SUPERVISE
THE PLACEMENT AND SHAPING OF GRAVEL BARS AND RIFFLES

LEGEND:

——————— EXISTING SITE LEVELS

PROPOSED LEVELS

Q95 WATER LEVEL (EXCEEDED 95% OF THE TIME)
Q50 WATER LEVEL (EXCEEDED 50% OF THE TIME)
Q5 WATER LEVEL (EXCEEDED 5% OF THE TIME)
PROPOSED GRAVEL BAR

PROPOSED PRE-PLANTED COIR PALLETS

RIP RAP

W EXISTING WALL TO BE REMOVED -
7 THICKNESS AND EXTENTS UNKNOWN

% PROPOSED RETAINING WALL
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41.00
40.00 ACCUMULATED DEBRIS & JAPANESE KNOTWEED TO BE
REMOVED. BANK TO BE LOWERED AND PLANTED USING
| PRE-PLANTED PALLETS.
39.00
38.00 - ——7
COIR ROLLS TO PROVIDE TOE PROTECTION FOR -
THE BANK, FIXED IN PLACE ON A ROCK ROLL s
37.00 - PYRAMID. DETAILS ON W-0007. - -
/
36.00 - 35.55
ELEVATION 35.29%
mOD 7 [
35.00 -
34.00 1
33.00 -
32.00 -
| 30.73
31.00 v
DATUM RL 30.00
EXISTING GL g 8 8§ g g g 2 g e 8 5 g 8 8 8 g 8 g g 3 8
PROPOSED S & e 8 & T 8 N S S 5 3 2 3 S g 8§ 3 8 3 g
CHAINAGE g g g o g g 3 g g 8 g g S g g 8§ 8 g g g
SECTION 07 CHAINAGE 130
SCALE 1100 HORIZONTAL
SCALE 1:100 VERTICAL.
41.00
40,00 - ACCUMULATED DEBRIS & JAPANESE KNOTWEED TO BE
: REMOVED. BANK TO BE LOWERED AND PLANTED USING
PRE-PLANTED PALLETS.
39.007 GRAVEL BAR TO PROVIDE TOE PROTECTION TO
SHALLOW BANK.
38.00 -
37.00 1
36.00 -
ELEVATION
moD COIR ROLLS TO CREATE MEANDERING REACH,
35.00 - 34.50 FIXED IN PLACE ON A ROCK ROLL PYRAMID.
3100 7 e — — — — ~ _ DETAILS INW-0007. _ L
34.00 v SUB-SOIL LAYER OVER OTHER NATURAL
CRUSHED MATERIAL TO PROVIDE BED FOR
33,004 PRE-PLANTED PALLETS.
32.00
31.00 -
DATUM RL 30.00
EXISTING GL 2 g 8 8 8§ s 8 s g S & 8 88 @ g 8 g 8 ¢
PROPOSED 8 g & S g2 g Q g 8 8 & 8 g8 88 8 s g S 8 g
CHAINAGE g g g g g g g 8 8 8 g g 888 g g 8 = g g
SECTION 09 CHAINAGE 170
SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.
41.00
ACCUMULATED DEBRIS & JAPANESE KNOTWEED TO BE
40.00 REMOVED. BANK TO BE LOWERED AND PLANTED USING
PRE-PLANTED PALLETS.
39.00 -
GRAVEL BAR TO PROVIDE TOE PROTECTION TO
SHALLOW BANK.
38.00 -
37.00 -
36.00 -
ELEVATION
mOD COIR ROLLS TO CREATE MEANDERING REACH,
35.00 - FIXED IN PLACE ON A ROCK ROLL PYRAMID.
DETAILS ON W-0007.
34.00 SUB-SOIL LAYER OVER OTHER NATURAL
CRUSHED MATERIAL TO PROVIDE BED FOR
33,00 - PRE-PLANTED PALLETS.
32.00
31.00 -
DATUM RL 30.00
EXISTING GL g 8 b3 2 8 8 g 88 8 $ 8 8 S 88 8§ 8 g S g S
PROPOSED g 2 s IS g 8 g 8 8 8 8 8 8 g 88 & § 2 & 2 g
CHAINAGE
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7.380
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9.510
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10.210
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14.000
16.000
18.000
19.750
20.000
20.200
22.000

22.930

24.000
26.000
28.000

30.000

SECTION 11 CHAINAGE 210

SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.

41.00
ACCUMULATED DEBRIS & JAPANESE KNOTWEED TO BE
40.00 REMOVED. BANK TO BE LOWERED AND PLANTED USING
PRE-PLANTED PALLETS.
39.00 -
COIR ROLLS TO PROVIDE TOE PROTECTION
38.00 - FOR THE BANK, FIXED IN PLACE ON A ROCK
ROLL PYRAMID. DETAILS ON W-0007.
37.00
36.00 -
ELEVATION
mOD
35.00 - 34.62
3447
v v Y— _ _ _ | ____ 14 _
34.00 -
33.00 -
32.00
3105
31.00 -
DATUM RL 30.00
EXISTING GL s g g 8 2 3 g 3 SN S 2 g S g g g g g
PROPOSED  |g z 8z 2 5 8 3 sz 2 2 5 58 : g g 5 5
CHAINAGE g 5 g g 5 s g 8 g 8 g g g 88 g g g = g
SECTION 08 CHAINAGE 150
SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.
41.00
40,00 - ACCUMULATED DEBRIS & JAPANESE KNOTWEED TO BE
: REMOVED. BANK TO BE LOWERED AND PLANTED USING
PRE-PLANTED PALLETS.
39.001 GRAVEL BAR TO PROVIDE TOE PROTECTION TO
SHALLOW BANK.
38.00 -
37.00
36.00 -
ELEVATION
moD COIR ROLLS TO CREATE MEANDERING REACH,
35.00 - FIXED IN PLACE ON A ROCK ROLL PYRAMID.
L 34.04 34.00 000 ————
004 T T T T T T T T T T e ~ A
: 133.36 SUB-SOIL LAYER OVER OTHER NATURAL
' CRUSHED MATERIAL TO PROVIDE BED FOR
33.00 PRE-PLANTED PALLETS.
32.00 \
31.00 -
DATUM RL 30.00
EXISTING GL g 8 8 8 8 8 g g g 2 = 28 8 g 8 3 g g 8
PROPOSED N 8 % g 8 8 g g 2 2 = g8 8 g g g 3 8 g
CHAINAGE g g g ° g g g g 8 g g 288 8 g 8 g g g g
SECTION 10 CHAINAGE 190
SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.
39.00 -
PROPOSED RETAINING WALL
38.00 - (DESIGN BY OTHERS)
37.00 -
36%'3 ACCUMULATED DEBRIS & JAPANESE KNOTWEED TO BE
36.00 - REMOVED. BANK TO BE LOWERED.
35.00 -
34.00 -
ELEVATION 33.20 %35 33.30
moD |- T AV
33.00
32.00 -
31.00 -
30,00 - 23,76
29.00 \ AREA OF SCOUR THAT COULD IMPACT
WALL STABILITY
DATUM RL 28.00 I
EXISTING GL = g 88 & 8 s 238 3 g g g 8 §2 8 B g 8 g 2 g
PROPOSED 2 s 38 8 g 2 3% 8 2 8 3 g 588 g 2§ 3 g 5
CHAINAGE
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2.900
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6.000
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9.770
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12.000

14.000
16.000

18.000

19.760
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20.250
22.000
24.000
25.090
26.000
28.000
30.000

SECTION 12 CHAINAGE 230

SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.
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DO NOT SCALE THIS DRAWING.

HEALTH AND SAFETY INFORMATION

IN ADDITION TO THE HAZARDS/RISKS NORMALLY ASSOCIATED WITH THE
TYPES OF WORK DETAILED ON THIS DRAWING, NOTE THE FOLLOWING

CONSTRUCTION.

1. BELOW GROUND OBSTRUCTIONS INCLUDING RIVER WALL
FOUNDATIONS

2. UNCERTAIN STABILITY OF EXISTING RIVER WALLS

3. WORKING ADJACENT TO WATER AND POTENTIALLY AT HEIGHT.

4. REFERTO THE MAYFIELD FLOOD RISK ASSESSMENT AND
CONSULT WITH PRINCIPAL CONTRACTOR. OBSERVE WEATHER
FORECAST AND THE ENVIRONMENT AGENCY FLOOD
WARNINGS. A FLOOD RISK MANAGEMENT PLAN DURING
CONSTRUCTION SHALL BE PUT IN PLACE PRIOR TO
COMMENCEMENT OF WORKS.

5. REMOVAL OF THE CULVERT OR RIVER WALLS SHALL NOT
RESULT IN INCREASE IN FLOOD RISK TO DOWNSTREAM SITES.
DEMOLITION METHOD STATEMENT SHALL TAKE INTO
ACCOUNT FLOOD RISK. TEMPORARY MITIGATION MEASURES
SHALL BE PUT IN PLACE AS NECESSARY.

MAINTENANCE/CLEANING/OPERATION.

1. AMAINTENANCE AND MANAGEMENT PLAN IS TO BE PUT IN
PLACE PRIOR TO OCCUPATION. PERSONNEL TO BE MADE
AWARE OF THE PLAN AND FLOOD RISK TRIGGER POINTS PRIOR
TO OPERATION AND MAINTENANCE.

2. WORKS IN THE PROXIMITY OF DYNAMIC RIVER. LEVELS CAN
CHANGE RAPIDLY.

3. CONSULT THE ENVIRONMENT AGENCY FLOOD WARNINGS AND
OBSERVE WEATHER CONDITIONS PRIOR TO ANY
MAINTENANCE OF AREAS AT HIGH FLOOD RISK (WITHIN THE 1
IN 25 YEAR FLOOD EVENT).

4. DEBRIS DEPOSITION POTENTIALLY EXPECTED WITHIN
FLOODED AREAS FOLLOWING A FLOOD EVENT, INCLUDING
DILUTED SEWAGE WASTE.

DECOMMISSIONING/DEMOLITION.

REFER TO CONSTRUCTION ABOVE

Notes

1. WORKS WITHIN 8M FROM THE RIVER BANK MAY REQUIRE A
FLOOD RISK ACTIVITY PERMIT FROM THE ENVIRONMENT AGENCY.

2. THE EXISTING CROSS SECTIONS ARE INDICATED IN DASHED LINE
AND ARE BASED ON A RIVER CHANNEL SURVEY CONDUCTED BY
SURVEY OPERATIONS IN OCTOBER 2020.

3. FOREXISTING SITE CONDITIONS REFER TO DRAWING NO.W-0001.

4. FOR PROPOSED GENERAL ARRANGEMENT INFORMATION AND
CROSS SECTION LOCATIONS REFER TO DRAWING NO.W-0002.

5. FOR PROPOSED EDGE TREATMENT REFER TO DRAWING
NO.W-0007.

6. FORLONG SECTION ALONG THE LOWER CENTRELINE OF THE
RIVER REFER TO DRAWING W-0008.

7. EXISTING AND PROPOSED RETAINING WALLS ARE SHOWN
INDICATIVELY. CONTRACTOR TO CONFIRM SIZE OF EXISTING
WALLS. THIS DRAWING SHOULD NOT BE USED FOR SETTING OUT
OR SIZING CONSTRICTION ELEMENTS.

8. RIVER FLOW DIRECTION IS FROM EAST TO WEST. REFERENCE TO
RIGHT BANK OR LEFT BANK IS FACING DOWNSTREAM.

9. WALL STABILITY CHECKS SHALL BE DONE PRIOR TO REMOVAL OF
MATERIAL IN FRONT OF WALLS.

10. JAPANESE KNOTWEED TO BE REMOVED BY SPECIALIST.
CONTRACTOR TO COORDINATE WITH SPECIALIST.

11. A SUITABLY QUALIFIED GEOMORPHOLOGIST SHALL SUPERVISE
THE PLACEMENT AND SHAPING OF GRAVEL BARS AND RIFFLES

LEGEND:

——————— EXISTING SITE LEVELS

PROPOSED LEVELS

Q95 WATER LEVEL (EXCEEDED 95% OF THE TIME)
Q50 WATER LEVEL (EXCEEDED 50% OF THE TIME)
Q5 WATER LEVEL (EXCEEDED 5% OF THE TIME)
PROPOSED GRAVEL BAR

PROPOSED PRE-PLANTED COIR PALLETS

RIP RAP

W EXISTING WALL TO BE REMOVED -
7 THICKNESS AND EXTENTS UNKNOWN

% PROPOSED RETAINING WALL
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41.00 -
40.00 -
39.00
PROPOSED RETAINING WALL
38.00 - (DESIGN BY OTHERS)
37.00
3605 ACCUMULATED DEBRIS & JAPANESE KNOTWEED TO BE
ELEVATION 36.00 REMOVED. BANK TO BE LOWERED AND PLANTED USING
PRE-PLANTED PALLETS
mOD
35.00
34.00 3335
______ v
33.00
32.00
30.95
31.00
DATUM RL 30.00
EXSTNGGL  |g g =8 8 5 238 g g 2 g 23 g 8 53 3 3
PROPOSED  |a 5 588§ 8 588 g g g g s e g 5 sz 8 :
CHAINAGE g g S5 3 g g 288 g g g g B g g g g 8 g g
SECTION 13 CHAINAGE 250
SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.
41.00 -
40.00 -
39.00
PROPOSED RETAINING WALL
38.00 - (DESIGN BY OTHERS)
37.00
eLevation % GRAVEL BAR TO PROVIDE TOE PROTECTION TO
SHALLOW BANK.
mOD
35.00
CULVERTSOFFIT3396 /| @4 (" ————————————— —— — — — —
34.00 v
33.00 é
32.00
31.00 M
DATUM RL 30.00
EXSTNGGL |3 g8 ¢ g g 3 28 g g 8 8 3 3 8 9 8 : 5 g8 8
PROPOSED |5 8% g 2 g g 38 8« g 2 g e g 2 g2 8 ¢
CHAINAGE g g8 s g g g cg § g g g g 2 g g g g g B8 g
SECTION 15 CHAINAGE 290
SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.
41.00 -
40.00 -
30,00 - RIP RAP REVETMENT TO PROVIDE SCOUR
: PROTECTION TO OUTER RIVER BEND.
REFER TO DETAIL 03 ON DRAWING W-0007
38.00 - GRAVEL BAR TO PROVIDE TOE PROTECTION TO
SHALLOW BANK.
37.00
36.00
ELEVATION \%43
mb |- T T T T T T T
35.00 -
34.00 3340
VA
33.00
32.00 31,64
3115
31.00 - e
DATUM RL 30.00
EXISTNGGL | 2 5 3 5 8 88 3 g g 3 53 % 8 g g 2 g g
PROPOSED |3 5 g g 8 8 53 g g 2 z ss 8 3 s g 8 2 2
CHAINAGE
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SECTION 17 CHAINAGE 330

SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.

41.00 -
40.00
39.00
PROPOSED RETAINING WALL
38.00 (DESIGN BY OTHERS)
37.00
ELEVATION 36.00 GRAVEL BAR TO PROVIDE TOE PROTECTION TO
oD SHALLOW BANK.
m 3500 34.68
: v 3447
o
34.00 33.35 IZ
v
33.00
32.35
32.00 31.60
£
31.00
DATUM RL 30.00
EXISTING GL 8 3 g 88 & & g 28 g 2 - 3 SIS g g s § g g
PROPOSED 3 g g 88 8 S 8 88 g £ S g 8 g g § g 8 2 2
CHAINAGE g g S g8 8 g g 8¢ g g g g 2 g g g g B g g
SECTION 14 CHAINAGE 265
SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.
41.00
40.00
39.00
38.00
37.00
36.00
ELEVATION
mOD 34.80 34.75
35.00 A - 20300
CULVERT SOFFIT 33,83 177 A bbb
34.00 \V4 :
33.00 LOWERED LEVEL DUE TO
) DEBRIS REMOVAL
7
32.00 31.38
20-63-31.05 Z |
] AV
31.00 =L
DATUM RL 30.00
EXISTING GL 5 8 s g 2 g8 828 8 S 8 S g 88 g 88 5 3 S
PROPOSED & g 38 2 g g 23 S g g g 8 88 8 gs e 2 2
CHAINAGE g g S5 g g s Sg g g g g 2 g8 g g8 g g g
SECTION 16 CHAINAGE 310
SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.
41.00
40.00
39.00
38.00 ACCUMULATED DEBRIS & JAPANESE KNOTWEED TO BE
REMOVED. BANK TO BE LOWERED AND PLANTED USING PROPOSED RETAINING WALL
37.00 4 PRE-PLANTED PALLETS. (DESIGN BY OTHERS)
36.00 35.76
ELEVATION v -
mOD P -
35.00 =
GRAVEL BAR TO PROVIDE TOE -
PROTECTION TO SHALLOW BANK. -7
- -~
34.00 3340 _-
\va _
33.00 -
Ve
32.00
3081
31.00 Vi
DATUM RL 30.00
EXISTING GL 8 g 52 8 8 g 88 s N g £ 88 8 g 3 8 2 g
PROPOSED g 8 88 8 8 82 88 8 g 8 £ 88 B g 8 g 3 g
CHAINAGE
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SECTION 18 CHAINAGE 350

SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.
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DO NOT SCALE THIS DRAWING.

HEALTH AND SAFETY INFORMATION

IN ADDITION TO THE HAZARDS/RISKS NORMALLY ASSOCIATED WITH THE
TYPES OF WORK DETAILED ON THIS DRAWING, NOTE THE FOLLOWING

CONSTRUCTION.

1. BELOW GROUND OBSTRUCTIONS INCLUDING RIVER WALL
FOUNDATIONS

2. UNCERTAIN STABILITY OF EXISTING RIVER WALLS

3. WORKING ADJACENT TO WATER AND POTENTIALLY AT HEIGHT.

4. REFERTO THE MAYFIELD FLOOD RISK ASSESSMENT AND
CONSULT WITH PRINCIPAL CONTRACTOR. OBSERVE WEATHER
FORECAST AND THE ENVIRONMENT AGENCY FLOOD
WARNINGS. A FLOOD RISK MANAGEMENT PLAN DURING
CONSTRUCTION SHALL BE PUT IN PLACE PRIOR TO
COMMENCEMENT OF WORKS.

5. REMOVAL OF THE CULVERT OR RIVER WALLS SHALL NOT
RESULT IN INCREASE IN FLOOD RISK TO DOWNSTREAM SITES.
DEMOLITION METHOD STATEMENT SHALL TAKE INTO
ACCOUNT FLOOD RISK. TEMPORARY MITIGATION MEASURES
SHALL BE PUT IN PLACE AS NECESSARY.

MAINTENANCE/CLEANING/OPERATION.

1. AMAINTENANCE AND MANAGEMENT PLAN IS TO BE PUT IN
PLACE PRIOR TO OCCUPATION. PERSONNEL TO BE MADE
AWARE OF THE PLAN AND FLOOD RISK TRIGGER POINTS PRIOR
TO OPERATION AND MAINTENANCE.

2. WORKS IN THE PROXIMITY OF DYNAMIC RIVER. LEVELS CAN
CHANGE RAPIDLY.

3. CONSULT THE ENVIRONMENT AGENCY FLOOD WARNINGS AND
OBSERVE WEATHER CONDITIONS PRIOR TO ANY
MAINTENANCE OF AREAS AT HIGH FLOOD RISK (WITHIN THE 1
IN 25 YEAR FLOOD EVENT).

4. DEBRIS DEPOSITION POTENTIALLY EXPECTED WITHIN
FLOODED AREAS FOLLOWING A FLOOD EVENT, INCLUDING
DILUTED SEWAGE WASTE.

DECOMMISSIONING/DEMOLITION.

41,00 -
40.00 ACCUMULATED DEBRIS & JAPANESE KNOTWEED TO BE REMOVED.
39.00 RIP RAP ARMOURSTONE TO STANDARD LIGHT GRADING LMA 40/200,
TO FORM TRANSITION FROM SOFT EDGE (UPSTREAM), TO TIE IN WITH
38.00 - PROFILE OF MATERIAL FORMING BANK UNDER BRIDGE (DOWNSTREAM)
36.97
37.00 -
36.15 j
i v/ i
36.00 - == ——
ELEVATON |
mOD 71
35.00
34.00 -
33.00
32.00
31.00 -
DATUM RL 30.00
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CHAINAGE
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4740
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19.760
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22.000
23.730
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26.910

28.000
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REFER TO CONSTRUCTION ABOVE

SECTION 19 CHAINAGE 365

SCALE 1:100 HORIZONTAL.
SCALE 1:100 VERTICAL.

Notes

1. WORKS WITHIN 8M FROM THE RIVER BANK MAY REQUIRE A
FLOOD RISK ACTIVITY PERMIT FROM THE ENVIRONMENT AGENCY.

2. THE EXISTING CROSS SECTIONS ARE INDICATED IN DASHED LINE
AND ARE BASED ON A RIVER CHANNEL SURVEY CONDUCTED BY
SURVEY OPERATIONS IN OCTOBER 2020.

3. FOREXISTING SITE CONDITIONS REFER TO DRAWING NO.W-0001.

4. FOR PROPOSED GENERAL ARRANGEMENT INFORMATION AND
CROSS SECTION LOCATIONS REFER TO DRAWING NO.W-0002.

5. FOR PROPOSED EDGE TREATMENT REFER TO DRAWING
NO.W-0007.

6. FORLONG SECTION ALONG THE LOWER CENTRELINE OF THE
RIVER REFER TO DRAWING W-0008.

7. EXISTING AND PROPOSED RETAINING WALLS ARE SHOWN
INDICATIVELY. CONTRACTOR TO CONFIRM SIZE OF EXISTING
WALLS. THIS DRAWING SHOULD NOT BE USED FOR SETTING OUT
OR SIZING CONSTRICTION ELEMENTS.

8. RIVER FLOW DIRECTION IS FROM EAST TO WEST. REFERENCE TO
RIGHT BANK OR LEFT BANK IS FACING DOWNSTREAM.

9. WALL STABILITY CHECKS SHALL BE DONE PRIOR TO REMOVAL OF
MATERIAL IN FRONT OF WALLS.

10. JAPANESE KNOTWEED TO BE REMOVED BY SPECIALIST.
CONTRACTOR TO COORDINATE WITH SPECIALIST.

11. A SUITABLY QUALIFIED GEOMORPHOLOGIST SHALL SUPERVISE
THE PLACEMENT AND SHAPING OF GRAVEL BARS AND RIFFLES

LEGEND:

——————— EXISTING SITE LEVELS

PROPOSED LEVELS

Q95 WATER LEVEL (EXCEEDED 95% OF THE TIME)
Q50 WATER LEVEL (EXCEEDED 50% OF THE TIME)
Q5 WATER LEVEL (EXCEEDED 5% OF THE TIME)
PROPOSED GRAVEL BAR

PROPOSED PRE-PLANTED COIR PALLETS

RIP RAP

W EXISTING WALL TO BE REMOVED -
7 THICKNESS AND EXTENTS UNKNOWN

% PROPOSED RETAINING WALL

DESIGN T.B.C.

D UPDATE FOLLOWING EA REVIEW 19.0421 NG JF
C STAGE4 19.0321 NG JF
B STAGE 3 FINAL 181220 NG RG

A STAGE 3 PRELIMINARY INFORMATION 121020 NG RG
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N DO NOT SCALE THIS DRAWING.

HEALTH AND SAFETY INFORMATION

IN ADDITION TO THE HAZARDS/RISKS NORMALLY ASSOCIATED WITH THE
TYPES OF WORK DETAILED ON THIS DRAWING, NOTE THE FOLLOWING

CONSTRUCTION.

1. BELOW GROUND OBSTRUCTIONS INCLUDING RIVER WALL
FOUNDATIONS

2. UNCERTAIN STABILITY OF EXISTING RIVER WALLS

3. WORKING ADJACENT TO WATER AND POTENTIALLY AT HEIGHT.

4. REFERTO THE MAYFIELD FLOOD RISK ASSESSMENT AND
CONSULT WITH PRINCIPAL CONTRACTOR. OBSERVE WEATHER
FORECAST AND THE ENVIRONMENT AGENCY FLOOD
WARNINGS. A FLOOD RISK MANAGEMENT PLAN DURING
CONSTRUCTION SHALL BE PUT IN PLACE PRIOR TO
COMMENCEMENT OF WORKS.

5. REMOVAL OF THE CULVERT OR RIVER WALLS SHALL NOT
RESULT IN INCREASE IN FLOOD RISK TO DOWNSTREAM SITES.
DEMOLITION METHOD STATEMENT SHALL TAKE INTO
ACCOUNT FLOOD RISK. TEMPORARY MITIGATION MEASURES
SHALL BE PUT IN PLACE AS NECESSARY.

TYPE 2 RIFFLE

NATURAL GRAVEL MATERIAL TO REPLACE DEBRIS AND ‘m
RETAIN EXISTING RIFFLE FEATURE
STANDARD COARSE GRADING CP 90/250 (D5, = 125mm)

IN ACCORDANCE WITH BS EN 13383

RIP RAP ARMOURSTONE TO FORM TRANSITION FROM
SOFT EDGE (UPSTREAM), TO TIE IN WITH PROFILE OF
MATERIAL FORMING BANK UNDER BRIDGE (DOWNSTREAM).

MAINTENANCE/CLEANING/OPERATION.
1. AMAINTENANCE AND MANAGEMENT PLAN IS TO BE PUT IN

PLACE PRIOR TO OCCUPATION. PERSONNEL TO BE MADE
AWARE OF THE PLAN AND FLOOD RISK TRIGGER POINTS PRIOR
TO OPERATION AND MAINTENANCE.

2. WORKS IN THE PROXIMITY OF DYNAMIC RIVER. LEVELS CAN
CHANGE RAPIDLY.

3. CONSULT THE ENVIRONMENT AGENCY FLOOD WARNINGS AND
OBSERVE WEATHER CONDITIONS PRIOR TO ANY
MAINTENANCE OF AREAS AT HIGH FLOOD RISK (WITHIN THE 1
IN 25 YEAR FLOOD EVENT).

4. DEBRIS DEPOSITION POTENTIALLY EXPECTED WITHIN
FLOODED AREAS FOLLOWING A FLOOD EVENT, INCLUDING
DILUTED SEWAGE WASTE.

RIP RAP TO BE FORMED OF MATERIAL CONFORMING TO
STANDARD LIGHT GRADING LMA 40/200 IN ACCORDANCE
WITH BS EN 13383.

DECOMMISSIONING/DEMOLITION.
REFER TO CONSTRUCTION ABOVE

Notes
1. FOR EXISTING SITE CONDITIONS REFER TO DRAWING NO.W-0001)

2. FOR PROPOSED GENERAL ARRANGEMENT INFORMATION AND
TYPICAL CROSS SECTION LOCATIONS REFER TO DRAWING

&

GRAVEL BAR ot

f&@g %ﬁggzﬁg%? ?gsrf)RAD'NG 3. FOR PROPOSED CROSS SECTIONS REFER TO DRAWINGS
n50 ~

IN ACCORDANCE WITH BS EN 13242 NO.W-0003, W-0004, W-0005 & W-0006

4. FOR LONG SECTION REFER TO DRAWING NO. W-0008

TYPE 1 RIFFLE 5. A SUITABLY QUALIFIED GEOMORPHOLOGIST SHALL
NATURAL GRAVEL MATERIAL TO REPLACE DEBRIS AND ‘ SUPERVISE THE PLACEMENT AND SHAPING OF GRAVEL BARS

RETAIN EXISTING RIFFLE FEATURE AND RIFFLES
STANDARD COARSE GRADING CP 63/180 (D, = 85mm)
IN ACCORDANCE WITH BS EN 13383
COIR ROLLS ON ROCK ROLLS
RIP RAP REVETMENT
PROPOSED PRE-PLANTED COIR PALLETS
TYPICAL EDGE DETAILS
GRAVEL BAR
COIR ROLLS TO BE FIXED IN PLACE ON A ROCK ROLL PYRAMID OF THREE ROCK ROLLS
COIR ROLL ROCKROLL (APPROX. 250 - 300MM DIAMETER). RIFFLE GRAVEL FEATURE
GROUND ANCHORS TO BE USED TO FIX ROCK ROLLS TO THE RIVER BED OR BANK.
Q95 LEVEL (RIVER LEVEL EXCEEDED 95% OF
. PRE-PLANTED PALLETS WITH MARGINAL/WETLAND AND OTHER VEGETATION TO BE THE TIME)
N INSTALLED BEHIND COIR ROLLS ON APPROPRIATE TOP SOIL LAYER. EXISTING B
s aaNKPROFLE N _- Q50 LEVEL (RIVER LEVEL EXCEEDED 50% OF
PALLET EDGE TO BE BURIED UNDER COIR ROLLS AND OVERLAP WITH NEXT PALLET. - THE TIME)
ROCK ROLL ANCHORS PALLETS TO BE FIXED TO SLOPE WITH PEGS. INSTALLATION AS PER MANUFACTURERS o7
INSTRUCTIONS. WETLAND VEGETATION NO HIGHER P Q5 LEVEL (RIVER LEVEL EXCEEDED 5% OF
THAN 150mm ABOVE Q95 WATER LEVEL - THE TIME)
PALLETS SHALL BE VEGETATED ON INSTALLATION TO ENSURE RAPID ESTABLISHMENT -
OF THE RIVER BANKS AND PREVENT JAPANESE KNOTWEED COLONISATION. e
7~
Q5 WATER LEVEL —— <
/017 'SOFT' EDGE Q50 WATER LEVEL — \ WILDSCAPE
\__/ SCALE 150 Q95 WATER LEVEL e Wy VEGETATION
EXISTING GRAVEL BAR EXTENDS ABOVE Q95
CHANNEL BED WATER LEVEL.
FORMED OF STANDARD AGGREGATE
_/ GRADING 40/80 Go80/20 (D, = 50mm) E  UPDATE FOLLOWING EA REVIEW 190421 NG JF
CORROLL IN ACCORDANCE WITH BS EN 13242 D TYPOGRAPHICAL CORRECTIONS 190221 NG JF
COIR ROLLS ON PYRAMID OF ROCK ROLLS WITH BACKFILLING ALONG THE RIGHT C  STAGE 4 200121 NG JF
ROCK ROLL BANK OF CHAINAGE 165 TO 215 TO CREATE RIVER SINUSOID. /08 GRAVEL BAR TYPICAL DETAIL
-/ . B STAGE 3 FINAL 181220 NG RG
GROUND ANCHORS TO BE USED TO FIX ROCK ROLLS TO THE RIVER BED. SCALE 1:50
A STAGE 3 PRELIMINARY INFORMATION 121020 NG RG
PRE-PLANTED PALLETS BEHIND COIR ROLLS TO SUPPORT MARGINAL VEGETATION. Rev Deseription o R —
BACK FILLING MATERIAL CAN CONSIST OF A SUB SOIL LAYER OVER NATURAL
CRUSHED MATERIAL FOUND ON SITE TO SUPPORT PRE-PLANTED PALLETS.
TYPICAL BANK PROFILE Status of drawing
ROCK ROLL ANCHORS /G5 VERTICAL WALL REFER TO DRAWINGS W-0003
. TO W-0006 FOR DETAILS
SCALE 1:50 BED LEVEL TO
REMAIN AS EXISTING
==~ RIP RAP Q5 WATER LEVEL —— BUROHAPPOLD
NS A Q50 WATER LEVEL
“'.‘.b‘ RIP RAP REVETMENT TO PROVIDE TOE AND BANK 95 WATER LEVEL — — 0w ENGINEERING
NSRS . ‘ PROTECTION BETWEEN CHAINAGE 60-72M AND 330-353M,
AN ’..b‘, AND TIE IN WITH EXISTING BANK AT DOWNSTREAM EXTENT
N \ OSSO, (CHAINAGE 366M)
N -
~0 “ ROCK DENSITY: 2500 KG/M3 ALL DEBRIS TO BE REMOVED FROM CHANNEL. RIFFLE FEATURE 2 Brewery Place Tel:  +44 (0)113 204 2200
N =@, . DEPTH OF EXCAVATION TO BE CONFIRMED ON WASTE MATERIAL AND DEBRIS TO BE REMOVED FROM Brewery Wharf Fax: +44 (0)870 787 4144
N >~ MINIMUM RIP RAP ARMOUR SIZE DN50: 350MM y
~. .. ‘L STANDARD ARMOURSTONE GRADING: LMA 40/200 IN SITE DURING REMOVAL OF DEBRIS, ASSUMED CHANNEL BED AND REPLACED WITH NATURAL GRAVEL Leeds LS10 1NE Email: 0046688@burohappold.com
Y o> ACCORDANCE WITH BS EN 13383 TO BE APPROX. 300mm MATERIAL ACCORDING TO THE FOLLOWING SIZING UK Web: www.burohappold.com
. |\~ \"4 .
Ny Q ... .\‘ THICKNESS OF ARMOURSTONE: 525MM (TO BS EN 13383), TO MAINTAIN RIFFLE FEATURE: —
SO, TOE TO BE BURIED IN RIVER BED BY MIN. OF 500MM * Rﬁg ;: gﬁmgﬁgg ggﬁggg gsﬁgmg gg ggggg SEW
~ ]\Z A o . .
J < R\ Project
A Q. S GEOTEXTILE TO BE PLACED UNDERNEATH RIP RAP TO _ MAYFIELD DEVELOPMENT PARTNERSHIP
NSO PREVENT WASHING OUT OF UNDERLYING MATERIAL. oeTte  PROPOSED EDGE TREATMENT
S
GEOTEXTILE MEMBRANE NV Ve /05\ RIFFLE TYPICAL DETAIL
SO0

@ RIP RAP REVETMENT
\__/ SCALE 150

\__/ SCALE 1:50
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DO NOT SCALE THIS DRAWING.

HEALTH AND SAFETY INFORMATION

IN ADDITION TO THE HAZARDS/RISKS NORMALLY ASSOCIATED WITH THE
TYPES OF WORK DETAILED ON THIS DRAWING, NOTE THE FOLLOWING

CONSTRUCTION.

1. BELOW GROUND OBSTRUCTIONS INCLUDING RIVER WALL
FOUNDATIONS

2. UNCERTAIN STABILITY OF EXISTING RIVER WALLS

3. WORKING ADJACENT TO WATER AND POTENTIALLY AT HEIGHT.

4. REFERTO THE MAYFIELD FLOOD RISK ASSESSMENT AND
CONSULT WITH PRINCIPAL CONTRACTOR. OBSERVE WEATHER
FORECAST AND THE ENVIRONMENT AGENCY FLOOD
WARNINGS. A FLOOD RISK MANAGEMENT PLAN DURING
CONSTRUCTION SHALL BE PUT IN PLACE PRIOR TO
COMMENCEMENT OF WORKS.

5. REMOVAL OF THE CULVERT OR RIVER WALLS SHALL NOT
RESULT IN INCREASE IN FLOOD RISK TO DOWNSTREAM SITES.
DEMOLITION METHOD STATEMENT SHALL TAKE INTO
ACCOUNT FLOOD RISK. TEMPORARY MITIGATION MEASURES
SHALL BE PUT IN PLACE AS NECESSARY.

MAINTENANCE/CLEANING/OPERATION.
1. AMAINTENANCE AND MANAGEMENT PLAN IS TO BE PUT IN

PLACE PRIOR TO OCCUPATION. PERSONNEL TO BE MADE
AWARE OF THE PLAN AND FLOOD RISK TRIGGER POINTS PRIOR
TO OPERATION AND MAINTENANCE.

2. WORKS IN THE PROXIMITY OF DYNAMIC RIVER. LEVELS CAN
CHANGE RAPIDLY.

3. CONSULT THE ENVIRONMENT AGENCY FLOOD WARNINGS AND
OBSERVE WEATHER CONDITIONS PRIOR TO ANY
MAINTENANCE OF AREAS AT HIGH FLOOD RISK (WITHIN THE 1
IN 25 YEAR FLOOD EVENT).

4. DEBRIS DEPOSITION POTENTIALLY EXPECTED WITHIN
FLOODED AREAS FOLLOWING A FLOOD EVENT, INCLUDING
DILUTED SEWAGE WASTE.

DECOMMISSIONING/DEMOLITION.
REFER TO CONSTRUCTION ABOVE

Notes
1. FOREXISTING SITE CONDITIONS REFER TO DRAWING
NO.W-0001.

2. FOR PROPOSED GENERAL ARRANGEMENT INFORMATION AND
TYPICAL CROSS SECTION LOCATIONS REFER TO DRAWING
NO.W-0002.

3. FORPROPOSED CROSS SECTIONS REFER TO DRAWINGS
NO.W-0003, W-0004, W-0005 & W-0006.

4. FOR PROPOSED EDGE TREATMENT REFER TO DRAWING NO.
W-0007.

5. A SUITABLY QUALIFIED GEOMORPHOLOGIST SHALL
SUPERVISE THE PLACEMENT AND SHAPING OF GRAVEL

BARS AND RIFFLES.
LEGEND
EXISTING CHANNEL BED LEVEL
(LOWEST POINT)
PROPOSED CHANNEL BED LEVEL
(LOWEST POINT)
EXISTING CULVERT LOCATION
C UPDATE FOLLOWING EA REVIEW 19.0421 NG JF
B STAGE4 29.01.21 NG JF
A STAGE 3 FINAL 181220 NG RG
Rev Description Date Drn Ch'd
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TYPE 1 RIFFLES
30.00- NATURAL GRAVEL MATERIAL TO REPLACE DEBRIS AND
RETAIN EXISTING RIFFLE FEATURES
26,00 STANDARD COARSE GRADING CP 63/180 (D, = 85mm)
' REFER TO DRAWING NO. W-0007 FOR PLAN AND DETAIL
DATUM RL 28.00
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SCALE 1:200 HORIZONTAL
SCALE 1:100 VERTICAL
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TYPE 2 RIFFLE

30.001
NATURAL GRAVEL MATERIAL TO REPLACE DEBRIS AND
RETAIN EXISTING RIFFLE FEATURE
29,001 STANDARD COARSE GRADING CP 90/250 (D, = 125mm)
REFER TO DRAWING NO. W-0007 FOR PLAN AND DETAIL
DATUM RL 28.00
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General Notes

No implied licence exists. This drawing should not be used to calculate areas for
the purposes of valuation. Do not scale this drawing. All dimensions to be
checked on site by the contractor and such dimensions to be their responsibiliy.
All work must comply with relevant British Standards and Building Regulations
requirements. Drawing errors and omissions to be reported to the architect

~ General Notes

O / Do not scale from this drawing

All setting out, levels and dimensions to be

agreed on site.
The dimensions of all materials must be
checked on site before being laid out.
—— This drawing must be read with the
G relevant specification clauses and detail
D drawings
C Order of construction and setting out to be
agreed on site.
This drawing is copyright protected and
may not be reproduced in whole or part
without written authority.
All Dimensions are in millimetres unless
Otherwise Stated
Services are present in the area.
Contractor to establish the precise line and
Depth of all services prior to commencing
T any excavation works.
“ All structural concrete/ building work to
Engineer's details & dwgs
L L ] ‘ s All dimensions are to finished surface
T — T - levels
[ ! / All sub-surface build-ups to Engineer's
= _ : — - details
[ A A ] — ST Dwgs not to be scaled. Used dimensioned
| | | measurements only. Contractor to check
Y B and confirm.
° T _ All discregancies must be reported to and
resolved by the Landscape Architect
® ® before works commence
— [ All works and materials to be in
accordance with current applicable
o0 o® statutory legislation and to comply with all
L4 relevant Codes of Practice & British
® Standards.
® Q
Stage 4 Status:
Please note this information may require
e further co-ordination and will be picked u
‘ ‘ in a Final co-ordinated Stage 4 Issue at the
® o end of the tender period.
O ‘ Final co-ordinated Stage 4 Issue to be

provided once all design team work
ackages are completed and reviewed by
ead designer.
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® ° d b L ¢ All annotations in italics are provided by
o the Project Engineers
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3 Brewhouse Yard hello@egretwest.com
Paving Types . . ’ Steps Landscape Structures & Bridges Planting River Edge Treatments London egretwest.com
| ; E%?é)rl%l’cglrg"?’itra‘g:()f paving bpes Soft landscape package to form seperate EC1V4Q
| Paving Type 01a Paving Type 06 |:| Paving Type 11 : Step Type 01 E Retaining Wall Type 07 - Proposed Concrete Wall % Retaining Wall Type 12 - Existing River Wall |:| Landscape Structure Type 01 " f ) : 0207 549 1730 ©2015 SEW Itd
Park Boundary PO1a - z Descr?ption: Vehicular Clay Paving Bricks Pos Descr?ption: In situ reinforced Concrete surface 05. P11 Descr?ption: Steel Grating to Bridge Paving Type 01: Paving Type 07: So1 Description: Pre cast or In situ concrete steps R07a Descriptl%n: Proggsed concrepte retaining wall R12 Descript%n:Exist¥r? wall to be rebuilt Lot Description: Proposed Jetty. Please refer to design GONTIACE Of Works. E&%%%g‘?ﬁfg‘f%fﬁﬂ%p ‘\’,'&’53’85 ?Q?,')T;? 2,?,% ‘éﬁf‘f’}’;’;% Client
Please refer to spec clause Q24/120A. rle_as? dreIerI to 0345-SEW-ZZ-00-DR-L-003213 for &ﬂ%r éoEa}eZeIZBZrizd eRdEs(I) glilrggnt 0345-%E -77-00-DR-L-003201 0345-%E%—ZZ-OO-DR-L-OO3204 (I)R??I%r é% t izcgl 0sée lgeLta(i)lotg)’rza(\)/\éing gggr é% 5Vetzaizni6109 E\;\Il:?lll_%é;j{%ving 5’?2;65" é?g 5Vetzaizni61 o RaIII_((3),(’-)\7d']r$1§ving intent drawings. Planting Type 01 W-0003 to W-0006 for cross sections. Mavfield Part hi
ypical detatls ~SEW-£L-L£-DRA and Paving Type 08: o= W-2Z-00 DR -SEW-ZZ-00-DR-L- -SEW-ZZ-00-DR-L- Description: Street Plantin ayfield Partnership
PoTc Paving Type 01c . e B i Paving Type 12 0345-SEW-2Z.00-DR-L-005202 0345-SEW-22.22-DR L-003402 For SO1b refor 1o 0345-SEW-22-00-DR-L-009210 Retaining Wall Type 13 - Proposed Concrete Wall For L016 refor o SEW-27 77 DR-L-009413 ’ ’ Trees
For further information including levels Description: Staggered Pedestrian Clay Paving Brick P12 | g YD Paving Type 02: Paving Type 09: or reter o "~ E (N . I R13 % etaining yval |ype 1o - Froposed woncrele fva or refer 1o 5777 DR Soft land Kkage to f t
i 9 edge. Please refer to spec clause Q251325A : Description: Gravel Layer. 0345 SEW 77700-DR-L-003203 0345 SEWY.22-00-DR-L-003204 For S01c refer to 0345-SEW-ZZ-00-DR-L-003211 RO8 Retaining Wall Type 08 - Existing River Wall Description:Proposed Concrete Retaining Wall For LO1c refer to SEW-ZZ-ZZ-DR-L-003410 oft landscape package to form seperate
Refer to Drawings: 9e: PO7 E Paving Type 07 Please refer to spec clause Q23/160A Paving Typa 03 Paving Typa 10 For S01d refer to 0345-SEW-ZZ-00-DR-L-003212 Description: Wall fo be reduced i height and clad in Refer to Retaining Wall GA drawing For L01d refer to SEW-ZZ-ZZ-DR-L-003412 E Planting Type 02 . contract of works.
ggjg:ng:gg:ogzgs:tggﬁ 1? 7 ) Description: Self-binding gravel, Please refer to 0345%5 .77-00-DR-L-003203 0345-%E%—ZZ-OO-DR-L-OO3204 o weathered sheet steel. 0345-SEW-ZZ-00-DR-L-007115 For LO1e refer to SEW-ZZ-ZZ-DR-L-003411 Description: Railway Wildflower Meadow &
- 5 At PO1d ) Paving Type 01d spec clause Q23/135A . Paving Type 04: Paving Type 11: Retaining Structures Refer to Retaining Wall GA drawing - . Alpine Steppe Meadow Tree Specimen 01
0345-SEW-2Z-00-DR-L-007112 Description: Clay Quarry Tiles within recessed cover. P13a l:‘ Paving Type 13a 0345-SEW-27-00-DR-L-003203 0345-SEW.-27-77-DR-L-003405 0345-SEW-ZZ-00-DR-L-007115 R14 E Retaining Wall Type 14 - Proposed River Wall Rootball
0345-SEW-22-00-DR-L-007113 Please refer to spec clause Q25/133A Description:Vehicular Loaded Resin bound Paving Type 05: Paving Type 12: RO E Retaining Wall Type 01 - Existing River Wall Description: Proposed Staffordshire Blue Brick Wall and ootball & guyed
. gravel. Please refer o spec clause Q23/225A 0345 SEW 27 00-DR-L-003213 0345 SEW 27°00-DR-L-003204 Description:Wall Tetained at full height and new coping R09 % Retaining Wall Type 09 - Proposed Concrete Wall new coping . Loz | Landscape Structure Type 02 E Planting Type 03 Project
) P08 |:| Paving Type 08 . Paving Type 06: Pavin% T%;Ine 13; added - ' Description: Low concrete wall to form informal seating Re);er toE?\/etZa“Zmn I%'LGAﬁF?W'”g Description: Proposed Raised Walkway Description: Grassland .
P02 E Paving Type 02 Description: Steel Grating o Paving Tvoe 14 0345-SEW-2Z-00-DR-L-003213 0345-SEW-ZZ-00-DR-L-003204 Refer to Retaining Wall GA drawing linths - _ 0345-SEW-ZZ-00-DR-L-007115 Please refer to Raised Walkway design intent . Mayfield Park
Description: In situ reinforced Concrete surface 01, Refer to boardwalks and Jetties design intent P14 aving Lype 14 i : 0345-SEW-ZZ-00-DR-L-007115 efer to Retaining Wall GA drawin i 77-77-DR-L- Street Furniture
P i D tion: In sit forced te surf Paving Type 14 g - ) drawing SEW-ZZ-ZZ-DR-L-003401 and
Please refer o drawing . ' 0345-SEW-ZZ-2Z-DR-L-003402 pescription: In situ reinforced concrete surface 0345-SEW. 2Z.00-DR-L-003204 N . 0345-SEW-ZZ-00-DR-L-007115 R15 % Retaining Wall Type 15 - Proposed Brick wall SEW-ZZ-7Z-DR-L-003402 E Planting Type 04
0345-SEW-2Z-00-DR-L-003203 for typical details Please refer to spec clause Q21/110a R02 E Retaining Wall Te/pe 02 - Existing River Wall . to match Hoyle Street bridge wall ] Description: Wetland Riverside Mosaic For Street Furniture GA . .
; Description: Wall to be reduced in height and new coping For R09a refer to 0345-SEW-ZZ-00-DR-L-003607 Refer to Retaining Wall GA drawing BO1 Bridge 01 Refer to drawing 0345-SEW-ZZ-00-DR-L-007105 Drawing Title
P09a |:| Paving Type 09a added For RO9b refer to 0345-SEW-ZZ-00-DR-L-003608 0345-SEW-7Z-00-DR-L-007115 Description: Culvert Bridge 9
Description: Play Safety Surface 01, E Tactile Paving Type 01 Refer to Retaining Wall GA drawing For RO9C refer to 0345-SEW-Z7-00-DR-L-003609 Please refer to Culvert Bridge design intent ) Site Overall GA
Please refer to spec clause Q26/365A Description: Tactile Hazard Corduroy Warning 0345-SEW-ZZ-00-DR-L-007115 For R09e refer to 0345-SEW-ZZ-00-DR-L-003611 ] " - drawin SEW-ZZ-ZZ-DR-L-%03403 and |:| Planting Type 05 ) . .
Paving Type 03 Elaving atfthettop and Ibottorragf;é%i Retaining Wall Tvoe 03 - Existing River Wall For RO9f refer to 0345.SEW-77-00-DR-L-003612 R16 7 Eg}glrntlg%\é\{gilhi'lr']yps\/;ﬁ -GFA’rgEg;%ngteel Sheet Piling SEW-Z2-7Z-DR-L-003404 \I?vc?l%‘lzi?gtmn: Native Habitat Managed for Play & Exercise Equipment
P03 |:| ] N ease refer to spec clause % etaining Wa e 03 - Existing River Wa I
Description: In situ reinforced Concrete surface 02. . P R03 Descriptlgon: Walms\ilght Ioweredgto accommodate jetties 0345-SEW-ZZ-00-DR-L-007115 B02 Bridge 02 For all Play & Exercise EE\L/J\i})ment GA
Please refer to drawing . . P09 E Paving Type 09b Refer to Retaining Wall GA drawing Description: Proposed Steel Bridge Planting Type 06 Refer to drawing 0345-SEW-2Z-00-DR-L-007114
0345-SEW-2Z-00-DR-1.-003203 for typical details g%sa%répﬁgg.rfgagpggfgtgfuggrggg/%n E ngtgﬁngxi_n Type02 Corduroy Warning Paving at the 0345-SEW-ZZ-00-DR-L-007115 R10 E Retaining Wall Type 10 - Proposed Retaining Bank Rlease refer to Steel Bridge design intent drawing Description: Rain Garden
tggsﬁggzbotfom of steps, Please refer to spec clause Retaining Wall Tvbe 04 - Existing River Wall Retor b Ratanig Wall ?é?{rli?a?w?ﬁrg‘,‘ cture Boundaries, Balustrade & Handrails
etainin a e 04 - Existing River Wa . 77 -00.DR-I - Project Numb Stat
) . RO4 E Descripti%n: WaIP/t% be lowered tgo below surface level and 0345-SEW-22-00-DR-L-007115 BO3 Bridge 03 ) For all Boundaries. Bal des & Handrails GA roject Number aus
P04 |:| Paving Type 04 P10a |:| Paving Type 10a ‘ vegetated bank Description: Northern Bridge or all Boundaries, Balustrades & Handralls 0345 TENDER
Bﬁazcsnepig‘g'r Itrc]) zlitg‘{l?r:nforced Concrete surface 03. D_?ﬁcrlpnor]: Telmpgrar a?pr;falt fglmpath s?rfatce \\‘ Hatch indicates surfaces within play yard Refer to Retaining Wall GA drawing R11 % Retaining Wall Type 11 - Existing Wall gE\?\/S‘%ée;le gl{qfrtohoegzo%ridgde design intent drawing Refer to drawing 0345-SEW-2Z-00-DR-L-007116
with occasional vehicular traffic, Please refer to i i . -77-00-DR-L- ning vvall ) . 77-77-DR-L-
0345.8EW-22-00-DR1.-003203 for typical details spec clause Q22/140A = to be installed in temporary state. 0385 SEW 22 0FDR-L007T19 Bg?grnt%tlgg'tgmisr?n%vgﬁlgg té?am'r?éed in colour TBC SEW-27-77.DR-L-003407 Scale at A0 Date
Retaining Wall Type 05 - Proposed Rock Wall Lighting .
. R05 Descriptl%n: Proposed Rock rip-rap river edge 0345-SEW-2Z-00-DR-L-007115 1:500 04.09.20
P10b |:| Paving Type_10b Refer to Retaining Wall GA drawing Please refer to lighting consultant's drawing
Paving Type 05 Description: Temporary asphalt footpath surface 0345-SEW-ZZ-00-DR-L-007115 422, 05,001 and 423205002 for lighting proposals. Drawn by Checked by
P05 Description: In situ reinforced Concrete surface 04 with occasional vehicular traffic and graphical
Pleaseprefe'r to 03u45-SEW-ZZ-OO-DR-L-OL(J)3213 for road markings. RO6 E Retaining Wall Type 06 - Proposed Gabion Wall MA SEW
typical details Please refer to spec clause Q22/1408 Description:Gabion retaining edge to form low level - —
terraces. Drawing Number Revision

Refer to Retaining Wall GA drawing
0345-SEW-ZZ-00-DR-L-007115
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\
\
\
\
\
S
Brick WalKHeig
00mm
Section of wall to be removed to allo
for new access into the pa
W1
36.260,\\ P01a
N\
W
TOW as existi

Mayfield Depot

Wall & H/R 1100mm

and rebuilt in sections.

o -

N Ll 7 N

N L | | N

\ \
‘ I l—== - .
| | | | | \
\ || L

I | \ \ \
| N \ 1
| N I |
| o | ) \ /
| RN A /
‘ I L VT | /
‘ I \ \ /
| e . \ /
| | e | Indicative location of //
i T stepped connection to be
| D I bui gned by -
| - - I others. -~__ - -
;. T T T T T T T T T T I /////
Existing wall to bé retained ‘L‘} o B
Ll - -

]

I

-1

35.630,
[

_ _ — — — — Subjecttofurther site
investigation. Y
B -
match existing levels
\ .
.800
) o 1M
T~ T asho
H‘w“““‘.‘ ‘ 35.740 BT
T (I Lo I
Pt ippdg U S
g " ‘\\q o P02 g“‘\‘ 013\‘
I I ‘\ |
dasto |1y 35860/ i
35.800 R10 Q
7.'7 :
336 3.61
3575 1 . A 35.500
e On31 Q )
-0 A\ & © )
e Q
J‘ML (31.20) 31.3A0
- ;;35‘-~——-—-‘_“_\\
y BOW31.460 ~~_ e
o TOW 35.68 T~ ~
BOW.31.500 oW 35.68 - ~_
%5.530 . e/ A
35.530 ~ 31.37 7 /-
: = /A
35.68 i&\# [

BOW 35.684
35.684

TOW 36.134

(o]
=
)
(o)

/P06

& TOW 3568

/58 I

TOW 36.
W 35.600

@1y “{.%5.636\‘ |

35.500 -
B .
|
34.800 m 3
- ]
- |
|
|
|
P02 HE 5
~e ™
T ~34.800 : 34
|
|
TOW 35.00 m g
7. W v
: e 34:737 <%0 m
TOW 35\250, |BOW 34.800
I 515 34
|
| * 0ga P03
N
0% 34.6 &/m
7-'6‘0
34541,/ 1My 3
| TOW 35.25 W 34.800 u
35,229 po1c -
| | 344 34 5% /|
"o PO“'I N = . /
L ‘3\3 5 So :éf
N A0 TOW 35.00 3342 o
PO1c N34 : o =
018\ | ™
34.8 PO1
3ba26, 34374 & -
I ‘ L TOW 34.75 ~ :
I ! )
N ?013‘ ‘ -
35.17%, | 13475 34:374 =
|\ A P13a -
PO1c 34 \\> n
Po3 34.300 m
3 3 53 e =
BOW ™
a R ™
|
34.2 - m-~
PR ™
480
X 33.650 ' ]
\ OW 33.860 PO8 ;2 A
\ ™
\ ™
\ LO1a 34.2

\
8
A \\34'200 TOW Redugéd circa’508mm
\ \ accompiodate jetty Sy
\ \ % >
NN 342 \i S \\
AN
A \\\ N TOWR'\d d bel
N educed be
N o \\#k DC\\
: N N SN o
N \ N N
//',‘) N N NN »
© N AN AT
Q \ N o
<Y \ B
7 N (7SN
) \ N 2
’)'@ N \\ (%4 \\
Sy \\ N %, \\\ R04
N N\ 0,), N
\ N N
< SYANN
TOW 33.35 N N 7 N
N N
N N
33.200 N N
N \
N N
N \
N N
\\ 3’].4%FL :
\\ N :
\\ N \-\
\\ \\ "
AN ™
2 N\ \\ =
N\ N u
\ \ u
X N |
\ .
N N
N -
\ S
NN
TOW 33.35 .
N |
2 -\
: N
> <. ™
N: 1
% :
o "QQ// [
%, ™
>
OW 34.70 L
36.50

|
I
|

EEEN IIIII*IIIII

~

|
|
The Poulton -
|
|
|
|
|
|
H
.’,
36.4p0
o
-
Please refer to Drawing 0345-SEW-ZZ-00-DR-L-007111 M
for 1:200 scale drawing of May'Field' Lawn Space |
KEY ™
N |
Boundaries Paving Types Steps Lighting =
_ . i . |
Park Bounda Paving Type 01a Tactile Paving Type 02 % Step Type 01 l:] Retaining Wall Type 10 - Proposed Retaining Bank Please refer to Studio Fractal's drawing 4292_05_001
E v PO1a | Descr?ption: Vehicular Clay Paving Bricks actile Hazard Corduroy Warning Paving at the SO0 Description: Pre cast or In situ concrete steps Descriptl%n:Vegeytgted retaini‘r)\g structure 9 and 4292_05_002 for lighting proposa?s. =
Please refer to spec clause Q24/120A. top and bottom of steps, Please refer to spec clause Refer to typical step detail drawing Refer to Retaining Wall GA drawing u
2 0345-SEW-ZZ-00-DR-L-003208 0345-SEW-ZZ-00-DR-L-007115
Levels PO1 : Paving Type 01c For SO01a refer to 0345-SEW-ZZ-00-DR-L-003209 N o River Edge Treatments
p d Level €t DescrlBtion: Staggered Pedestrian Cla}/ Paving Brick For SO1c refer to 0345-SEW-ZZ-00-DR-L-003211 % Sgtsaéﬁé)qgaxvlgﬂi;ﬁevlgll-tgxkljsénpe it
roposed Levels edge. Please refer to spec clause Q25/325A Retaining Structures Refer to Retaining Wall GA drawing Please refer to Buro Hay?:?old river engineering drawing
0345-SEW-ZZ-00-DR-L-007115 0046688-BHE-XX-XX-DR-W-0007 for plan and suffixes
PO1d N Paving Type 01d For typical details of paving types RO1 E Retaining Wall Type 01 - Existing River Wall ) W-0003 to W-0006 for cross sections.
Existing Levels Description: Clay Quarry Tiles within recessed cover. Refer to drawings: Description:Wall retained at full height and new coping % Retaining Wall Type 13 - Proposed Concrete Wall
Please refer to spec clause Q25/133A added = . Description:Proposed Concrete Retaining Wall
o . e et Shamo ol e G s
govae| - Top of Wall P02 |:| [P)g‘éigr? :cli-gﬁglgzsitu reinforced Concrete surface 01 and 22-00-DR-1-003201 R0O2 E Retaining Wall Type 02 - Existing River Wall ] Reta';fn V\_/aII_T _e 1;5 _ Proposed Steel Sheet Pilin Soft Landscaping package to form seperate contract of
. - Ploase refor to drawing ' o 0345-SI%_V\é—eZ%éQO-DR-L-OOSZOZ Description: Wallfo be reduced ih height and new coping 7772, Reterto Retaining Wall GA drawing fing works.
ottom of Wa 0345-SEW-ZZ-00-DR-1.-003203 for typical details L rPe 0 DR.L.003203 Refer to Retaining Wall GA drawing 0345-SEW-2Z-00-DR-L-007115 Tree Specimen 01
: 0345-SEW-ZZ-00-DR-L-007115 Rootball & guyed
ZZ-00-DR-L-003203 L - .
: RO3 % Retaining Wall Tme 03 - Existing River Wall
77-00-DR-L-003213 Description: Wall height lowered to accommodate jetties . Planting
P03 |:| Paving Type 03 Type 07: Refer to Retaining Wall GA drawing Landscape Structures & Bridges
Descnptic;n: In situ reinforced Concrete surface 02. %E%-ZZ-OO-DR-L-003204 0345-SEW-ZZ-00-DR-L-007115 Land Strueture Tvoe 01 Softk Landscaping package to form seperate contract of
Please refer to drawin : andscape Structure Type works.
0345-8EW-ZZ-OO-DR-S?_-OO3203 for typical details Z7-77-DR-L-003402 . - . |:| Description: Proposed riverside jetty. Please refer to
%T%;I)e 13: RO4 E Retaining Wall Type 04 - Existing River Wall design intent drawings. |:| Planting Type 01
EW-ZZ-00-DR-L-003204 Description: Wall to be lowered to below surface level and For typical refer to 0345-SEW-ZZ-ZZ-DR-L-3401 Description: Street Planting
ve%etated bank ) For LO1a refer to SEW-ZZ-ZZ-DR-L-003414
o [ paigmmers Sl sy
N I:P)Iescrlptiofn: In zitu reinforced Concrete surface 05. 3 - e BO1 Bridge 01 |:| Planting Type 02
ease refer to drawin ) ) 802 Retaining Wall Type 05 - Proposed Rock Wall Description: Culvert Bridge Description: Railway Wildflower Meadow &
0345.SEW-22-00-DR1-003213 for typical details ROS '-! Descript:%n: Proggsed Rock r’?p-rap river edge Please refer to Culvert Bridge design intent Alpine Steppe Meadow
Refer to Retaining Wall GA drawing drawing SEW-ZZ-ZZ-DR-L-003403 and
0345-SEW-ZZ-00-DR-L-007115 SEW-2Z-ZZ-DR-L-003404 o Tvoe 03
) anting Type
P07 |:| Bavmg Typ?smlf bindi L Pl . RO6 E Retaining Wall Type 06 - Proposed Gabion Wall Street Furniture |:| Description: Grassland
escription: ‘33'/1':[,‘5K19 gravel, Please refer to Description:Gabion retaining edge to form low level
spec clause Q tlgg’gf(teg'Retaining Wall GA drawing For Street Furniture GA Planting Type 04
0345-SEW-ZZ-00-DR-L-007115 Refer to drawing 0345-SEW-22-00-DR-L-007105 |:| Description: Wetland Riverside Mosaic
P08 |:| Bz\é?rlgp;li—gﬁfsotiel Grating RO7a E Retaining Wall Type 07 - Proposed Concrete Wall ) )
Refer to boardwalks and jetties design intent Bg?ggltlglgg:t;:\?ﬁgwglIcgr}?aergav&?]tgammg wall Play & Exercise Equipment. |:| Planting Type 05 )
0345-SEW-ZZ-ZZ-DR-L-003402 0345-SEW.22.00.DRL-007115 For all Play & Exercise ngjment GA \I/DVei\IZ?irflgtlon. Natve Habitat Managed for
Paving Tvoe 13 Refer to drawing 0345-SEW-ZZ-00-DR-L-007114
aving Type 13a )
P13a Descriptionvehicular Loaded Resin bound gravel. Please RO9 % Retaining Wall Type 09 - Proposed Concrete Wall E Planting Type 06
refer to spec clause Q23/320a Description: Low concrete wall to form informal seating Boundaries, Balustrade & Handrails Description: Rain Garden

Tactile Pavin: TyFe 01

Description: Tacti

top and bottom of steps.

Please refer to spec clause Q25/320

e Hazard Corduroy Warning Paving at the

linths
Eefer to Retaining Wall GA drawing
0345-SEW-ZZ-00-DR-L-007115

For all Boundaries, Balustrades & Handrails GA
Refer to drawing 0345-SEW-2Z-00-DR-L-007116

General Notes

No implied licence exists. This drawing should not be
used to calculate areas for the purposes of valuation.
Do not scale this drawing. All dimensions to be checked
on site by the contractor and such dimensions to be
their responsibility. All work must comply with relevant
British Standards and Building Regulations
requirements. Drawing errors and omissions to be
reported to the architect.

Notes

General Notes
-Do not scale from this drawing

-All setting out, levels and dimensions to be agreed on site.

-The dimensions of all materials must be checked on site

before being laid out.

-This drawing must be read with the relevant specification

clauses and detail drawings

-Order of construction and setting out to be agreed on site.

-This drawing is copyright protected and may not be

reproduced in whole or part without written authority.

-All Dimensions are in millimetres unless Otherwise Stated

-Services are present in the area. Contractor to establish

the precise line and Depth of all services prior to

commencing any excavation works.

:&Ag structural concrete/ building work to Engineer's details
wgs

-All d?mensions are to finished surface levels

-All sub-surface build-ups to Engineer's details

-Dwgs not to be scaled. Used dimensioned measurements
only. Contractor to check and confirm.

-All discrepancies must be reported to and resolved by the
Landscape Architect before works commence

-All works and materials to be in accordance with current
applicable statuto%legislation and to comply with all
relevant Codes of Practice & British Standards.

Stage 4 Status:

-Please note this information may require further
co-ordination and will be picked up in a Final co-ordinated
Stage 4 Issue at the end of the tender period.

-Final co-ordinated Stage 4 Issue to be provided once all
design team work packages are completed and reviewed
by lead designer.

All annotations in italics are provided by the Project
Engineers

T08 | 29.01.21 Stage 4 DRAFT

T07 | 15.01.21 Stage 4 DRAFT

T06 | 14.12.20 Stage 4 DRAFT

T05 | 16.11.20 | TENDER UPDATES

T04 | 04.11.20 | TENDER

TO3 | 07.10.20 | TENDER

T02 |02.10.20 Design ammendement

TO1 | 18.09.20 Design ammendement

TOO | 04.09.20 DRAFT

Rev |Date Description

Keyplan Studio Drawing Title
Egret Gatehouse Entrance
West & The Poulton
Project Number Status
I 3 Brewhouse Yard hello@egretwest.com

SE London egretwest.com
= SN 0345 TENDER
o 0207 549 1730 ©2015 SEW Itd Scale at A1 Date
SE! Client 1 200 04 09 20
2; Mayfield Partnership Drawn by Checked by
SE - MA SEW
SE Scale Bar roject - —
e , Mayfleld Park Drawing Number Revision
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Please refer to Drawing 0345-SEW-Z2Z-00-DR-L-007110 u
for 1:200 scale drawing of Gatehouse Entrance & The |
Poulton u
KEY Please refer to Drawing 0345-SEW-ZZ-00-DR-L-007112 :
for 1:200 scale drawing of Wildscape Area
Paving Types Retaining Structures Steps River Edge Treatments
E Park Boundary Paving Type 01 Paving Type 10 Retaining Wall Type 01 - Existing River Wall Step Type 01
aving Type O1a aving Type 10a etaining Wall Type 01 - Existing River Wa ep Type : ; - ;
PO1a Descr?ption: Vehicular Clay Paving Bricks P10a |:| Descr?ptior]: Temporary asphalt footpath surface RO1 E Description:Wall retained at full height and new coping S0 % Description: Pre cast or In situ concrete steps g(')i%%egg?gﬁqEEQIQQ%%_%’_S&S; ?g?;ﬂgﬁ rg;]% dsrjszv&r;gs
Please refer to spec clause Q24/120A. with occasional vehicular traffic, Please refer to added Refer to typical step detail drawing W-0003 to W-0008 for cross sections
Levels spec clause Q22/140a Refer to Retaining Wall GA drawing 0345-SEW-ZZ-00-DR-L-003208 :
o] ProvossaLova oo [E5E] poverpost c e o SEi o S e e 2 R BRLAAES e
e roposed Levels Description: Staggered Pedestrian Clay Paving Brick E Retaining Wall Type 02 - Existing River Wall - -££-00-DR-L- Soft land Kage to t tract of
edge. Iglease refer to spec clause 025}/325A P14 Paving Type 11 R02 Ddedsc&iption: Wall to be reduced In height and new coping Wg,—k:n scape package lo form seperate confract o
Description: Steel Gratin adae Landscape Structures & Bridges
gramn Existing Levels N Paving Type 01d Refer t% Steel Bridge Degi n Intent drawing Refer to Retaining Wall GA drawing )
hd ’ PO1d % Descrintion: Glay Quarry Tiles within recessed cover 0345-SEW-ZZ-ZZ-DR-L-003405 0345-SEW-2Z-00-DR-L-007115 E Landscape Structure Type 01 Hree Specimen O
: : LO1 T Neraide i ootball & guye
Please refer to spec clause Q25/133A % Retaining Wall Type 03 - Existing River Wall Description: Proposed riverside jetty. Please refer to
Top of Wall P12 Paving Type 12 R03 Descri t|%n: Walyﬁeight lowered to accommodate jetties g%?ggrr}énjgat dlg?e\gimrgslhtent drawin
) Description: Gravel Layer. Refer to Retaining Wall GA drawing SEW-ZZ-ZZYDR-L-%034O1 and 9 Planting
P02 E Paving Type 02 Please refer to spec clause Q23/160a 0345-SEW-ZZ-00-DR-L-007115 2
Description: In situ reinforced Concrete surface 01, EW-ZZ-ZZ-DR-L-003402 Soft landscape package to form seperate contract of
gowsis1|  Bottom of Wall Please refer to drawin Retaining Wall Type 04 - Existing River Wall For LO1a refer to SEW-ZZ-Z7-DR-L-003414 works.
& 9 ! . R04 g p g
0345-SEW-ZZ-00-DR-L-003203 for typical details P13a Paving Type 13a Description: Wall to be lowered to below surface level and For LO1b refer to SEW-ZZ-ZZ-DR-L-003413
Description:Vehicular Loaded Resin bound gravel. Please vegetated bank |:| Planting Type 01
refer to spec clause Q23/225A Refer to Retaining Wall GA drawing Landscape Structure Type 02 Description: Street Planting
0345-SEW-2Z-00-DR-L-007115 L02 | Description: Proposed Raised Walkway
e [[] poimeger: on it Wl Tipo 05, Prpscd St [0 getmgirecs
Description: In situ reinforced Concrete surface 02. E Description: ?ac%?e Hazard Corduroy Warning Paving at the terraceps_ ' ged9 SEW-ZZ-77-DR-L-003402 Description: Railway Wildflower Meadow &
Please refer to drawing?_ top and bottom of steps. Refer to Retaining Wall GA drawing 802 Bridge 02 Alpine Steppe Meadow
0345-SEW-ZZ-00-DR-L-003203 for typical details Please refer to spec clause Q25/320a 0345-SEW-ZZ-00-DR-L-007115 0 Description: Proposed Steel Bridge
n Please refer to Steel Bridge design intent drawing .
. . RO7a E Retaining Wall Type 07 - Proposed Concrete Wall SEW-ZZ-ZZ-DR-L-00340 E Planting Type 03
E Tactile Paving Type 02 ) . Description: Proposed concrete retaining wall Description: Grassland
. Description: Tactile Hazard Corduroy Warning Paving at the Refer to Retaining Wall GA drawin
Po4 Bg\é?r?pggg'elgllsitu reinforced Concrete surface 03 8553332b°“°m of steps, Please refer to spec clause 0345—SEW—ZZ—O()g—DR—L—OO71 15 9 BO3 Bridge 03
: : . Description: Northern Bridge |:| Planting Type 04
Please refer to drawin ) P f ng lyp . ) .
0345-SEW—ZZ-OO-DR-%_-OOSZOS for typical details RO9 % Retaining Wall Type 09 - Proposed Concrete Wall g'é’gﬁ%&?%{_ggﬁ%hggzo%rgﬁg design intent drawing Description: Wetland Riverside Mosaic
For tvpical details of paving ¢ Dles%riptlon: Low concrete wall to form informal seating SEW-ZZ-ZZ-DR-L-003407
or typical details of paving types inths
Refer to drawings: efer to Retaining Wall GA drawing . |:| Planting Type 05
. 0345-SEW-ZZ-00-DR-L-007115 Street Furniture Description: Natve Habitat Managed for
P05 E Paving Type 05 Paving Type 01: Paving Type 09: For R09a refer to 0345-SEW-ZZ-00-DR-L-003607 Wildiife
Bescbie, ot efored Conulc surce 0. oiioSezz00or 000201 3is SeW 22 Q0-0R 003204 For KOS rofer 0 0345 SEW-22 00D 100408 FOlSUSSLFUTIS A - 00.0R 007105
45-SEW-ZZ-00-DR-1-003213 for typical detail _SEW-ZZ-00-DR-L- "SEW.2Z-00-DR-L- or R0 refer to 0345-SEW-22-00-DR-L- eterto drawing Boao-oR WL 00N E Planting Type 06
0345-S 00 003213 for typical details g:;z\l”sngl_?_vgv\éezgzoo DR-L-003202 gg%?néﬁgv\égaoo DR-L-003204 ~10 Retaining Wall Type 10 - Proposed Retaining Bank Description: Rain Garden
g:;‘\l/?n |15_ p—g(z)éQO-DR-L-003203 gg‘\‘/?n |15_ p—ez%-zZ.Z-DR-L-OO3405 Ee?cripti%n:Vegeta\tﬁd”reeziir:jing structure Play & Exercise Equipment.
: : efer to Retainin a rawing
PO7 E Paving Type 07 gg@ﬁ;%'%WG%%;{?O-DR-L-O%Z“ gg@ﬁ;%'%‘%5%5,90'““003204 0345-SEW-ZZ-00-DR-L-007115 For all Play & Exercise Equipment GA Lighting
Description: Self-binding gravel, Please refer to 0345-SEW-22-00-DR-L-003203 0345-SEW-2Z-00-DR-L-003204 o Refer to drawing 0345-SEW-2Z-00-DR-L-007114
spec clause Q23/135A ; . R13 Retaining Wall Type 13 - Proposed Concrete Wall ) ) )
Pavm%Twe 05: Description:Proposed Concrete Retaining Wall Please refer to Studio Fractal's drawing 4292_05_001
0345-SEW-ZZ-00-DR-L-003213 taint ; and 4292_05_002 for lighting proposals.
Paving Type 07: Refer to Retaining Wall GA drawing ) .
Paving Type 08 0345-SEW-ZZ-00-DR-L-003204 0345-SEW-2Z-00-DR-L-007115 Boundaries, Balustrade & Handrails
P08 |:| Description: Steel Grating For all Boundaries, Balustrades & Handrails GA
gﬂeréoEWazrngazlkBsnf %t:tgig(s)zdesign intent Refer to drawing 0345-SEW-ZZ-00-DR-L-007116
5- .727-77-DR-L-
General Notes Notes Keyplan Studio Drawing Title
No implied licence exists. This drawing should not be General Notes -All sub-surface build-ups to Engineer's details i '
used to calculate areas for the purposes of valuation. -Do not scale from this drawing -Dwgs not to be scaled. Used dimensioned measurements Egret May Field' Lawn SpaceD
Do not scale this drawing. All dimensions to be checked | -All setting out, levels and dimensions to be agreed on site. onle/. Contractor to check and confirm. West
on site by the contractor and such dimensions to be -The dimensions of all materials must be checked on site -All discrepancies must be reported to and resolved by the Project Number Status
tBheir Le;pon:ibi(;ity. AJII golrlt; mu;t coT;:Iy with relevant b_ﬁ:or% being laid otutt)_ 4 with th | ’ I_:IrIstcakpe A(I;Chit(-ict bleforebworks CorT:jmence h 3 Brewhouse Yard hello@egretwest.com !
ritish Standards and Building Regulations -This drawing must be read with the relevant specification -All works and materials to be in accordance with current
requirements. Drawing errors and omissions to be clauses and detail drawings applicable statutory legislation and to comply with all T08 | 29.01.21 Stage 4 DRAFT SE | | Ié?;T{?ZJQ egretwest.com 0345 TENDER
reported to the architect. -Order of construction and setting out to be agreed on site. relevant Codes of Practice & British Standards. T07 |15.01.21 | Stage 4 DRAFT SE 0207 549 1730 ©2015 SEW Itd
-This drawing is copyright protected and may not be T06 | 14.12.20 Stage 4 DRAFT SE Scale at A1 Date
reproduced in whole or part without written authority. Stage 4 Status: — N Client
-All Dimensions are in millimetres unless Otherwise Stated -Please note this information may require further TO5 | 16.11.20 | TENDER UPDATES SE 1:200 04.09.20
-Services are present in the area. Contractor to establish co-ordination and will be picked up in a Final co-ordinated To4 | 04.11.20 | TENDER SE Mayfie|d Partnership
the precise line and Depth of all services prior to Stage 4 Issue at the end of the tender period. Drawn by Checked by
commencing any excavation works. -Final co-ordinated Stage 4 Issue to be provided once all TO3 | 12.10.20 | TENDER SE
é‘Agv\slggctural concrete/ building work to Engineer's details gsskiagandtggg?gvr\:g;k packages are completed and reviewed T02 | 02.10.20 | Design ammendements SE . MA SEW
-All dimensions are to finished surface levels R ) i T01 |18.0920 | Design ammendements SE Scale Bar prolec, Drawing Number Revision
éll annotations in italics are provided by the Project TOO |04.0920 | DRAFT SE 0 rom Mayfield Park
ngineers Rev |Date Description chi| o ‘ ‘ ‘ ‘ 0345-SEW-ZZ-00-DR-L-007111 TO7
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Boundaries Paving Types Retaining Structures River Edge Treatments for 1:200 scale drawing of Play Yard
Park Boundary PO1 Paving Type 01a . RO1 E Retaining Wall Type 01 - Existing River Wall l:] Retaining Wall Type 10 - Proposed Retaining Bank i ; ; i }
{ E a Descr?ption: Vehicular Clay Paving Bricks P11 |:| Bz\é?r?pili-gg'eétlzel Grating Descriptl%n:WaII retained at full height and new coping R10 Descriptl%n:Vegetated retaining structure E&%%%g‘f?ﬁ};‘l&‘fﬁﬂ%p _c\)/lvd_(gl(\)Ig; ?QPF',Tgﬁ rér,]]% %ﬁf\f’m}%
Please refer to spec clause Q24/120A. Refer to Steel Bridge Design Intent drawing added ini i Refer lo Retaining Wall G/ drawing W-0003 to W-0006 for cross sections.
Levels 0345-SEW-2Z-ZZ-DR-L-003405 (ngiesréoE\F/{vetzaingg E’)VRa ||I_%/37d1r?§" ing 0345-SEW-ZZ-00-DR-L-007115 Troes
Paving Type 03 ) hahatuhi
) Proposed Levels Po3 |:| Descr?ption: In situ reinforced Concrete surface 02. ' RO2 E Retaining Wall Type 02 - Existing River Wall Steps Soft landscape package to form seperate contract of
<+ Please refer to draWIm{ ) . P12 Paving Type 12 Description: Walyto be reduced in height and new coping works.
0345-SEW-ZZ-00-DR-L-003203 for typical details Description: Gravel Layer. added S01 Step Type 01
Please refer to spec clause Q23/160a ini i Description: Pre cast or In situ concrete steps
Refer to Retaining Wall GA drawing p : r > p T Speci 01
Existing Leves 0345 SEW.22-00 DR L907115 o P2 siep geta g Koo yes
; ini - Existi i For S01b refer to 0345-SEW-ZZ-00-DR-L-003210
P04 Paving Type 04 P13a Paving Type 13a RO3 % Bgtsaclrri"pr}%r\{y TWall Reioht loworoatto Acsommodate jetties x reere
Top of Wall Blescrlptiofn: In Zitu reinforced Concrete surface 03. D?scglption:VeIhicuIa&Iég?ZdzegAResin bound gravel. Please Refer to Retainin VV%II GA drawing
ease refer to drawin refer to spec clause _ - 77-00-DR-I - Landscape Structures & Bridges Planting
0345-8EW-ZZ-OO-DR-%-003203 for typical details 0345-SEW-22-00-DR-L-007115 Soft land K o f " tract of
sowss1|  Bottom of Wall . - . Landscape Structure Type 01 oft landscape package to form seperate contract o
E Tactile Paving Type 01 ) RO4 E Retaining Wall Te/pe 04 - Existing River Wall Lo1 |:| Description: Proposed riverside jetty. Please refer to works.
Description: Tactile Hazard Co;duroy Warning DeSCtFll?tlgfg Wf' to be lowered to below surface level and design intent drawings. Planting Type 01
i Paving at the top and bottom of steps. vegetated bank ) Refer to Jetty Design Intent drawin |:| i ;
Top of Feature P05 E Bg;g}?pﬁgﬁﬁﬂinu reinforced Concrete surface 04. Please refer to spec clause Q25/320a ggi%réoEsve?ingg lngalll_%'(L)\7d1r%wng ngggﬁg-yBEt%ggj:g; and 9 Description: Street Planting
Please refer to drawin " Bl ~LL-LL-DiR-LA
- -7ZZ-00-DR-L- i i S L For LO1c refer to SEW-Z2Z-ZZ-DR-L-003410
0345-SEW-ZZ-00 DR% 003213 for typical details E Tactile Paving Type 02 ' ' RO5 ’.. Retaining Wall Type 05 - Proposed Rock Wall For LO1d refer to SEW-ZZ-ZZ-DR-L-003412 |:| Planting Type 02
Description: Tactile Hazard Corduroy Warning Paving at the oo Description: Proposed Rock rip-rap river edge For LO1e refer to SEW-ZZ-ZZ-DR-L-003411 Description: Railway Wildflower Meadow &
top and bottom of steps, Please refer to spec clause Refer to Retaining Wall GA drawing Alpine Steppe Meadow
PO7 |:| Paving Type 07 Q25/322 0345-SEW-ZZ-00-DR-L-007115 L02 Landscape Structure Type 02
Descnf)tion: Self-binding gravel, Please refer to . . Description: Proposed Raised Walkway )
spec clause Q23/135A 1 Hatch indicat " ithin ol d R06 % Retaining Wall Type 06 - Proposed Gabion Wall Please refer to Raised Walkway design intent |:| Planting Type 03
N toab((:a ir;r;t;(ﬁzdeisnst%n%grsavr;l stlgtg ay yar Es(refacglepgtlon.Gablon retaining edge to form low level gEWn SZEZW[-)ZRZLZ()Z&?A%%-OOMM and Description: Grassland
Refer to‘Retaining Wall GA drawing it
PO8 E Paving Type 08 . 0345-SEW-ZZ-00-DR-L-007115 Bo2 | Bridge 02 ‘ Planting Type 04
Description: Steel Grating o o Description: Proposed Steel Bridge . Description: Wetland Riverside Mosaic
Refer to boardwalks and(])ettles design intent RO7a E Retaining Wall Type 07 - Proposed Concrete Wall Please refer to Steel Brldge design intent drawing
0345-SEW-ZZ-ZZ-DR-L-003402 Eefscripti%n: Propo?ﬁd"cgr}\caete retaining wall SEW-ZZ-ZZ-DR-L-00340
) taing )
0345-SEW-2Z-00.DR-L-007115 A E Planting Type 05
PO9a |:| Paving Type 09a BO3 Brldge: Cg_S Northern Brid \I/Dvelsd??ption: Natve Habitat Managed for
Description: Play Safety Surface 01, escription: Northern bridge o . ildlife
Pleaseprefer to sypec clguse Q26/365A For tvpical details of paving t RO8 % Existing River Wall - Type 05 Please refer to Northern Bridge design intent drawing
R%S’e}r/‘t):lacgravsiﬁ;-o paving types Description: Wall to be reduced in height and clad in gEW%%%g'BEt'gggjgg and |:| Planting Type 06
POSH |:| Paving Type 09b ) ge?th?reg ?hegt st\%al." GA drawi TesreeTYTET Description: Rain Garden
Description: Play Safety Surface 02, ) gier lo retaining vva rawing Street Furniture
Please refer to spec clause Q26/367A PaXln%EW%g1: DRLL 201 Pavin%T pe 09: 0345-SEW-2Z-00-DR-L-007115 . o
a1 00 DRAR0S0T g g DR 008204 RO09 % Retaining Wall Type 09 - Proposed Concrete Wall Rofor 1o drawing 034-SEW-22-00-DR-L-007105 Hghting
i - .77-00-DR-L- _% DS S 0-DR.I - Description: Low concrete wall to form informal seating _ )
P10a Paving Type 10a 0345-SEW-ZZ-00-DR-L-003202  0345-SEW-ZZ-00-DR-L-003204 . Pl fer to Studio Fractal's d 4292 05 001
Description: Temporary asphalt footpath surface Daing DS 0. 3 DR.L-003203 Paying Type 1% b & Retaining Wall GA drawing Play & Exercise Equipment. and 4393 %rstoootﬁ’fécr’ngrﬁﬁ% proposals.
with occasional vehicular traffic, Please refer to - -ZZ-00-DR-L- 0345-SEW-ZZ-00-DR-L-003204 - ’
spec clause Q22/140a Paving 1YPe 94 Paving TYpe 12 B oo et o D3A S AP 32.00-DR-L-003608 For all Play & Exercise Equipment GA
(F’,?;‘\‘/ﬁ;%'%W"EZ%B‘?O'DR'L“JO?’Z‘J?’ gg‘\‘/ﬁ;%% p‘eZ%QO'DR'L'O%?O“ Refer to drawing 0345-SEW.22.00-DR-L-007114
Paving Type_10b 0345-SEW-ZZ-00-DR-L-003213 -SEW-2Z-00-DR-L- ) .
P10b |:| Descr?ption: Temporary asphalt footpath surface Paving Type 07: 0345-SEW-22-00-DR-1-003204 Boundaries, Balustrade & Handrails
with occasional vehicular traffic and graphical 0345-%E%;V-ZZ-OO-DR-L-003204
road markings. For all Boundaries, Balustrades & Handrails GA
Please refer to spec clause Q22/140b Refer to drawing 0345-SEW-ZZ-00-DR-L-007116
General Notes Notes Keyplan Studio Drawing Title
No implied licence exists. This drawing should not be General Notes -All sub-surface build-ups to Engineer's details i
used to calculate areas for the purposes of valuation. | -Do not scale from this drawing -Dwgs not to be scaled. Used dimensioned measurements S Egret Wildscape Area
Do not scale this drawing. All dimensions to be checked| -All setting out, levels and dimensions to be agreed on site. only. Contractor to check and confirm. West
on site by the contractor and such dimensions to be -The dimensions of all materials must be checked on site -All' discrepancies must be reported to and resolved by the Project Number Status
tBha_a'n_r Le;;tnon:lblélty. Aél g’o_lfg_mug Corln?!y with relevant b{_ep:ored being laid OUE,' 4 with the rel . L:I?dsc?(pe Aéchitect bleforebworks comdmence N I I 3 Brewhouse Yard hello@egretwest.com
ritish Standards and Building Regulations -This drawing must be read with the relevant specification -All works and materials to be in accordance with current
requirements. Drawing errors and omissions to be clauses and gdetail drawings P applicable statutory legislation and to comply with all T08 | 29.01.21 Stage 4 DRAFT SE IE()ZI;.CI\‘/)ZJQ egretwest.com 0345 TENDER
reported to the architect. -Order of construction and setting out to be agreed on site. relevant Codes of Practice & British Standards. T07 | 15.01.21 Stage 4 DRAFT SE 0207 549 1730 ©2015 SEW Itd Scale at A1 D
-This grawéng is tg:olpyright proteﬁ:ted and may nﬁ)t be s s T06 | 14.12.20 Stage 4 DRAFT SE cale at ate
reproduced in whole or part without written authority. tage 4 Status: Client
-éll Dimensions are in millimetres %nless Otherwise Stated -Please note this information may require further T05 | 16.11.20 | TENDER UPDATES SE N M|en field P h 1:200 04.09.20
-Services are present in the area. Contractor to establish co-ordination and will be picked up in a Final co-ordinated To4 | 04.11.20 | TENDER SE i rtnershi
the precise line and Depth of all services prior to Stage 4 Issue at the end of the tender period. T03 ayhie artnership Drawn by Checked by
commencing any excavation works. -Final co-ordinated Stage 4 Issue to be provided once all 12.10.20 | TENDER SE
é(Ag\zggctural concrete/ building work to Engineer's details gislggandtggrsr;gvxg;k packages are completed and reviewed T02 | 02.10.20 | Design ammendement SE : MA SEW
-All dimensions are to finished surface levels ' T01 | 18.09.20 Design ammendement SE Scale Bar ProJeCt, Drawing Number Revision
éll annotations in italics are provided by the Project T00 | 04.09.20 DRAFT SE 0 1om Mayfleld Park
ngineers Rev |Date Description chi| o 0345-SEW-ZZ-00-DR-L-007112 T08
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Please refer to Drawing 0345-SEW-ZZ-00-DR-L-007112
for 1:200 scale drawing of Wildscape Area
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Paving Type O1a P12

Boundaries
Park Boundary Paving Type 12 - - . E Retaining Wall Type 14 - Proposed River Wall i i i i
E PO1a Description: Vehicular Clay Paving Bricks Descr?ption: Gravel Layer. RO1 E Retaining Wall Type 01 - Existing River Wall . R14 Descriptl%n: Proggsed Staffopdshire Blue Brick Wall and S’(',%%SseggffgeﬁE’.Eifﬁﬂ%‘?{’_%’&’g; ?QPF',T;?ZT,% cé'ff‘ﬁ')'('é%
Please refer to spec clause Q24/120A. Please refer to spec clause Q23/160 Description:Wall retained at full height and new coping new coping W-0003 to W-0006 for cross sections
Levels P02 |:| Paving Type 02 aR%?glgto Retaining Wall GA drawing (I?seieréoEsvetzaéngbq [gvrflt%é d1r1awing Trees '
. . . 5- -ZZ-00-DR-L-007115
Description: In situ reinforced Concrete surface 01, 0345-SEW-ZZ-00-DR-L-007115
41810 Please refer to drawin: Paving Type 14 . - ) - . Soft landscape package to form seperate contract of
Proposed Levels 0345-8EW-ZZ-OO-DR—?.-OOSZOS for typical details P14 |:| Descr?pt%ﬁ; Insitu Service Yard Concrete R02 E Retaining Wall TP/pe 02 - Existing River Wall ) R15 % Retaining Wall Type 15 - Proposed Brick wall to match works. 9
Surface Description: Wall to be reduced in height and new coping Hoyle Street bridge wall )
- Please refer to spec clause Q21/110a aRd?Edt Retaining Wall GA drawi 5?4%%%5\???&? [\;\glll_%éﬁr? gv e Tree Specimen 01
Existing Levels efer to Retaining Wa rawing - -ZZ-00-DR-L-
0345-SEW-ZZ-00-DR-L-007115 Rootball & guyed
Tactile Paving Type 01 .
Paving Type 03 E Description: Tactile Hazard Corduroy Warning % Retaining Wall Type 03 - Existing River Wall 7 - i} -
Top of Wall Po3 |:| Descr?ption: In situ reinforced Concrete surface 02. Paving at the top and bottom of steps. R03 Descript%n: Wal?lﬁei ht lowered to accommodate jetties R16 pzzzzzz7 RetammghWa_ll Type 16 - Proposed Steel Sheet Piling
Please refer to drawin Please refer to spec clause Q25/160a Refer to Retaining W%II GA drawing [ Refer to Retaining Wall GA drawing Planting
0345-SEW-22-00-DR-1 003203 for typical details 0345-SEW-2Z-00-DR-L-007115 0345-SEW-2Z-00-DR-L-007115 ot lond e to o contract of
covss|  Bottom of Wall Tactile Paving Type 02 oft landscape package to form seperate contract o
E Description: actifFe Hazard Cordurfoy Warning Paving at the RO4 E Retaining Wall Type 04 - Existing River Wall works.
Paving Tvoe 04 8552}51(212%“0!“ of steps, Please refer to spec clause Descriptigr;): WI?I to be lowered to below surface level and Steps |:| Planting Type 01
P04 aving Type 04 ) vegetated ban Description: Street Planting
Description: In situ reinforced Concrete surface 03. Refer to Retaining Wall GA drawin
Please refer to drawin \ _ I 0345-SEW-ZZ-00-DR-L-007115 9 SO0 % gtee\spc:i—gggnqlz‘re cast or In situ concrete steps
0345-SEW.Z2-00-DR.1.-003203 for typical details “ Hatch indicates surfaces within play yard Retor b rmical st datal drawia ,
AN to be installed in temporary state. T . R eier 10 ypical step detall arawing Planting Type 02
R05 5 . Setaln_lntg W?:,” Type g5R PLOPOSSd Rack Vc\jlall 0345-SEW-2Z-00-DR-L-003208 Description: Railway Wildflower Meadow &
. X Rg?grrlt%ISR)gtairr\?r?;?/\e}all 8& drl’lg\_l\r;%%nver edge For S01d refer to 0345-SEW-ZZ-00-DR-L-003212 Alpine Steppe Meadow
P07 E Paving Type 07 . ot 0345-SEW-2Z-00-DR-L-007115
escription: Self-binding gravel, Please refer to ) ) ) Landscape Structures & Bridges
spec clause Q23/135A For typical details of paving types % Retaining Wall Type 06 - Proposed Gabion Wall |:| Planting Type 03
Refer to drawings: R06 Descriptl%n:Gabion retaining edge to form low level LO1 |:| Landscape Structure Type 01 Description: Grassland
baving Typo 00 Poina Tpe 0% soazor a2t Retaiing Wal GA grawing e qoponed Tversideel. Please referto ,
P08 |:| Descr?ptign: Steel Grating Paving T p-e o2 0345-SEW-ZZ-00-DR-L-007115 Refer to Jetty Design Intent drawing |:| Planting Type 04 o )
Refer to boardwalks and jetties design intent 0345-%E%;V-ZZ-OO-DR-L-003203 RO7a E Retaining Wall Type 07 - Proposed Concrete Wall SEW-ZZ-ZZ-DR-L-003401 and Description: Wetland Riverside Mosaic
0345-SEW-ZZ-ZZ-DR-L-003402 Pavin% T%?\‘I)e 03: Be?criptign: Propo?/\e/d”ch;aete retaining wall Egrvg'ozﬁzréggﬁé%ggg“géw 77-00-DR-L-003212
0345-SEW-2Z-00-DR-L-003203 efer to Retaining Wa rawing - -ZZ-00-DR-L- .
. Paving Type 04: 0345-SEW-2Z-00-DR-L-007115 E Planting Type 05 .
P09a |:| Paving Type 09a 0345.%5%//\/_22_00_[)R.|_.003203 Description: Natve Habitat Managed for
Description: Play Safety Surface 01, Paving Type 07: Wildlife
Please refer to spec clause Q26/365A 0345-%E¥V-ZZ-OO-DR-L-003204 RO8 % Retaining Wall Type 08 - Existing River Wall
Pavin%T%;I)e 09: Descrgipti%n: '\1Nal to btle reduced in height and clad in .
0345-SEW-ZZ-00-DR-L-003204 weathered sheet steel. Street Furniture
. Paving Type 10: Refer to Retaining Wall GA drawing .
P09 E Paving Type 09b 0345-SEW-2Z-00-DR-L-003204 0345-SEW-2Z-00-DR-L-007115 For Street Furniture GA
Description: Play Safety Surface 02, Paving Type 12: Refer to drawing 0345-SEW-ZZ-00-DR-L-007105
Please refer to spec clause Q26/367A 0345-SEW-27-00-DR-L-003204 RO9 % Retaining Wall Type 09 - Proposed Concrete Wall
OPsann%I‘Erwez %460 DR-L-003204 Dlescr:]ription: Low concrete wall to form informal seating
A -7Z-00-DR-L- inths Play & Exercise Equipment
; efer to Retaining Wall GA drawing
P10a E Paving Type 10a 0345-SEW-2Z-00-DR-L-007115 i i
Description: Temporary asphalt footpath surface 5 _77_00-DR-I - For all Play & Exercise Equipment GA
with occasional vehicular traffic, Please refer to For ROSf refer to 0345-SEW-2Z-00-DR-L-003612 Refor to drawing 0345-SEW-2Z-00-DR-L-007114
spec clause Q22/140a R10 |:| Setaining W\?II Type éO - Proposed Retaining Bank
escription:Vegetated retaining structure Boundaries, Balustrade & Handrails
rroo [T pamamoe ot ol oy bl e
Description: Temporary asphalt footpath surface - e UU-DRL ; ;
with occasional vehicular traffic and graphical - - For all Boundaries, Balustrac_ies_& Ijan(fraills GA
road markings R11 % Retaining Wall Type 11 - Existing Wall Refer to drawing 0345-SEW-ZZ-00-DR-L-007116
Please refer to spec clause Q22/140b Bg?grrit%tiag:tgixriisrgm Va\;ﬁ”GtoA ?i?aeﬁir?gted in colour TBC
0345-SEW-ZZ-00-DR-L-007115 -
Please refer to Studio Fractal's drawing 4292_05_001
and 4292_05_002 for lighting proposals.
General Notes Notes Keyplan Studio Drawing Title
No implied licence exists. This drawing should not be General Notes -All sub-surface build-ups to Engineer's details
used to calculate areas for the purposes of valuation. -Do not scale from this drawing -Dwgs not to be scaled. Used dlgmensioned measurements S ' W Egret Play Yard
Do not scale this drawing. All dimensions to be checked| -All setting out, levels and dimensions to be agreed on site. only. Contractor to check and confirm. West
on site by the contractor and such dimensions to be -The dimensions of all materials must be checked on site -All discrepancies must be reported to and resolved by the Project Number Status
tBht?'I_r Lezstvonglbglty- AAI gqlrg_muat Corln?!y with relevant b_l&_arf]ort?j being laid outt). S with the rel oot L:Irlwdscipe A(l;chitect bﬁf?rebworks corr:jmence N I I 3 Brewhouse Yard hello@egretwest.com
ritish Standards and Building Regulations -This drawing must be read with the relevant specification -All works and materials to be in accordance with current T 29.01.21 4 DRAFT SE Lond twest.
requirements. Drawing errors and omissions to be clauses and detail drawings applicable statuto%legislation and to comply with all 08 Stage E?;.\?:-JQ egretwest.com 0345 TENDER
reported to the architect. _‘Ier;decrj of construction aﬂ setting %ut tchj be agreeg on site. relevant Codes of Practice & British Standards. T07 | 15.01.21 Stage 4 DRAFT SE 0207 549 1730 ©2015 SEW Itd Scale at A1 Date
-This drawing is copyright protected and may not be T06 | 14.12.20 Stage 4 DRAFT SE!
reproduced in whole or part without written authority. Stage 4 Status: - N Client
-éll Dimensions are in milrl]imetres %nless Otherwise Slta’;]ed -Pleage note thisainf(lalr[)natiorlL nzjay requirls_e furlther 5 g TO5 | 16.11.20 | TENDER UPDATES SE Mavfield P h 1:200 04.09.20
-Services are present in the area. Contractor to establis| co-ordination and will be picked up in a Final co-ordinate T04 | 04.11.20 | TENDER SE i rtnershi
the precise line and Depth of all services prior to Stage 4 Issue at the end of the tender period. ayne artners P Drawn by Checked by
commencing any excavation works. o . -Final co-ordinated Stage 4 Issue to be provided once all T03 | 12.10.20 | TENDER SE
Z\Ic;v?/ggctural concrete/ building work to Engineer's details gsslégandtggg?gvxgk packages are completed and reviewed T02 | 02.10.20 | Design amendments SE! - MA SEW
-All dimensions are to finished surface levels ’ TO1 | 18.09.20 | Design amendments SE Scale Bar Project Drawing Number Revision
. - . . Mavfield Park g
éll annotations in italics are provided by the Project T00 | 04.09.20 DRAFT SE ° fon aylie ar
ngineers Rev |Date Description Chk . 0345-SEW-ZZ-00-DR-L-007113 TO8
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Proposed location for
lighting refer to
subcontractor design

Proposed location for
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subcontractor design

Proposed recessed drainage channel with sump unit and — ’ a7 s

connections to wider drainage stratng.
Refer to Engineer's drawings for details
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1. Existing Culvert Bridge Structure

Culvert Bridge:

External concrete bridge supported on retained steel jack arches.
Size and configuration: Refer to design drawings

To comply with Structural Engineer’s specification

Please refer to Lighting Consultant's drawing:
4292_05_005

1. EXISTING CULVERT BRIDGE STRUCTURE:

a. Retained steel jack arches

b. Condition: Requirement for survey by structural engineer and / or specialist
subcontractor. Existing beams to be cleaned and made good for painting.

C. Finish: Polyester Powder Coated (In-situ), RAL TBC allow for custom RAL

2. BRIDGE STRUCTURE - CONCRETE: To Engineer's Specification

a. Concrete bridge structure with integrated seating

b. Profile: refer to Engineer's design drawings

C. Material: Reinforced concrete to Structural Engineer’s design and specification
d. Finish: Exposed aggregate finish to vertical face and smooth finish to the top
surface. Refer to SEW concrete specification for low walls

e. Joints: Movement joints to be provided where specified by Structural Engineer
f. 450mm concrete profiled concrete upstand to form bench / seating with a finished

level 450mm above FFL.
3. FLOOR FINISH:

a. Material: Insitu-concrete surface.

b. Thickness: To Structural Engineer design and specification.

C. Finish: Exposed a88regate and combed finish Paving Type 06 refer to drawing
0345-SEW-ZZ-00-DR-L-003213 for detailed specification

d. Joints: Movement joints to be provided where specified by Structural Engineer.
e. Performance requirements: Non-slip finish required.

f. Slip/ Skid resistance: PTV to BS 7976-2 of 45 wet/ dry

BALUSTERS (VERTICAL):

Manufacturer: N / A to specialist subcontractor design

Profile: Refer to design drawings.

Material: Weathering Steel (Cor-ten

. Thickness: Nominal 20mm shown. To be confirmed by structural engineer and / or
pecialist subcontractor.

Finish: Oxidised patina. Requirement for additional protective coating to be
onfirmed by structural engineer and / or specialist subcontractor.

Colour: N/A

Setting out: Vertical profiles set at 50mm centres, spacing between inner faces not
0 exceed 100mm.

Fixing: Refer to Engineer's drawings

puooTp

Tge™g

5. INTEGRATED SERVICES

a. Allow for integrated service runs to supply power and drivers for integrated light
fittings. All services to be hidden. Requirements subject to Lighting Designer’s specialist
design and specification.

General Notes

No implied licence exists. This drawing should not be used to calculate areas for
the purposes of valuation. Do not scale this drawing. Al dimensions to be
checked on site by the contractor and such dimensions to be their responsibilty.
All work must comply with relevant British Standards and Building Regulations
requirements. Drawing errors and omissions to be reported to the architect

General Notes

Do not scale from this drawing

All setting out, levels and dimensions to
be agreed on site.

The dimensions of all materials must be
checked on site before being laid out.

This drawing must be read with the
relevant specification clauses and detail
drawings

Order of construction and setting out to
be agreed on site.

This drawing is copyright protected and
may not be reproduced in whole or part
without written authority.

All Dimensions are in millimetres unless
Otherwise Stated

Services are present in the area.
Contractor to establish the precise line
and Depth of all services prior to
commencing any excavation works.

All structural concrete/ building work to
Engineer's details & dwgs

All dimensions are to finished surface
levels

All sub-surface build-ups to Engineer's
details

Dwgs not to be scaled. Used dimensioned
measurements only. Contractor to check
and confirm.

All discregancies must be reported to and
resolved by the Landscape Architect
before works commence

All works and materials to be in
accordance with current applicable
statutory legislation and to comply with all
relevant Codes of Practice & British
Standards.

Stage 4 Status:

Please note this information may require
further co-ordination and will be picked up
in a Final co-ordinated Stage 4 Issue at
the end of the tender period.

Final co-ordinated Stage 4 Issue to be
provided once all design team work

ackages are completed and reviewed by
ead designer.

Design Intent
All proposals on this drawings represent
design intent.

For the design intent information the general
contractor responsibilities are as follows:

-Complete the Design of the Works
maintaining the function, visual
requirements, performance and design intent
set out in these proposals.

-In addition to the performance and design
intent requirements indicated in the
Specification or on the Design Drawings,
design the Works to take into account any
additional criteria which an experienced
designer with specialist knowledge would
deem to be relevant.

-The design and visual character of the
prroject is important and shall be maintained.

here shall be no variation in the final
surface finish of similar materials, which shall
remain visually consistent, including colour
and texture, regardless of orientation or
natural grain within agreed tolerances and
agreed samples.

-Submit Working Drawings and technical
information to demonstrate compliance with
the Design Intent Drawings and the
Specification. The Contractor's final Detailed
Design shall be based on the Design Intent
Drawings which indicate generic solutions
and may not cover all conditions. A design
risk assessment shall be submitted as part
of the documentation.

-Where proprietary products are to be
installed, be responsible for providing any
madification, additional bracing, reinforcing,
suitable fixings, etc. so that the products
achieve the requirements of the
Specification. Convey any concerns that the
manufacturers may have expressed
regarding the suitability of products for the
purpose intended.

-Be responsible for fixings and other aspects
not fully detailed or specified on the Design
Intent Drawings and/or Outline Specification.

T02|29.01.21 |Stage 4 DRAFT SEW|
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with a nominal 10mm gap where the bridge

Bridge Support Posts to be 2xL Sections
structure meets the adjoining concrete wall \|

5. Handrail

3. Balustrade support posts (vertical) —

Bridge Support Posts to be 2xL Sections —
with a nominal 10mm gap where the bridge
structure meets the adjoining concrete wall

4. Balustrade infill panel —

General Notes

No implied licence exists. This drawing should not be used to calculate areas for
the purposes of valuation. Do not scale this drawing. Al dimensions to be
checked on site by the contractor and such dimensions to be their responsibilty.
All work must comply with relevant British Standards and Building Regulations
requirements. Drawing errors and omissions to be reported to the architect
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Concrete retaining wall to Engineer's Details

5. Handrail 4

3. Balustrade support posts (vertical) —

Bridge Support Posts to be 2xL Sections —
with a nominal 10mm gap where the bridge
structure meets the adjoining concrete wall

4. Balustrade infill panel 2. Decking

Concrete retaining wall to Engineer's Details
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lighting refer to
subcontractor design
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subcontractor design
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Concrete retaining wall to Engineer's Details —

General Notes

Do not scale from this drawing

All setting out, levels and dimensions to
be agreed on site.

The dimensions of all materials must be
checked on site before being laid out.

This drawing must be read with the
relevant specification clauses and detail
drawings

Order of construction and setting out to
be agreed on site.

This drawing is copyright protected and
may not be reproduced in whole or part
without written authority.

All Dimensions are in millimetres unless
Otherwise Stated

Services are present in the area.
Contractor to establish the precise line
and Depth of all services prior to
commencing any excavation works.

All structural concrete/ building work to
Engineer's details & dwgs

All dimensions are to finished surface
levels

All sub-surface build-ups to Engineer's
details

Dwgs not to be scaled. Used dimensioned
measurements only. Contractor to check
and confirm.

All discregancies must be reported to and
resolved by the Landscape Architect
before works commence

All works and materials to be in
accordance with current applicable
statutory legislation and to comply with all
relevant Codes of Practice & British
Standards.

Stage 4 Status:

Please note this information may require
further co-ordination and will be picked up
in a Final co-ordinated Stage 4 Issue at
the end of the tender period.

Final co-ordinated Stage 4 Issue to be
provided once all design team work

ackages are completed and reviewed by
ead designer.

Design Intent
All proposals on this drawings represent
design intent.

For the design intent information the general
contractor responsibilities are as follows:

-Complete the Design of the Works
maintaining the function, visual
requirements, performance and design intent
set out in these proposals.

-In addition to the performance and design
intent requirements indicated in the
Specification or on the Design Drawings,
design the Works to take into account any
additional criteria which an experienced
designer with specialist knowledge would
deem to be relevant.

-The design and visual character of the
[I)_roject is important and shall be maintained.

here shall be no variation in the final
surface finish of similar materials, which shall
remain visually consistent, including colour
and texture, regardless of orientation or
natural grain within agreed tolerances and
agreed samples.

-Submit Working Drawings and technical
information to demonstrate compliance with
the Design Intent Drawings and the
Specification. The Contractor's final Detailed
Design shall be based on the Design Intent
Drawings which indicate generic solutions
and may not cover all conditions. A design
risk assessment shall be submitted as part
of the documentation.

-Where proprietary products are to be
installed, be responsible for providin? any
modification, additional bracing, reinforcing,
suitable fixings, etc. so that the products
achieve the requirements of the
Specification. Convey any concerns that the
manufacturers may have expressed
regarding the suitability of products for the
purpose intended.

-Be responsible for fixings and other aspects
not fully detailed or specified on the Design
Intent Drawings and/or Outline Specification.

Steel Bridge:

External metal bridge with decking, balustrade and handrail.
Size and configuration: Refer to design drawings

To comply with Structural Engineer’s specification

4153-ROC-S2-FN-DT-S-CB01
4153-ROC-S2-00-DT-S-BD01
4153-ROC-S2-XX-DT-S-DT01
4153-ROC-S2-XX-DT-S-LLO1
4153-ROC-S2-XX-DT-S-3D01

Please refer to Lighting Consultant's drawing:
4292_05_006

To be read in co?\iunction with Structural Engineer's drawings:

BRIDGE STRUCTURE: To Engineer's Specification

Material: Weathering Steel (Cor-ten)

Size TBC by Structural Engineer indicative sizes shown on design drawings.

. Protective coating: Note where aggressive air pollution exists, surface protection is
recommended. When installed in regular contact with water or permanently in a damp
environment, a secondary coating is essential. Requirement for additional protective
coatin%to be confirmed by structural engineer and / or specialist subcontractor.

d. inish: Oxidised patina. Note where aggressive air pollution exists, surface
protection is recommended. When installed in regular contact with water or permanently
in a damp environment, a secondary coating is essential. Requirement for additional
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protective coating to be confirmed by structural engineer and / or specialist subcontractor.

d. All areas in contact with ground to be protected with a suitable barrier.
e. Refer to BS EN 10025-2
f. Fixing: Weathering Steel brackets, and weathering grade bolts, buts and washers

concealed and securely fixed to substrate. Subject to structural engineer and / or
specialised subcontractor design and specification.

2 DECKING:

a Manufacturer: The Expanded Metal Company

b Material: SKU Range P07478 Expanded Steel Mesh

C. Pattern: N7478

d. Profile: Supagrip

e. Protective coating : Hot dip galvanized.

f. Colour: TBC

g Joints: Butt jointed

h. Performance requirements: Heel-proof, anti-vertigo and non-slip profile required
i. Slip/ Skid resistance: PTV to BS 7976-2 of 45 wet/ dry

3 BALUSTRADE SUPPORT POSTS (VERTICAL):
a Manufacturer: N / A to specialist subcontractor design
b. Material: Weathering Steel (Cor-ten)
c. Profile: 100x100 T-section - Refer to design drawings.
d. Thickness: Nominal 12mm T- section shown. To be confirmed by structural
engineer and / or specialist subcontractor.
e. Finish: Oxidised patina. Requirement for additional protective coating to be
confirmed by structural engineer and / or specialist subcontractor.
f. Colour: N/A
ﬁ. Joints: N/A _ _

Fixing: Weathering Steel brackets, and weathering grade bolts, buts and washers
concealed and securely fixed to substrate. Subject to structural engineer and / or
specialised subcontractor design and specification.

BALUSTRADE INFILL PANEL:

Manufacturer: Jakob rope systems INOX LINE Webnet

Material: Stainless Steel structural wire-rope

Thickness: Webnet rope 1.5mm and at 40mm aperture with micro sleeves

Finish: 316 stainless steel

. Horizontal fixing between balustrade support posts: Horizontal fully strung 10mm
tubular frame located at top (fixed to the C section top rail ever 500mm) and 40mm at the
bottom and spanning between balustrade support posts.
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f. Vertical fixing between balustrade support posts: Vertical 6mm holding rope face
fixed to the opposing face of each balustrade support post.
g. System to include all necessary fastenings, bracketing and accessories required to

complete the installation. ) o
All fixings to manufacturers details and specifications

HANDRAIL

Manufacturer: N / A to specialist subcontractor design

Material: Galvanized Steel

Size: 48mm diameter

Finish: Galvanized

Corners and connections mitred and welded with matching end caps.

f. Fixing: stem brackets, with concealed fixings securely fixed to substrate.
Galvanized steel where visible. Wall fixings to be secured in place with galvanized steel
countersunk allen head fixings.

g. System to include all necessary fastenings, bracketing and accessories required to
complete the installation.
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TOP RAIL (HORIZONTAL):
Manufacturer: N / A to specialist subcontractor design
Profile: Refer to design drawings.
Material: Weathering Steel (Cor-ten)
Thickness: 50x120x8mm c-section. To be confirmed by structural engineer and / or
specialist subcontractor.
e. Finish: Oxidised patina. Requirement for additional protective coating to be
confirmed by structural engineer and / or specialist subcontractor.
f. Colour: N/A
g. Joints: N/A

ixing: Weathering Steel brackets, and weathering grade bolts, buts and washers
concealed and securely fixed to substrate. Subject to structural engineer and / or
specialised subcontractor design and specification.

QOoTO S

7. INTEGRATED SERVICES

a. Allow for integrated service runs to supply power and drivers for integrated light
fittings. All services to be hidden. Requirements subject to Lighting Designer’s specialist
design and specification.

8. RIVER WALL:
a. New RC capping beam located on existing river wall. Refer to engineers drawing
for specification.
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