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 Aluminium double glazed

 Bi-folding doors

toughened glass 70mm

profile, 28mm thick. Catnic

CG70 lintel or similar

above opening
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Velux

Window

Velux

Window

Steel Beam 8

300mm thick cavity wall

facing brick to match existing,

75mm thick Kingspan, kooltherm

or similar approved to ensure

minimum 25mm residual cavity,

100mm thermal block,12.5

plasterboards on dabs,

3mm skim coated
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3mm skim coated
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Fouls drainage

to be connected

to existing to meet

BS EN 752: 2008

BS EN 12056-1:2000

 Aluminium double glazed

 Bi-folding doors

toughened glass 70mm

profile, 28mm thick. Catnic

CG70 lintel or similar

above opening
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Glazed balustrades installed

for the balcony to be a

minimum 1100mm height

 to comply with

Building Regulations

Balcony

Project  Address:

34 Lambton Road,

Chorlton,

Manchester, M21 0YJ

Scale:           1:200

Paper Size:   A3

Sheet:

Rev:

01

Drawing Name:

Existing and Proposed Site Plans

Project Ref: MK/012102

Date:            07.10.21

Project Name:

Proposed First Floor Balcony.

Mohammed Khan

BSc (Hons) MCIOB MNAEA

Chartered Construction Manager & Property Consultant

Ash 4 Homes, Pure Offices, Brooks Drive, Cheadle Royal Business Park, Cheadle,

SK8 3TD, Tel: 0161 428 8652   Mobile: 07890 269580

This drawing may only be reproduced

under express licence.


