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ORMANENTAL PLANTING

SPRUCE BARK MULCH 30MM DEPTH

300MM DEPTH OF IMPORTED
TOP SOIL TO BS 3882:2015
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300MM DEPTH OF IMPORTED SUBSOIL
TO BS 3882:2015
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TYPICAL ORNAMENTAL PLANTING BED
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TYPICAL SUDS PLANTING BED
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PLAN

FREE DRAINING LAYER AND FILTER
DRAIN SUBJECT TO PERCOLATION
TEST

50mm GRAVEL MULCH
ALTERNATING RAISED AND FLUSH PIN KERB

,7 ADJACENT SURFACE

MIN. 500 DEPTH RAIN GARDEN SAND TOP
SOIL

100MM FREE DRAINING OPEN GRADED
CRUSHED ROCK

PERMEABLE GEOTEXTILE TERRAM T1000 OR
SIMILAR APPROVED

GROUND BROKEN TO DEPTH OF 350mm TO
PROMOTE DRAINAGE

DRAINING LAYER AND FILTER DRAIN TO
SUBJECT TO PERCOLATION TEST
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HARDWEARING SHADE TOLERANT
SPECIES RICH TURF

300MM IMPORTED TOPSOIL
TO BS3882:2015

150MM IMPORTED SUBSOIL
TO BS8601:2013

TYPICAL RICH SPECIES LAWN PLANTING BED
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TYPICAL TREE PIT IN HARD PAVING

700

SECTION

SUB-GRADE TO ENGINEERS
SPECIFICATION

ROOTRAIN CIVIC IRRIGATION SYSTEM WITH PLASTIC CAP
SUPPLIER: GREEN BLUE URBAN OR SIMILAR APPROVED

18-20CM GIRTH PROPOSED TREE PLANTED AT NURSERY LEVEL

GT DENTDALE STEEL TREE GRILLE

HOT DIP GALVANISED TO BS EN 1461:2009
BY GREEN-TECH SPECIFIER OR SIMILAR
APPROVED

ADJACENT SURFACE

ARBORAFT 150MM UNITS TO STRADDLE PIT BY
500MM OF LOAD BEARING SUPPORT.

BY GREEN-TECH SPECIFIER OR SIMILAR
APPROVED

ARBORRAFT TRC30 GEOTEXTILE
MEMRBANE WRAPPED AROUND
ARRBORAFT 150MM

BY GREEN-TECH SPECIFIER OR
SIMILAR APPROVED

300MM IMPORTED GREEN-TREE
ARBORRAFT SOIL LAYER BS3882:2015

MIN. 600MM IMPORTED SUBSOIL TO
BS8601:2013

150MM FREE DRAINING LAYER AND
FILTER DRAIN TO BASE OF TREE PIT
SUBJECT TO PERCOLATION TEST
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TYPICAL TREE PIT IN SOFT
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PLAN

PROPOSED TREE PLANTED AT NURSERY LEVEL

ROOTRAIN CIVIC IRRIGATION SYSTEM WITH PLASTIC CAP
SUPPLIER: GREEN BLUE URBAN OR SIMILAR APPROVED

30MM MEDIUM GRADE ORNAMENTAL BARK MULCH TO BE APPLIED WITHIN 300MM OF THE TRUNK

STRAPPED ANCHOR SYSTEM c/w GROUND ANCHORS
SUPPLIER: GREEN BLUE URBAN OR SIMILAR APPROVED

30MM MEDIUM GRADE SURFACE FOR SEED BED

300MM MIN. DEPTH OF IMPORTED TOP SOIL TO BS 3882:2015

MIN.600MM MIN. DEPTH OF IMPORTED SUBSOIL TO BS 3882:2011

150MM FREE DRAINING LAYER AND
FILTER DRAIN TO BASE OF TREE PIT
SUBJECT TO PERCOLATION TEST

No dimensions are to be scaled from this drawing.
All dimensions are to be checked on site.
Area measurements for indicative purposes only.

This drawing is the property of Exterior Architecture Ltd.
No part of the drawing may be reproduced in any manner
without permission from Exterior Architecture Ltd.
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