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Chloé Grimsley

Subject: RE: Demolition of existing building and Redevelopment of 134 Dwellings at 1290 

Oldham Road, Newton Heath (Grid ref: 388048, 400670) - UU Reference: 

4200028725

 
  

From: Wong , Josephine <Josephine.Wong@uuplc.co.uk>  

Sent: 04 February 2021 13:53 

To: Carl Dawson <Carl.Dawson@curtins.com> 

Cc: Wastewater Developer Services <WastewaterDeveloperServices@uuplc.co.uk>; 

floodriskmanagement@manchester.gov.uk 

Subject: Demolition of existing building and Redevelopment of 134 Dwellings at 1290 Oldham Road, Newton Heath 

(Grid ref: 388048, 400670) - UU Reference: 4200028725 

 

Good afternoon, Carl 
 
Demolition of existing building and Redevelopment of 134 Dwellings at 1290 Oldham Road, Newton Heath 
(Grid ref: 388048, 400670) 
UU Reference: 4200028725 
 
I refer to my telephone conversation this morning with Mr Oliver Timmins of the Lead Local Flood Authority 
regarding the surface water drainage of the above development.  
 
We can confirm that we accept in principle the surface water drainage proposal agreed by Mr Timmins 
which was mentioned in Mr Timmins’ email (attached) of the 08 January 2021 at 09:37. 
 
Sewer Adoptions  
If you intend to put the sewers forward for adoption (including any SuDS components that can come within 
the meaning of a sewer), United Utilities assess adoption applications based on the current Design & 
Construction Guidance and local practices which have now replaced ‘Sewers For Adoption 6th Edition’.  
We recommend that you submit a pre design assessment to the sewer adoption mailbox 
(SewerAdoptions@uuplc.co.uk) stating pre design assessment in the title 
Please refer to links below to obtain further guidance:  
https://www.unitedutilities.com/builders-developers/larger-developments/wastewater/sewer-adoptions/ 
 
Site drainage must be designed in accordance with Building Regulations, National Planning Policy, and local 
flood authority guidelines, we would recommend that you speak and make suitable agreements with the 
relevant statutory bodies. 
 
If you intend to put forward your wastewater assets for adoption by United Utilities, the proposed detail design 
will be subject to a technical appraisal by an Adoption Engineer as we need to be sure that the proposals 
meets the requirements set out in the Design & Construction Guidance. The proposed design should give 
consideration to long term operability and give United Utilities a safe and cost effective proposal for the 
lifetime of the assets. In these cases, we strongly recommend that no construction commences until the 
detailed drainage design, submitted as part of the Section 104 application, has been assessed and accepted 
in writing by United Utilities. Any work carried out prior to the technical assessment being approved is done 
entirely at the developer’s own risk and could be subject to change. 
 
Codes For Adoption  
The new Codes for Adoption are outlined on the Water UK Website. The link below takes you to their 
webpage: 
https://www.water.org.uk/technical-guidance/developers-services/codes-for-adoption/ 
 
A free copy of the new Design & Construction Guidance can be downloaded via the link below: 
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https://www.water.org.uk/wp-content/uploads/2020/03/SSG-App-C-Des-Con-Guide-v-2-100320-C.pdf 
 
 
Should you have any query, please feel free to contact me. 
 
 
Many thanks. 
  
 
Kind regards,  

 
 

 

Josephine Wong 

Wastewater Developer Engineer 

Developer Services & Metering 

Customer Services 

M: 07880308880 (from 7am to 1pm) 

unitedutilities.com 

If you have received a great service today why not tell us? 

Visit: //unitedutilities.com/wow 

 

Did you know we now have a live chat facility available to you Mon to Friday 8 -5pm.  You just click on the 

orange live chat box on our webpage and one of our advisors will be ready to chat to you and help you 

with your enquiry  https://www.unitedutilities.com/builders-developers/  or you can email us at 

WastewaterDeveloperServices@uuplc.co.uk  
 

 

 
 

 

 

 

From: Carl Dawson [mailto:Carl.Dawson@curtins.com]  

Sent: 27 January 2021 09:58 

To: Wastewater Developer Services <WastewaterDeveloperServices@uuplc.co.uk> 

Cc: Adam Hogan <Adam.Hogan@curtins.com> 

Subject: Repeat PDE 270121 

 

Hi Josephine,  

 

We were already in correspondence with Matthew Dodd prior to his departure in which we had established a 

couple of things already: 
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In following the standard hierarchy of drainage solutions, consideration should firstly be given to the discharge of 

surface water runoff by sustainable methods such as infiltration.  

 

Infiltration  

The Phase 2 Site Investigation report indicates that generally the geology of the site is made ground/topsoil, with 

superficial deposits comprising of Glacial Till. The Site Investigation works highlight that the underlying ground 

largely consists of made ground and includes contaminants such as heavy metals and hydrocarbons. Draining the 

site via infiltration may result in contamination to the underlying aquifer. The Site Investigation Study includes 

groundwater records at several locations across the site. The records show that the groundwater levels on the site 

vary from 0.20-2.79m bgl.  

 

Draining the site via infiltration may result in the raising of the groundwater table; which could lead to localised 

groundwater flooding on site. Based on this evidence it is recommended that the site should not drain via 

infiltration.  

 

Watercourse  

The watercourse shown on the United Utilities sewer records is located approximately 56m south of site. No further 

watercourses are recorded in the vicinity of the site. To drain to this watercourse would not be feasible due to the 

distance from the site and the requirement to cross third party land. The routes would require c.120m lengths of 

excavation within the public highway, coordination and potential diversions of existing services and public sewers 

located within Holyoak st, Droyslden Road, Dulverton st and Old Church St. Access would also be required to other 

third party land in order to achieve this. This option was therefore deemed not feasible and instead, in line with the 

drainage hierarchy, proposed to connect to the adjacent combined sewers.  

Surface Water Sewer  

There are no surface water sewers in the vicinity of the site. 

 

Combined Water sewer  

It is therefore proposed to discharge both SW and FW to the public sewer via the 375mm pipe sewer on Holyoak 

Street and the 300mm sewer on Dulverton St. Existing connections will be used where possible.  

The LLFA have reviewed and agreed to the above drainage hierarchy assessment. 

 

With regards to discharge rates, please see the attached correspondence we issued to yourselves. I have 

summarised this below:  

 

The site has existing buildings which discharges to pubic sewer and the remainder of the site is undeveloped 

greenfield site with no discharge to the public sewer.  

The most accurate way to understand/determine the existing flow rates being discharged from a development is to 

create a hydraulic model of the existing drainage network within the site. Using Micro drainage software we have 

included all hardstanding areas to each pipe and run the 1, 30 and 100 year simulations to provide an accurate 

discharge rate from the existing site. This is a much more accurate way to determine this existing discharge rate, as 

it takes into consideration all storm events up to the 100 year event, existing pipe sizes, pipe lengths and gradients 

etc.  

 

The existing brownfield part of the site discharges to public sewer (see attached); 

1-year storm: 30.5 l/s  

30-year storm: 84.4 l/s  

100-year storm: 106.9 l/s  

 

Therefore for the proposed development we intend to reduce flows by 50% to provide a betterment. See below 

total proposed discharge rates; 

1 year: 15.25 l/s  

30 year: 42.2 l/s  

100 year plus CC: 53.45 l/s 
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The LLFA have reviewed the existing network calculations and catchment plans and have agreed to the proposed 

50% betterment of brownfield rates. 

 

Matthew Dodd’s last correspondence was requesting a copy of the catchment plan, which is in the attached email, 

and also re-attached to this email. 

 

Please can you review the above and provide your acceptance. 

 

Kind Regards, 

 

Adam Hogan Project Engineer 

Curtins 

T. 0161 236 2394 | adam.hogan@curtins.com 

From: Carl Dawson <Carl.Dawson@curtins.com>  

Sent: 26 January 2021 15:28 

To: Adam Hogan <Adam.Hogan@curtins.com> 

Cc: Chloé Grimsley <Chloe.Grimsley@curtins.com> 

Subject: FW: Proposed dwelling at 1290 Oldham Road, Newton Heath - UU Ref: 4200028725 

 

Adam. See below. Can you prepare a response.  

 

Thanks  

 

Carl Dawson Senior Engineer 

Curtins 

T. 0161 236 2394 | carl.dawson@curtins.com 

From: Wastewater Developer Services <WastewaterDeveloperServices@uuplc.co.uk>  

Sent: 26 January 2021 15:21 

To: Carl Dawson <Carl.Dawson@curtins.com> 

Cc: Wastewater Developer Services <WastewaterDeveloperServices@uuplc.co.uk> 

Subject: Proposed dwelling at 1290 Oldham Road, Newton Heath - UU Ref: 4200028725 

 

Good afternoon, Carl  

 

Demolition of existing building and Redevelopment of 134 Dwellings at 1290 Oldham Road, Newton Heath (Grid ref: 

388048, 400670) 

UU Reference: 4200028725 

 

We have carried out an assessment of your application which is based on the information provided. This pre-

development advice on your drainage strategy will be valid for 12 months. Your drainage strategy will need to be 

reviewed by other competent authorities as part of the planning process, and we advise that you carry out the 

necessary site investigations to confirm the viability of your proposals. 

 

If your investigations require access to our public sewer network, we ask that you contact our network engineers with 

a request for an access certificate via our main contact telephone number 0345 3723223 or refer to the link below: 

https://www.unitedutilities.com/builders-developers/working-near-our-assets/ 

 

Foul Water 

Foul flow from this site will be allowed to drain into the public foul water/combined sewer system. 

Our preferred point of discharge would be to the 375mm diameter public combined sewer within crossing the site. If 

you are able to identify an alternative, more suitable point of discharge, we request that you contact us at your earliest 

convenience so that we can assess suitability. 

 

Surface Water  
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All surface water flow from the proposed development should drain in-line with the drainage hierarchy, as outlined 

in Paragraph 80, (Reference ID: 7-080-20150323), of the National Planning Practice Guidance. We also recommend 

you prioritise the use of multi-functional sustainable drainage systems for the management of surface water in 

accordance with national planning policy.  

 

Generally, the aim should be to discharge surface run off as high up the following hierarchy of drainage options as 

reasonably practicable. 

This is outlined as follows, in order of priority: 

1. into the ground (infiltration);  

2. to a surface waterbody; 

3. to a surface water sewer or highway drain; 

4. to a combined sewer. 

For guidance, The North West SuDS Pro-Forma provides information on the appropriate evidence required at each 

stage of the hierarchy, to demonstrate how each level has been discounted.  

 

The Lead Local Flood Authority has responsibility for all surface water drainage concerns and their input to your 

proposal is critical. You should also consider whether it is necessary to discuss your proposal with the Environment 

Agency, or Internal Drainage Board (if operating in your area). 

The Local Planning Authority are the determining authority for any application for planning permission and the 

appropriate authority for determining cost viability of a proposed drainage scheme, such assessments are outside of 

the jurisdiction of United Utilities. 

 

Infiltration 

Surface water runoff generated from this development should discharge to the ground via infiltration system where 

feasible.  

A detailed evidence based feasibility assessment must be carried out in line with Chapter 25 of the CIRIA SuDS Manual 

2015 to determine whether infiltration is a suitable method of surface water disposal.  

Particular attention must be paid to Ground Water Source Protection Zones to ensure that the risk of pollution to 

these valuable resources is not compromised. Details can be obtained from the government website: 

https://www.gov.uk/guidance/groundwater-source-protection-zones-spzs#find-groundwater-spzs 

 

If your site is in a Groundwater Source Protection Zone, you should have regard to the Environment Agency’s approach 

to Groundwater Protection. Information on this is available via the link below:  

https://www.gov.uk/government/publications/groundwater-protection-position-statements  

 

Please note that such a location could have implications for the principle of your development and the need for 

additional mitigating measures to protect the groundwater environment and public water supply in the detailed 

design of your site.  

 

Waterbody  

If an evidence based assessment has been carried out and confirms that infiltration is not feasible, we recommend 

that you contact the Lead Local Flood Authority and/or Environment Agency to discuss a point of discharge to the 

culverted/open ordinary watercourse/canal/main river/waterbody/pond (with onward flow) located to the south of 

the proposed site. 

We would encourage you to identify and engage with any third party landowner and riparian owner to agree access 

and discharge rights to the water body if this is not in your ownership. 

 

Highway Drainage  

If an evidence based assessment has been carried out and confirms that infiltration is not feasible, we recommend 

that you investigate the possibility of draining surface water to the highway drain where this ultimately discharges to 

a watercourse, by contacting the relevant Highway Authority.  

 

Public Sewer  
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In accordance with the hierarchy of drainage options within the National Planning Practice Guidance, both discharge 

to ground via infiltration and discharge to a waterbody should be discounted prior to consideration of discharging 

surface water to the public sewer system. Evidence should be provided to demonstrate how these have been 

discounted, as outlined in the North West SuDS pro-forma.  

 

Once evidence is provided as outlined above, United Utilities will consider a connection to the 375mm diameter public 

combined sewer crossing the site at a pass forward flow to be agreed by the Lead Local Flood Authority. United Utilities 

request that any agreed rate does not exceed 8.4 l/s for any storm event. 

 

As a Water Company, we have no obligation to accept highway drainage into our public sewer network. However, 

should your proposals include runoff from highways, we would request that consideration is given to SuDS 

components that deliver source control are incorporated within the design of the scheme to reduce the volume and 

frequency of discharges of these flows to the public sewer.  

 

Levels 

For low-lying sites, (where the ground level of the site or the level of a basement is below the ground level at the point 

where the drainage connects to the public sewer), care should be taken to ensure that the property is not at increased 

risk of flooding. If these circumstances exist, we recommend that you contact us to discuss further. It could affect the 

detailed design of your site and result in the need to incorporate appropriate mitigating measures in your drainage 

scheme.  

 

Sewer Adoptions  

If you intend to put the sewers forward for adoption (including any SuDS components that can come within the 

meaning of a sewer), United Utilities assess adoption applications based on the current Design & Construction 

Guidance and local practices which have now replaced ‘Sewers For Adoption 6th Edition’.  

We recommend that you submit a pre design assessment to the sewer adoption mailbox 

(SewerAdoptions@uuplc.co.uk) stating pre design assessment in the title 

Please refer to links below to obtain further guidance:  

https://www.unitedutilities.com/builders-developers/larger-developments/wastewater/sewer-adoptions/ 

 

Site drainage must be designed in accordance with Building Regulations, National Planning Policy, and local flood 

authority guidelines, we would recommend that you speak and make suitable agreements with the relevant statutory 

bodies. 

 

If you intend to put forward your wastewater assets for adoption by United Utilities, the proposed detail design will 

be subject to a technical appraisal by an Adoption Engineer as we need to be sure that the proposals meets the 

requirements set out in the Design & Construction Guidance. The proposed design should give consideration to long 

term operability and give United Utilities a safe and cost effective proposal for the lifetime of the assets. In these 

cases, we strongly recommend that no construction commences until the detailed drainage design, submitted as part 

of the Section 104 application, has been assessed and accepted in writing by United Utilities. Any work carried out 

prior to the technical assessment being approved is done entirely at the developer’s own risk and could be subject to 

change. 

 

Codes For Adoption  

The new Codes for Adoption are outlined on the Water UK Website. The link below takes you to their webpage: 

https://www.water.org.uk/technical-guidance/developers-services/codes-for-adoption/ 

 

A free copy of the new Design & Construction Guidance can be downloaded via the link below: 

https://www.water.org.uk/wp-content/uploads/2020/03/SSG-App-C-Des-Con-Guide-v-2-100320-C.pdf 

 

Existing Wastewater Assets Crossing the Site  

According to our public sewer records there are public sewers located within your site boundary. We will require 

unrestricted access to the sewer for maintenance purposes, we would ask that you maintain a minimum clearance of 

10m which is measured 5m from the centre line of the pipe unless there happens to be a formal easement agreement 

in place, in which case the specified easement width would apply. If you cannot achieve this then you may wish to 

consider diverting and or abandoning the public sewer.  
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Please refer to the link below to obtain full details of the processes involved with sewer diversions:  

https://www.unitedutilities.com/builders-developers/larger-developments/wastewater/sewer-diversions/  

 

Existing Water Assets Crossing the Site  

It is the developer responsibility to identify utilities on-site. Where clean water assets are shown on our records, we 

recommend that you contact our Water Pre-Development Team, via the following email address: 

DeveloperServicesWater@uuplc.co.uk. Further information for this service can be found on our website via the link 

below:  

https://www.unitedutilities.com/builders-developers/larger-developments/pre-development/water-pre-dev/ 

 

Connection Application 

Although we may discuss and agree discharge points and rates in principle, please be aware that you will have to apply 

for a formal sewer connection. This is so that we can assess the method of construction, Health & Safety requirements 

and to ultimately inspect the connection when it is made. Details of the application process and the form itself can be 

obtained from our website by following the link below: 

https://www.unitedutilities.com/builders-developers/larger-developments/wastewater/sewer-connections/  

 

We recommend that the detailed design should confirm the locations of all utilities in the area and ensure that any 

proposed drainage solution considers routing and clash checks where required. 

 

Sewer Map 

United Utilities offer a fully supported mapping service at a modest cost for our water mains and sewerage assets. 

This is a service, which is constantly updated by our Property Searches Team (Tel No: 0870 7510101) and I 

recommend that the applicant give early consideration in project design as it is better value than traditional 

methods of data gathering. It is, however, the applicant's responsibility to demonstrate the exact relationship on 

site between any assets that may cross the site and any proposed development.  

 

If we can be of any further assistance please don’t hesitate to contact us further. 

 

Many thanks. 

 

 

Kind regards,  

 
 

 

Josephine Wong 

Wastewater Developer Engineer 

Developer Services & Metering 

Customer Services 

M: 07880308880 (from 7am to 1pm) 

unitedutilities.com 

If you have received a great service today why not tell us? 

Visit: //unitedutilities.com/wow 

 

Did you know we now have a live chat facility available to you Mon to Friday 8 -5pm. You just click on the 

orange live chat box on our webpage and one of our advisors will be ready to chat to you and help you 

with your enquiry https://www.unitedutilities.com/builders-developers/ or you can email us at 

WastewaterDeveloperServices@uuplc.co.uk  
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From: Carl Dawson [mailto:Carl.Dawson@curtins.com]  

Sent: 15 January 2021 15:47 

To: Wastewater Developer Services <WastewaterDeveloperServices@uuplc.co.uk>; Dodd, Matthew 

<Matthew.Dodd@uuplc.co.uk> 

Cc: Adam Hogan <Adam.Hogan@curtins.com>; Chloé Grimsley <Chloe.Grimsley@curtins.com> 

Subject: RE: REPEAT 2: Proposed dwelling at 1290 Oldham Road, Newton Heath 4200028725 Due date 19/1 

 

Hi. 

 

As requested please see attached, existing catchment plan and existing drainage network. 

 

Kind regards  

 

Carl Dawson Senior Engineer 

Curtins 

T. 0161 236 2394 | carl.dawson@curtins.com 

From: Wastewater Developer Services  

Sent: 15 January 2021 12:15 

To: Carl Dawson  

Cc: Wastewater Developer Services  

Subject: RE: REPEAT 2: Proposed dwelling at 1290 Oldham Road, Newton Heath 4200028725 Due date 19/1 

 

Good Morning Carl  

 

Thank you for providing the information. Can I please request that you provide an existing drainage plan, showing 

existing connectivity and the catchments areas draining to each length, with pipe sizes and cover/invert levels for 

each connecting length?  

 

Please be aware that I will be leaving United Utilities on 18th January, so any future correspondence will need to go 

through WastewaterDeveloperServices@uuplc.co.uk  

 

Kind regards  
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Matthew Dodd  

Developer Engineer 

Developer Services & Metering 

Customer Services 

T: 07468 758244 

unitedutilities.com 

 

If you have received a great service today why not tell us? 

Visit: //unitedutilities.com/wow 
 

We now have a live chat facility available to you Mon to Friday 8 -5pm. You just click on the orange live 

chat box on our webpage and one of our advisors will be ready to chat to you and help you with your 

enquiry https://www.unitedutilities.com/builders-developers/ or you can email us at 

developerserviceswater@uuplc.co.uk 

 

From: Wastewater Developer Services  

Sent: 08 January 2021 09:57 

To: Dodd, Matthew <Matthew.Dodd@uuplc.co.uk> 

Subject: REPEAT 2: Proposed dwelling at 1290 Oldham Road, Newton Heath 4200028725 Due date 19/1 

 

https://uusp/asset/DSDD/Development%20Documents/Forms/AllItems.aspx?RootFolder=%2Fasset%2FDSDD%2FDe

velopment%20Documents%2FManchester%2FPre%20Enquiry%2F2019%2F4200028725%20%201290%20%20Oldha

m%20Road%2C%20Newton%20Heath&FolderCTID=0x01200076B6A51D6F7F51478D46DE066F31A39C&View=%7B0

12D10BC%2D8A6E%2D465F%2D9704%2D60731F4571F6%7D 

 

 

 

Thanks sue 

 

 

 

 

Sue King 

Customer Services Advanced 

Developer Services & Metering 

Customer Services 

T: 0345 072 6067 

unitedutilities.com 

If you have received a great service today why not tell us? 

Visit: //unitedutilities.com/wow 

 

 

Please note that as from the 1 April 2020 the fee for the administration of a Building Over Agreement will be 

£153.00 (this fee is none vatable) http://www.unitedutilities.com/build-over-sewer.aspx). 

 

 

Please send postal applications to the following address: 
 

 

Wastewater Developer Services and Planning, 2nd floor Grasmere House, Lingley Mere Business Park, 

Lingley Green Ave, Great Sankey, Warrington WA5 3LP  
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Any applications sent to Gatewarth Industrial Estate will result in delays in your application.  

 

 

From: Carl Dawson [mailto:Carl.Dawson@curtins.com]  

Sent: 07 January 2021 11:57 

To: Wastewater Developer Services <WastewaterDeveloperServices@uuplc.co.uk> 

Cc: Adam Hogan <Adam.Hogan@curtins.com> 

Subject: RE: REPEAT 2: Proposed dwelling at 1290 Oldham Road, Newton Heath 4200028725 Due date 31/10/2019 

 

Hi.  

 

Thank you for your response. 

 

The site has existing buildings which discharges to pubic sewer and the remainder of the site is undeveloped 

greenfield site with no discharge to the public sewer.  

The most accurate way to understand/determine the existing flow rates being discharged from a development is to 

create a hydraulic model of the existing drainage network within the site. Using Micro drainage software we have 

included all hardstanding areas to each pipe and run the 1, 30 and 100 year simulations to provide an accurate 

discharge rate from the existing site. This is a much more accurate way to determine this existing discharge rate, as 

it takes into consideration all storm events up to the 100 year event, existing pipe sizes, pipe lengths and gradients 

etc.  

 

The existing brownfield part of the site discharges to public sewer (see attached); 

1-year storm: 30.5 l/s  

30-year storm: 84.4 l/s  

100-year storm: 106.9 l/s  

 

The Greenfield run-off rates have also been added, calculated using the Qbar method (see below). Totalling; 

1-year storm: 35.0 l/s  

30-year storm: 93.2 l/s  

100-year storm: 117.7 l/s 
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Therefore for the proposed development we intend to reduce flows by 50% to provide a betterment. See below 

total proposed discharge rates; 

1 year: 17.5 l/s  

30 year: 46.6 l/s  

100 year plus CC: 58.85 l/s 

 

Please can you review the above and provide your acceptance. 

 

Kind regards  

 

Carl Dawson Senior Engineer 

Curtins 

T. 0161 236 2394 | carl.dawson@curtins.com 

EMGateway3.uuplc.co.uk made the following annotations 

--------------------------------------------------------------------- 

The information contained in this e-mail is intended only 

for the individual to whom it is addressed. It may contain 

legally privileged or confidential information or otherwise 

be exempt from disclosure. If you have received this Message 

in error or there are any problems, please notify the sender  

immediately and delete the message from your computer. You 

must not use, disclose, copy or alter this message for any 

unauthorised purpose. Neither United Utilities Group PLC nor 

any of its subsidiaries will be liable for any direct, special, 

indirect or consequential damages as a result of any virus being  

passed on, or arising from the alteration of the contents of 

this message by a third party. 
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United Utilities Group PLC, Haweswater House, Lingley Mere 

Business Park, Lingley Green Avenue, Great Sankey, 

Warrington, WA5 3LP 

Registered in England and Wales. Registered No 6559020 

 

www.unitedutilities.com 

//www.unitedutilities.com/subsidiaries 

--------------------------------------------------------------------- 


