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KEY
1.  Internal floor finishes zone 20mm thick
2.  150 x 50mm C16 Floor joists
3.  Eaertwool - Loft Roll 40 150mm thick, min

35mm edge insulation to perimeter
4.  Support netting
5.  Minimum 50mm thick Sand Blinding
9.  100mm thick 3.6N Celcon Solar Blocks
10. 102.5mm Facing Bricks
11. DPC minimum 150mm above external
      ground level
12. 100mm cavity with 50mm thick Celotex CW4000 insulation boards,
      extended 300mm below finished floor level in accordance with
      Robust Details for limiting thermal bridging
13. Foundation to Structural Engineers details
14. Nominal 13mm thick plaster finish to internal face of blockwork.

U-VALUES

Cavity Wall = 0.25
Ground Floor = 0.22
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KEY
1.  GRP edge trim mechanically fixed to the check fillet.
2.  100mm wide x 140mm high timber insulation stop mechanically fastened to the
     roof deck.
3.  Fascia board.
4.  100 x 50mm profiled timber fillet mechanically fastened to the insulation stop.
5.  3 layer built up felt roofing installed in accordance with manufacturers details.
6.  140mm thick Celotex TC3000 insulation board mechanically fixed to plywood
     roof deck.
7.  Polythene 1000 gauge Vapour Control Layer, all joints lapped and sealed.
8.  50mm wide tapered firrings laid perpendicular to roof joists to create 1:80 fall.
9.  22mm exterior grade plywood decking.
10. 150 x 50mm C16 timber roof joists doubled up around rooflight openings and
      secured to external walls with BAT lateral and vertical restraint straps at
      maximum 1200mm centres as per Structural Engineers details.
11. 12.5mm plasterboard lining to underside of joists.
12. BAT type SPH joist hanger.
13. 100mm thick 3.6N Celcon Solar Blocks
14. 102.5mm Facing Bricks
15. 100mm cavity with 50mm thick Celotex CW4000 insulation boards, extended
      tight to underside of roof deck in accordance with Robust Details for limiting
      thermal bridging
16. Nominal 13mm thick plaster finish to internal face of blockwork.

U-VALUES

Flat Roof = 0.18
Cavity Wall = 0.25
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Proposed Single Storey
Rear Extension Details

Existing rain water and soil pipes not
shown on elevation for clarity.

753-755 Wilmslow Rd,
Didsbury M20 6RN

A 01-09-21 Ductwork and AC locations amended


