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L2 - LINEAR LED LOCATED
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ILLUMINATE BALUSTRADE

LIGHTING COLUMN

L2- LINEAR LED
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LUMINAIRE REF CONTROL CHANNEL

ADDITIONAL NOTES.

FOR FULL DETAILED SPECIFICATION REFER TO
Studio FRACTAL DOCUMENT

Luminaire references refer to luminaire type and control
channel (not electrical circuits)
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be taken from architects co-ordinated drawings
or where applicable fabricators / manufacturers
drawings.
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B1 - 12.3W LED LIGHTING BOLLARD
C1 - 28W LED LIGHTING COLUMN
C1A - 28W LED LIGHTING COLUMN PLUS
16AMP SOCKET
C1B - 28W LED LIGHTING COLUMN PLUS
CCTV CAMERA
C1C - 28W LED LIGHTING COLUMN PLUS
CCTV CAMERA AND SPEAKER
C1E - 28W LED LIGHTING COLUMN PLUS
CCTV CAMERA AND WIFI
C1F - 28W LED LIGHTING COLUMN PLUS
WIFI
C2 - 2 X 25.7W LED LIGHTING HEADS
MOUNTED ON SINGLE COLUMN
C2A - 2 X 25.7W LED LIGHTING HEADS
MOUNTED ON SINGLE COLUMN PLUS
16AMP SOCKET
C2B - 2 X 25.7W LED LIGHTING HEADS
MOUNTED ON SINGLE COLUMN PLUS
CCTV CAMERA
C2C - 2 X 25.7W LED LIGHTING HEADS
MOUNTED ON SINGLE COLUMN PLUS
CCTV CAMERA AND SPEAKER
C2D - 2 X 25.7W LED LIGHTING HEADS
MOUNTED ON SINGLE COLUMN PLUS
CCTV CAMERA, WIFI AND SPEAKER
C2E - 2 X 25.7W LED LIGHTING HEADS
MOUNTED ON SINGLE COLUMN PLUS
WIFI AND SPEAKER
C3 - 1 X 25.7W LED LIGHTING HEAD AND 2
LED GOBO PROJECTORS MOUNTED ON
SINGLE COLUMN
D1 - 1.7W SURFACE MOUNTED SPOTLIGHT
H1 - 11W LINEAR LED WITHIN HANDRAIL
L1 - 7W LINEAR LED WITHIN BENCH
L2 - 15W LED WITHIN LOW LEVEL DETAIL
L3 - 15W LED WITHIN BENCH DETAIL
U1 - 18W IN-GROUND LED UPLIGHTER
W1 - 45.6W DIRECT/INDIRECT WALL LIGHT
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