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! Residual Risks !

These drawings should be read in conjunction with the
designer's risk assessment (DRA) which communicates
significant residual design risks that have been identified and
suggests mitigating actions.
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i1 65.10 General Notes

1. All dimensions are in metres unless stated otherwise.

cl 66.15 2. This drawing shall be read in conjunction with all other
il 65.55 relevant engineering details, drawings and specifications.

3. Any discrepancies should be reported to the engineer
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specification for highways works and local authority
guidance.

5. Underground services may be present in the area.
Contractor is to confirm the precise line and depth of any
services prior to the commencement of any excavation
works.
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Subbase depth of 350mm is the minimum required for
loading, ground conditions and attenuation. Formation to
be laid flat and therefore subbase depth will vary to suit
proposed driveway gradients.
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EEEESSSSSSSS———  Site Boundary

Proposed Major Contour
250mm intervals

Proposed Minor Contours
50mm intervals

Proposed private off line 'Wavin Q-Bic Plus' geocellular attenuation
tank or equivalent approved. For events beyond the 30yr return period.
53m x 3.6m x 0.63m deep. Volmax: 112m3, IL: 64.30m.

To be installed strictly in accordance with manufacturers details.
Minimum 0.5m cover in landscaped area. To be subject to private O $104 Surface Water Manhole
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