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Disclaimer 

This report has been prepared by Waterman Structures Limited, with all reasonable skill, care and 
diligence within the terms of the Contract with the client, incorporation of our General Terms and 
Condition of Business and taking account of the resources devoted to us by agreement with the client. 

We disclaim any responsibility to the client and others in respect of any matters outside the scope of the 
above.  

This report is confidential to the client and we accept no responsibility of whatsoever nature to third 
parties to whom this report, or any part thereof, is made known.  Any such party relies on the report at its 
own risk. 
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1.1 Summary 

Waterman Structures Limited (WSL) were appointed by Gilbert Ash Limited to prepare a Below Ground 
Drainage Verification Report and Maintenance and Management Plan in support of planning condition 
discharge in relation to the MOXY project on the corner of Atkinson Street and Scott Place at 2- 4 
Atkinson Street, Manchester, M3 3HH. 

WSL can confirm that based on monthly site visits, and limited to visual inspection only, the below ground 
drainage has been installed in accordance with all final construction issue drawings and specifications. As 
built drainage is therefore considered to be in keeping with the approved design principles. 

1.2 Surface Water Management 

Guidance for the disposal of surface water from a development Site indicate infiltration systems are to 
be considered as the primary solution. If this is not practical, discharge to a watercourse is to be 
considered as the next available alternative. Only if these options are unavailable, and other sustainable 
drainage methods not possible, should the use of the public sewerage system be considered. Given the 
proximity (within 5m) to adjacent properties the use of infiltration drainage techniques would not be 
considered appropriate under Building Regulations. 

The wider Spinningfields project delivered improvements to the existing United Utilities combined sewer 
system. The strategy relieved the existing combined network by providing an independent surface water 
system including the provision of a new outfalls into the River Irwell. The new surface water sewer within 
Little Quay Street has been installed to allow for the future redevelopment of the site and incorporates 
lateral connections to allow the new building to be connected directly to the surface water system. The 
225mm diameter stub-connections constructed under the earlier phase of development were intended 
for use by this site. The removal of existing surface water connections from the combined sewer system 
will reduce the risk of flooding from this system. 

1.3 Typical Maintenance Plan 

Private connections and associated lateral drainage will be maintained by the building owner. Pipes are 
intended to be the main conveyance across the development which are are intended to be dry except for 
during rainfall events and have been designed to be self-cleansing where possible.  

Access for maintenance is provided through access chambers, manholes, rodding plates and rodding 
eyes. Regular inspection and maintenance is important to identify areas which may have been 
obstructed/ clogged and may not be draining correctly thus exposing the development to a greater level of 
flood risk. 

1.3.1 General Drainage Maintenance 

Providing the safety guidelines herewith are followed inspections and simple maintenance from ground 
level can be carried out by non-skilled operatives. 

It is strongly recommended that maintenance involving “man entry” is only carried out by specialist 
contractors, who will have the correct training and safety equipment. 

It is usually worth lifting manhole covers periodically to keep the covers free and to look for debris and 
tell-tale signs of imminent problems. Regular inspections and periodic cleaning are required on Drainage 
Channels, Silt Pits, Catch Pits, Storage Attenuation, Manhole Chambers, Flow Control Devices and 
Grease Traps. 



 

 

It is recommended that cause be investigated, and the system cleaned by pressure jetting specialists 
(where required) if signs of the following are found: 

• Ragging on step irons which usually mean that the pipes surcharge occasionally 

• Mud or silt in a manhole which probably indicate a restriction downstream 

• Detritus on the benching could be a sign of rats or of deterioration of the fabric of the 
manhole. 

• Grease, which is a major cause of blockages. 

The notes below should be read in conjunction with any manufacturer’s literature. 

1.3.2 Drainage Safety Issues 

Work on drainage systems expose personnel to serious Health and Safety Hazards. These include but 
may not be limited to the following: 

• Lifting heavy loads (manhole covers) 

• The risk of injury through dropping heavy loads 

• The risk of falling into chambers 

• Biohazards from pathogenic bacteria e.g. Weil’s disease 

• Poisonous- asphyxiating- and explosive gasses. 

• Drowning. 

These hazards can be addressed by the following simple rules: 

• Never work alone 

• Never enter a confined space such as a manhole unless trained and equipped to do so with 
gas detectors, breathing equipment and a recovery team assisting. 

• Always use well-fitting lifting keys etc. 

• Always use the correct Personal Protective Equipment (PPE) e.g. gloves, goggles, coveralls 
etc. 

• Always fence unattended open manholes. 

In addition, it should be noted that the location of some drainage apparatus may expose maintenance 
personnel to other hazards e.g., vehicles manoeuvring. In general, it is advised that maintenance works 
(other than simple inspections) be carried out by specialist contractors unless specially trained personnel 
are available. 

1.3.3 Drainage Channels - Open Channels with removable gratings 

The outlet boxes trap silt and sometimes oil. They can be emptied by either a vacuum tanker or by hand 
with a ladle. These boxes are the first line of defence keeping the underground drains clean. It is 
therefore important and cost effective to clean them out regularly. Material removed from them is likely to 
be contaminated and should be disposed of at a suitably licensed tip. 

The gratings act to stiffen the channel and the channel edging. It is therefore essential to check that all 
channel gratings are replaced (and fixed where appropriate). The fixings may be bolts or patent clips 
depending upon the range of channels installed. 



 

 

1.3.4 Ongoing Management 

Residual Hazards and Provision for Safe Access for Inspection, Maintenance and Cleaning etc. - Site 
Works and Infrastructure 

Cleaning of drains, manholes and channel drains 

• Only to be carried out by competent, suitably trained qualified and authorised persons. 

• A Permit-to-Work system must be in place. 

• All necessary checks for hazardous atmospheres must be carried out. 

• All necessary protection to openings must be provided e.g. warning signs, lights, barriers etc. 

• Channel drains need to be maintained cleaned and inspected as per the manufacturer’s 
guidance. 

• All maintenance should be in accordance with the method statement as provided by the 
maintenance contractor. 

All general, regular cleaning and maintenance is to be carried out in accordance with all relevant health 
and safety legislation, guidance, etc. and consider the potential hazards identified in the Health and 
Safety File or Contractor’s Manuals. 

Care should be taken to safeguard the health and safety of the building occupiers’ staff and the public. 
Where appropriate, emergency procedures and first aid facilities must be established and agreed with the 
building occupier prior to work commencing. 
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A. Site Photos 

 

 



 

 

 

 



 

 

 

 



 

 

 

 



 

 

 

 

 



 

 

 



 

 

B. As Built Drawings 







 

 

 

 


