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During the construction of the modular building, the design of the Northern and 
Southern elevations and associated stair cores has been reviewed. While our initial 
planning application focussed on enhancing the Southern elevation only, we 
feel that both elevations are prominently visible via existing road and pedestrian 
routes and should be treated in a similar manner.

The proposed design includes Siberian Larch cladding in 50mmx50mm profiles 
at 150mm vertical centres to the full extent of both external stair cores on the 
Southern and Northern elevations. Cladding to the Plastisol finished elevations is 
not proposed under this amendment.

We believe that the changes result in a high quality finish which is in line with the 
intent of the original design and enhances the Northern elevation to a similar level 
as the Southern elevation providing a more complete and balanced aesthetic.

The following pages illustrate the proposed design and we have included 3D views 
from various aspects around the scheme for visualisation purposes.
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SILA-Select Siberian Larch in 
50mmx50mm profiles incorporating 
a skimmed finish to span vertically at 
150mm vertical centres.

UPVC Windows RAL 7015

See M
aterial Palette O

verleaf

Plastisol Finish to RAL7035

PROPOSED ELEVATIONS

The proposed elevations incorporating the 
latest design amendment are illustrated 
opposite.
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SILA-Select Siberian Larch in 50mmx50mm profiles incorporating a 
skimmed finish to span vertically at 150mm vertical centres.
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uPVC Windows:RAL 7015

Plastisol Cladding: Oyster RAL 7035

MATERIALS PALE T TE

A sample image of the proposed 50mm x 50mm Siberian larch battens is provided 
below. 
The Siberian Larch is supplied by a company called Russwood and a data sheet / 
sample image and proposed detail can be found on the following pages.

On the opposite page we have provided images of the approved adjacent 
materials for reference. 



SILA Select® Siberian Larch Cladding
SILA Select® Siberian Larch, with its excellent durability properties, 

attractive figuring and versatility is the cladding of choice for architects, 

contractors and self-builders seeking a superior cladding product. 

•  Clean and contemporary look with attractive figuring and few knots

•  Mix of colours, from light reddish brown through to golden browns

• Weathers to a muted grey tone

•  We regrade in-house to our own specification, removing any boards 

with sapwood, over-sized knots, dead knots or damaged faces

•  Highly versatile – suitable for most types of cladding application

• Excellent natural durability (Class 3 BS EN 350-2) as non-durable 

sapwood is graded out

For external cladding purposes, SILA Select® Siberian Larch is naturally 

durable (Class 3 according to BS EN 350-2). The chemical make-up of 

the wood create a high resistance to decay and rot, making Siberian 

Larch one of the toughest and most durable softwoods. With a lifespan of 

50 -100 years when correctly detailed and subject to general outdoor 

exposure.

Due to its high percentage of heartwood (75-90%) and a minimum of 

sapwood (we guarantee that the face will be sap free) SILA Select® 

Siberian Larch is an extremely dense timber, classified by BS EN 350-2 

as approximately 628 Kg/m3 at a moisture content of approximately 

18%. As such, it is not easily damaged and therefore is ideal for highly 

exposed elevations, or applications where there is the likelihood of 

physical damage such as knocks or scrapes.

The tightness of the growth rings and the high proportion of late wood 

enables a smoother machine finish and enhanced dimensional stability. 

Additionally, SILA Select® S iberian Larch is kiln-dried to approximately 

16-18% (+/-2%). This moisture level is retained until delivery to site and 

your cladding can then be installed immediately upon delivery. 

Enhanced stability can be achieved by using narrower widths.

CCooaattiinngg  ssuuiittaabbiilliittyy

RW061

Please note we have only listed the most popular profiles for SILA 

Select® Siberian Larch but there may be others available. 

T: 01540 673648  E: mail@russwood.co.uk 
www.russwood.co.uk

GGrraaddeess  aanndd  ssppeecciiffiiccaattiioonn 

SILA Select® Siberian Larch (< 25mm)

•  In accordance with BS 1186-3, Section 4 Class 1 / BS EN 942 Class J30

•  Russwood regrade in-house to our own specification, removing any 
boards with sapwood, over-sized knots, dead knots or damaged faces

•  Each board is free of centre pith

• The face of the board will be sap free

• Tight live knots have a maximum 25mm diameter, maximum of two
knots per metre on average over the total length of the boards

•  Kiln-dried to moisture content of approximately 16-18% (+/- 2%)

•  Lengths up to 6m 

•  Sustainably sourced from well managed forests (FSC® or PEFC 
certified)

• We avoid unsightly surface finishes, by skimming the face of each board
which provides a clean, unblemishedfine-sawn finish

•  End checks permitted not longer than 1.5 times width of board

•  Resin pockets are permitted, maximum of one per 2.5m

*SILA SELECT® Siberian Larch was formally known as SILA A/B®

RW119

RW064

RW006 RW014

*A special grade of Siberian Larch which is completely clear of knots may 
be available, please contact us for more information.

AAtt  aa  ggllaannccee

SSttaabbiilliittyy

DDuurraabbiilliittyy

DDeennssiittyy

How timber is fixed is fundamental to it’s long term performance in 

terms of both appearance and durability. We offer a range of face fixings 

and secret fixings systems to make cladding look better and last longer. 

These systems can be written into the NBS H21 specification. 

WWiirree  BBrruusshheedd - To create this effect, wire brushes are used to pull out 
the softer spring wood, exposing the harder summer wood, thus 
accentuating the grain and creating a beautifully textured surface. 
SSkkiimmmmiinngg  - To avoid an unsightly surface finish, we skim the face of 
each board to provide a clean, unblemished fine-sawn finish. 
PPllaanneedd  - Boards are run through our planing mill to create a smooth, 
dressed finish.
MMiiccrrootteexx®®  - A fibrous surface finish designed to provide optimal 
performance of SiOO:X coatings when applied to profiled SILA Select® 
Siberian Larch.

FFiixxiinnggss

To achieve a weathered look at an accelerated rate SILA Select® 

Siberian Larch can be factory coated in SiOO:X, a breakthrough water-

based silicone technology which is available in Original, Light Grey and 

Mid Grey. Following application, all areas, regardless of protection and 

exposure, take on consistent tone which provides a solution to 

differential weathering whilst strengthening the timber’s surface and 

creating a water repellent layer. For optimal performance SiOO:X should 

be used with a Skimmed or Microtex® finish. 

SILA Select can also be factory coated in your choice of colour from 

Russwood’s Teknos paint range. As with all Larch species the best 

coating performance is achieved by using opaque colours on a Skimmed 

surface. SILA Select can also be fire-retardant treated to Euroclass B.

SSuurrffaaccee  FFiinniisshheess

RReeccoommmmeennddeedd  pprrooffiilleessProfile

50mm

50mm

50x50mm SILA Select 
Siberian Larch.

50x50mm SILA Select 
Siberian Larch.

Secondary steel support 
system fixed to primary 
structural staircase at circa 
600mm centres.

Secondary steel support 
system fixed to primary 
structural staircase at circa 
600mm centres.

Staircase primary 
structure.
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Staircase primary structure.
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v1   Proposed View 01 - Eyam Road



v2

  Proposed View 02 - Eyam Road
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  Proposed View 03 - Magna Drive
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  Proposed View 04 - Ellis Drive
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  Proposed View 05 - Ellis Drive


