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Proposed wing wall to be clad
in a material to tie in with
architectural details and
finished with stone coping to
match public realm surface
material
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Private Garden - F1
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Paving to adoptable standards
to tie in with the Deansgate
Square development
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Trees delivered as
part of the Deansgate
Square development

Trees delivered as
part of the Deansgate
Square development

HARD LANDSCAPE

Paving Type 1 - Paving Flags (P1)
Plan Size: 600 x 200mm (depth varies)
Colour:Warm Grey Blend
Finish: Flamed
Laying Bond: Stretcher Bond

Paving Type 2 - Paving Block (P2)
Plan Size: 300 x 100 (depth subject to loading)
Colour: 3 tone (blend of warm grey colours)
Finish: Textured
Laying Bond: Herringbone

Paving Type 3 - Paving Block (P3)
Plan Size: 300 x 100 (depth subject to loading)
Colour: 3 tone (blend of warm grey colours)
Finish: Flamed
Laying Bond: Stretcher Bond

Cube Seats
High quality stone cube seats
Size: 600 x 600mm x 450mm high
Colour: Dark Grey

Paving Type 5 - Paving Trim
Plan Size: 100 x 100mm
Colour: Warm grey
Finish: Cropped top
Laying Bond: Stack Bond

Linear Seating Plinth
High quality stone linear seating plinths
Size: Length varies, width 900 x height
450mm
Colour: Dark Grey

Raised Steel Planter (150mm high)
Info: Polyester Powder Coated
Colour: Dark grey

SOFT LANDSCAPE

Cycle Stands
Info: 'Fin' cycle stands
Finish: Stainless Steel

Amenity Grass
High quality and high wearing turf

Proposed Tree (set in soft planting)
Size: 4-4.5m high
Girth: 18-20cm, Advanced Nursery Stock
Fixing: Below ground guyed and staked
Irrigation: Irrigation pipe (plastic)

Mounding/ Contours (150mm increments)

Proposed Tree (focal trees set in raised planter)
Size: 7-8m
Girth: 45-50cm, Semi Mature
Fixing: Below ground guyed
Irrigation: Irrigation pipe

Ornamental Shrub Planting
Mixed shrub and herbaceous planting
5-7.5L containers with 15-20L specimens
Planting beds to received 75mm depth ornamental bark mulch

Perforated Screens  (2.5m high)
To enable permeability into private gardens

Proposed Instant Hedge (2.5m high)
Surrounding private gardens

Porous Resin bound gravel
Colour: Buff

Paving Type 4 - Paving Block (P4)
Plan Size: 100 x 100mm
Colour: Warm Grey (blend of 3)
Finish: Sawn
Laying Bond: Stack Bond

Proposed Tree (set in hard landscape)
Size: 5-6m high, 2m clear stem
Girth: 25-30cm, Semi Mature
Fixing: Below ground guyed and underground cell system and tree grill surround.
Irrigation: Irrigation ring with s/s surface inlet

Feature Lighting Columns
Height: 6m
Material: Steel
Colour: Dark Grey
Lighting spec to be confirmed

Bollards (Fixed)
Material: Stainless Steel
Height: 1200mm
Info: Anti-ram

Raised Steel Planter (450mm high)
Info: Polyester Powder Coated
Colour: Dark grey

Proposed Tactile Paving
Blister finish
Colour: Dark Grey

Bollards (Collapsible)
Material: Stainless Steel
Height: 900mm

Proposed Bins

Proposed Tensile Wires with climbers
To promote climber growth to the external
elevation of the emergency stair access

Proposed Levels

Existing Levels

+ 32.436

+ 32.200

Raised Planter Edges (450-750mm high)
High quality stone raised edges

Linear Seats (Moveable)
To match linear seating plinths with lifting
slot incoporated to the base
Colour: Dark Grey

Proposed Tensile Wires and Frame
Heights: to match perforated screen.
To promote climber growth
Material: to match perforated screen

Proposed Small Tree (set in soft landscape)
Size: 2-3m high
Container size: 50L Form: Multi-Stem
Fixing: Below ground guyed
Irrigation: Irrigation ring

Steps (Tapered)
High quality stone steps to match the main
surface material. Stainless steel handrail and
tactiles at the bottom  and top of step units
150mm upstand per step with 300mm tread.

Proposed Perforated Screens
Heights: 2.5-3m high. TBC
For wind mitigation

Proposed Asphalt
To engineers spec

Proposed Kerbs
300mm wide high quality material
with varying upstands
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GENERAL  NOTES

1. This drawing is the copyright of tpm
landscape Ltd and cannot be
reproduced in any form without the
consent of the company.

2. This drawing is to be read in conjunction
with detail landscape drawings, details
and specification.

3. This drawing is to be read in conjunction
with all relevant Architects', Engineer's,
Specialists, Bills of Quantities and
Specifications.

4. The insertion of any firm or proprietary
brand on this drawing is an indication of
the class or quality required and does
not exclude the use of alternative
materials that are equal in performance,
quality and appearance, provided that
they have been approved in writing by
the Landscape Architect.

5. The Contractor is responsible for
accurately ascertaining the position of
underground services and responding
to all relevant service easement
requirements.

6. All dimensions are in millimetres unless
stated otherwise, for the purposes of
construction this drawing must not be
scaled and only written dimensions
used. Written and scaled dimensions to
be checked on site, any discrepancies
reported prior to work commencing. IF
IN DOUBT PLEASE ASK.

7. All work and materials are to be in
accordance with the relevant British
Standards and Code of Practice.

8. All Proprietary products are to be used
strictly in accordance with the
manufacturer's instructions and details.

REVISION  NOTES

LEGEND

P2 DC 27.10.21Tree numbers increased


