
CLASS S BEDDING CONSTRUCTION

IN SOFT GROUND
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TELESCOPIC PPIC

SITED IN CAR PARKS

225MM DEEP

CONCRETE

COLLAR (C20)

TELESCOPIC

RAISING PIECE

4° ANGULAR

DEFLECTION

350mm TELESCOPIC MOVEMENT
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 POLYPROPYLENE INSPECTION CHAMBER

 INSTALLATION DETAIL (475Ø UPTO 1.2m DEEP)

    (HEPWORTH PRODUCTS)
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SITED IN DRIVEWAYS / HARD LANDSCAPED

AREAS WITH RECESSED COVER

SQUARE RECESSED COVER &

FRAME FILLED WITH MATCHING

FINISH MATERIAL

225 mm DEEP

CONCRETE PLINTH

TO SUPPORT FINISH

SITED IN CONCRETE FLOOR SLAB

SQUARE AIRTIGHT

COVER & FRAME

SITED IN SOFT LANDSCAPED AREAS

WITH STANDARD ROUND COVER

SITED IN DRIVEWAYS / HARD LANDSCAPED

AREAS WITH STANDARD ROUND COVER

225 mm DEEP
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TO SUPPORT FINISH
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MATERIAL USED AS BACKFILL

WELL COMPACTED BEDDING

MATERIAL USED AS BACKFILL

NB - UNIVERSAL PRODUCT - ADAPTOR TO PVC-U PIPE INCLUDED

MINI ACCESS CHAMBER INSTALLATION DETAIL

  (300Ø MAX. DEPTH 600mm)

     (HEPWORTH PRODUCTS)
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SITED IN DRIVEWAYS/ PAVED AREAS SITED IN LANDSCAPED AREAS

MINI ACCESS CHAMBER CODE

SDAC1/1 MAX 600mm DP

150mm CONCRETE

PLINTH TO SUPPORT FINISH

MINI ACCESS CHAMBER

CODE SDAC1/1 MAX

600mm DP

TOPSOIL

WELL COMPACTED BEDDING

MATERIAL USED AS BACKFILL

WELL COMPACTED BEDDING

MATERIAL USED AS BACKFILL

NB - UNIVERSAL PRODUCT - ADAPTORS

TO PVC-U PIPE INCLUDED

ROUND DUCTILE IRON

COVER & FRAME SECURED

WITH CLIPS SUPPLIED

50mm MINIMUM

CONCRETE BLINDING

COMPACTED GRAVEL
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COVER & FRAME SECURED

WITH CLIPS SUPPLIED

SITED IN ROADWAYS WITH

SQUARE COVER (D400)

POLYPROPYLENE

INSPECTION

CHAMBER

WELL COMPACTED BTYPE 1

SUB BASE MATERIAL OR

CONCRETE SURROUND USED

AS BACKFILL

NB - UNIVERSAL PRODUCT - ADAPTOR TO PVC-U PIPE INCLUDED

MORTAR HAUNCHING

M.H. COVER AND FRAME.

600 x 600mm CLEAR OPENING, REFER

TO SCHEDULE FOR COVER GRADE.

CLASS B

ENGINEERING

BRICKWORK

225 mm DEEP CONCRETE

PLINTH TO SUPPORT

COVER AND FRAME

FLEXIBLE SEAL

HIGHWAY BUILDUP

RODDING EYE DETAIL (PLAN & SECTION)
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E10:113A CONCRETE BED &

SURROUND TO PIPE MIN.

THICKNESS 150mm

150mmØ VC PIPE AT

APPROXIMATELY 45°

TAPER AS REQUIRED

PLAN
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E10:113A CONCRETE BED

& SURROUND TO PIPE MIN.

THICKNESS 150mm. FLEXIBLE

JOINTS TO PIPES AS BEDDING

DETAIL

RODDING

EYE UNIT

VC PIPES

BENDS AS REQUIRED

GENERALLY 2No. 22.5°
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PIPE CONNECTION AS PER MANUFACTURES DETAIL.

POLYSTORM PSM1 CRATE LEVEL 1

POLYSTORM PSM1 CRATE LEVEL 2

 MANUFACTURES SPECIFICATION

TYPICAL ATTENUATION TANK SECTION IS INDICATIVE ONLY.

CONTRACTOR IS TO REFER TO MANUFACTURES SPECIFICATIONS

AND CONSTRUCTION DETAILS PRIOR TO TANK CONSTRUCTION.
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MIN. 350mm TYPE 3 SUB-BASE

50mm LAYING COURSE.
50mm PAVERS

GEOTEXTILE SEPARATING MEMBRANE

LOTRAK 2800, OR SIMILAR APPROVED

TYPICAL SECTION THROUGH

PERMEABLE PAVING
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REFER TO WML DRAWING 9670-WML-ZZ-XX-DR-C-1005 FOR FURTHER

INFORMATION REGARDING THE EXTERNAL CONSTRUCTION BUILD-UP

PERFORATE PIPE

GENERAL NOTES

1. DO NOT SCALE FROM THIS DRAWING WORK TO FIGURED

DIMENSIONS ONLY.

2. NO DEVIATION FROM THE DETAILS SHOWN ON THIS DRAWING

IS ALLOWED WITHOUT PRIOR PERMISSION IN WRITING.

3. ALL DRAWINGS ARE TO BE READ IN CONJUNCTION WITH ALL

ARCHITECTS, ENGINEERS AND SPECIALISTS DRAWINGS AND

THE SPECIFICATION.

4. THE CONTRACTOR SHALL INCORPORATE ALL THE

REQUIREMENTS OF THE PRE-TENDER STAGE HEALTH &

SAFETY PLAN.
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ARCH/CLIENT

RESIDUAL RISK REGISTER -

REFER TO WML CIVIL / STRUCTURAL DESIGN RISK REGISTER IN

ADDITION TO THE HAZARDS / RISKS NORMALLY ASSOCIATED

WITH  THE TYPE OF WORKS INDICATED ON THIS DRAWING.

NOTE THE  FOLLOWING:-

1. CONSTRUCTION OPERATIONS WITHIN SURROUNDING

RESIDENTIAL SITE - POTENTIAL CONFLICT BETWEEN

CONSTRUCTION TRAFFIC AND RESIDENTIAL VEHICLES

2. REPORTS OF UNEXPLODED ORDNANCE.

3. EXISTING UNDERGROUND SERVICES AND DRAINAGE

4. CONNECTION TO EXISTING LIVE DRAINAGE SYSTEMS.

5. DEEP EXCAVATIONS, TEMPORARY WORKS, RISK OF

FALLING, GROUND STABILITY.

EXISTING BELOW GROUND ATTENUATION TANK

TEMPORARY WORKS AND CONSTRUCTION STAGE

RISK OF DAMAGE TO TANK/RISK OF COLLAPSE OF TANK ROOF

- AVOID STORAGE OF EXCAVATED MATERIALS OR

CONSTRUCTION MATERIALS OVER THE FOOTPRINT OF THE

TANK AND FOR A 3m WIDE PERIMETER AROUND THE TANK.

AVOID RUNNING CONSTRUCTION AND/OR DELIVERY VEHICLES

OVER THE AREA OF THE TANK AND 3m PERIMETER. AVOID THE

STANDING OF CRANES AND/OR HIGH LEVEL ACCESS PLAN IN

THE AREA OF THE TANK AND 3m PERIMETER.

PERMANENT WORKS

RISK OF DAMAGE TO TANK/RISK OF COLLAPSE OF TANK ROOF

- LANDSCAPING PROPOSALS INVOLVING THE POTENTIAL

RE-USE OF SITE WON MATERIALS TO FORM BUNDS AND/OR

LANDSCAPING FEATURES. THE LEVEL OF THE EXISTING EARTH

MOUND IN AND OVER THE AREA OF THE TANK SHALL NOT BE

INCREASED BY THE INTRODUCTION OF ADDITIONAL MATERIAL
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