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1. INTRODUCTION

This Technical Note has been produced to provide details of the proposed acoustic treatment of the

external plant for the proposed new build Camberwell School.

2. LOCATION

The proposed new building is located off Brookside Road, Manchester, next to the existing Camberwell

Park School. An approximate 30m zone from the external Plant Deck is shown in Fig 1.

Figure 1 - Location Plan
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3. EXTERNAL PLANT EQUIPMENT

The following appendices detail all of the external plant equipment and their noise ratings, as well as
the External Plant layout.
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Appendix A - External Plant Layout
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Appendix B - Kitchen Supply Fan
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SUMMARY FAN DATA SHEET

Nuaire, Western Industrial Estate, Caerphilly, CF83 1NA, United Kingdom. email:info@nuaire.co.uk
UK Commercial enquiries T:029 2085 8200 UK Residential enquiries T:029 2085 8500 International enquiries T:+44.29 2085 8497

Whilst the information given on this data sheet is fan specific, it is in summary and reference to the product selection catalogue and installation & maintenance documents is recommended.

This data sheet produced on 18 Feb 2021 13:34 using software version 4.7.3785.0

Project Details
Location: Kitchen Supply Fan with LPHW - External

Technical Data
ESBHS - Ecosmart Boxer Supply AHU

Fan Code: ESBHS3-L
Installation Manual Links: 671188

Required duty: 0.946 m?¥/s at 230 Pa
Addition for ancillaries: +17.9 Pa

1.15 m3¥/s at 366 Pa
0.946 m3¥/s at 491 Pa

When speed controlled to required duty (82.27%):

Actual duty:
Actual at required flow:

Fan Input Power: 0.785 kW
Motor Input Power: 0.931 kW
Specific Fan Power: 1.0 WI(l/s)
Velocity at required duty: 1.728 m/s
Fan Total Efficiency: 30%

At full speed:

Fan Input Power: 1.409 kW
Maximum Fan Input Power: 1.571 kW
Motor Input Power: 1.672 kW
Specific Fan Power: 1.5 WI(l/s)
Fan Total Efficiency: 20%

Maximum Fan Speed:
Electrical Supply:

4 pole, 1,920 RPM
400V 3 Phase 50 Hz

Nominal Motor Rating: 2.2 kW

Motor current (flc): 5A

Motor starting current (sc): 5A

Motor Efficiency: IE2 / High Efficiency
Max. operating temp: 40°C

Weight: 402 kg

All Ecosmart fans feature soft-starting and stepless variable
speed control. A switch disconnector is required to isolate
the fan from the electrical supply.

Sound Data
Acoustic perfomance to ISO 13347 and AMCA 300.

Noise calculated speed controlled to required duty (82.27%)
Sound Power Levels re 1 pWatts (Hz):

Hz 63 125 250 500 1k 2k 4k 8k dBA
Induct Inlet 87 82 78 79 71 68 62 57

Induct Outlet 90 85 79 78 70 66 61 57
Breakout 76 67 65 51 37 34 35 26 38

For 100% speed: +2 +2 +3 +3 +5 +5 +5 +5

dBA is spherical at 3 metres. For hemi-spherical add 3 dBA.

Values shown are for inlet Lw, outlet Lw sound power & breakout levels for:
Installation Type D: ducted inlet, ducted outlet. Ratings include the effects
of duct end correction.

ESBSIL3
At all volumes 0 -6 -8 -18 22 -20 -16 -15

Please note that the noise data stated on this data sheet for the unit and/or
silencer is tested in accordance with UK, European and International
industry laboratory standards. However onsite conditions may vary and we
would recommend that this information is verified by an acoustic specialist
in order to ensure its suitability for the intended application.

Performance Chart

Curve speed controlled to required duty (82.27%)
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Additional Notes

Selected Ancillaries

1x ES-LCD Ecosmart LCD Touch Screen User Control
(White)

Weather Proof Roof

Inline silencer

Weather Proof Roof for Silencers

1 x ESBSWP3-L

1 x ESBSIL3

1 x ESBSILWP3

ESBSIL3 - Inline silencer
Resistance at required duty
Size:

Weight:

17.9 Pa @ 0.95 m3/s
900 mm (L) 800 mm (W) 800 mm (H)
95.0 kg

Specification

Air handling unit shall consist of fan, G4 filter and LPHW heating coil. Air
handling unit shall be constructed with double skinned aluzinc panels on an
aluminium Pentapost frame. Air handling unit shall incorporate full
Ecosmart control package.

Units will be supplied in modular sections for on site assembly by the
installer, this will also necessitate completion of the wiring between
modules.

LPHW: -3 to 30°C @ 1.3m3/s, 52 kW, water flow rate 1.12 I/s, water pd 15
kPa, connection 1.25 in BSP.

ES-LCD

LCD touch screen ventilation user control panel in white compatible with
Ecosmart system. Control has built in time clock. Supplied with pre-plugged
10m length of communication cable.

ESBSWP3-L

Duo pitch Aluzinc weather proof roof to suit.

ESBSIL3

Double skinned silencer with pentapost/aluzinc casing and mineral wool
insulation. Splitters with cloth faced mineral wool insulation and perforated
galvanised steel enclosure.

* ESBSIL - Splitters are faced with perforated sheet lined to prevent particle
migration and filled with high density mineral wool.

ESBSILWP3

Duo pitch Aluzinc weather proof roof to suit.


http://www.nuaire.info/IandM/671188.pdf
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Nuaire, Western Industrial Estate, Caerphilly, CF83 1NA, United Kingdom. email:info@nuaire.co.uk
UK Commercial enquiries T:029 2085 8200 UK Residential enquiries T:029 2085 8500 International enquiries T:+44.29 2085 8497

Whilst the information given on this data sheet is fan specific, it is in summary and reference to the product selection catalogue and installation & maintenance documents is recommended.
This data sheet produced on 18 Feb 2021 13:34 using software version 4.7.3785.0

Fan Dimensions Section Transport Weights
1 - Atmosphere-side silencer 95 kg
2 - Filter 60 kg
3 - LPHW Coil 115 kg
4 - Fan 240 kg

T
cosmartonly ——p (Min access)
A B C E F G H J K
2400 800 800 740 740 460 260 1200 600
L M N P kg

350 80 880 800 402.0

Length: Width: Height:

2400 1060 880

Drawing is for dimensional purposes only. Dimensions in mm.
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Appendix C - Kitchen Extract Fan
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SUMMARY FAN DATA SHEET

Nuaire, Western Industrial Estate, Caerphilly, CF83 1NA, United Kingdom. email:info@nuaire.co.uk
UK Commercial enquiries T:029 2085 8200 UK Residential enquiries T:029 2085 8500 International enquiries T:+44.29 2085 8497

Whilst the information given on this data sheet is fan specific, it is in summary and reference to the product selection catalogue and installation & maintenance documents is recommended.

This data sheet produced on 18 Feb 2021 13:34 using software version 4.7.3785.0

Project Details
Location: EF 11 - Kitchen Extract - External

Technical Data
SQF - Squif Single In-line Fans

Fan Code: SQFA43-3ES
Installation Manual Links: 671175

Required duty: 1.113 m¥/s at 250 Pa
Addition for ancillaries: +37.78 Pa

1.355 m3/s at 427 Pa
1.113 m3/s at 499 Pa

When speed controlled to required duty (82.12%):

Actual duty:
Actual at required flow:

Fan Input Power: 0.565 kW
Motor Input Power: 0.763 kW
Specific Fan Power: 0.7 W/(l/s)
Velocity at required duty: 2.283 mls
Fan Total Efficiency: 57%

At full speed:

Fan Input Power: 1.021 kW
Maximum Fan Input Power: 1.043 kW
Motor Input Power: 1.356 kW
Specific Fan Power: 1.0 WI(l/s)
Fan Total Efficiency: 39%

Maximum Fan Speed:
Electrical Supply:

4 pole, 1,450 RPM
400V 3 Phase 50 Hz

Nominal Motor Rating: 1.1 kW

Motor current (flc): 25A

Motor starting current (sc): 25A

Motor Efficiency: IE2 / High Efficiency
Max. operating temp: 90°C

Weight: 102 kg

Starting currents are nominal for D.O.L. starting.

Sound Data
Acoustic perfomance to ISO 13347 and AMCA 300.

Noise calculated speed controlled to required duty (82.12%)
Sound Power Levels re 1 pWatts (Hz):

Hz 63 125 250 500 1k 2k 4k 8k dBA
Induct Inlet 87 93 80 76 72 73 73 66

Induct Outlet 84 94 76 74 77 78 74 68
Breakout 81 87 72 68 63 64 58 44 53

For 100% speed: +2 +2 +3 +3 +5 +5 +5 +5

dBA is spherical at 3 metres. For hemi-spherical add 3 dBA.

Values shown are for inlet Lw, outlet Lw sound power & breakout levels for:
Installation Type D: ducted inlet, ducted outlet. Ratings include the effects
of duct end correction.

SQFS3s
At all volumes 0 -4 -8 -18 -24 -19 -16 -11

Please note that the noise data stated on this data sheet for the unit and/or
silencer is tested in accordance with UK, European and International
industry laboratory standards. However onsite conditions may vary and we
would recommend that this information is verified by an acoustic specialist
in order to ensure its suitability for the intended application.

Performance Chart

Curve speed controlled to required duty (82.12%)
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Additional Notes

Selected Ancillaries

1 x NAV5S Anti-vibration mounting kit

1x ES-LCD Ecosmart LCD Touch Screen User Control
(White)

1 x SQFS3S Standard silencer

2 x SQFF3 Square flexible connector double flanged

SQFS3S - Standard silencer

Resistance at required duty 37.78 Pa @ 1.11 md3/s

Size: 900 mm (L) 810 mm (W) 710 mm (H)
Weight: 32.0 kg

Specification

In-line centrifugal fan suitable for both vertical & horizontal mounting. The
unit casing shall be heavy gauge galvanised steel. The fans shall be of
high efficiency backward curved centrifugal design, manufactured in
galvanised steel. Fans shall be direct drive with IE2 high efficiency motors
to BS5000 as standard, where appropriate. The unit motor shall be
positioned outside the ventilation airflow path. The unit shall be capable of
continuous operation at 90°C.

Unit fitted with full Ecosmart controls, BMS interfaces and commissioning
controls. Ecosmart fans incorporate (in a convenient separate enclosure) a
control package providing full Ecosmart functionality. The fan shall have
the following energy saving functions integrally mounted within the fan unit
on a purpose made PCB, all components pre-wired by the manufacturer:
integral maximum and minimum speed adjustment/setting; integral
adjustable run on timer; integral BMS interfaces, 0-10v and volt free
failure indication.

NAV5
Resilient rubber anti-vibration mountings, supplied as a set of 4.
ES-LCD

LCD touch screen ventilation user control panel in white compatible with
Ecosmart system. Control has built in time clock. Supplied with pre-plugged
10m length of communication cable.

SQFF3

Double flanged flexible connector manufactured from flame proof material.
Heat resistant to 400°C with excellent resistance to chemicals, ozone, oil
and grease. The connector is air-tight, waterproof and tested to BS476
Part 7.


http://www.nuaire.info/IandM/671175.pdf
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UK Commercial enquiries T:029 2085 8200 UK Residential enquiries T:029 2085 8500 International enquiries T:+44.29 2085 8497

Whilst the information given on this data sheet is fan specific, it is in summary and reference to the product selection catalogue and installation & maintenance documents is recommended.
This data sheet produced on 18 Feb 2021 13:34 using software version 4.7.3785.0

Fan Dimensions
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Drawing is for dimensional purposes only. Dimensions in mm.
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Appendix D - Outdoor Condenser Unit

Outdoor Unit - RAV-GM561ATP-E
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DIGITAL INVERTE

High-Wall Indoor Unit

CODE 25 36 50 67
Indoor Unit RAV- RM301KRTP-E RM401KRTP-E RM561KRTP-E RM801KRTP-E
Outdoor Unit RAV- GM301ATP-E GM401ATP-E GM561ATP-E GMB801ATP-E
Nominal Cooling Capacity kW 25 3.6 5.0 6.7
Heating Capacity kW 34 4.0 53 7.7
EER/COP WIW 4.10/4.00 3.19/3.57 3.01/3.42 2.75/2.95
UK Cooling Total/Sensible kW 2.3711.97 3.42/2.67 4.75/3.61 6.36/4.66
Heating kW 243 2.86 3.79 5.51
Cooling Range Min. - Max. kW 09-3.0 09-4.0 15-56 15-8.0
EN14825 Power Input KW 0.61 1.13 1.66 2.44
Pdesign kW 25 3.6 5.0 6.7
SEER/Energy Efficiency Class 6.36/A++ 6.12/A++ 6.19/A++ 5.73/IA+
Seasonal Energy Consumption kWh/a 138 206 283 409
Heating Range Min. - Max. kW 0.8-45 0.8-5.0 15-6.3 15-9.0
EN14825 Power Input kW 0.85 1.12 1.55 2,61
Pdesign kW 2.6 2.7 2.8 5.1
SCOP/Energy Efficiency Class 4.10/A+ 4.22/1A+ 4.00/A+ 4.01/A+
Seasonal Energy Consumption kWh/a 887 895 980 1780
Indoor Data RAV- RM301KRTP-E RM401KRTP-E RM561KRTP-E RM801KRTP-E
Air Flow High - Medium - Low Ils 186 - 150 - 125 194 - 161 - 125 267 -231-189 289 - 253 - 189
High - Medium - Low md/h 670 - 540 - 450 700 - 580 - 450 960 - 830 - 680 1040 - 910 - 680
Sound Pressure High - Medium - Low dB(A) 40-34-29 41-36-30 42 -39 - 36 45-41-35
Power High - Medium - Low dB(A) 55-49-44 55-51-45 57 - 54 - 51 60 - 56 - 51
Unit Height x Width x Depth mm 293 x 798 x 230 293 x 798 x 230 320 x 1050 x 250 320 x 1050 x 250
Weight kg 10 10 14 14
Pipe Flare Connections (gas - liquid) inch 3/8 -1/4 1/2 -1/4 112 -1/4 5/8 -3/8
Connection Drain Pipe Connection OD/ID mm VP16/14 VP16/14 VP16/14 VP16/14
Remote Controller WH-TAOONE WH-TAOINE WH-TAOONE WH-TA0INE
Outdoor Data RAV- GMB301ATP-E GM401ATP-E GM561ATP-E GMB8O01ATP-E
Operating Range  Cooling/Heating °C -15to 46/-15to 15 -15to 46/-15to 15 -15 to 46/-15to 15 -15to 46/-15to 15
Air Flow High ms/h - /s 1800 - 500 2200-611 2400 - 667 2700 - 750
Sound Pressure High Cooling/Heating dB(A) 46/47 49/50 46/48 48/52
Power High Cooling/Heating dB(A) 61/62 64/65 63/65 65/69
Unit Height x Width x Depth mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290
Weight kg 29 34 40 42
Pipe Flare Connections (gas - liquid) inch 3/8-1/4 112 -1/4 1/2 -1/4 5/8 - 3/8
Connection Min.-Max. Length m 2-20 2-20 5-30 5-30
Maximum Height Difference m +10 +10 +10 +10
Drain Port Connection mm 16 16 16 16
Refrigerant Gas - Base Charge/Chargeless Length m R32-0.63/15 R32-0.9/15 R32 - 0.9/20 R32 - 1.3/20
Additional Charge Liquid Side g/m 20 20 20 35
Run Current Maximum Amps 4.17 5.60 7.78 12.23
Power Cable Outdoor to Indoor 3 core + earth 3 core + earth 3 core + earth 3 core + earth
Power Supply Suggested Fuse Size Viph/Hz-A 220-240/1/50-10 220-240/1/50-10 220-240/1/50-16 220-240/1/50-16

Accessories

RBC-AMT32E Remote Controller Full control including service functions

RBC-AMS41E Remote Controller Built-In Timer Full control including service functions with fully-programmable 7-day timer
RBC-MTSC1 Mini Touch Screen Controller Mini touch screen controller with configurable icons

RBC-MTSC2 Mini Touch Screen Controller Mini touch screen controller with configurable icons with schedule timer
RBC-AMSS55E-ES Remote Controller Includes timer and backlight display as well as power-save functions, multilingual
RBC-AS41E Simplified Controller Ideal for hotel and basic use applications (no service function available)

RBC-ASC11E Compact Remote Controller Simplified backlight display controller with timer off, multilingual

RBC-SMF1 Fan Interface Interface to provide an output to enable an external fan from the unit

RBC-SMT1 CNO02 Connector Timer Interface Lead Lead to provide ON/OFF control from the RBC-AMT32E remote or any central controller
TCB-TC41LE Remote Sensor Room temperature sensing in conditioned space

n Wall installation
Self-cleaning
pY

&

Automatic restart

TOSHIBA

Auto-diagnosis

Single-split

(4
‘ Drain connection both sides

#  Chargeless

Low ambient cooling to -15°C DB

ﬂ Remote control included
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