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Ref: P4183/L07/PJK 21 July 2021 
 
Mr N Mussarat 
Property Hub 
Universal Square 
Suite 2 
Ground Floor, Building 3 
Devonshire Street North 
Manchester 
M12 6JH 
 
Dear Nabeel, 
 

Commercial Unit, Wilmslow Road, Fallowfield – Noise Impact Assessment 
 

Introduction 
 
Acoustic & Engineering Consultants Limited (AEC) has been instructed by Property Hub to review 
the potential impact on nearby residents due to noise generated within the proposed German 
Donor Kebab restaurant at 311-313 Wilmslow Road, Fallowfield.  The assessment is required to 
demonstrate compliance with two planning conditions placed on the scheme by Manchester City 
Council (MCC). 
 
It is understood that the restaurant will play low level background music and will have the following 
opening times: 

 
Sunday to Thursday  1100 to 0100h 
Friday and Saturday   1100 to 0300h 
 

The acoustic terminology used throughout this report is described in brief in Appendix A at the 
back of the report.  
 
 

Background And Site Description  
 
The restaurant will be located on the ground floor of 311-313 Wilmslow Road, Fallowfield, which is 
a 3-storey building in Fallowfield, Manchester, as identified on the attached Figure 1. 
 
The site is located within an area of commercial units, including take-aways, restaurants and public 
houses on Wilmslow Road.  Wilmslow Road is a busy arterial road, with numerous bus routes, 
linking Manchester city centre and the south of the city.   
 
The building was formerly a public house and has recently been converted to include residential 
properties on the ground, first and second floors.  These properties will be the nearest noise 
sensitive receptors (NNSR) to the restaurant.  A noise assessment report, ref. P4183/R1a/RDC, 
was submitted by AEC during the planning stage of the residential part of the scheme in August 
2020.  The measured background noise levels presented in the noise assessment report have 
been used in this assessment. 
 
The proposed layout of the restaurant is presented in Figure 2. 
 
The existing external envelope of the restaurant includes is solid masonry walls and single pane 
glazing.  The weakest elements are the windows which have been assumed to have a sound 
insulation performance of around 30dBRw, which is typical for a standard single glazed unit. 
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To determine the sound insulation performance of the separating wall and floor between the 
ground floor commercial unit and the ground and first-floor apartments, airborne sound insulation 
tests were carried out on the existing constructions.  The performance of the wall and floor are 
discussed below. 
 
 

Noise Measurements   
 

Environmental Noise Measurements 
 

As stated above, AEC undertook noise levels on-site for the residential apartments in 2020.  
Unattended long term noise levels were measured external to the first-floor flat, overlooking 
Wilmslow Road, between 1100h on Thursday 23 July 2020 to 0700h on Monday 27 July 2020.   
 
The typical free-field ambient and background noise level measured around the proposed closing 
times on the Thursday, Friday, Saturday and Sunday are presented in Table 1, below. 
 

Table 1 – Free-field Ambient and Background Noise Levels 

Day and Time 
Noise Level, dB 

Ambient, LAeq,T Background, LA90,T 

Thursday 0100h 60 52 

Friday 0300h 60 49 

Saturday 0300h 59 49 

Sunday 0100h 58 48 

 
The noise climate in the area was dominated by road traffic on Wilmslow Road.   
 
 
Sound Insulation Measurements 

 
The airborne sound insulation performance of the separating wall and floor between the restaurant 
and the adjacent apartments was measured by AEC.  The results are summarised in Table 2 
below; details of all measured data and equipment calibration are held on file by AEC. 

 
Table 2 – Summary of Sound Insulation Achieved by the Existing Separating Structures 

Source 
Room 

Receiving 
Room 

Structure 

Sound Level Difference, dBD 

At Octave Band Centre Frequency, Hz 
Dw 

63 125 250 500 1k 2k 4k 

Restaurant 

Apartment 1, 
Living Room 

Wall 35 37 48 55 54 49 50 52 

Apartment 3,  
Bedroom 

Floor 

38 43 51 52 70 70 73 63 

Apartment 3,  
Living Room 

41 42 50 58 64 65 71 60 
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Noise Levels in Restaurant 
 

AEC has previously measured noise levels in city centre restaurants on a busy Friday / Saturday 
evening with low level background music playing.  Based on these measurements, it is anticipated 
that ambient and maximum noise levels would be similar to those presented in Table 3, below. 

 
Table 3 – Anticipated Ambient and Maximum Noise Level in the Restaurant 

Noise Level dBA 
Octave Band Centre Frequencies, Hz 

63 125 250 500 1k 2k 4k 

Ambient 73 60 65 70 70 70 65 60 

Maximum 85 70 75 75 80 80 80 75 

 
 

Basis Of Assessment 
 
There are two planning conditions relating to noise generated within the venue and these are 
reproduced below. 
 
“Condition 5 (Acoustic Insulation) – You have not completed a study regarding break out noise 
from the commercial premises. This condition cannot be discharged at the current time. 
  
Condition 6 (Acoustic Insulation residential) – The applicant has addressed the noise from the road 
traffic, but no consideration has been given to noise from the commercial premises below. Where 
entertainment noise is proposed the LAeq (entertainment noise) shall be controlled to 10dB below 
the LA90 (without entertainment noise) in each octave band at the facade of the nearest noise 
sensitive location, and internal noise levels at structurally adjoined residential properties in the 
63HZ and 125Hz octave frequency bands shall be controlled so as not to exceed (in habitable 
rooms) 47dB and 41dB, respectively.  Noise from the mechanical ventilation system should also be 
considered. This condition cannot be discharged at the current time.” 
 
The above noise conditions are in line with MCC document ‘Planning & Noise – Technical 
Guidance’ (2015) (PNTG).  However, it should be noted that in PNTG “entertainment noise” 
appears to relate to amplified music noise at entertainment venues.  As the restaurant will not be 
playing loud amplified music, the above criteria are not considered applicable. 
 
It is proposed that to minimise the potential for an adverse impact from the restaurant that ambient 
and maximum noise levels breaking out of the venue are controlled as to not exceed the existing 
background and ambient noise levels, respectively.  This would result in noise breaking out of the 
restaurant being barely perceptible but would not typically result in an adverse impact on the 
occupants of the residential apartments.  
 
Based on the external baseline noise levels presented in Table 1, free-field ambient and maximum 
noise levels breaking out from the restaurant would need to be controlled to no greater than 
48dBLAeq,T and 58dBLAmax,F, respectively, outside the windows of the residential receptors. 
 
In relation to noise transfer into the apartments, it is proposed that maximum noise levels are 
controlled to no greater than NR25max in bedrooms and NR30max in living rooms.  An NR noise limit 
has been proposed as this allows for a more defined limit of sound pressure across the frequency 
spectrum. 
 
Noise from the mechanical ventilation system has been addressed in a separate report by others. 
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Assessment of Proposed Development 

 
Noise Breakout via Glazing  
 
As identified above, the windows to restaurant are standard single pane glazing, with an assumed 
sound insulation performance of around 30dBRw.   
 
Calculations, based on the external baseline ambient and maximum noise levels presented in 
Table 1 above, the size and the sound insulation performance of the restaurant windows on both 
elevations and distance attenuation, indicate that the free-field ambient and maximum noise levels 
outside the windows of the first-floor residential apartments would be around 33dBLAeq,T and 
46dBLAmax,F, respectively.   
 
The calculated ambient and maximum noise levels outside the windows on the elevation Broad 
Road would be around 36dBLAeq,T and 48dBLAmax.  A comparison between the calculated noise 
levels due to noise breaking out of the restaurant and the proposed noise level limits of 48dBLAeq,T 
and 58dBLAmax,F indicates that noise break out would be suitably controlled. 
 

 
Internal Noise Transfer 

 
The maximum noise level has been calculated in the living room of Apartment 1 and the bedroom 
and living room of Apartment 3, based on the anticipated maximum noise level in the restaurant 
and the measured sound insulation performance of the existing wall and floor. 
 
The results are presented in Tables 4,5 and 6, below.  The proposed NR level limit for each room 
is also provided in Tables 4 and 5 for comparison purposes. 
 

Table 4 – Comparison of Maximum Noise Level in Apartment 1 Living Room with Max NR30  

Assessment Step dB 
Octave Band Centre Frequency’s, Hz 

63 125 250 500 1k 2k 4k 

Maximum Noise Level, LAmax 85 70 75 75 80 80 80 75 

Measured Sound Insulation 
of the separating wall Dw 

52 35 37 48 55 54 49 58 

Resultant Maximum Noise 
Level in the Apartment 

- 35 38 27 25 26 31 17 

Max NR25 Spectrum - 59 48 40 34 30 27 25 

Difference - -24 -10 -13 -9 -4 4 -8 

 
Table 5 – Comparison of Maximum Noise Level in Apartment 3 Bedroom with Max NR25  

Assessment Step dB 
Octave Band Centre Frequency’s, Hz 

63 125 250 500 1k 2k 4k 

Maximum Noise Level, LAmax 85 70 75 75 80 80 80 75 

Measured Sound Insulation 
of the separating floor Dw 

63 38 43 51 52 70 70 73 

Resultant Maximum Noise 
Level in the Apartment 

- 32 32 24 28 10 10 2 

Max NR25 Spectrum - 55 44 35 29 25 22 20 

Difference - -23 -12 -11 -1 -15 -12 -18 
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Table 6 – Comparison of Maximum Noise Level in Apartment 3 Living Room with Max NR30  

Assessment Step dB 
Octave Band Centre Frequency’s, Hz 

63 125 250 500 1k 2k 4k 

Maximum Noise Level, LAmax 85 70 75 75 80 80 80 75 

Measured Sound Insulation 
of the separating floor Dw 

60 41 42 50 58 64 65 71 

Resultant Maximum Noise 
Level in the Apartment 

- 29 33 25 22 16 15 5 

Max NR25 Spectrum - 59 48 40 34 30 27 25 

Difference - -30 -15 -15 -12 -14 -12 -20 

 
Tables 5 and 6 indicate that AEC’s proposed noise level limit would be achieved in the first-floor 
apartments.   
 
In relation to the ground floor apartment, there is an exceedance in the 2kHz centre octave 
frequency band only.  However, this is based on the maximum noise level of 85dBLAmax,F being 
generated adjacent to Apartment 1.  As shown on Figure 2, the separating wall to Apartment 1 
forms a corridor to and includes the disabled WC.   
 
The nearest table is acoustically screened from the separating wall and located around 3m away 
and based on this, it is considered that maximum noise levels in the restaurant adjacent to 
Apartment 1 are unlikely to be as high 85dBLAmax,F.  A 5dB reduction is likely, particularly at 2kHz, 
hence the criteria would be achieved inside Apartment 1.  Therefore, the existing arrangement 
could be considered acceptable.  However, this will need to be confirmed by MCC. 
 
 
Other Considerations 
 
It is important that all items of plant, including kitchen extracts, are correctly installed on resilient 
mounts to control structure borne noise.  In addition, it is advised that low noise hand drier is 
installed in the WC and any speakers should be resiliently mounted to the walls. 
 
I trust the above is clear and of assistance at this stage, if you require further information, please 
get in contact. 
 
Yours sincerely 

 

 
Checked by: 

 

Paul Knowles  
 
  



 
P4183/L07/PJK 21 July 2021 Page 6 of 7 

Figure 1 – Site Location 
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Figure 2 – Ground Floor Layout 
 

 

Apartment 1 


