
DETAIL - 001:
RELOCATED EXISTING SKIRTING OR NEW MDF SKIRTING AS NBS CLAUSE P20/200
@ SCALE 1:2

DETAIL - 006:
POLYFLOR COVED SKIRTING AS NBS CLAUSE M50/770A
@ SCALE 1:2
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Knauf acoustic non-setting mastic, as NBS Clause K10/510 is to be applied to the top of the skirting.

5mm Cellecta ES5 perimeter flanking strip as NBS Clause K11/115B, where the strips are required to 
be jointed 5mm Cellecta C-Strip acoustic tape is to be used as NBS Clause K11/115B.

Existing timber skirting to be relocated, where this is not possible
new MDF skirting as NBS Clause P20/200 is to be installed to match the profile of the existing skirting.

5mm Cellecta ES5 perimeter flanking strip as NBS Clause K11/115B, needs to be taken down to 
ensure the separation between the external wall and floor.

4mm Karndean LVT as NBS Clauses M50, the floor sub-contractor prior to the LVT being laid is to ensure 
the proposed adhesive is compatible with the latex levelling screed.

Prior to any floor finishes being applied a 2mm self levelling latex screed is to be applied to the 32mm 
Thick Knauf GIFA Brio Floorboard as NBS Clause K11/115C, and in accordance with manufacturers 
details and recommendations.

The 32mm Thick Knauf GIFA Brio Floorboard as NBS Clause K11/115C, must be laid from the edge of 
the external wall abutment as a full board with no cuts to the perimeter in accordance with 
manufacturers details and recommendations.

32mm Thick Knauf GIFA Brio Floorboard as NBS Clause K11/115C, to achieve a density of 1500 Kg/m³, 
fixed in accordance with manufacturers details and recommendations.

75 x 50mm Timber joists as NBS Clause G20/210C sat within CMS Danskin Acoustic Saddles and 
Battens as NBS Clause K11/115A and fixed in accordance with manufacturer's recommendations and 
details.

50mm Knauf RS45 mineral wool slab insulation to achieve a density of 45 Kg/m³ installed between the 
timber joists as NBS Clause K11/115A.

Existing 75mm thick timber floorboards to be made good as required and highlighted in the Building Repair 
Scope of Works.

The fire stopping sub-contractor is to install ablative fire rated fire batt to the perimeter of the external wall / 
compartment floor abutment within the acoustic floor build up cavity to achieve a insulation and integrity fire 
rating of 60 minutes on approval of the Technical Submission of the proposed products in accordance with 
NBS Clauses P12.

All existing external wall abutment with the new compartment floor build ups are to be filled by a perimeter 
intumescent mastic fire seal by the fire stopping sub-contractor and is to achieve a fire rating of 60 minutes in 
accordance with NBS Clause P12 / 338A. The fire stopping sub-contractor is to provide a Technical 
Submission for the products that they are proposing to utilise in accordance with NBS Clause P12/338A.
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Polyflor Ejecta sit-on coved skirting MC8, 100 x 20mm complete with corner cap as NBS Clause 
M50/770A, installed in accordance with manufacturer's details and specification.

5mm Cellecta ES5 perimeter flanking strip as NBS Clause K11/115B, needs to be taken down to 
ensure the separation between the external wall and floor.

Polysafe Standard PUR Safety Floor as NBS Clause M50/155A, the floor sub-contractor prior to the 
flooring being laid is to ensure the proposed adhesive is compatible with the latex levelling screed.

Prior to any floor finishes being applied a 2mm self levelling latex screed is to be applied to the 32mm 
Thick Knauf GIFA Brio Floorboard as NBS Clause K11/115C, and in accordance with manufacturers 
details and recommendations.

The 32mm Thick Knauf GIFA Brio Floorboard as NBS Clause K11/115C, must be laid from the edge of 
the external wall abutment as a full board with no cuts to the perimeter in accordance with 
manufacturers details and recommendations.

32mm Thick Knauf GIFA Brio Floorboard as NBS Clause K11/115C, to achieve a density of 1500 Kg/m³, 
fixed in accordance with manufacturers details and recommendations.

75 x 50mm Timber joists as NBS Clause G20/210C sat within CMS Danskin Acoustic Saddles and 
Battens as NBS Clause K11/115A and fixed in accordance with manufacturer's recommendations and 
details.

50mm Knauf RS45 mineral wool slab insulation to achieve a density of 45 Kg/m³ installed between the 
timber joists as NBS Clause K11/115A.

Existing 75mm thick timber floorboards to be made good as required and highlighted in the Building Repair 
Scope of Works.

The fire stopping sub-contractor is to install ablative fire rated fire batt to the perimeter of the external wall / 
compartment floor abutment within the acoustic floor build up cavity to achieve a insulation and integrity fire 
rating of 60 minutes on approval of the Technical Submission of the proposed products in accordance with 
NBS Clauses P12.

All existing external wall abutment with the new compartment floor build ups are to be filled by a perimeter 
intumescent mastic fire seal by the fire stopping sub-contractor and is to achieve a fire rating of 60 minutes in 
accordance with NBS Clause P12 / 338A. The fire stopping sub-contractor is to provide a Technical 
Submission for the products that they are proposing to utilise in accordance with NBS Clause P12/338A.
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