
ZONE 2 : DOMESTIC EXTENSION – FLOOD RISK STATEMENT 

5 GREENVIEW DRIVE, EAST DIDSBURY , MANCHESTER M20 5NY 

V1 24.08.2021 

Application number: 131218/FH/2021 

Proposal: Erection of a two storey side extension and a part single/part two storey 

rear extension to form additional living accommodation 

Location: 5 Greenview Drive, Manchester, M20 5NY 

 

Historic flood record information and details of escape in event of flood added as requested by 

Planning Dept 

 

The site is within Flood zone 2 as noted in the plan below from the Environment Agency 

(as identified on Fig1 EA Flood Map below) 

 

There are flood defences protecting the immediate adjacent area as noted on the hatched area on 

the map above. The historic flood map incidence from 1964 shows no flooding history to the 

property, see fig 2 below 



 

 

Fig 3 illustrates the likely (low) flood risk from river sources taken from EA maps 

 

 

 

Fig 4 illustrates the likely ( very low) risk from surface water sources. 



 

The extension to the house will have floor levels set at the same level as the main ground floor of 

the existing dwelling. 32.150 os datum.  It is not practical to raise the floor levels in the extension for 

reasons of access. See plans provided with planning application for ground levels. 

No part of the proposed works is lower than the existing house structure. The existing level of the 

garage which is due to be demolished is that of the proposed interior finished floor of the proposed 

works and as such there is no significant variation in terms of groundwater/surface run off that this 

proposal would create.  

Surface water will be discharged to the existing mains drainage arrangement as for the existing 

dwelling. All areas of hardstanding will fall away from the property as is good practice. Final drainage 

design is to be agreed with building control. 

Additional measures in place; 

The residents subscribe to the EA early flood warning system. 

Proposed external materials are resilient and have low porosity. 

Electrical installations are all above 300mm of finished floor level 

Floor /lower wall finishes are robust. 

 

 

 

 

 



 

Historic Flood data. 

Further to consultation with the Environment Agency there are no records of any historic flooding to 

this area. see email below. 

 

Documents referred to in email are: 

GMMC229958SW_I

RR.pdf

Flooding 

Information Sheet - your questions answered.pdf
 

Escape in the event of flood. 

The premises are a two storey semi-detached dwelling. 

In the event of flooding the Flood risk early warning system would offer advance notice, and escape 

via front/rear/side doors at ground level would be feasible. 

If a situation developed where occupants were unable to escape, then refuge could be taken at first 

floor level, until emergency services were able to assist. 

Escape via first floor windows is possible from front and rear of the premises. 

Sequential Test 



According to the Sequential Test the development is classed as “More Vulnerable” and 

“development is appropriate”. According to the info from the EA and Table 1 of the Sequential Test, 

our property is in Zone 2 Medium Probability Flood Zone. According to Table 2 of the Sequential 

Test, our property would be “More Vulnerable”. According to Table 3 of the Sequential Test, 

“development is appropriate”. 

Future Improvements 

The following recent letter was received from the Council showing future improvements to be made: 



 


