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SECTION A-A

 FOOTWAY DETAIL AND EXISTING SHALLOW SERVICES

SCALE 1:20

SECTION B-B

FOOTWAY DETAIL AND EXISTING SHALLOW SERVICES

SCALE 1:20

20mm SMA 6 SURF 40/60 BBA HAPAS APPROVED

150mm TYPE 1 SUB-BASE

50mm AC 20 DENSE BIN 40/60

20mm SMA 6 SURF 40/60 BBA HAPAS APPROVED

TRANSITION DROPPER KERB

CARRIAGEWAY

FOOTPATH

TACTILE PAVING TO BE

LAID PERPENDICULAR TO

DIRECTION OF

PEDESTRIAN CROSSING.

400x400x65mm TACTILE

PAVING FLAGS

150mm SUB BASE

25mm THICK COMPACTED SAND BED 

PROPOSED

FOOTWAY

SURFACING

25Ø

1:40

TRANSITION DROPPER KERB

65mm THICK

BLISTER/CORDUROY

PAVING SLABS

DROPPED KERB

1200

DROPPED KERB DETAIL AT PEDESTRIAN CROSSING POINT

OVER AN ACCESS BELLMOUTH

N.T.S

TACTILE PAVING BEDDING DETAIL

N.T.S

L
a
s
t
 
s
a
v
e
d
 
b
y
:
 
L
I
A

M
.
M

O
O

N
E

Y
(
2
0
2
1
-
0
3
-
2
6

)
 
 
 
 
 
L
a
s
t
 
P

l
o
t
t
e
d
:
 
2
0
2
1
-
0
3
-
2
6

P
r
o
j
e
c
t
 
M

a
n
a
g
e
m

e
n
t
 
I
n
i
t
i
a
l
s
:
D

e
s
i
g
n
e
r
:

C
h
e
c
k
e
d
:

A
p
p
r
o
v
e
d
:

L
M

J
W

V
B

F
i
l
e
n
a
m

e
:
 
Z

:
\
U

K
I
\
U

K
M

C
R

5
\
J
O

B
S

\
P

R
-
3
8
5
4
6
0
_
M

A
N

C
H

E
S

T
E

R
_
C

O
L
L
E

G
E

\
9
0
0
_
C

A
D

_
G

I
S

\
9
1
0
_
C

A
D

\
C

I
V

I
L
S

\
C

U
R

R
E

N
T

 
D

R
A

W
I
N

G
S

\
S

2
7
8
\
C

C
-
A

C
M

-
2
7
8
-
X

X
-
D

R
-
C

-
0
0
1
3
 
P

0
2
.
D

W
G

1. THIS DRAWING SHOULD BE READ IN

CONJUNCTION WITH ALL OTHER RELEVANT

DRAWINGS AND SPECIFICATIONS.

2. TACTILE PAVING SLABS ARE TO BE AS

DEPARTMENT OF TRANSPORT CIRCULAR 1/91

AND SHALL BE COLOURED BUFF 400 x 400mm IF

CROSSING TO BE UNCONTROLLED.

3. TEXTURED FLAGS SHALL BE LAID IN LINE WITH

THE DIRECTION OF THE CROSSING THE TWO

ROWS OF FLAGS NEXT TO THE CARRIAGEWAY

WILL THEREFORE REQUIRE CUTTING WHERE THE

CROSSING IS SKEW ONLY CONTROLLED

CROSSINGS SHALL HAVE A TAIL 1.2m WIDE FOR A

MAX DISTANCE OF 5m OR TO BACK OF FOOTPATH,

WHICH EVER COMES FIRST. SEE STANDARD

DETAIL F11.

4. CROSSFALL OVER WIDTH OF FOOTWAY AT

CROSSING SHALL BE 1:20 MAXIMUM GRADIENT

1:12.

5. KERB UPDATED SHOULD BE ZERO WITH 6mm

TOLERANCE.

6. TACTILE PAVING TO BE LAID ON 25mm COMPACT

SHARP SAND BEDDING CLAUSE 1030, 150mm

GRANULAR SUB BASE TYPE 1, CLAUSE 803.
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