The Cop

50mm Celotex CW4000 cavity wall insulation

Cavity tray installed over horizontal gas

membrane and below new weepholes

Weepholes in colour to match mortar

to be located at 900mm centres

Solid blue line indicates double-sided tape

(10x50mm) between gas membrane and cavity tray

Gas membrane to be tracked across cavity as indicated

DPM taken down inner cavity face of blockwork, DPM layed over DPC and
abutting 2000 gauge visqueen DPM. BBA taped and sealed - min lap 150mm

Timber joists installed over new membrane layer at 600mm centres

Full-fill PIR insulation to be tightly fitted between joists

22mm P5 particle board (Weather Dek2 or similar approved) floor finish

Dashed line indicates gas resilient foil tape securing lap

Solid blue line indicates double-sided tape (10x50mm)

Dashed magenta line indicates extent of 2000 gauge visqueen gas barrier
to be lapped over 1200g visqueen by minimum 150mm as indicated

Existing garage slab to be retained

Note: Ensure existing slab is treated to remove
and sharp blemishes prior to laying gas membrane

P
Minimum 225mm clear cavity below DPC before - .
lean-mix concrete fill as indicated in accordance ¥
with AD Part C; Para 5.5(c) and Diagram 9(a) o A
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o p Foundation design in accordance with structural engineers details
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