GENERAL NOTES

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS
r— ] OTHERWISE STATED
2. ALL LEVELS ARE IN METRES UNLESS OTHERWISE

‘ STATED

- 3. DIMENSIONS ARE NOT TO BE SCALED FROM THE
‘ DRAWING
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THE CURRENT EDITION OF THE BUILDING
REGULATIONS 1991 (INCLUDING AMENDMENTS) AND
ALL RELEVANT BRITISH STANDARDS/CODES OF
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3 PRACTICE
5. CONTRACTOR IS RESPONSIBLE FOR THE CORRECT
N }7 BS XX DT A 3202 SETTING OUT OF THE WORKS ON SITE, ALL
- - Eaw DIMENSIONS TO BE CHECKED PRIOR TO FABRICATION
OF MATERIALS

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
‘ ALL RELEVANT DRAWINGS AND SPECIFICATIONS

BS-XX-DT-A-3202 existing timber beams and the head of the
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7. THIS DRAWING SHALL NOT BE DUPLICATED WITHOUT
THE EXPRESS WRITTEN PERMISSION OF BEECH
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For the manifestation design of the glazed |

7 N\ partition system please refer to the interior

/ N\ design drawings.
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GLAZED PARTITION IS TO BE MEASURED

Glazed partition systems as NBS Clause K30/110A. CONSIDERING FFL. TO GET DIMENSIONS

s N BETWEEN FINISH FLOOR LEVEL AND
STRUCTURAL FLOOR LEVEL, PLEASE REFER

Workmanship of the glazed partition system is to be in - TO DRAWINGS 013-MDB-BS-2Z-DT-A-2211

accordance with NBS Clause K30/410 and installed in (SKIRTING DETAILS)

: = » CHECK / MEASURE EXISTING OPENING SIZES
) / N\ . accordance with NBS Clause K30/425. ON-SITE PRIOR TO MAKE ANY ORDER
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GLAZED PARTITIONING SYSTEM TO BE
The co-ordination of the dry lining wall abutment INSTALLED ENSURING 30MIN INTEGRITY AND

X > L INSULATION FIRE PROTECTION ON THE
/ N and the jamb of the glazed partition detail is to be GROUND FLOOR AND 60MIN ON BASEMENT
in accordance with K30/380. FLOOR.
N y + THIS DRAWING IS TO BE READ IN
) . " CONJUNCTION WITH NBS SPECIFICATION

AN / The fire stopping of the glazed partition to SECTION K30

\ / the dry lining opening is to be in accordance THE SPECIALIST JOINERY SUB-CONTRACTOR

N y with K30/475. i IS TO PROVIDE A GLAZED PARTITION
i MANUFACTURERS SCHEDULE FOLLOWING

N / THE ON SITE SURVEY OF THE 'AS BUILT'

N / -« The perimeter seal of the glazed STRUCTURAL OPENINGS FOR APPROVAL BY

N s partition to the dry lining opening is to I THE ARCHITECT PRIOR TO THE FABRICATION
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. . OF THE GLAZED PARTITION COMMENCING.
\ % be in accordance with K30/470. THE GLAZED PARTITION SYSTEM IS TO BE

BUILT IN CONJUNCTION WITH THE
3 MANUFACTURERES DETAILS AND

SPECIFICATION.

y7BS -B1- Iéasement Floor
-1740

S THE SPECIALIST GLAZED PARTITION SUB-
CONTRACTOR IS TO BRING TO THE ATTENTION
OF BEECH DESIGN & BUILD ANY

- ] SPECIFICATIONS / INTERFACE DETAILS THAT
S/0 2812 MAY NOT BE IN ACCORDANCE WITH THE
MANUFACTURERS SPECIFICATIONS AND
DETAILS PRIOR TO THE SPECIALIST GLAZED
PARTITION SUB-CONTRACTOR BEING
APPOINTED.
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AN ALLOWANCE IS TO BE MADE THAT ALL HEAD
1:20 DEFLECTIONS ARE 15MM.

1 BS - B1 - Glazed Partition Elevation 3 BS - B1 - Glazed Partition Section

1:20

BS-XX-DR-A-3032

!—h:%
[ ]
2 {

[

U (@] (@]
Py o
o G Y 1
o = — T |
. . o | o ol [——
— | b ] 2
I | | | =
S/0 2812 i | | ] BS-XX-DT-A-3201
‘ o b
406 2000 406 ‘ | | d
I s | I ( 1\
] o
2 | | | .
[E] 1
BS-XX-DT-A-3202 | ‘ — L r%%
N I ]
8 = ——  —0O [ | |

Q0O
@]e)

A ISSUED FOR TENDER NP 29-04-21

N\ Rev Description By Date

/ MANCHESTER
A design+ build

CLIENT:

PICCADILLY WAREHOUSE

PROJECT:

2 BS - B1 - Glazed Partition Detall 4 BS - B1 - Glazed Partition Location BLOOM STREET

. _ INTERNAL WALL OPENINGS
1:20 1:100 GLAZED PARTITION DRAWING
BASEMENT FLOOR

DRAWING TITLE:

TENDER

DRAWING STATUS:

DRAWN: LD CHECKED: MB

sae Asindicated 1 29-0421

013-MDB-BS-XX-DT-A-3201 A

DRAWING NUMBER: REV:

(A1)




	Sheets
	BS-XX-DT-A-3201 - BLOOM STREET        INTERNAL WALL OPENINGS


