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reveal)
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20th Century window 

(non-heritage) to be 

replaced with 45mm 

internal double glazed 

(slimline), balanced, 

sliding casement to 

match existing historic 

windows (Rev E). 

Window Type W3:

Window WG3 removed and cill wall 

reduced to floor level. reveal of opening 

to be lined. (Rev K)

Slimline double-glazed unit to be 12mm (4/4/4) with 

clear float toughened glass outer pane (Rev E). 
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historic windows (Rev E). 

Existing historic windows to ground 

floor Living Room (WG1 & WG2) to 

be repaired and overhauled to retain 

character. Existing rebates to frames 

and astragals are to be carefully 

routed out approximately 5mm to 

suit new 12mm Pilkington’s slimline 

double glazed, sealed units (4/4/4) 

with clear float toughened glass 

outer pane (Rev E). 
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Details

LT VS 16/10/19

3521 225S2

Building Regulations
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IMPORTANT NOTES:

For details of window measurements,

quantities and locations refer to the

Window Schedule ref

SJ-BTP-00-SH-A-3521_227

Existing heritage shutters are non-

functioning to all existing windows

0
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Rev Date Int Description

A 21/10/19 LT Window details updated to show

Selectaglaze details and to clarify the

window types shown

B 23/10/19 LT Specification for Window Type W3

amended

C 24/10/19 LT Clarification for window mark of type W3

with varying spec

D 25/10/19 LT Clarification on extent of works to window

WG3 of window type W3

E 27.05.20 AP Revised for Planning

F 03.06.21 MP Amended for revised planning application
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Window Typical Internal Elevation Patterns (Proposed 

Slimline Double Glazed Units)
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Window Typical Plans (Proposed)

1 : 20
Window Typical Internal Elevation Patterns (Existing)
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Window Typical Plans (Existing)
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