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Front

Acheson Street

Position of boundary wall/party line is to be confirmed
prior to construction

Proposed external wall, footings and roof overhang
are not to project onto neighbours land

Setting out to be confirmed

Rear

prior to construction

All new drainage runs and connections
to be set out on site and

agreed with Building Control Officer

All existing drainage to be determined on
site and any modifications

to these runs to be agreed on site with
Building Control Officer

Refer to Building Regulation

Permitted Development (Rearsingle storey ground floor extension)

The proposed extension is considered to be permitted development and does not

contravene any of the planning conditions set out for domestic extensions :

- The extension (3.75m?) will not exceed 50% of the land (existing rear garden area - 13.15m?) around the house and
- the proposed extension is to be constructed wholly within the legal site boundary to the application site

- Materials will be similar in appearance to those of the existing house

- Maximum eaves height on the boundary will be no higher than 3m

- The extension will not extend beyond the rear of the house by more than 3m

* Refer to notes for proposed
flat roof construction details

notes for construction details

Form new structural opening to
wall between existing kitchen
and new extension with new
steelwork and padstones
Refer to Structural Engineer's
drawing for details

Kitchen layout to Client's choice

- The extension will not exceed a height of more than 4m

Permitted Development (Rear Dormer)

The proposed dormer is considered to be permitted development and does not

contravene any of the planning conditions set out for domestic extensions :

- Any part of the dwelling would, as a result of the works, exceed the height of the highest part of the existing roof
- Any part of the dwelling house would, as a result of the works, extend beyond the plane of any existing roof slope
which forms the principal elevation of the dwelling house and fronts a highway

- The cubic content of the resulting roof space would not exceed the cubic content of the original roof space

by more than:- (i) 40 cubic metres in the case of a terrace house (proposed rear dormer = 8.525m?)

- The materials used in any exterior work shall be of a similar appearance to those used in the construction of the
exterior of the existing dwelling house

- The eaves of the original house are maintained or reinstated

- The edge of the enlargement closest to the eaves of the original roof shall, so far as practicable, be not less than 0.2m)|
metres from the eaves, measured along the roof slope from the outside edge of the eaves; and

- Other than in the case of an enlargement which joins the original roof to the roof of a rear or side extension, no
part of the enlargement extends beyond the outside face of any external wall of the original dwellinghouse
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span of floor joists
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Bedroom 3

prior to construction

——1800mm headroom

Outline\of dormer cheeks

Chamfer door head if required to
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set out on site during construction

Refer to Building Regulation °
notes for proposed staircase
details
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to Structural Engineer's design

——1900mm headroom

Setting out of staircase to

be checked prior to construction
to confirm 2000mm headroom
is achieved to existing staircase
from ground floor level to

first floor level

Ti'm

Existing chimney stacks
to be removed and
brickwork walls made good

Existing first floor walls to be
checked for suitability for loading
of new second floor joists

To Structural Engineer's details

—— Refer to notes for drainage details

span|of floor joists

——1300mm headroom

Bedroom 1

Existing chimney stacks
to be removed and
4 brickwork walls made good

and brickwork walls made good
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The building owner is to serve a

in The Party Wall Act 1996.

The Building Contractor is to verify

oL

All setting out to be checked on site

achieve headroom. Landing and door to be

—— New steel ridge beam on concrete padstones

Existing chimney stacks to be removed

Party Wall Act Notice as applicable to
adjoining property owners as outlined

Existing chimney stack to be
removed and roof made good
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] Rainwater goods and fascia to match exsting
Code 4 lead flashing at junction of o
proposed dormer wall and existing — — - L Tile vents to existing roof

roof structure
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7 External Ground Level 7

external ground level

| Ground Floor Level

Proposed

Proposed Extension

-
-

Rear Elevation

Brickwork to match existing

DPC 150mm minimum above

Proposed rear extension to be
constructed in accordance with
permitted development guidelines

New dormer roof is not to project above existing ridge line
Refer to building regulation notes for proposed and existing roof construction
New steel ridge beam to Structural Engineer's details
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Existing ventilated roof space

Ceiling level to be lowered as shown

Provide tile vents if required

2129
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Second Floor Level

2 layers x 100mm layers of quilt insulation
and 200mm deep layer laid at right angles over
to areas of existing roof space

Bedroom 1

2200
2403

Existing first floor walls to be
checked for suitability for loading
of new second floor joists

To Structural Engineer's details

Bedroom 2

First Floor Level

Proposed Ground Floor Plan

Building Regulation Notes

Proposed Ground Floor Rear Extension

Proposed Foundations

Foundations are subject to site investigation and Structural Engineer's
design and recommendations.

Existing Foundations

Prior to construction, ground conditions and type and depth of existing
foundations to be determined on site prior to construction and to be
underpinned if required, all in accordance with Structural Engineer's
details. Building Control Officer to inspect and confirm that the
foundations/underpinning are satisfactory.

Proposed Ground Floor Construction

Nom. 65mm fibre re-inforced sand cement screed with 30mm rigid
insulation to edge on 500 gauge visqueen separating layer on 75mm
thick Kingspan Kooltherm K103 floorboard insulation on concrete slab
(To Struct. Eng details) on LDPE gas membrane which is dressed up
and lapped with wall dpc (taken across cavity to prevent gas ingress) on
50mm sand blinding on well compacted hardcore placed in 150mm
layers which is to be clean, inert and sulphate free.

Floor construction achieves a U-Value of 0.19W/m?K

Floor finish to client's choice (To be taken into consideration when
setting out floor construction)

Proposed External Wall Construction - Brickwork

Brick and block cavity wall, partial fill insulation:

-102.5mm facing brickwork outer leaf to match existing brickwork
-100mm cavity; 60mm clear cavity, 40mm Kingspan Kooltherm K108
insulation board. Insulation to be fitted in accordance with manufacturers
details and instructions.

-100mm blockwork 1400 Kg/m? inner leaf to be medium density
blockwork with a k-value of 0.51w/mk

-Internal wall is to be finished with 12.5mm plasterboard with skim coat
finish on plaster dabs.

The wall construction achieves a 'U’ value = 0.28W/m?K

The inner and outer leafs of the external wall construction are to be tied
together using stainless steel wall ties positioned in a diamond pattern
at 750mm horizontal and 450 vertical, 225 vertical at openings and
150mm from reveals, and to comply with BS1243:1978. All Cavities
closed with thermabate or similar insulated cavity closers.

Movement joints - 10mm joints filled with Aerofil or similar and finished
with a polysulphide seal, all joints to be either in corners or behind rwp's
where possible.

Front

Proposed First
Floor Plan

All horizontal and vertical DPC's to doors, windows, dpc's within walls
(150mm above external ground level) and stepped dpc's above lintels
are to be 'Higrade' or similar and approved. Provide insulated DPC at
jambs and cills to all openings to prevent cold bridging with stepped
DPC's over insulated pressed galvanised steel lintels over openings and
to be by Thermobate or equal approved. Allow for weep holes above
cavity trays at max 900mm centres

A continuous ribbon of plaster is to be allowed to the perimeter of each
wall and around all openings to ensure air leakage is reduced to the

minimum.

Allow pc bridging lintels over drainage pipe work where it passes
through walls. New walls connected to existing walls with stainless steel
movement connectors, bolted to existing and built into new walls.
Provide at least a 225mm clear wall depth from the lowest DPC with
external wall construction down to cavity fill, in accordance with
paragraph 5.5(c) and diagram 9(a) of Approved Document C of the

Building Regulations.

Walls below DPC are to be constructed from approved foundation grade
cavity block / brick to an overall thickness of 300mm and are to be
supported by the proposed foundation.

New walls connected to existing walls with stainless steel movement
connectors, bolted to existing and built into new walls.

Proposed Flat Roof Construction (Cold Roof)

- Topseal GRP roofing system or similar approved fixed in accordance
with manufacturers recommendations on:-

- 18mm exterior quality plywood decking

- Timber firrings giving a fall of 1:80

- C16 38x170 timber joists @ 400mm centres

- 50mm clear cavity

- 120mm Kingspan Kooltherm K7 pitched roof board

- 3mm skim coated 32.5mm Kingspan Kooltherm K118 insulation board
Roof construction achieves a U-Value of 0.18W/m?K

- A continuous 25mm wide opening along the length of the new eaves

- A continuous 5mm wide along the length of the existing ridge

To be constructed in accordance with manufacturers instructions
New PVCu fascia and soffit boards. To match and line through with
existing. New rainwater goods to match existing.

Existing lintels to be checked for
suitability by Main Contractor
prior to construction

Proposed Second Floor Plan

Proposed Dormer

Proposed Dormer Roof Construction (Ventilated)

- Topseal GRP roofing system or similar approved fixed in accordance
with manufacturers recommendations on:-

- 18mm exterior quality plywood decking

- Timber firrings giving a fall of 1:80

- C16 63x170 timber joists @ 400mm centres

- 50 clear cavity

- 120mm Kingspan Kooltherm K7 pitched roof board

- 3mm skim coated 32.5mm Kingspan Kooltherm K118 insulation board
Roof construction achieves a U-Value of 0.18W/m?K

- A continuous 25mm wide opening along the length of the new eaves
- A continuous 5mm wide along the length of the existing ridge

- Provide tile vents to existing roof structure

To be constructed in accordance with manufacturers instructions

Proposed Dormer Wall Construction

Timber framed wall construction with hanging tiles (to match existing
roof), full fill insulation:

- Tiles finish (to match existing roof) on 25x25 horizontal timber battens
- 25x25 cavity barrier vertical timber battens

- Kingspan Nilvent 17 breathable membrane

- 9mm OSB sheathing

- 50x100mm C16 timber studs at 450mm centres including head and
sole plates and noggins as necessary

-100mm Kingspan Kooltherm K7 insulation between timber studs

- 3mm skim coated 32.5mm Kooltherm K118 insulated plasterboard
internal finish

Wall construction achieves a U-value of 0.21W/m2K

Areas of dormer walls within 1m of boundary is to be clad with 6mm
Supalux board below cladding to give 30 minutes fire resistance.
The Supalux board to be fixed between the ply and breathable
membrane.

To be constructed in accordance with manufacturers instructions

Loft Conversion Dwarf Wall (Between bedroom 4 and roof space)
- 3mm skim coated 37.5mm Kingspan Kooltherm K118 insulated
plasterboard internal wall finish

- 50mm thick Kingspan Kooltherm K7 pitched roof board between
timber studs at 600mm centres

- Existing roof space (ventilated)

Wall construction achieves a U-value of 0.27W/m?K

Existing Party Wall/Gable Wall

Fix Celotex T-Break TB3040 to the wall by over battening with
25mmx50mm battens at 600mm centres. This is fixed through the
battens and Celotex T-break TB3040 into the wall using

proprietary fixings. The joints of the insulation are then taped using self
adhesive alumimium foil tape and the perimeter edges sealed with
mastic to provide a VCL. 12.5mm plasterboard skim finish. All

in accordance with Celotex details.

3 the thickness of the party walls prior

to commencement of the proposed works

Front

Existing Roof Construction (Ventiliated)

Existing roof tiles on existing battens/felt/rafters to remain.
Underdraw existing rafters (75mm deep) with 50mm deep timber
battens. 50mm ventilated cavity with 75mm deep Kingspan Kooltherm
K7 Pitched Roof Insulation board placed between rafters and battens.
57.5mm deep Kingspan Kooltherm K118 insulation board (12.5mm
plasterboard and skim internal finish) fixed to underside of timber
battens. Insulation to be installed in accordance with manufacturers
details.

Roof Construction to achieve a U-Value of 0.18W/m?K.

Ventilation to be provided to vented cavity via Glidervale Universal
in-line slate ventilators and a dry ridge system (to provide minimum
ventilation equivalent to a 5mm continuous air gap) to provide cross
flow ventilation. Vents to be fitted in accordance with manufacturers
details.

Proposed Second Floor Construction

To comprise 18mm thick flooring grade chipboard on C16 63x195 floor
joists @ 400mm centres. All floor joists to be set on joist hangers,
which are to conform to BSEN 845. Underdraw ceiling with 12.5mm
firelineboard and skim. 100mm quilt insulation or similar to be laid
between the joists supported by polypropylene netting or similar.
Provide Herringbone strutting at 1/3 points. Provide restraint straps at
2m centres where joists run parallel to walls. Floor joists to be doubled
up under partitions.

Staircase (first floor to second floor)

The staircase is to be constructed in accordance with Section 1 of
Approved Document K1 with risers of 200.2mm based on floor to floor
of 2403mm (maximum risers of 220mm) and treads of 222.4mm
(minimum treads of 220mm) which achieves a stair pitch of 42 degrees.
(The maximum pitch is 42 degrees)

Minimum headroom of 2.000m is to be maintained throughout. The
going of any tapered treads is to measure 50mm at the narrow end and
a uniform going is to be maintained. The going is not to be less than
the going of the straight flight.

The staircase should be fitted with a handrail securely fixed at a height
of 900mm above the pitch line of stairs and balustrade 1100mm from
floor level. The balustrade should not be have any opening through
which a 100mm diameter sphere can pass and is to be constructed in a
way that children will not readily be able to climb.

Staircase setting out is to be checked on site prior to manufacture of
staircase.

At the top and bottom of every flight, provide landings the width

and length as great as the smallest width of the flight

Front

Lounge

Dining

Ground Floor Level

NOTES

This drawing is the property of Equilibrium Architects and copyright is
reserved by them. This drawing is not to be copied or disclosed by or
to any unauthorised persons without the prior written consent of
Equilibrium Architects.

Do not scale from this drawing.

All dimensions are to be checked on site prior to construction,
manufacture of any components and ordering of materials and
equipment.

Any discrepencies are to be reported to the architect for clarification.

All materials and workmanship to be in accordance with the current
British Standards and codes of practice.

This drawing is to be read in conjunction with all relevant Architectural,
Structural Engineers, Mechanical Engineers, Electrical Engineers and
Specialists drawings and specifications.

As with all construction projects the CDM 2015 regulations apply and
the work on this project may require both the issue of a notification to
the HSE (because of the durationof the works on site) and the client
may also need to appoint a Principal Designer because there may be
more than one contractor working on site.

The Principal Designer will be able to coorinate the pre-construction
information and also ensure that all duty holders under CDM comply
with their relevant duties.

The building owner is to serve a Party Wall Act Notice as applicable

to adjoining property owners as outlined in TheParty Wall Act 1996
The Building Contactor is to verify the thickness of the party walls prior
to commencement of the proposed works.

Proposed Section

General Notes

Internal Stud Partitions

70mm British Gypsum Gypwall CLASSIC metal studding system or
similar with 12.5mm British Gypsum Gyproc Wallboard and plaster skim
finish fitted in accordance with the manufacturer's specification and
details.
50mm Isover APR 1200 insulation to all stud cavities where they
separate a bedroom from another room, a room containing a toilet from
another room. The requirement does not comply to a wall which
contains a door, and a wall separating an en-suite from the associated
bedroom. Allow for the inclusion of 18mm plywood sheet where fixture
and fittings are to be fixed to the face of the wall.

Partitions to be sealed at the perimeter and at all service penetrations
with an acoustic sealant.

Moisture resistant plasterboard to En-suite.

Rooflights
To be fitted in accordance with manufacturers details.

New rooflights require a WER of band C or better or a U-value of 1.6.

Flashing & Cavity trays

Flashing to be code 5 & be min. 150mm at abutments. Remedial cavity
trays to be by Yeovil Cavity Trays Ltd to be used where external walls
become internal walls below abutments and to be positioned a min.
150mm above any such abutment. Also provide cavity trays above
lintels in external walls. Weepholes to be provided at every 4th perpend
and to be plugged with prop plugs.

Windows

Glazing to be 'Low E' glass in accordance with part L of the building
regulations. New windows require a WER of band C or better or a
U-value of 1.6 W/m?k and doors require a U-value of 1.8 W/m?

Safety glazing to BS 6206 to be fitted where window cills are lower than
800mm from finished floor, and glazing to doors lower than 1500mm
from finished floor and externally 300mm either side of the door.

Windows and doors to be sealed externally with mastic pointing and
internally with a bead of acrylic sealant. Window and doors to have
horizontal and vertical dpcs. All opening lights to have pivot hinges to
allow for ease of cleaning from the inside. Main Contractor to ensure
that all accessible doorsets have PAS24 accreditation and windows to
have PAS24 accreditation. All frames to be mechanically fixed to the
structure of the building in accordance with the manufacturers
instructions and installation guides.

Steelwork

All new steel beams to be in accordance with Structural Engineers
details. 30 minute fire protection to be provided by encasing beams with
15mm fireline board with skim finish.

Drainage

All existing drainage to be determined on site and any modifications to
these runs to be agreed on site with Building Control Inspector and all
new runs and connections to be determined on site and agreed with
Building Control Inspector.

Wash basin  --- 32mm dia. waste 75mm deep seal trap
Shower --- 40mm dia. waste 75mm deep seal trap
Sink --- 40mm dia. waste 75mm deep seal trap

Waste pipe diameter to be increased to 50mm where more than one
drainage connection

Soil and vent pipes open to air terminating a min of 900mm above
highest window head level (within 3M) and finished with a perforated
cover.

All soil pipes and accessories to BS4514, 100mm dia. UPVC soil and
vent pipe to be positioned as indicated on proposed layouts.

Pipework to have generally 1:40 falls for foul drainage and 1:60 falls for
service water drainage.

If location and levels of existing drainage are not capable for connection
of proposed, allow for the installation of a Saniflo Drainage system. To
Specialists design and layout.

Sanitary Fittings to Client's choice.

Electrical Installation

All electrical work is to meet the requirements of Part P (electrical
safety) and to be designed, installed, inspected and tested by a person
competent to do so. Details of all energy light fittings to be provided by
electrical specialists design and to comply with Part L1A. Prior to
completion the Local Authority must be satisfied that either:-

Appropriate certificates and forms in BS 7671 (as amended) have been
submitted that confirm that the work has been inspected and tested by
a competent person

A competent person will have a sound knowledge and experience,
relevant to the nature of the work undertaken and to the technical
standards set down in BS7671, be fully versed in the inspection and
testing procedures contained in the regulations and employ adequate
testing equipment.

All switches and sockets to be installed in habitable rooms are to be

between 450mm and 1200mm above the finished floor level. 100% of
new light fittings to be low energy fittings

This drawing is to be
read in conjunction with
H )
Structural Engineer's
Drawing
Dormer to be set out on site
prior to construction
— — 1800mm headroom
Cut back existing roof structure
as shown dashed
- I
~
™~ Code 4 lead flashing at junction of
proposed dormer wall and existing
roof structure
ﬂ
o Existing lintels to be checked for
ll suitability by Main Contractor
prior to construction
Position of boundary wall/ party line
is to be confirmed prior to construction
Proposed external wall, footings and
roof overhang are not to project onto
neighbours land
Setting out to be confirmed prior
— to construction
White upvc window to match existing
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External Ground Level
H Proposed Extension H
T T _
Brickwork to match existing
DPC 150mm minimum above
external ground level
Timber
All timbers likely to be exposed to moisture to be suitably treated to 1:50 Om 1m 2m 3m am 5m

prevent decay. All structural timber is to comply with BS5268Part 2,
1984 and Part 3, 1985.All structural timber used within the building such
as roof timbers is to be strength graded and stamped DRY or K.D. (kiln
dry) .The structural timber should therefore not be treated in any way
that will re-introduce moisture

Services

All work to comply with regulations and recommendations of the
relevant supply company and to the satisfaction of the inspector.

Boxing for concealed services to be sealed at floor, wall and ceiling
levels. Piped services are to be sealed where they penetrate or project
into hollow construction and voids.

Heating:
The design and installation of the heating installation is the design
responsibility of the Contractor.

Lightin
The design and installation of the lighting is the design responsibility of
the contractor. 100% of new light fittings to be low energy fittings.

Fire Detection

A mains-operated fire detection and alarm system with a battery back
up (min Grade D category LD3) all in accordance with the
recommendations of BS5839 part 6:2004.

All alarms to be permanently wired to a seperately fused circuit at the
distribution board operating at a low voltage via. a mains transformer.

A smoke alarm should be sited within 7.5m of each habitable room and
a standby power supply. eg. battery is required with visual and audible
signal of power failure. No smoke alarm should be sited more than
3000mm from a room door.

Provide new fire doors as indicated on proposed floor plans

Provide heat detection to Kitchen

Ventilation

Windows to have opening lights equal to 1/ 20th. of the floor area to
provide 'purge ventilation'.

background ventillation - accoustic vents internally and externally to
windows

habitable room 8000mm?, Passivent acoustic vents TVAL dB450 (40dB
Dn,e,w)

kitchen 4000mm? with mechanical ventilation giving 30 litres / second
incorporated within cooker hood.

En-suite 4000mm? with mechanical extract ventilation must be provided
with a 15 minutes over run.

Preliminary Issue

Subject to Building Regulation Approval/Lawful Development consent
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