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Disclaimer 

This report has been prepared for the sole benefit and use of our client based on their instructions and 
requirements. Sandy Brown Ltd extends no liability in respect of the information contained in the report to any 
third party. 
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Summary 
Sandy Brown have been commissioned by Beech Holdings Ltd to provide acoustic consultancy 
services in relation to the development at Mindell House and 11 Bloom Street, Manchester. 

The development comprises 80 apartments formed from a material change of use. Planning 
condition 5 relates to noise ingress and building services noise to the residential apartments. 

Example glazing configurations that could achieve the required sound insulation performances 
have been provided within this report, including secondary glazing options. 

Based on the information available, it is expected that additional attenuation will be required 
to the proposed AHU unit. The following options should be considered: 

• In-duct attenuators (allowance should be made for 2100 mm attenuator to supply and 
1500 mm attenuator to extract) 

• Unit reselection to lower sound power levels 

• Several smaller AHU units (with lower sound power levels) instead of a single unit. 

AHU assessment is based on sound power level of Lw 68 dB to both supply and extract and an 

indicative spectrum shape, as per the information received. If sound power level for either 
supply or extract differ from this then re-assessment will be required.   

Existing ventilation opening which within the facade to the proposed dwellings will need to 
connect to sound attenuated ducted ventilation systems or be removed and filled to the full 
depth with a material that is at least the same density as the wall. 

The recommendations set out in this report to allow Planning Condition 5 to be discharged are 
expected to be practicable. 
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1 Introduction 

Sandy Brown have been commissioned by Beech Holdings Ltd to provide acoustic consultancy 
services in relation to the development at Mindell House and 11 Bloom Street, Manchester. 

The development comprises 80 apartments formed from a material change of use. Planning 
condition 5 relates to noise ingress to the residential apartments.  

This report presents an assessment of facade noise ingress and building services noise, to allow 
discharge of Planning Condition 5. 

2 Planning Condition 5 

Planning Condition 5 is set out below: 

‘5) Before the development commences a scheme for acoustically insulating and 
mechanically ventilating the residential accommodation against noise from adjacent 
roads shall be submitted to and approved in writing by the City Council as local 
planning authority. 

The approved noise insulation scheme shall be completed before any of the dwelling 
units are occupied. Prior to occupation a post completion report to verify that all of the 
recommended mitigation measures have been installed and effectively mitigate any 
potential adverse noise impacts in the residential accommodation shall be submitted 
and agreed in writing by the City Council as local planning authority. Prior to 
occupation any non compliance shall be suitably mitigated in accordance with an 
agreed scheme. 

Reason - To secure a reduction in noise in order to protect future residents from noise 
nuisance, pursuant to policies SP1, H1 and DM1 of the Core Strategy.’ 
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3 Basis of review 

The review has been based on the following: 

• Various email correspondences received 

• 16044-R01-B Planning noise report issued 18 January 2018 

• Architectural drawing package received 7 June 2021 

• Glazing package received 7 July 2021 

• Architectural tender issue received 7 June 2021, including section drawings: 
o 013-MDB-MH-XX-EL-A-2000 
o 013-MDB-MH-XX-EL-A-2001 
o 013-MDB-MH-XX-EL-A-2002 
o 013-MDB-MH-XX-EL-A-2003 
o 013-MDB-BS-XX-EL-A-2000 
o 013-MDB-BS-XX-EL-A-2001 
o 013-MDB-BS-XX-EL-A-2002 
o 013-MDB-BS-XX-EL-A-2003. 

• Roof details drawing 061_501B received 7 June 2021. 

4 Acoustic criteria 

4.1 Internal noise levels – noise ingress 

Internal noise level criteria for the residential apartments were provided in 16044-R01-B 
Planning noise report issued 18 January 2018, as summarised in Table 1. These criteria were 
determined in line with Manchester City Council (MCC) guidance. 

Table 1 Manchester City Council internal noise criteria for residential developments 

Internal space Internal noise limit, LAeq (dB) 

Daytime (07:00 – 23:00) Night-time (23:00 – 07:00) 

Living rooms 35 - 

Bedrooms - 30[1] 

[1] Individual noise events in bedrooms should not exceed LAmax 45 dB by more than 15 times. 

The levels in Table 1 above are the cumulative noise levels to be achieved by: 

• external noise ingress via the facade 

• Noise from mechanical ventilation systems. 
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4.1.1 Entertainment noise ingress 

Where noise from entertainment venues is the dominant noise source, the facade sound 
insulation should be sufficient such that internal noise levels in bedrooms at night do not 
exceed 42 dB and 36 dB at 63 Hz and 125 Hz respectively. 

4.1.2 Building services noise criteria 

Building services should be designed to achieve internal noise levels at least 3 dB below the 
overall internal noise criteria set out in Table 1. 

5 External noise levels 

The external noise levels predicted at the facades of the development are set out in 
16044-R01-B Planning noise report. These are summarised below. 

Unattended noise monitoring was undertaken at the site between 23 April and 16 July 2015. 

Attended noise measurements were carried out during the daytime and on a weekend night, 
on 6 June 2014 and 5 February 2016 respectively. 

5.1 Maximum noise levels 

Based on the results from the noise survey, the maximum noise levels not exceeded more than 
15 times at the various facades are as follows: 

• Minshull Street - LAFmax 86 dB 

• Bloom Street - LAFmax 92 dB 

• Richmond Street - LAFmax 86 dB 

• Car park (south west) - LAFmax 89 dB. 

5.2 Ambient noise levels 

Predicted external ambient noise levels for the various facades of the proposed development 
are summarised in Figure 1 and Figure 2. 
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Figure 1 Predicted external noise levels during the daytime (07:00 - 23:00) 

   

Figure 2 Predicted external noise levels during the night (23:00 - 07:00) 

Amplified music egress from the night club Kiki was a dominant noise source at the south west 
facade adjacent to the car park, as indicated in Figure 2. The internal noise limits set out in 
Section 4.1.1 at 63 Hz and 125 Hz must be met in bedrooms on this facade. 

6 Facade sound insulation 

6.1 Overall facade sound insulation performance requirements 

Minimum overall facade sound insulation performance requirements are set out in 
16044-R01-B Planning noise report, as summarised in Table 2.  

These have been determined to allow the internal noise criteria (detailed in Section 4) to be 
achieved, based on the external noise levels at each facade (detailed in Section 5). 

                    LAeq 60 dB 

                    LAeq 63 dB 

                    LAeq 65 dB 

                    LAeq 68 dB 

 

                    LAeq 60 dB 

                    LAeq 63 dB 

                    LAeq 65 dB 

                    LAeq 68 dB 

                    Entertainment noise 
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Table 2 Overall facade sound insulation performance requirements 

Facade zone 
Minimum overall sound insulation performance 

Living areas Bedrooms 

 
Overall,  
R’w+Ctr (dB)1 

Overall,  
R’w+Ctr (dB) 

Low frequency, 
R’63Hz (dB) 

Low frequency, 
R’125Hz (dB) 

Minshull Street 33 36 - - 

Bloom Street 31 41[2] - - 

Richmond Street 31 36 - - 

Alley (central) 28 33 - - 

Car park (south west) 28 38 30 29 

[1] Where living rooms are located on corners of the building (ie, dual aspect), the overall facade sound 
insulation is required to be 3 dB greater than the value given on both facades. 

[2] Performance driven by maximum not exceeded more than 15 times. 

6.1.1 Roof sound insulation 

The roof should provide a minimum sound insulation performance equivalent to the facade 
sound insulation performance for that space, in line with Table 2. 

6.2 Facade construction, glazing and ventilation strategy 

6.2.1 Non-glazed construction 

The existing non-glazed facade is understood to be masonry with a depth of at least 400 mm. 

Specifically, it is understood that the wall construction comprises four brick leaves, based on 
email correspondence received from Beech Design and Build on 8 June 2021. 

The masonry wall is expected to be capable of at least R’w+Ctr 55 dB, with low frequency 

performances of R’63Hz 40 dB and R’125Hz 42 dB, based on the above construction. This is at least 

10 dB above the minimum overall facade sound insulation performances detailed in Table 2. 
Therefore, overall facade sound insulation performance is expected to be dominated by the 
glazing sound insulation performance. 
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6.2.2 Glazed construction 

Assessment of glazing sound insulation performance requirements has been carried out based 
on the following assumptions: 

• The non-glazed facade elements provide sound insulation performance at least 10 dB 
greater than the glazing (as per Section 6.2.1) 

• A mechanical ventilation strategy (as per Section 0) 

• Assumed reverberation times within apartments as follows:  
o Bedrooms: 0.5 s 
o Living rooms: 1.0 s. 

• Typical percentage of facade is glazed: 
o Mindel House north west facade (Bloom Street): 30% (based on drawing 

013-MDB-MH-XX-EL-A-2000) 
o Mindel House north east facade (Minshull Street): 30% (based on drawing 

013-MDB-MH-XX-EL-A-2001) 
o Mindel House south east facade (Richmond Street): 35% (based on drawing 

013-MDB-MH-XX-EL-A-2002) 
o Mindel House south west facade (alley): 35% (based on drawing 

013-MDB-MH-XX-EL-A-2003) 
o 11 Bloom Street north west facade (Bloom Street) - ground floor: 55% (based 

on drawing 013-MDB-BS-XX-EL-A-2000) 
o 11 Bloom Street north west facade (Bloom Street) – first floor to fourth floor: 

30% (based on drawing 013-MDB-BS-XX-EL-A-2000) 
o 11 Bloom Street north west facade (Bloom Street) – fifth floor: 85% (based on 

drawing 013-MDB-BS-XX-EL-A-2000) 
o 11 Bloom Street north east facade (Alley) – ground to fourth floor: 35% (based 

on drawing 013-MDB-BS-XX-EL-A-2001) 
o 11 Bloom Street north east facade (Alley) – fifth floor: 85% (based on drawing 

013-MDB-BS-XX-EL-A-2001) 
o 11 Bloom Street south east facade (Richmond Street) – ground to fourth floor: 

30% (based on drawing 013-MDB-BS-XX-EL-A-2002) 
o 11 Bloom Street south east facade (Richmond Street) – fifth floor: 85% (based 

on drawing 013-MDB-BS-XX-EL-A-2002) 
o 11 Bloom Street south west facade (car park): no glazing (based on drawing 

013-MDB-BS-XX-EL-A-2003). 
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Based on the overall facade sound insulation performance requirements set out in Table 2 and 
the assumptions above, glazing sound insulation requirements are set out in Table 3. 

Table 3 Glazing sound insulation performance requirements 

Facade 

Minimum glazing sound insulation 
performance, R’w+Ctr (dB) 

Living areas Bedrooms 

Mindel House   

North east (Minshull Street) 33 34 

North west (Bloom Street) 30 38 

South east (Richmond Street) 33 34 

South west (alley) 28 31 

11 Bloom Street   

North east (Alley) – ground to fourth floor 25 31 

North east (Alley) – fifth floor 34 38 

North west (Bloom Street) – ground floor 36 40 

North west (Bloom Street) – first floor to fourth floor 31 37 

North west (Bloom Street) – fifth floor 35 41 

South east (Richmond Street) – ground to fourth floor 31 33 

South east (Richmond Street) – fifth floor 35 41 

South west (car park) N/A[2] N/A[2] 

[1] Where living rooms are located on corners of the building (ie, dual aspect), the overall facade sound 
insulation is required to be 3 dB greater than the value given on both facades. 

[2] There are no windows located on this facade. 

Example glazing configurations that could achieve the required glazing sound insulation 
performances set out in Table 3 are provided in Table 4. 

It is understood that secondary glazing will be provided to the majority of the proposed 
development. It is understood that existing primary glazing comprises historic single pane 
glazed timber framed sash windows, based on email correspondence received from Beech 
Design and Build on 8 July 2021. Existing glass is assumed to be 6 mm thick, based on similar 
dated buildings in the centre of Manchester. If existing glass is less than 6 mm thick, this will 
require re-assessment and secondary glazing requirements may be more onerous. 
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Table 4 Example glazing configurations 

Glazing sound 
insulation, R’w+Ctr (dB) 

Example glazing configuration 

25 6 mm glass/16 mm cavity/6 mm glass 

OR 

Existing 6 mm glazing/50 mm cavity with sound absorbent 
reveals/6 mm secondary glazing 

28 8 mm glass/16 mm cavity/6 mm glass 

OR 

Existing 6 mm glazing/50 mm cavity with sound absorbent 
reveals/6 mm secondary glazing 

30-31 8 mm glass/16 mm cavity/6 mm glass 

OR  

Existing 6 mm glazing/100 mm cavity with sound absorbent 
reveals/4 mm secondary glazing 

33 6.8 mm acoustic laminate glass/16 mm cavity/6 mm glass 

OR 

Existing 6 mm glazing/100 mm cavity with sound absorbent 
reveals/6 mm secondary glazing 

34-35 8.8 mm acoustic laminate glass/16 mm cavity/6 mm glass 

OR 

Existing 6 mm glazing/150 mm cavity with sound absorbent 
reveals/6 mm secondary glazing 

36-37 8.8 mm acoustic laminate glass/16 mm cavity/10 mm glass 

OR 

Existing 6 mm glazing/150 mm cavity with sound absorbent 
reveals/6 mm secondary glazing 

38 8.8 mm acoustic laminate glass/20 mm cavity/10 mm glass 

OR 

Existing 6 mm glazing/150 mm cavity with sound absorbent 
reveals/8 mm secondary glazing 
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Glazing sound 
insulation, R’w+Ctr (dB) 

Example glazing configuration 

40-41 8.8 mm acoustic laminate glass/16 mm cavity/12.8 mm acoustic 
laminate glass 

OR 

Existing 6 mm glazing/150 mm cavity with sound absorbent 
reveals/10 mm secondary glazing 

OR 

Existing 6 mm glazing/200 mm cavity with sound absorbent 
reveals/6.4 mm secondary glazing 

Sound absorbent reveals to secondary glazing are provided as a liner between the glass panes 
(within the cavity introduced). This would not require any changes to the existing building 
fabric. 

6.2.3 Roof construction 

A new lath and plaster ceiling (to match existing) is proposed beneath the existing slate roof, 
as per the received drawing 061_501B. The overall roof build-up is understood to comprise: 

o Existing slate roof 
o Approx. 190 mm cavity containing 2 layers of wool insulation 
o 2 layers of fireboard (assumed ≥12.5 mm thick, with density ≥640 kg/m3) 
o Approx 70 mm cavity 
o Lath and plaster ceiling. 

Timber joists are also proposed. 

The overall roof construction is expected to provide performance at least equivalent to the 
most onerous facade sound insulation performance requirement of Rw+Ctr 41 dB (as per 

Table 2), therefore roof sound insulation performance is suitable. 

6.2.4 Ventilation strategy 

It is understood that mechanical ventilation is proposed throughout. Opening windows will not 
be relied upon for ventilation. 

Existing ventilation opening which within the facade to the proposed dwellings will need to 
connect to sound attenuated ducted ventilation systems or be removed and filled to the full 
depth with a material that is at least the same density as the wall. 

It is understood that proposed AHU unit has a sound power level of Lw 68 dB, based on email 

correspondence received from Parker Wilson on 8 June 2021. This is understood to correspond 
to both supply and extract terminations. 
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An indicative spectrum shape for AHU supply and extract has been provided by Parker Wilson, 
based on a similar unit, provided in Table 5. This spectrum shape has been assumed for the 
purposes of this assessment. 

Table 5 Indicative AHU spectrum shape 

 Octave-band centre frequency (Hz) 

 63 125 250 500 1000 2000 4000 8000 

AHU supply 68 78 74 65 60 56 52 51 

AHU extract 69 79 81 80 77 71 67 65 

Based on a Revit model screenshot received which indicates proposed ductwork layouts for 
each floor, the following lengths of duct have been assumed between the proposed AHU and 
the room-side termination within the worst-affected apartment: 

• 11m duct at 0.5 x 0.35 m 

• 5 bends with radius 0.5m 

• 2 50-50 splits 

• End reflection loss for duct size 0.5 x 0.35m. 

These are considered conservative assumptions. If ductwork has shorter or simpler (i.e. less 
bends or splits) routing between the AHU and worst-affected apartment, this will require 
re-assessment.  

Based on the above, it is expected that additional attenuation will be required to the AHU 
supply and extract to allow building services noise criteria (as per Section 4.1.2) to be achieved. 
Attenuation requirements are set out in Table 6. 

Table 6 Additional attenuation requirements 

 Insertion loss (dB) 

Octave-band centre frequency (Hz) 

 63 125 250 500 1000 2000 4000 8000 

AHU supply attenuation 
required 

- 21 25 21 20 17 13 10 

AHU extract attenuation 
required 

- 10 20 24 25 20 16 12 
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These insertion loss requirements could be achieved by one of the following options (or 
several in combination): 

• In-duct attenuators (allowance should be made for 2100 mm attenuator to supply and 
1500 mm attenuator to extract) 

• Unit reselection to lower sound power levels 

• Several smaller AHU units (with lower sound power levels) instead of a single unit. 

The insertion loss requirements set out above are based on the indicative spectra shape given 
in Table 5 and sound power level of Lw 68 dB for both supply and extract. If sound power level 

for either supply or extract differ from this then re-assessment will be required.   


