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Drawn Apprvd.DateRevision Description

Permeable Paving Arrangement

S2-P01 02-10-20 for comment JH/AM AM

NOTES:

1. Do not scale from this drawing.

2. Always work to noted dimensions.

3. All dimensions are in millimetres unless otherwise stated.

4. All setting out, levels andE dimensions to be agreed on site.

5. The dimensions of all materials must be checked on site before being laid out.

6. This drawing must be read with the relevant specification clauses and detail 

drawings.

7. Order of construction and setting out to be agreed on site.

LOCATION PLAN 

For tree pit - TP1 in hard detail 
interface refer to Typical Tree Pit 
drawing - 
MF-PLA-XX-GF-DR-L-10-6000

Interface Details Notes:

- DO NOT cut units to less than one half origanal size 

- Edge units to be orientated to accommodate as shown. Adjacent unit can also 

be cut shorter to accommodate.

D1 - interface detail   (scale 1:10)

D2 - interface detail   (scale 1:10)

D3 - interface detail   (scale 1:10)

D4- interface detail   (scale 1:10)

P1.2

P1.1

P1.1

Unit cuts to be no less than 
one half original size

P1.2

P1.1

P1 paving interface detail plan  (scale 1:100)

HGV Lorry Tracking Movement

For tree pit - TP1 in hard detail 
interface refer to Typical Tree Pit 
drawing - 
MF-PLA-XX-GF-DR-L-10-6000

For tree pit - TP3 in hard detail 
interface refer to Typical Tree Pit 
drawing - 
MF-PLA-XX-GF-DR-L-10-6002

S2-P02 06-10-20 for coordination AM AM

Full width P1.1 units used at 
paving interfaces.
Unit cuts to be no less than 
one half original size.

D2-P03 16-12-20 for tender TF AM

P1.1

P1.1

Full width P1.1 units used at 
paving interfaces.
Unit cuts to be no less than one 
half original size.

Half size P1.1 units used 
adjacent to unit cut to allow for 
cuts to be no less than one half 
original size

Half size P1.1 units used 
adjacent to unit cut to allow 
for cuts to be no less than 
one half original size

Units re-orientated to create 
appropriate sized unit at 
interface.
Unit cuts to be no less than 
one half original size.

D2-P04 21-01-21 1. layout amended  to coordinate with

new drain location

2. slot drain interface detail added

TF AM

DC3 - M200D Drainage Channel

DC3 - M200D Drainage Channel

DC3 Drainage Channel / P1 Permeable Paving Interface
Scale: 1:20
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1 - Drainage Channel 223mmW - DC3

Product: ACO MultiDrain M200D

Finish: ATec coated Heelguard ductile iron.

Dimensions: 223mmW x 500mmL  depth varies.

Supplier: ACO Technologies or similar and approved.

subject to engineers detail and specification

Refer to drawing  MF-PLA-XX-GF-DR-L-10-5002  for 

details.

2 - Precast Concrete Paving Units - P1.1

Refer to drawing  MF-PLA-XX-GF-DR-L-10-5000  for 

details.

3 - Precast Concrete Green Gap Paving Units 

P1.2

Refer to drawing MF-PLA-XX-GF-DR-L-10-5000  for 

details.

6 - Polymer Modified Mortar

To engineers specification.

5 - Concrete haunch.

To engineers specification.

6 - Granular MOT Type 1 Sub-base.

To engineers specification.
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