LEGEND
HARD LANDSCAPE - Surfacing

Tarmacadam Surface (to Engineer's Specification)
To car parking/pavement area

Central Courtyard & Street Pavement Paving
EcoPave textured paving units by Charcon or equal and approved.
600x200x80mm. Laid as stretcher bond. Colour: Grey Fleck

Feature Paving Bands
Kellen Lavaro paving units by Hardscape or equal and approved.
Series 300 - 300x900x100mm. Laid as stretcher bond. Colour: Grijs

Central Courtyard Small Unit Paving

Kellen Lavaro paving units by Hardscape or equal and approved.
Series 100 - 100x300x100mm. Laid as stretcher bond. Colour: Wit,
Zwart & Grijs random mix

Gravel Surfacing
Surrounding generator hardstanding & condenser compound.
Specification to be confirmed
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HARD LANDSCAPE - Edging & Walls

Standard Concrete Road Kerb
Standard Concrete Kerb - 125x255x914mm. 125mm kerb upstand.
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Standard Concrete Drop Kerb
125x150mmx914mm bullnosed drop kerb units. 15mm maximum upstand

Textured Aggregate Upstand Planter Edging
Eco Countryside Kerb - Classic Wide Top by Charcon or equal and
approved. 290x205x914mm. 125mm upstand. Colour: Black Fleck

Pin Kerb Edging
50x150x914mm square edged/flat top edging. Laid flush with adjacent
surfacing

Pin Kerb Mowing Trim (& trim to planters below full length windows)
7z, 50x150x914mm edging laid flat. Laid flush with adjacent surface, with
mortar bed and consolidated stone base
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Deterrent Paving with Boulders to Undercroft
Elite Paving Format 3 by Charcon or equal and approved.
600x600x74mm. Colour; white. 600-1200mm glacial boulders

HARD LANDSCAPE - Fencing & Railings

2.5m High Secure Fence
@' Paladin galvanised weldmesh fencing with powder coated finish. Colour:

Black

| __4 Vehicular Double Gates

L7 To Contractor's design and verified by Engineer
1.2m High Railings

Vertical bar galvanised steel decorative railings with powder coated finish.
Colour: Black

Pedestrian Gate
Vertical bar galvanised steel decorative railings with powder coated finish.
Colour: Black

2.1m Timber Vertical Hit & Miss Fence.
All timber to be tanalised
Colour: to be approved

Fixed Bollard
Semi-Domed Sheffield Stainless Steel Bollard BX47/SemiDomed by Broxap
or equal and approved. 316 grade s/s satin finish, rootfixed. 1000mm height,

E 140mm dia. Recessed with single white reflective band

Removable Bollard

Semi-Domed Sheffield Stainless Steel Bollard BX47/SemiDomed Removable
by Broxap or equal and approved. 316 grade s/s satin finish, lift-out/removable.
1000mm height, 140mm dia. Recessed with single white reflective band

Anti-Trap Bollard/Cane Guard

Door Barrier BX14/DB by Broxap or equal and approved. Height: 1320mm
(including root for submerged fixing), width: 450mm,diameter tube: 42mm.
Galvanised and polyester powder coated. Colour black.

Access Control Post
Post mounted 'push to open’ pad and electronic card reader. With

concealed base plate bolt-mounted to planter edging. Design to be
approved. Galvanised and polyester powder coated. Colour black.
Edging to be drilled to route wiring through, into concealed ducting.

HARD LANDSCAPE - Drainage

Drainage Gulley
Indicative location of drainage gulley/surface water outlet. Locations and
details of surface water drainage system to be verified by Engineer

Surface Water Drainage Channel
Indicative location of channel/slot drain. Locations and details of surface
water drainage system to be verified by Engineer

NOTE: Drainage layout is indicative only - please refer to Engineer's

drainage proposals

SOFT LANDSCAPE

Proposed Medium Street Trees in Containers

To be planted in containers on Birchall Way and Bonsall Street as 18-20cm
girth Extra-Heavy Standard deciduous specimens. On Birchall Way, set on
tarmacadam base with pin kerb edgings. On Bonsall Street site frontage,
set on paving.

Proposed Shrub Planting
To be planted as 5L containerised plant stock at 3-5 plants per sq.m with
30L specimen shrubs and bulb planting

Proposed Defensive Shrub Planting
To be planted as 5L containerised thorny species plant stock at 3 plants
per sq.m

Proposed Native Species Hedge
To be planted as bare root native species plant stock along Birchall Way
site frontage.

Proposed Grassed Areas
To be laid as turf

Proposed Green Roof
To be Sedum Green Roof

Green Roof (Area 1)

Green roof 10 specialist specification, 1o consist of appropriate native
wildflower green roof plants including

flax  Rough Hawkbit
Common Vetch Selthedl
Cowslip Wild Marjoram
Musk Mallow Yarrow Milfoi

St Jobhns-wort Cornflower

Wild Pansy
Hoary Plantain
Lesser Stitchwort
Scarlet Pimpernel

l';:"-_’.j Green Roof (Area 2)

Suitable for 'Black Redstart’, including mix of aggregare, such as
crushed brick / topsoil / peat free compost; overlaid with rock /
chippings, countered in height from zero to 500mm (hibernacula)
200f 10 be seeded with a mixture of 5t John's Wort / Yellow Worr /
Common Century / Black Medick / Doves Foot Cranes Bill /
Common Eyebright / Betony / Devils Bir Scabious / Ribwort Plantain
and Seltheal.

1B Schwelger nest box

1B Schwelger Nest Box (26/32mm entrance holes)

Pavement

SECTION A-A
SCALE 1:50

Railings

Turf grass

Building
Planting
@, @,
O@ @z
@@@@@@% FFL
35.18

SECTION B-B'
SCALE 1:50

Building
Planting
S Y N2
o
R TR Upstand
FFL §Q§ @D %%nter edging
35.18 o\ S
; % > 34.14 Macadam
% Y Q, Small unit paving surface
/S 34.

VA VA A A Y A VA v AP
\

T N e

3543 +

Sy

\

It ﬁxing/o wall

ight y roof

Ladder eye Bo
at | 125mm h
maintenance 2

© Condenser
compound

g;c.;amp{;;

Section

3503

\
o
X8

T ©
a ‘(/\/
Sy 3482

8-boundary line ——_

35.32

Existing Ie&r‘qp,pos‘t"—
to be-rétained

Existing lamp post
to be retained

4.893

Single cycle hoop

RED LINE BOUNDARY - SOLID RED (APPLICATION BOUNDARY)

from drawing: (333)1509-GWP-XX-00-A-(PA)0004_Proposed Site Plan-PO|.dwg

BLUE LINE BOUNDARY - SOLID BLUE (OWNERSHIP BOUNDARY)

from drawing: (333)1509-GWP-XX-00-A-(PA)0004_Proposed Site Plan-P01.dwg

'Push to open' pad (post-mounted)

Electronic card reader (post-mounted)

Mounting post for 'push to open' pad and
electronic card reader. Design to be
approved. Galvanised and polyester powder
coated finish; colour black.

Height of pad and reader to be between
900 and 1050mm above ground level. All in
accordance with BS:8300.

Concealed mounting post base plate.
Galvanised and polyester powder coated
finish; colour black.

Anti-Trap Bollard/Cane Guard Door Barrier
BX14/DB by Broxap. Galvanised and
polyester powder coated finish; colour
black. Paving core-drilled and barrier root
fixed through into concrete foundations.
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T12| Revisions in accordance with Kier's comments 10/06/21
TI1| Revisions in accordance with Kier's comments 04/06/21
TI10| Fencing to courtyard updated 30/11/20
T9 | Layout/levels adjustments, generator added 30/07/20
T8 | Layout/levels adjustments, S278 info & details added | 16/03/20
T7 | Layout/levels adjustments, sections/details added 31/01/20
Té6 | Layout adjustments, tree planter info added 30/10/19
T57| Drainage updated. Door access control added 24/10/19
/' T4 | Building updated. grass added by deterrent paving 25/09/19
T3 | Updated in accordance with Architects layout 29/05/19
T2 | Green roofs added, layout adjusted 19/11/18
Tl Revisions in accordance with Kier's comments 08/10/18
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Tree planters to Birchall Way and Bonsall
Street frontages to be powder coated
galvanised steel containers
1200x1200x 1 000mm details to be approved.

Timber vertical hit and miss fencing 2.Im
height, with 1.0m clear opening width
lockable single gates to match. Tanalised
timber. Colour to be agreed.
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All levels and dimensions to be checked on site by contractor prior to
commencement; Any variations to be reported to the client. This drawing is to be
read in conjunction with all others relating to the project and all information derived
accordingly; any anomalies to be reported to the client. Use figured dimensions only.
Work shown on this drawings to be carried out in accordance with current British
Standards and Codes of Practice.

© Copyright to DEP Landscape Architecture Limited. The information shown on this
drawing shall not be reproduced or copied in any form without prior written consent
from DEP Landscape Architecture Limited.
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