atelier Planning Information

URBAN ARCHITECTS & DESIGNERS

Project: Paragon Mill
Project Ref:1887
Date: 4t August 2021
Revision: -

Re: Application number: CDN/21/0566

Proposal: Discharge of condition 7 (raised floor) attached to Listed Building Consent
referenced 126171/LO/2020

Location: Ground Floor, Paragon Mill, Cotton St , Manchester

Method Statement:

The raised access floor is not physically fixed to the new screed — it is simply loose laid into
place.

Extract from drawing 420 below indicates the build-up onto of the existing (non original) slab.

Existing paving
Existing brick external wall

Polymer mortar bedding to row of
pavers abutting drainage channel

Perimeter drainage channel

New door

Min 25mm polymer modified mortar

Paving to match elsewhere - NB may be reclaimed
where removed to take slot drain. Laid 1:40
towards drainage outlet.

Visqueen Pro Detailing Strip lapped over thresholc
and underneath pavers/lapped into DPM - on
primer as per manufacturer recommendations.
Min 50mm concrete haunching

Threshold shim/packer as required.All gaps to be
sealed with PU insulation

Flexible sealant to door frame perimeter
New DPC underneath door

Engineering brick upstand
DRM extended to lap vertically and underneath
thréshold DPC

1:21 ramp formed as lrequired-to suit existing and
raised access floor levels. Plywood sheet on
softwood studs ‘

New Visqueen High Performance DM

New 45mm thick reinforced concrete
screed

/7 Finishes on raised access floor
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