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L40 General glazing

To be read with Preliminaries/ General conditions.

GENERAL REQUIREMENTS

111 PREGLAZING
• Preglazing of components: Permitted.
• Prevention of displacement: Submit details of precautions to be taken to protect glazing

and compound/ seals during delivery and installation.
• Defective/ displaced glazing/ compound/ seals: Reglaze components in situ.

130 REMOVAL OF GLASS/ PLASTICS FOR REUSE
• Existing glass/ plastics and glazing compound, beads, etc: Remove carefully, avoiding

damage to frame, to leave clean, smooth rebates free from obstructions and debris.
• Deterioration of frame/ surround: Submit report on defects revealed by removal of glazing.

- Affected areas: Do not reglaze until instructed. 
• Reusable materials: Clean glass/ plastics, beads and other components that are to be

reused.

150 WORKMANSHIP AND POSITIONING GENERALLY
• Glazing generally: In accordance with BS 6262 series.
• Integrity: Glazing must be wind and watertight under all conditions with full allowance made

for deflections and other movements.
• Dimensional tolerances: Panes/ sheets to be within ± 2 mm of specified dimensions.
• Materials:

- Compatibility: Glass/ plastics, surround materials, sealers, primers and paints/ clear 
finishes to be used together to be compatible. Avoid contact between glazing panes/ 
units and alkaline materials such as cement and lime.

- Protection: Keep materials dry until fixed. Protect insulating glass units and plastics
glazing sheets from the sun and other heat sources.

151 PREPARATION
• Surrounds, rebates, grooves and beads: Cleaned and prepared by others.

152 PREPARATION
• Surrounds, rebates, grooves and beads: Clean and prepare before installing glazing;

ensure compliance with any certified installation requirements.



155 GLASS GENERALLY
• Standards: To BS 952 and relevant parts of:

- BS EN 572 for basic soda lime silicate glass.
- BS EN 1096 for coated glass.
- BS EN 1748-1 for borosilicate glass.
- BS EN 1748-2 for ceramic glass.
- BS EN 1863 for heat strengthened soda lime silicate glass.
- BS EN 12150 for thermally toughened soda lime silicate safety glass.
- BS EN 12337 for chemically strengthened soda lime silicate glass.
- BS EN 13024 for thermally toughened borosilicate safety glass.
- BS EN ISO 12543 for laminated glass and laminated safety glass.

• Panes/ sheets: Clean and free from obvious scratches, bubbles, cracks, rippling, dimples
and other defects.
- Edges: Generally undamaged. Shells and chips not more than 2 mm deep and

extending not more than 5 mm across the surface are acceptable if ground out.

165 HEAT SOAKING OF THERMALLY TOUGHENED GLASS
• Standard: To BS EN 14179-1 and -2.

- Holding period (minimum): 2 hours.
• Certified evidence of treatment: Submit.
• Designated locations: Curtain walling as required.

170 PLASTICS GLAZING SHEET
• Condition: Free from scratches, edge splits and other defects.
• Preparation for use: Protective coverings carefully peeled back from edges and trimmed off 

to facilitate glazing. Remainder retained in place until completion unless instructed
otherwise.

180 BEAD FIXING WITH PINS
• Pin spacing: Regular at maximum 150 mm centres, and within 50 mm of each corner.
• Exposed pin heads: Punched just below wood surface.

181 BEAD FIXING WITH SCREWS
• Screw spacing: Regular at maximum 225 mm centres, and within 75 mm of each corner.

TYPES OF GLAZING

520 FIRE RATING
• Assessment of capability: Submit proposed construction details of designated items to a 

UKAS/ EA accredited laboratory or other approved authority for assessment of capability of 
achieving specified fire ratings.
- Test standard: To BS 476-22.

• Assessment/ test results and reports: Submit immediately they are available, and before 
installing glazing.

• Designated items: Vision Panels.

630 MANIFESTATION GENERALLY
• Design: Based on the Beech Design & Build Interior Design Tender Information noted on

drawings numbered 142-66-009 - Glass Balustrading and 142-66-010 for the Main
Entrance Door.
- Art work: To be prepared by contractor and submitted for approval.
- Media: Full size drawing.

• Technique: Applied film.


