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Retained Wall Elevation - Entrance & Lintel Detail
1

1 Brickwork – light grey/ buff. Mortar colour to provide slight contrast with brick, bucket handle joints.

1a Brickwork, as item 1. Recessed 20mm from front face of adjacent brick

1b Brickwork, as item 1. Ventilation air brick to match brickwork, as item 1. Location TBC

1c Brickwork, as item 1.Solider Coursing

2 Brickwork – grey/black. Mortar colour to provide slight contrast with brick, bucket handle joints.

2a Brickwork, as item 2. Recessed 20mm from front face of adjacent brick.

2b Brickwork, as item 2. Ventilation air brick to match brickwork, as item 2. Location TBC

2c Brickwork, as item 2. Solider Coursing

3 Brickwork –brown/ buff. Mortar colour to provide slight contrast with brick, bucket handle joints.

3a Brickwork, as item 3. Recessed 20mm from front face of adjacent brick.

3b Brickwork, as item 3. Ventilation air brick to match brickwork, as item 3. Location TBC

3c Brickwork, as item 3. Solider Coursing

4 Aluminium cladding panel, tiger powder coated colour and finish to match window frames. All fixings to be concealed.

5 Aluminium window with clear glazing and Tiger powder coated frames. Opening as indicated on drawings. 50mm profiles to all mullions
and transoms. Colour bronze.

6 Aluminium fixed window with clear glazing and Tiger powder coated frames. 50mm profiles to all mullions and transoms. Colour bronze.

7 Aluminium window system with clear glazing comprising fixed window pane and one side hung opening panel. 50mm profiles to all
mullions and transoms. Perforated fixed aluminium panel to front face of opening panel to provide purge ventilation. Panel and framing
powder coated. Colour TBC. Refer to detail drawings.

8 Operable aluminium skylight with clear glazing and Tiger powder coated frames. Colour bronze

9 Aluminium curtain wall system with clear glazing and Tiger powder coated frames to match windows. 50mm profiles to all mullions and
transoms.

10 Fixed window complete with aluminium sill profile to reveal. Profile & colour to match window & sill.

11 External metal door, powder coated. Colour and finish to match window frames. Fully louvred where indicated on drawings.

12 Metal standing seam roofing. Colour to match window frames.

13 Aluminium parapet capping, Tiger powder coated colour and finish to match window frames.

14 Feature lightweight steel fin fencing to be cut to form the shape of the existing ashlar wall and detail.

15 Aluminium cover cladding panel (solid aluminium) Classified as A1 European Standard or better. Panels to be secret / concealed fixed.
Tiger powder coated. Colour to be confirmed. Exact colour be confirmed via sample, approved by Client, LPA & Architect.

16 Feature lantern to be introduced to the top of the listed chimney. Material and colour to be confirmed via sample, approved by Client,
LPA & Architect,

17 Aluminium recessed feature lintel detail. Colour to match windows.

A Existing listed ashlar wall to be retained and repaired where required.

B Exsiting listed ashlar base wall to be retained and repaired where required.

C Brick filled opening within the existing ashlar wall is to be removed. A new aluminium window system with 50mm profile to be installed.
Colour to match other windows/ CW. Deep internal cills with chamfered head detail.

D Existing corners Quoins to be retained. Extent of brickwork adjacent to quoins to be confirmed.

E Existing listed brick chimney to be retained and repaired / repointed as required.

F Existing Columns to be retained and made good.
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Curtain Walling Detailed Section - Entrance
2
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