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1. Introduction 

Earth Environmental and Geotechnical Ltd have produced this surface water management report to discharge 
Planning Condition 7 for a residential development at Kingsley Road, Northenden, Manchester, which states: 

‘No development shall take place until a surface water drainage scheme, designed in accordance with Non-Statutory 
Technical Standards for Sustainable Drainage Systems (March 2015) or any subsequent replacement national 
standards, have been submitted to and approved in writing by the Local Planning Authority. The submitted scheme 
shall include: 

• Results of ground investigation carried out under Building Research Establishment Digest 365. Site 
investigations should be undertaken in locations and at proposed depths of the proposed infiltration devices. 

• Details of surface water attenuation that offers a reduction in surface water runoff rate in line with the 
Manchester Trafford and Salford Strategic Flood Risk Assessment, i.e. at least a 50% reduction in runoff 
rate compared to the existing rates, as the site is located within Critical Drainage Area; 

• Runoff volume in the 1 in 100-year, 6 hours rainfall shall be constrained to a value as close as is reasonably 
practicable to the greenfield runoff volume for the same event, but never to exceed the runoff volume from 
the development site prior to redevelopment; 

• Evidence that the drainage system has been designed so that flooding does not occur during a 1 in 100-
year rainfall event with allowance for climate change in any part of a building; 

• Assessment of overland flow routes for extreme events that is diverted away from buildings (including 
basements); 

• Hydraulic calculation of the existing and proposed drainage system and construction details of flow control 
and SuDS elements’. 

This report describes and demonstrates how the surface water run-off from the post development area will be 
managed to adhere to national and local planning policy, regulations, and relevant design guidance, which include: 

• National Planning Policy Framework (NPPF) 2019 Paragraphs 149-150 and 155-165; 

• National Planning Practice Guidance (NPPG);  

• Principles of Sustainable drainage systems (SuDS) set out by DEFRA (2011); 

• Ciria SuDS Manual C753 (2015); 

• Non-Statutory Technical Standards for Sustainable Drainage Systems (March 2015); 

• Manchester City, Salford City and Trafford Councils Level 1 SFRA (May 2010);  

• Manchester City, Salford City and Trafford Councils Level 2 SFRA (March 2011);  

• Manchester City Council – Local Flood Risk Management Strategy (March 2014); 

• Manchester Local Development Framework – Core Strategy Development Plan (July 2012). 

Manchester City Council (acting as Lead Local Flood Authority - LLFA) need to be satisfied that the design and 
drainage principles of the proposed development will address the surface water management and risk of flooding 
within the site; will ensure that the drainage is managed and maintained for its lifetime to prevent flooding; and will 
ensure that the development will not increase the risk of flooding to neighbouring land and property. 
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2. National Policies and Water Management Guidance  

2.1. National Planning Policy Framework (NPPF) and National Planning Practice Guidance (NPPG)  

The NPPF 2019 sets out the Government’s planning policies for England and how these should be applied. It 
provides a framework within which locally prepared plans for housing and other development can be produced. This 
document is used to form this surface water management report, with particular attention to Paragraphs 149 to 154 
Planning for Climate Change, and Paragraphs 155 to 165 Planning for Flood Risk. 

NPPG, Paragraph 051 states that sustainable drainage systems (SuDS) are designed to control surface water run 
off close to where it falls and mimic natural drainage as closely as possible, where they provide opportunities to 
reduce the causes and impacts of flooding; remove pollutants from urban run-off at source; and to combine water 
management with green space with benefits for amenity, recreation, and wildlife. 

Further to this NPPG, Paragraph 080 states that the aim should be to discharge surface run off as high up the 
following hierarchy of drainage options as reasonably practicable which (in order) are into the ground (infiltration); 
to a surface water body; to a surface water sewer, highway drain, or another drainage system; to a combined sewer. 

2.2. Flood and Water Management Act 

The Flood and Water Management Act takes forward some of the proposals from three previous strategy documents 
published by the UK Government - Future Water (2008), Making Space for Water (2008) and the UK Government’s 
response to the Sir Michael Pitt’s Review of the summer 2007 floods.  In doing so it gives the EA a strategic overview 
role for flood risk, and gives local authorities responsibility for preparing and putting in place strategies for managing 
flood risk from groundwater, surface water and ordinary watercourses in their areas. 

2.3. Manchester Local Development Framework – Core Strategy Development Plan 

Relevant Policy EN 08 states: 

‘All new development will be expected to be adaptable to climate change in terms of the design, layout, siting, and 
function of both buildings and associated external spaces. In achieving developments which are adaptable to climate 
change developers should minimise flood risk by appropriate siting, drainage, and treatment of surface areas to 
ensure rainwater permeability, and will be permitted to use green infrastructure elements such as green roofs’. 

Relevant Policy EN 14 states: 

‘All new development should minimise surface water run-off, including through Sustainable Drainage Systems 
(SUDS) and the appropriate use of Green Infrastructure. Developers should have regard to the surface water run-
off rates in the SFRA User Guide. In CDAs, evidence to justify the surface water run-off approach / rates will be 
required’. 

Relevant Policy EN 17 states: 

‘Development should avoid any adverse impact on water quality, including during the construction phase, and 
wherever possible should seek to enhance water quality, both chemical and ecological; Development should 
minimise surface water run-off from development and associated roads, and maximise the use of appropriate 
sustainable drainage systems, to minimise groundwater contamination, and to avoid pollutants reaching 
watercourses; Development close to a watercourse should also ensure that waste or litter cannot enter the 
watercourse from the site; Development should, where feasible and appropriate, seek to open up any culverted or 
hidden watercourse beneath the site to improve the ecological status of that watercourse’. 
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3. Site Setting and Description  

3.1. Site Location  

The development site located in a residential area of Northenden, is approximately 1kmm north west of Gatley train 
station, approximately 1 km west East Didsbury train station, and as shown in Appendix A, is bound by a dwelling 
at No.16 Kingsley Road to the north; Kingsley Road to the east; residential dwellings leading onto Beach Avenue to 
the south; and residential dwellings leading onto Chapel Road to the west. 

The full site address of the site is 18 and 18a Kingsley Road, Northenden, Manchester, with the nearest postcode 
being M22 4NL, and the co-ordinates of the centre of the site being: Easting: 382900, Northing: 389949. 

3.2. Existing Site  

As detailed in Appendix B, the existing site currently consists of a large commercial building which covers most of 
the northern and central site areas; a car park / service yard to the south east of the site; and a smaller commercial 
building to the south west of the site. All of the existing site is impermeable / developed and therefore is classed as 
a brownfield site.  

In term of topography the site is relatively flat, with a slight fall in a south west to north east direction (towards 
Kingsley Road), and an approximate average level of 32.00m AOD.  

3.3. Proposed Development 

The full description of the development site is to be stated by the Architect, with a detailed plan shown in Appendix 
C. In brief, and as stated on the planning decision notice, the development is the: 

‘Erection of 8no dwelling house comprising of 2no. two storey semi-detached and 6no. three storey terraced 
townhouses together with associated car parking, landscaping and boundary treatment’. 

The commercial buildings will be demolished, and the new residential units will be built through the centre of the 
site, with the driveways and access routes being to the front of the units / east of the site (adjacent to Kingsley 
Road and Beech Avenue), and patio with garden areas being to the rear of the units / west of the site.  

3.4. Ground Conditions 

A ground investigation and infiltration tests are yet to take place at the development site. However, data for the 
ground conditions can be sourced from the British Geological Survey (BGS) website, where it identifies the 
development site to have superficial deposits of Devensian (sand and gravel), over bedrock consisting of Tarporley 
Siltstone Formation (siltstone, mudstone, and sandstone).  

The BGS website also shows borehole log data from areas within 150m of the site and within the same superficial 
deposit / strata (see Figure 1 for location and Appendix D for details), which identify the strata of the ground to 
predominantly consist of clay. The data between the boreholes is consistent, and therefore it is assumed that the 
ground at the development site predominantly consist of clay. 

 
Figure 1 – BGS Borehole Location 
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3.5. Waterbodies 

There are no known waterbodies, rivers, canals, or reservoirs directly adjacent to the development site, with the 
nearest main waterbody being the River Mersey approximately 500m to the north west. 

3.6. Public Sewers and On-Site Drainage  

As detailed on the United Utilities asset plans in Appendix E, there is a 225mm diameter combined water sewer 
within Kingsley Road (east of site), that flows in a northerly direction.  

An on-site drainage survey is yet to take place. However, as all of the pre-development site consists of buildings 
and external hard-standing areas, it is believed that the surface water run-off discharge to a below ground 
drainage network, prior to connection / discharge to the combined sewer within Kingsley Road.   

3.7. Development Areas 

The development site boundary area equates to approximately 1,560m² / 0.156 ha. 

The pre-development site consists of the existing commercial buildings and external hard-standing areas, with all 
the site deemed to be impermeable. 

The surface water run-off from the existing building and hard standing areas is believed to discharge to an existing 
surface water network (and subsequently to the combined water sewer), and therefore for the purpose of the surface 
water management calculations, the urban factor is deemed to be 1.00 (0.75 and 0.50 maximum factors for run-off 
rate and volume calculations, respectively) and a pre-development run-off area equating to 0.156 ha. 

The post development site consists of the new dwellings, driveways, footpaths, and patio areas, which equate to 
approximately 1,100m² / 0.110 ha, and the garden area to the rear, which is deemed to be permeable, which equates 
to approximately 460m² / 0.046 ha. 

The surface water run-off from the new dwellings, driveways, footpaths, and patio areas will discharge to a new 
below ground drainage network, with the surface water run-off from the garden areas discharging off the site at a 
natural / greenfield rate.  

Therefore, for the purpose of the surface water management calculations, the post development surface water run-
off management area will equate to 0.110 ha. 
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4. Surface Water Management Principles 

4.1. Run-Off Destination 

Surface water run-off is to discharge to one or more of the following in the order of priority shown:  Discharge into 
the ground (infiltration); Discharge to a surface water body; Discharge to a surface water sewer, highway drain or 
other drain; Discharge to combined sewer. 

4.2. The Management Train 

A concept fundamental to implementing a successful SuDS scheme is the management train. This is a sequence 
of SuDS components that serve to reduce run-off rates and volumes and reduce pollution. The hierarchy of 
techniques that are to be used for the surface water management of the development are: Prevention - Prevention 
of run-off by good site design and reduction of impermeable areas; Source Control - Dealing with water where and 
when it falls (e.g. infiltration techniques); Site Control - Management of water in the local area (e.g. swales, detention 
basins); Regional Control - Management of run-off from sites (e.g. balancing ponds, wetlands). 

4.3. Design Principles 

The design principles for the surface water management of the development will be to: Ensure that people, property 
and critical infrastructure are protected from flooding; Ensure that the development does not increase flood risk off 
site; Ensure that SuDS can be economically maintained for the development. 

4.4. Peak Surface Water Flow  

The peak surface water flow from the post development site is to adhere to the NPPF guidance, Manchester City, 
Salford City and Trafford Councils SFRA, and as stated in Condition 7 of the planning consent, where: 

'The surface water run-off rate to be at least a 50% reduction in run-off rate compared to the existing rates.’ 

4.5. Surface Water Run-Off Volume  

The surface water run-off volume is to adhere to Condition 7 of the planning consent notice, which states:  

Run-off volume in the 1 in 100-year, 6 hours rainfall shall be constrained to a value as close as is reasonably 
practicable to the greenfield runoff volume for the same event, but never to exceed the run-off volume from the 
development site prior to redevelopment. 

4.6. Flood Risk 

The prevention of flood risk is to adhere to Condition 7 of the planning consent notice, which states: 

‘Evidence that the drainage system has been designed so that flooding does not occur during a 1 in 100-year rainfall 
event with allowance for climate change in any part of a building’; 

4.7. Pollution 

The SuDS design for the development site will ensure that the quality of any receiving water body is not adversely 
affected and preferably enhanced in accordance with Ciria SuDS Manual C753, Chapter 4. 

4.8. Designing for Exceedance 

The development site design will be such that when SuDS features fail or are exceeded, exceedance flows do not 
cause flooding of properties on or off site. This is achieved by completely containing the surface water within the 
drainage system (including areas designed to hold or convey water) for all events up to a 1 in 30-year event. The 
design of the site ensures that flows from rainfall more than a 1 in 100-year rainfall event are managed in exceedance 
routes that avoid risk to people and property both on and off site. 
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5. Surface Water Run-Off Destination 

The destination of the surface water run-off from the post development site has been assessed against the 
prioritisation set by the Approved Document H (2010). The feasibility of the surface water run-off to the priority 
receptors are as follows: 

Run-Off 
Destination 

Feasible Description  

Discharge to 
Ground 

No BGS data identifies the development site to have superficial 
deposits of Devensian (sand and gravel), over bedrock 
consisting of Tarporley Siltstone Formation (siltstone, 
mudstone, and sandstone).  

The BGS borehole log data within the same strata also 
identifies the strata of the ground to predominantly consist of 
clay.  

As the boreholes are consistent, it is assumed therefore that 
the ground at the development site predominantly consist of 
clay (exceptionally low infiltration value), and therefore 
discharging the surface water to ground will not be feasible.  

Discharge to 
Surface Water 
Body  

No There are no known waterbodies near to the development 
site, and therefore discharge of the surface water to a 
waterbody is not feasible.  

Discharge to 
Surface Water 
Sewer  

No There are no known surface water sewers near to the 
development site, and therefore discharge of the surface 
water to a surface water sewer is not feasible. 

Discharge to 
Highway Drain 
or Other 

No There are no known highway drains or other drains near the 
development site, and therefore discharge to a highway or 
other drain is not a feasible destination. 

Discharge to 
Combined 
Water Sewer 

Yes As the ground is not suitable for infiltration, and there are no 
known waterbodies, surface water sewers, or highway drains 
near the site, the alternative is to discharge the surface water 
to the 225mm combined water sewer in Kingsley Road. 

This surface water runoff destination is believed to replicate the 
pre-development run-off destination. 
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6. SuDS Feasibility  

To reduce the surface water run-off to the greenfield rate, SuDS methods are to be introduced to the post 
development design.  

SuDS methods as per the Sustainable Drainage System (SuDS) hierarchy, and the Non-Statutory Technical 
Standards for Sustainable Drainage Systems – March 2015, that can be used are detailed below: 

 
 



 

8 
 

 
The feasibility of the above SuDS methods for the post developed site are summarised in the table below: 

SuDS Method Feasible Use Description  

Green Roofs No The new dwellings are to have pitched roofs, and 
therefore green roofs would not be advantageous, 
and therefore are not a feasible SuDS method. 

Rainwater 
Harvesting  

Yes Rainwater harvesting for water re-use has not been 
considered for the development due to the cost of a 
dual pipe network. 

However, a water butt could be installed for at least 
one rainwater pipe for each dwelling (locations to be 
confirmed), so that the water can be used for 
irrigating the garden areas. 

Soakaway No As stated previously, BGS data identifies the development 
site to have superficial deposits of Devensian (sand and 
gravel), over bedrock consisting of Tarporley Siltstone 
Formation (siltstone, mudstone, and sandstone).  

The BGS borehole log data within the same strata also 
identifies the strata of the ground to predominantly consist 
of clay. As the boreholes are consistent, it is assumed 
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therefore that the ground at the development site 
predominantly consist of clay (exceptionally low infiltration 
value), and the use of soakways is not feasible 

Filter Strips   Yes There is potential to install filter drains within the 
gardens of the dwelling, which will take the surface 
water run-off from the patio, footpath, and dwelling 
roof areas. 

Due to the ground conditions the filter drains will not 
infiltrate the surface water to ground, but will convey 
the surface water to the main drainage network and 
act as a pollutant control at source. 

Permeable Paving / 
Surfacing 

Yes There is potential to install permeable paving / surfacing 
within the driveway and footpath areas of each of the 
dwellings. 

Due to the ground conditions the permeable paving / 
surfacing systems will not infiltrate the surface water to 
ground, but will convey the surface water to the main 
drainage network, and act as a pollutant control at source. 

Swales / Shallow 
Pond 

No Most of small soft landscaping areas within the 
development site are to be used as a private garden or for 
planting. 

Therefore, due to the insufficient areas and 
development levels areas the use of these SuDS 
methods are not feasible. 

Hardscape Storage No  The external hard standing areas of the site are to be 
used for driveways and patio areas only. Therefore, 
there is limited areas for hardscape storage, and is 
not a feasible SuDs method. 

Underground 
Storage 

Yes The surface water management strategy will be to 
discharge the surface water run-off from the post 
development site at the greenfield rate, where practical.  

The controlled rate will be at a lower rate than the surface 
water run-off rate, therefore there will be a requirement to 
have underground storage. 

This will prevent flooding for storm events up to the 1 in 
30-year; and to suitable sized so that the volume of water 
during the 1 in 100-year storm event is kept a minimum at 
surface level, where it can be contained on site. 
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7. Development Greenfield Run-Off Rate and Volumes 

To minimise the surface water run-off from the new development areas of the site, it is preferred that the post 
development surface water run-off be restricted to the equivalent greenfield run-off rate and volumes, where 
possible. 

7.1. Greenfield Run-Off Rate 

The Flood Estimation Handbook (FEH) is often used for the calculation of the greenfield run-off rate, however, 
relevant documents state that to calculate the greenfield run-off rates on small catchments less than 25km², the IH 
124 QBAR equation (and the equation for the instantaneous time to peak for the unit hydrograph approach) is to be 
used. The IH method is based on the Flood Studies Report (FSR) approach and is developed for use on catchments 
less than 25km². It yields the Mean Annual Maximum Flood (QBAR). This reference also recommends the use Ciria 
C753 Table 24.2 to generate Growth Factors. These are used to convert QBAR to different return periods for 
different regions in the UK.   

The input variables to establish QBAR are: 

Return Period (years)  Results based on a range of return periods and the specified RP; 

Area    Catchment Area (ha) which is adjusted to km2 for use in the equation; 

SAAR    Average annual rainfall in mm (1941-1970) from FSR figure II.3.1; 

Soil    Procedure Volume 3. Soil classes 1 to 5 have Soil Index values of 0.15, 0.3, 0.4, 
0.45 and 0.5 respectively; 

Urban   Proportion of area urbanised expressed as a decimal; 

Region Number   Region number of the catchment based on FSR Figure I.2.4.  

QBAR(l/s) 

The output variables to establish QBAR are calculated using the following formula (equation yields m³/s): 

QBAR   =  0.00108 x AREA0.89 x SAAR1.17 x SOIL2.17          

The IH 124 Variables (taken from FSR) that are specific to this site are as follows: 

Area   = 50.00 ha (required area for calculation)    

SAAR    = 868 

Soil    = 0.450 

Urban Factor  = 0.75 (actual 1.00, but 0.75 maximum for equation) 

Region Number  = 10 

The calculations in Appendix F, show the rate for 50.00ha is 705.6 l/s, but is to be reduced to reflect the surface 
water catchment area (0.110 ha) of the development site. Therefore, the QBAR (greenfield run-off) for development 
area has been calculated to be: 

QBAR   = 1.55 l/s (14.11 l/s/ha) 

Ciria C753 Table 24.2 identifies the growth factors for each of the storm events, based on the known QBAR 
figure. The growth factors from the table vary depending on the site location. In this case hydrometric area 
(Region Number) is 10.  
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Based on the figures shown in the table, the growth factors, and the existing greenfield run-off rates for each 
of the storm events for the development areas of the site are as follows: 

 
7.2. Greenfield Run-Off Volume 

The greenfield run-off volume for the 100-year, 6-hour storm event has also been calculated in the MicroDrainage 
software using the data from the Flood Estimation Handbook (FEH), with the results shown in Appendix F. 

The FEH data and variables used to calculate the greenfield run-off volume at the development site locations are 
as follows: 

Site Location  = GB 383250 390300 SJ 83250 90300 

C (1km)   = -0.025 

D1 (1km)   = 0.308 

D2(1km)   = 0.344 

D3 (1km)   = 0.337 

E (1km)   = 0.303 

F (1km)   = 2.443 

Areal Reduction Factor = 1.000 

Area   = 60,590.250 ha 

SAAR   = 1153 

CWI   = 123.707 

SPR Host   = 38.840 

URBTEXT   = 0.50 (actual 1.00, but 0.50 maximum for calculation) 

Based on these variables, and the calculation results provided by the MicroDrainage computer software (Appendix 
F), the greenfield run-off volume for the overall catchment area of 60,590.250 ha, at the site location, is: 

Q100 (6-Hour)   = 20,335,121.842m³ 

This figure is to be reduced to reflect the surface water catchment area of the development site which is 0.110 ha. 
Therefore, the greenfield run-off volume for the development site area has been calculated to be: 

Q100 (6-Hour)   = 36.92m³ (335.62m³/ha) 

 

Storm Event QBAR Growth Factor (C753 
Table 24.2) 

Greenfield Run-off 
Rate 

Q1 1.55 l/s 0.87 1.4 l/s 

Q30 1.55 l/s 1.70 2.6 l/s 

Q100  1.55 l/s 2.08 3.2 l/s 
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8. Pre-Development Surface Water Run-Off Rates and Volume 

The pre-development surface water run-off rate from the commercial buildings and hard-standing areas are to be 
calculated, so that the post development rates are at least a 50% betterment.  

The calculations to determine the pre-development surface water run-off rates are based on the pre-development 
surface water run-off area of 0.156 ha, and the data given by the Flood Estimation Handbook (FEH).  

The pre-development surface water run-off rates and volume have also been simulated in the MicroDrainage 
WinDes software (Appendix G), where the variables used (FEH data) to calculate the surface water run-off rates 
and volumes are as follows: 

Pre-Development Area = 0.156 ha 

Site Location  = GB 383250 390300 SJ 83250 90300 

C (1km)   = -0.025 

D1 (1km)   = 0.308 

D2(1km)   = 0.344 

D3 (1km)   = 0.337 

E (1km)   = 0.303 

F (1km)   = 2.443 

Based on the above variables and computer software results, the pre-development surface water run-off rates will 
be as follows: 

Q1   = 19.8 l/s (15-minute storm duration*) 

Q30   = 65.2 l/s (15-minute storm duration*) 

Q100   = 97.4 l/s (15-minute storm duration*) 

*The critical storm duration for each of the return period is 15 minutes. 

Based on the above variables for the surface water run-off from the pre-development impermeable area, it has 
been calculated that the pre-development surface water discharge volume for the pre-development site (at 6-hour 
storm events) are as follows: 

Q100    = 76.68m³ (360-minute storm duration) 

 

 

 

 

 

 

 



 

13 
 

9. Below Ground Drainage Networks and Surface Water Management Calculations 

9.1. Climate Change 

The NPPF makes it a planning requirement to account for climate change in the proposed design. The 
recommended allowances are taken from the Environment Agency guidance (Table 2) summarised in Table 4 
below. 

Applies across all 
of England 

Total change 
anticipated for the 
2020’s 

Total change 
anticipated for the 
2050’s 

Total change 
anticipated for the 
2080’s 

Upper End 10% 20% 40% 

Central 5% 10% 20% 

 
The baseline year is 1961 to 1990. It is anticipated the life span of the new dwellings will be approximately 80 years, 
and therefore will fall at least into the 2080’s and will have rainfall intensity increase of 40%. 

This increase in rainfall is to be taken into consideration for the surface water management of the proposed 
development site (100-year event), to ensure that the probability of flooding remains low. 

9.2. Surface Water Network Calculations  

The FEH data and variables used to calculate the required below ground attenuation network and attenuation 
volumes at the development site are as follows: 

SW Catchment Area = 0.110 ha 

Site Location  = GB 383250 390300 SJ 83250 90300 

C (1km)   = -0.025 

D1 (1km)   = 0.308 

D2(1km)   = 0.344 

D3 (1km)   = 0.337 

E (1km)   = 0.303 

F (1km)   = 2.443 

Time of Entry  = 5 minutes  

9.3. Surface Water Drainage Networks 

As shown on the below ground drainage layout drawing in Appendix H, the main surface water drainage network 
will consist of 450mm diameter inspection chambers; 150mm a diameters pipes; 150mm perforated pipes; 
permeable paving systems; filter drains; rainwater harvesting butts; a flow control chamber; and a below ground 
attenuation tank in the form of cellular units. 

The surface water run-off from the dwelling roof areas will discharge to the network via water butts, trapped 
gullies, permeable paving, and filter drain systems (directly to perforated pipe); the surface water run-off from the 
driveways will discharge to the network via permeable paving; and the surface water run-off from the patio and 
footpath areas will discharge to the network vial filter drains. 



 

14 
 

 

The surface water within the network will pass through the flow control chamber, prior to discharge to the 225mm 
diameter United Utilities surface water sewer with Kingsley Road (east of development). The restricted surface water 
will surcharge the network, and will be attenuated within the attenuation tanks, and permeable paving sub-base.  

9.4. Surface Water Run-Off Rate 

For the surface water run-off from the post development site to be at the greenfield run-off rate, they are to be 
restricted to 1.4 l/s for the 1 in 1-year storm event; 2.6 l/s for the 1 in 30-year storm event, and 3.2 l/s for the 1 in 
100-year storm event including 40% rainfall intensity increase (climate change). 

For the surface water run-off to be at least a 50% betterment of the pre-development rates, the surface water runoff 
from the post development site are to be restricted to 9.9 l/s for the 1 in 1-year storm event (50% of 19.8 l/s); 32.6 
l/s for the 1 in 30-year storm event (50% of 65.2 l/s); and 49.7 l/s for the 1 in 100-year storm event including 40% 
climate change (50% of 97.4 l/s). 

The practicality of reducing surface water run-off rates will depend on the flow control size / diameter. If the flow 
control opening / diameter is too small, there will be an increased risk of blockage and subsequent flooding.  

Therefore, the flow control is to be sized appropriately to reduce the risk of blockage, but to reduce the surface water 
run-off rates from the post development site to as low as possible, to at least a 50% betterment of the rates and a 
betterment of the surface water discharge volume.   

This is to adhere to Ciria document C753 – The SuDS Manual which states that: ‘the flow controls / orifice design 
should be designed so that it has simplicity on operation, and has resistance to clogging, blocking or mechanical 
failure’. Based on this guideline, the flow control (hydro-brake) diameter is to be the lowest practical size of 78mm. 

As shown in the output calculation from the MicroDrainage computer software in Appendix G, if the hydro-brake 
opening is set at 78mm, with a design head of 1.50m (level between control invert and top of permeable paving sub-
base / attenuation level limit), and a design flow of 3.20 l/s (equivalent greenfield run-off rate), the maximum surface 
water run-off rates for each storm event will be as follows: 

Strom - Rate  - Critical Storm Event 

Q1 - 2.5 l/s  - 60-minute winter storm duration 

Q30 - 2.8 l/s  - 60-minute winter storm duration 

Q100  - 3.2 l/s  - 120-minute winter storm duration 

A summary of the post development surface water run-off rates compared to the greenfield and pre-development 
rates are as follows: 

Greenfield Rate to Post Development Rate 

Strom - Greenfield - Post Dev - Difference 

Q1 - 1.4 l/s  - 2.5 l/s  -    1.80 x Greenfield 

Q30 - 2.6 l/s  - 2.8 l/s  -  1.08 x Greenfield 

Q100  - 3.2 l/s  - 3.2 l/s  - Equivalent Greenfield 
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Pre-Development Rate to Post Development Rate 

Strom - Pre-Dev - Post Dev - Difference 

Q1 - 19.8 l/s  - 2.5 l/s  -    0.13 x Pre-Dev (87% Betterment)  

Q30 - 65.2 l/s  - 2.8 l/s  -   0.05 x Pre-Dev (95% Betterment) 

Q100  - 97.4 l/s  - 3.2 l/s  - 0.03 x Pre-Dev (97% Betterment) 

The surface water run-off rates are greater than the 1-year and 30-year greenfield rates but is the equivalent of the 
100-year greenfield rate, and between an 87% and 97% betterment of the pre-development surface water run-off 
rates. Therefore, the surface water run-off from the post development site adheres to the Manchester City, Salford 
City and Trafford Councils SFRA, and subsequent Planning Condition 7 requirements, which is deemed to be 
acceptable.  

9.5. Surface Water Run-Off Volume 

The surface water run-off volumes for the post development site have also been calculated for 1 in 100-Year the 6-
hour duration (Inc. 40% RII), based on the peak 100-year + 40% climate change surface water run-off rate:  

Q100 - 3.2 l/s x 60 x 60 x 6 - 69,120 litres - 69.12m³ 

A summary of the post development surface water run-off volume compared to the greenfield and pre-development 
volumes are as follows: 

Greenfield Volume to Post Development Volume 

Strom - Greenfield - Post Dev - Difference 

Q100 - 36.92m³  - 69.12m³  - 1.87 x Greenfield  

Pre-Development Volume to Post Development Volume 

Strom - Pre-Dev - Post Dev - Difference 

Q100 - 76.68m³  - 69.12m³  - 0.90 x Greenfield (10% betterment 

The surface water run-off volume for the 100-year, 6-hour storm event is exceeding the greenfield run-off volume, 
but is a 10% betterment of the pre-development run-off volume. Therefore, the surface water run-off volume from 
the post development site adheres to the Planning Condition 7 requirements, which is deemed to be acceptable. 

9.6. Surface Water Attenuation Calculations 

As the positively drained areas of the post development site are being restricted, there will be a requirement for 
below ground attenuation to prevent flooding. 

Ciria SuDS Manual 2015, Paragraph 10.2.4 where it states that: ‘Exceedance flows (i.e., flows more than those for 
which the system is designed) should be managed safely in above-ground space such that risks to people and 
property are acceptable’.  

The surface water attenuation for the development site will be within the attenuation tank (comprising of cellular 
units), and sub-base of permeable paving system. As detailed in the MicroDrainage calculations (Appendix I) and 
surface water management layout (Appendix H) the attenuation volumes for each of the SuDS methods re as 
follows: 
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Attenuation Tank - Cellular Units 

Length  - 15.00m 

Width  - 2.50m 

Area  - 37.50m² 

Depth  - 1.20m 

Porosity  - 0.95 

Volume  - 42.75m³ 

Permeable Paving 

Paving Area - 350.00m² 

Sub-Base Depth - 0.30m 

Porosity  - 0.30 

Gradient   - 1 in 60 

Volume  - 15.00m³ 

The total tank and permeable paving attenuation volume equates to 57.75m³. 

The MicroDrainage calculations (Appendix I) show that with these SuDs methods and volumes, no flooding will 
occur for all storms up to and including the 1 in 100-year event + 40% climate change. Therefore, the proposed 
attenuation within the post development site adheres to the Planning Condition 7 requirements, which is deemed to 
be acceptable. 
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10. Management and Maintenance Requirements 

Details of the maintenance required, and the parties to carry out the maintenance of all drainage aspects, to ensure 
that the SuDS methods are working affectively, and subsequently reducing the risk of flooding on or near the site.  

The management and maintenance of the surface water drainage networks and SuDS features will be by 
contractors appointed by the owners / residents of the dwellings, where payments of the works will form part of the 
property deeds and / or rental agreements, and will be carried out as follows: 

10.1. Surface Water Drainage Network 

 

 
10.2. Flow Control and Cellular Units 

 

 

Operation Frequency 

Inspect and identify any areas that are not operating 
correctly, if required, take remedial actions 

Monthly for 3 months, then six monthlies 

Debris removal from manholes (where may cause risk 
performance) 

Monthly 

Where rainfall into network from above, check surface or filter 
for blockage or silt, algae, or other matter by jetting 

As required, but at least twice a year 

Remove sediment from pipework by jetting. Annually or as required 

Repair/check all inlets, outlets, and overflow pipes As required 

Inspect/check all inlets, outlets, and overflow pipes to ensure 
that they are in good condition and operating as designed 

Annually and after large storms 

Operation Frequency 

Inspect and identify any areas that are not operating 
correctly, if required, take remedial actions 

Monthly for 3 months, then six monthlies 

Debris removal from flow control chamber and 
attenuation tank (where may cause risk performance) 

Monthly 

Where rainfall into flow control chamber and attenuation 
tank from above, check surface or filter for blockage or 
silt, algae, or other matter by jetting 

As required, but at least twice a year 

Remove sediment from upstream surface water network 
by jetting. 

Annually or as required 

Repair/check all inlets, outlets, and overflow pipes As required 

Inspect/check all inlets, outlets, and overflow pipes to 
ensure that they are in good condition and operating as 
designed 

Annually and after large storms 
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10.3. Permeable Paving and Filter Drain 

 

10.4. Linked and Further Maintenance and Maintenance Activities 

The maintenance of the drainage network and SuDS features are to be linked with the wider site maintenance for 
the new residential landscaped / garden areas. 

A log of all maintenance activities is to be kept and made available to the local planning authority (LPA) and / or the 
Lead Local Flood Authority (LLFA) on request. 

11. Water Quality / Pollution Control 

The level of water treatment is to be assessed against the details set out in Ciria SuDS Manual C753. Chapter 26 
sets out the Pollution Hazard Indices for different land classifications, and how to calculate that against the SuDS 
mitigation indices to show suitable levels of treatment. 

Dwelling Roof, Patio, and Footpath Area Pollutant Hazard 

C753 Table 26.2 Pollution Hazard Level  = Very Low 

C753 Table 26.2 Pollution Hazard Index: 

• Total Suspended Solid (TSS)   = 0.2 

• Metals      =  0.2 

• Hydrocarbons     =  0.05 

Pollution Hazard Index    = 0.45 

Dwelling Roof Patio, and Footpath Area Pollutant Mitigation  

Mitigation Measures: 

• Filter Drain 

Filter Drain Pollutant Mitigation Indices 

• Total Suspended Solid (TSS)   = 0.4 

• Metals      =  0.4 

Operation Frequency 

Inspect and identify any areas that are not operating 
correctly, if required, take remedial actions 

Monthly for 3 months, then six monthlies 

Debris removal from catchment surface of paving and 
areas near filter drain (where may cause risk 
performance) 

Monthly 

Where rainfall infiltration into paving and filter drain, 
check surface for blockage or silt, algae, or other 
matter by jetting 

As required, but at least twice a year 
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• Hydrocarbons     =  0.5 

SuDS Mitigation Indices    = 1.30 

The mitigation indices is greater than the pollution hazard index, and therefore suitable water quality is achieved.  

Driveway Area Pollutant Hazard 

C753 Table 26.2 Pollution Hazard Level  = Low 

C753 Table 26.2 Pollution Hazard Index: 

• Total Suspended Solid (TSS)   = 0.5 

• Metals      =  0.4 

• Hydrocarbons     =  0.4 

Pollution Hazard Index    = 1.30 

Driveway Area Pollutant Mitigation  

Mitigation Measures: 

• Permeable Paving 

Permeable Paving Pollutant Mitigation Indices 

Total Suspended Solid (TSS)   =  0.7 

Metals      =   0.6  

Hydrocarbons     =   0.7  

SuDS Mitigation Indices   =  2.00 

The mitigation indices is greater than the pollution hazard index, and therefore suitable water quality is achieved. 

12. Surface Water Design Exceedance 

In the unlikely event of an extreme storm greater than 100-year + 40% climate change, or poor maintenance of the 
SuDS features and / or pipework, potential flooding of the drainage network could occur. Surface water flow paths 
to follow existing and proposed ground topography, where water will flow to the east of the site and into Kingsley 
Road. 

Surface water will flow away from the proposed dwellings, will not flow towards any existing properties / dwellings, 
and will be contained within Kingsley Road due to the road’s gradients (allowing water to flow and not pond) and 
upstand kerbs (barrier for flood water within road).  

The volume of water discharging off the site will be no greater than the pre-development volume, due to there now 
being large attenuation structures in the ground, and therefore, as these structures will hold water in any storm 
event, the risk of flooding at surface and subsequently the risk of flooding to any properties will not increase.  

Therefore, the flood risk to land or properties within or outside the development would not increase even in an 
extreme (greater than 1% AEP + 40% cc) storm event. 
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13. Conclusion / Summary 

The details in this report and associated appendices have demonstrated that the surface water management 
adheres to Condition 7 of the planning consent, and therefore the condition is to be approved. A summary of the 
information provide when compared to the requirements in the planning condition are as follow: 

13.1. SuDS Principles and SW Discharge Destination 

‘Results of ground investigation carried out under Building Research Establishment Digest 365. Site investigations 
should be undertaken in locations and at proposed depths of the proposed infiltration devices’. 

BGS data identifies the development site to have superficial deposits of Devensian (sand and gravel), over bedrock 
consisting of Tarporley Siltstone Formation (siltstone, mudstone, and sandstone).  

The BGS borehole log data within the same strata also identifies the strata of the ground to predominantly consist 
of clay. As the boreholes are consistent, it is assumed therefore that the ground at the development site 
predominantly consist of clay (exceptionally low infiltration value), and therefore discharge of surface water to ground 
is not feasible. As the ground is not suitable for infiltration, and there are no known waterbodies, surface water 
sewers, or highway drains near the site, the alternative is to discharge the surface water to the 225mm combined 
water sewer in Kingsley Road. 

This surface water runoff destination is believed to replicate the pre-development run-off destination. 

13.2. Peak Flow Control 

‘Details of surface water attenuation that offers a reduction in surface water runoff rate in line with the Manchester 
Trafford and Salford Strategic Flood Risk Assessment, i.e. at least a 50% reduction in runoff rate compared to the 
existing rates, as the site is located within Critical Drainage Area’ 

The surface water run-off rates are greater than the 1-year and 30-year greenfield rates but is the equivalent of the 
100-year greenfield rate, and between an 87% and 97% betterment of the pre-development surface water run-off 
rates. Therefore, the surface water run-off from the post development site adheres to the Manchester City, Salford 
City and Trafford Councils SFRA, and subsequent Planning Condition 7 requirements, which is deemed to be 
acceptable. 

The surface water run-off rates are greater than the 1-year greenfield rates but the equivalent of the 30-year and 
100-year greenfield rates. Therefore, as the surface water run-off rates discharging to the existing sewer is 
equivalent to greenfield run-off rates during the extreme storm events (30-year and 100-year), the surface water 
management meets the requirements of Policy EN17 of the Core Strategy, and will ensure that the development 
will not increase the risk of flooding to neighbouring land and/or property. 

13.3. Volume Control 

‘Run-off volume in the 1 in 100-year, 6 hours rainfall shall be constrained to a value as close as is reasonably 
practicable to the greenfield run-off volume for the same event, but never to exceed the run-off volume from the 
development site prior to redevelopment.’ 

The surface water run-off volume for the 100-year, 6-hour storm event is exceeds the greenfield run-off volume, but 
is a 10% betterment of the pre-development run-off volume. Therefore, the surface water run-off volume from the 
post development site adheres to the Planning Condition 7 requirements, which is deemed to be acceptable. 
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13.4. Flood Risk within the Development 

‘Evidence that the drainage system has been designed so that flooding does not occur during a 1 in 100-year rainfall 
event with allowance for climate change in any part of a building;’ 

The MicroDrainage calculations (Appendix I) show that with these SuDs methods and volumes, no flooding will 
occur for all storms up to and including the 1 in 100-year event + 40% climate change. Therefore, the proposed 
attenuation within the post development site adheres to the Planning Condition 7 requirements, which is deemed to 
be acceptable. 

13.5. Management and Maintenance  

The management and maintenance of the surface water drainage networks and SuDS features will be by 
contractors appointed by the owners / residents of the dwellings, where payments of the works will form part of the 
property deeds and / or rental agreements. 

13.6. Exceedance Events 

‘Assessment of overland flow routes for extreme events that is diverted away from buildings’ 

In the unlikely event of an extreme storm greater than 100-year + 40% climate change, or poor maintenance of the 
SuDS features and / or pipework, potential flooding of the drainage network could occur. Surface water flow paths 
to follow existing and proposed ground topography, where water will flow to the east of the site and into Kingsley 
Road. 

Surface water will flow away from the proposed dwellings, will not flow towards any existing properties / dwellings, 
and will be contained within Kingsley Road due to the road’s gradients (allowing water to flow and not pond) and 
upstand kerbs (barrier for flood water within road).  

The volume of water discharging off the site will be no greater than the pre-development volume, due to there now 
being large attenuation structures in the ground, and therefore, as these structures will hold water in any storm 
event, the risk of flooding at surface and subsequently the risk of flooding to any properties will not increase. 
Therefore, the flood risk to land or properties within or outside the development would not increase even in an 
extreme (greater than 1% AEP + 40% cc) storm event. 

13.7. Water Quality 

The level of water treatment has been assessed against the details set out in Ciria SuDS Manual C753. Chapter 
26, which sets out the Pollution Hazard Indices for different land classifications, and how to calculate that against 
the SuDS mitigation indices to show suitable levels of treatment. 

The mitigation indices is greater than the pollution hazard index, and therefore suitable water quality is achieved. 

13.8. Calculation and Drainage Details 

‘Hydraulic calculation of the existing and proposed drainage system and construction details of flow control and 
SuDS elements’ 

The hydraulic calculations are detailed in Appendix I and the drainage system with construction details of the flow 
control and SuDS elements are detailed in Appendix H.  
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Appendix A 
Site Location Plan 
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Appendix B 
Existing Site Plans 
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Appendix C 
Proposed Site Plans 
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Appendix D 
BGS Data 

 



 

26 
 

Appendix E 
United Utilities Asset Plan 
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Appendix F 
Greenfield Run-Off Rates and Volume Calculations 
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Appendix G 
Pre-Development Run-Off Rates and Volume Calculations 
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Appendix H 
Surface Water Management Layout and Details 



 

30 
 

Appendix I 
Surface Water Management Calculations 
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