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NOTES:

1. Do not scale from this drawing.

2. Always work to noted dimensions.

3. All dimensions are in millimetres unless otherwise stated.

4. All setting out, levels andE dimensions to be agreed on site.

5. The dimensions of all materials must be checked on site before being laid out.

6. This drawing must be read with the relevant specification clauses and detail 

drawings.

7. Order of construction and setting out to be agreed on site.
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H1

H3

Insitu Concrete Retaining Wall - RW1
to river edge.

Material: C25/30 Reinforced Concrete.

Colour: To match final insitu concrete C2 mix.

Finish: Fair faced, class A

Dimensions: 400mm thick.

Cast as one for ease of construction.

To engineers specification.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7014 for further detail.

Proposed Semi-mature Trees

Plant Name Label
Refer to planting schedule for further detail.

STEPS/RETAINING WALLS

Insitu Concrete Retaining Feature 

Seating- RW2
to seating steps next to new pedestrian/cycle bridge

Material: C25/30 Reinforced Concrete with timber tops

Colour: To match final insitu concrete C2 mix.

Finish: Fair faced, class A

Dimensions: Rise - 450mm. Going - 600mm @ 45 degree angle.

Accessories: steel edge, timber tops and armrest.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7006&7007 for further detail.

Precast Concrete Steps - S1
to seating steps next to new pedestrian/cyclebridge and 

existing brick pier

Material: Precast concrete.

Dimensions: Rise - 150mm. Going - 600mm.

Colour / Finish to match C2 in-situ concrete - refer to drawing 

MF-PLA-XX-GF-DR-L-10-5000 for details.

Subject to detailed design and sample panel approval.

Accessories: Contrast step nosing

Refer to drawing MF-PLA-XX-GF-DR-L-10-7005 for further detail.

S1

CS2

Ba1

T

Existing Brick Pier and Sandstone 

Coping  - RW3
to river edge adjacent to bridge

retain existing and protect during construction, make good if 

required.

RW1

RW3

RW2

CS

RW5

Granite Steps - S2
to service yard and Bonded Warehouse interface

Dimensions: 1400mm x 400mm x 150mm (D)

Colour: Mid Grey with contrasting Nosing (50mm)

Finish: Picked

Bond: stack

Jointing: 8mm (6-10)

Jointing Colour: mid grey

rigidly laid on prepatory mortar

Subject to detailed design.

Refer to drawing MF-PLA-XX-GF-DR-L-10-5003, 5004, 7002 for further 

detail.

S2

Precast Concrete Retaining Feature - 

RW4
to Ordsall Chord interface

Material:  reinforced precast concrete

Colour:  TBC to match adjacent Ordsall Chord 

Finish: TBC to match adjacent Ordsall Chord

Dimensions: TBC

Refer to drawing MF-PLA-XX-GF-DR-L-10-7001 for further detail.

RW4

Existing Granite Steps - S3 (retained)

to Ordsall Chord Interface

retain existing and protect during construction.

S3

RW6
Existing Precast Concrete Retaining 

Wall - RW6
to Ordsall Chord interface

retain existing and protect during construction, make good if 

required.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7001 for further detail.

RW-E

Tree Pit below ground extent 
Refer to drawing MF-PLA-XX-GF-DR-L-10-2000, 5008, 6000 , 6001, 6002 

for further detail.

Tree Name Label
Refer to planting schedule for further detail.

Proposed Bulb Planting
Refer to planting schedule for further detail.

Plant Name Label
Refer to planting schedule for further detail.

RB1

SC2

SC1

H2

Temporary Earthbund - E
Reinforced earthbund and turf with concrete retaining walls to both 

ends.

Dimensions: 1250mm Height, 5300mm wide, 44000mm long.

earthbund to be installed at a 50degree angle to northern side to 

ensure it's effectiveness as HVM. and at a 1:3 gradient to the southern 

side.

To be installed by others  as interim solution.

InSitu Concrete Retaining Wall - RW5
to service yard and Bonded Warehouse interface

Material:  reinforced insitu concrete

Colour:   to match external builidng colour NBS E80 - 'plain finish'

Finish: to match external builidng finishes NBS E80 - 'plain finish'

Dimensions: 300mm wide, L shaped: 9505mm plus 1700mm long, 

min. Height varies: 1100mm above external finished level within 

service yard side, max. 1972mm high at bonded warehouse/step 

side, 20mm chamfer to edges.

Wall to withstand vehicular impact. Subject to structural engineers 

detailed design.

Refer to drawing MF-PLA-XX-GF-DR-L-10-5003, 5004, 7002 for further 

detail.

Proposed Lawn Planting in Gaps of 

Precast Concrete Permeable Paving - 

Green Gap P1.1
grass seed in 30mm voids of permeable paving . 

Refer to planting schedule for further detai.

River Wall - To be lowered
To be lowered by varied height between 34mm - 1610mm to a new 

height of 25.512 AOD - to tie in with adjacent existing retained wall.

To include new sandstone coping, appearace and finish and size to 

match existing coping on site. Contractor to confirm dimensions for 

approval.

RW-L

GR

RW7 InSitu Concrete Retaining Wall - RW7
to river edge behind vehicular restraint barrier.

Material:  C20 RC Concrete. 40mm cover, 8H12 Bars, H8 links - as per 

engineers specification.

Colour: To match final insitu concrete C2 mix.

Finish: Fair faced, class A

Dimensions: each step  400mm wide. Refer to drawing 

MF-PLA-XX-GF-DR-L-10-7014  for detailed dimensions & further detail.

To sit min. 60mm below paving level. 

Subject to structural engineers detailed design.

RW8
Insitu Concrete Retaining Wall - RW1
to river edge.

Material: C25/30 Reinforced Concrete.

Colour: To match final insitu concrete C2 mix.

Finish: Fair faced, class A

Dimensions: 2no of steps each 400mm wide, 

To engineers specification.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7014 for further detail.

Ba2

Ba

River Wall - Existing retained
make good where required, to structural engineers details

RW9 InSitu Concrete Retaining Wall - RW9
to river edge.

Material:  C20 RC Concrete.

To sit below surface finish

Dimensions: 400mm wide. 

Refer to drawing MF-PLA-XX-GF-DR-L-10-7014 for detailed dimensions 

& further detail.

To engineers detail.

Balustrade - Ba1
adjacent to river wall

Material: Flat Steel bar.

Finish: Hot dip galvanised and powder coated.

Colour: RAL5014 subject to client and landscape architect approval .

Dimensions: 1.1m height above ground, Flat steel bars 100mm wide 

and 10mm thick.

with mid circular rail and bottom steel plate "tow rail"

Loading category to BS7818 to Class 3 subject to engineer's detail.

Foundation subject to structural engineers design.

Refer to drawing MF-PLA-XX-XX-DR-L-10-7016 for further detail.

Accessible Cycle Stand - CS2
Manufacturer: Broxap or equal and approved

Product: Camdon Cycle Stand - accomodates 2no. spaces per stand

Material: Grade 316 Stainless Steel.

Finish: Satin Finish.

Size: 750mmH x 750mmW x 50mm diameter.

Fixing: Surface mounted with tamper proof fixing to allow removal to 

engineers specification.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7009  for further detail.

Handrail (Root Fixed) - H1
Material: Stainless Steel, 4mm thick.

Finish: satin brushed

Colour: as manufactured

Dimensions: 50mm diameter circular profile bar.

Height above pitch line: 1000mm.

Fixing: Root fixed post elements to match handrail material, colour  

and finish. 300mm below ground.

Accessories: Baseplates to posts, LED lighting to underside of bars.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7005 for further detail.

Handrail (Wall Mounted) - H3
Material: Stainless Steel, 4mm thick.

Finish: Powder Coated

Colour: Jet Black - RAL9005

Dimensions: 50mm diameter circular profile bar.

Height above pitch line: 1000mm.

Fixing: Wall mounted fixing elements to match handrail material, 

colour and finish.

Refer to drg MF-PLA-XX-GF-DR-L-10-5003, 5004, 7002 for further detail.

EDGING

Granite Flush Channel - K2
to Water Street.

Material: Granite.

Colour: Light grey. 

Finish: picked

Dimensions: 300mm (W) x 200mm (D) x 500mm (L).

Joints: Tooled coloured mortar.

Subject to detailed design.

Refer to drawing MF-PLA-XX-GF-DR-L-10-1001/5007 for further detail.

Conservation Kerb - K3
to Water Street.

Material: Precast Concrete.

Colour: Light grey to match adjacent

Finish: TBC to match adjacent

Dimensions: to match adjacent, 255mm (W) 915mm (L) 205mm(D) 

depth varies.

Specials: riser kerbs where required.

Joints: Tooled coloured mortar.

Subject to detailed design.

Refer to drawing MF-PLA-XX-GF-DR-L-10-1001/5000 for further detail.

Timber Tops to Retaining Wall
Material: concrete with timber tops

Dimensions: 450mm (H) above ground x 600mm (W) x 1000mm (L) @ 

45degree angle and end specials.

Accessories: armrests, steel edge.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7006 & 7007 for further detail.

Cycle Stand - CS
Manufacturer: Marshalls or equal and approved

Product: Sheffield Cycle Stand - accomodates  2no.  spaces per stand.

Material: Grade 316 Stainless Steel.

Finish: Satin Finish.

Size: 750mmH x 750mmW x 50mm diameter.

Fixing: Surface mounted with tamper proof fixing to allow removal to 

engineers specification.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7008 for further detail.

K2

K3

Steel Edging - SE1
Product: ExcelEdge Verge Heavy Duty Edging.

Material: Steel.

Finish: hot dip galvanised, mill finish

Dimensions: 3mm (W) x 3000mm (L) x 150mm(D).

Specials: 

Supplier: Kinley or similar and approved.

Refer to drawing MF-PLA-XX-GF-DR-L-10-1001/5000 for further detail.

SE1

Drainage Channel 123mmW - DC1
Product: ACO MultiDrain M100D

Finish: ATec coated Heelguard ductile iron.

Dimensions: 123mm (W) x 500mm (L)  depth varies.

Supplier: ACO Technologies or similar and approved.

subject to engineers detail and specification.

Refer to drawing MF-PLA-XX-GF-DR-L-10-1001/5002 for further detail.

Drainage Channel 173mmW - DC2
Product: ACO MultiDrain M150D

Finish: ATec coated Heelguard ductile iron.

Dimensions: 173mm (W) x 500mm (L)  depth varies.

Supplier: ACO Technologies or similar and approved.

subject to engineers detail and specification.

Refer to drawing MF-PLA-XX-GF-DR-L-10-5002  for further detail.

Drainage Channel 223mmW - DC3
Product: ACO MultiDrain M200D

Finish: ATec coated Heelguard ductile iron.

Dimensions: 223mm (W) x 500mm (L)  depth varies.

Supplier: ACO Technologies or similar and approved.

subject to engineers detail and specification.

Refer to drawing MF-PLA-XX-GF-DR-L-10-1001/5002 for further detail.

DC1

DC2

DC3

Slot Drain - DC4
Product: ACO BrickSlot M150D

Finish: Galvanised Steel.

Dimensions: 183mm (W) x 500mm (L)  depth varies.

Load class C250.

Supplier: ACO Technologies or similar and approved.

subject to engineers detail and specification

Surrounding Paving to be raised 306mm above top of slot.

Refer to drawing MF-PLA-XX-GF-DR-L-10-1001/5007 for further detail.

DC4

Lighting Strip - LS
Refer to BDP drawings for specification.

Refer to drawing MF-PLA-XX-GF-DR-L-10-1001/5002 for further detail.

LS

Seating Cubes - SC2
Material: concrete.

Dimensions: 450mm (H) x 600mm (W) x 1000mm (L) @ 45degree 

angle.

Fixing: Can be arranged into longer elements. Can be 

dismantled/removeable during events. No permanent fixings to 

ground surface.

Cubes to be reinforced/compliant with PAS 68 to act as vehicular 

control at 1.2m centres.

Accessories: to selected cubes timber top with armrests and backrest, 

to all steel edge,anchoring accessories to move when required during 

events or to facilitate facade maintanance access.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7000 for further detail.

Seating Cubes - SC1
Material: concrete.

Dimensions: 450mm (H) x 600mm (W) x 1000mm (L) @ 45degree 

angle.

Fixing: Can be arranged into longer elements. Can be 

dismantled/removeable during events. No permanent fixings to 

ground surface.

Accessories: on selected cubes timber top with armrests and 

backrest, to all steel edge, no reinforcement, anchoring accessories 

to move during events.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7000 for further detail.

Handrail (Wall Mounted) - H2
Material: Stainless Steel, 4mm thick.

Finish: satin brushed

Colour: as manufactured

Dimensions: 50mm diameter circular profile bar.

Height above pitch line: 1000mm.

Fixing: Wall mounted fixing elements to match handrail material, 

colour and finish.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7005 for further detail.

Steel Edging - SE2
Product: ExcelEdge Verge Heavy Duty Edging.

Material: Steel.

Finish: mill finish

Dimensions: 8mm (W) x 3000mm (L) x 150mm(D).

Specials: 

Supplier: Kinley or similar and approved.

Refer to drawing MF-PLA-XX-GF-DR-L-10-1001/5000 for further detail.

SE2

Steel Edging - SE3
Material: Steel Rectangular  Hollow Section Beam.

Finish: Hot dip galvanised.

Dimensions: 200mmW x 300mmD x 7000mmL. 10mm thick.

Fixing: Beams to be resin fixed to piers using 2no. resin anchors.

To engineers specification.

SE3

Steel Edging - SE4
Material: Steel Square Hollow Section Beam.

Finish: Hot dip galvanised.

Dimensions: 200mmW x 200mmD. 10mm thick.

Fixing: Beams to be resin fixed to piers using 2no. resin anchors.

To engineers specification.

Refer to drawing MF-PLA-XX-GF-DR-L-10-7014/7017 for further detail.

SE4

Balustrade - Ba
adjacent to river wall

Material: Hot dip galvanised steel

Finish: Polyester powder coated

Colour: RAL5014

Dimensions: 1.1m height above ground,  Steel CHS Baluster with 

solid steel round top and CHS Handrail with perforated panel infill. 

Pattern of infill to be agreed.

Loading category to BS7818 to Class 3 subject to engineer's detail.

Below Ground Foundation subject to structural engineers design.

Refer to drawing MF-PLA-XX-XX-DR-L-10-7016 for further detail.

S3-P02 06-10-2020 for coordination TF/AM AM

In-situ Concrete - C1
to spotlight area.

Material: Bespoke reinforced in-situ concrete.

Dimensions:  Depth -190mm. 

Finish: (All mixes) Light Exposed Aggregate Finish - Green VBA2002 

retarder.

Mix 1

Colour: Artivia Light Ash.

14mm Dalbeattie Aggregate with Sparkly Fine Sand.

Mix 2

Colour: Artivia Natural with 50mm wide light blue (RAL5012) 

thermoplastic stripes. Refer to drawing MF-PLA-XX-GF-DR-L-10-5008.

14mm Dalbeattie Aggregate with Sparkly Fine Sand with High GGBS.

See drawing MF-PLA-XX-GF-DR-L-10-5008 for detail.

Mix 3

Colour: Artivia Light Ash. 10mm Limestone.

Supplier: Aggregate Industries or equal and approved.

Subject to detailed design and sample panel approval.

Refer to drawing MF-PLA-XX-GF-DR-L-10-5000, 5002 for further detail.

RW1

Tree Pit below ground extent 
Refer to drawing MF-PLA-XX-GF-DR-L-10-2000, 5008, 6000 , 6001, 6002 

for further detail.

Proposed Bulb Planting
Refer to planting schedule for further detail.

7no. Tp Plant Name Label
Refer to planting schedule for further detail.

RW-L

S3-P03 23-10-2020 steel edging removed from megacolumns TF AM

S1-P04 26-11-20 1. K1 kerb removed from key.

2. DC4 drain spec updated in key.

TF AM

D2-P05 03-12-20 1. Redesign to river edge area.

2. SE3/SE4 added to key

TF AM

D2-P06 07-01-21 1. DC5 drainage channel added

2. retaining wall and step colour / finishes

updated

TF AM

1

1

D2-P07 21-01-21 AM AM1.Removal of curved slot drain. replaced

with steel edge. Reduction of Oval

concrete area resulting in adjustment to

SE1 oval edge, Addition f drainage

channel in permeable paving area.

2. change of RW2 from precast to in situ.

2

1

3

D2-P08 12-02-21 TF AM1. RW9 retaining wall added

2. K2/K3 layout altered

3. K3 specification updated.


