
Switches and sockets

Tanking

Overhaul grill and 

window to let light 

into basement

Existing slates reused and relaid

New semicircular cast iron gutter

Perished bricks removed 

and repointed
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New insulated 

concrete floor
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SVP & ventilation/extract ducts 

supported thru roof space and 

terminate in 6no. proprietary lead 

slate vent terminals spaced evenly 

on rear roof slope. Lead slates by 

'Just Lead Workshop', Edenbridge, 

Kent, TN8  (Tel:   07899096860). 

(Rev E).

Top course of chimney 

rebuilt new lead flashing 

and repointed

New lead saddle

Outrigger rofflights to be sized to allow retention of existing 

purlins. Units to be fixed above purlin line to beam retained. 

Copings to be beded on lime mortar and on code 4 lead damp proof course with 25mm turn down on outside 

and 50mm turn down on parapet side. Copings are to pinned to wall head with stainless steell dowels, 

minimum of 2 dowels to each length of coping. All fixing points through lead dpc are to be sealed with 

‘leadmate’ mastic before final fixing of copings.

225mm solid brickwork built in English Garden wall bond with 1:3 lime sand bedding/pointing mortar. Wall is 

to incorporate stainless steel expamet full bed reinforcement at every 4th course. 

Wall to be finished with stone coping twice weathered to shed run off both sides to match existing copings 

used to rear walls of adjacent properties.

Wall to yard is to incorporate door opening and window opening with arched 

heads to match those exiting elsewhere.

New cavity wall construction to form rebuiltsingle storey  lean too in rear yard. Facing brickwork to be in reclaimed 

bricks to match existing laid in 1:3 lime sand bedding/pointing mortar.

Kitchen

Catchpit and Chute

At low point Code 5 gutter is to discharge into 200mm deep catchpit with Code 6 lead chute outlet through the new yard wall. Chute is to 

incorporate a blead burned spigot outlet to suit 100m cast iron rainwater pipe. Top edges of lead chute detail are to be folded over 8mm 

diameter stainless steel reinforcing bars. Chute is to incorporate 38mm weir overflow so that if gutter or pipe were to become blocked water 

would discharge outward onto yard floor area.

Catchpit and Chute

At low point Code 5 gutter is to discharge into 200mm deep catchpit with Code 6 

lead chute outlet through the new yard wall. Chute is to incorporate a blead 

burned spigot outlet to suit 100m cast iron rainwater pipe. Top edges of lead 

chute detail are to be folded over 8mm diameter stainless steel reinforcing bars. 

Chute is to incorporate 38mm weir overflow so that if gutter or pipe were to 

become blocked water would discharge outward onto yard floor area.

Outline of fanned flue from boiler
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