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CEILING NOTES.
EXISTING LATHE + PLASTER TO BE RETAINED IN SITU WHERE EVER POSSIBLE.

REINSTATEMENT OF PLASTER CEILINGS WHERE EVIDENCE SUGGESTS WOULD
HAVE ORIGINALLY EXISTED.

CORNICING TO BE RETAINED IN SITU WHEREVER
POSSIBLE.

CORNICING TO BE REINSTATED WITH REPLICA ONLY WHERE
EVIDENCE SUGGEST WOULD HAVE ORIGINAL EXISTED.

EXPOSED CEILINGS GENERALLY TO ALL OTHER AREAS.
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STAIRNOTES
STAIRS AND STAIR ENCLOSURE TO BE RETAINED AND REFURBISHED
EXISTING FIRE DOOR FRAME AND REVEAL TO BE RETAINED

EXISTING METAL DOOR TO SUB-BASEMENT AND UNDER STAIRS STORAGE TO BE RETIANED
RE-EXPOSE BRICKWORK BY REMOVING NOT ORIGINAL PAINT
RETAIN ORIGINAL RAILINGS
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KEY PLAN

NEW PLASTER CEILING

ORIGINAL EXPOSED CEILING

REFURBISHMENT AREA

RETAIN ORIGINAL LATHE AND PLASTER

EXISTING MISSING / DAMAGED LATHE AND
PLASTER CEILING TO BE REPAIRED

REPLICA CORNICING

EXTRACT VENTILATION ROUTE

INCOMING VENTILATION ROUTE
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GENERAL NOTES

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE
STATED

ALL LEVELS ARE IN METRES UNLESS OTHERWISE STATED
DIMENSIONS ARE NOT TO BE SCALED FROM THE DRAWING

. ALL WORK TO BE CARRIED OUT IN ACCORDANCE WITH THE

CURRENT EDITION OF THE BUILDING REGULATIONS 1991
(INCLUDING AMENDMENTS) AND ALL RELEVANT BRITISH
STANDARDS/CODES OF PRACTICE

CONTRACTOR IS RESPONSIBLE FOR THE CORRECT
SETTING OUT OF THE WORKS ON SITE, ALL DIMENSIONS TO
BE CHECKED PRIOR TO FABRICATION OF MATERIALS

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
RELEVANT DRAWINGS AND SPECIFICATIONS
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