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Note:

All removal works are to proceed carefully to
protect the integrity of the building in general.
Extra care to be taken when removals are near
known historical elements, columns, lift shafts, solid
structure and external walls.

Any previously hidden historical elements
subsequently exposed are to be reported to the
Architect for record and consideration of retention.
Removal works to be checked on a daily basis to
ensure no unnecessary loss of historic fabric.

Ceilings to lower ground to be recessed following
the removal of all club related fabric.

Sprinkler survey to be added when completed
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GENERAL NOTES

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE
STATED

. ALL LEVELS ARE IN METRES UNLESS OTHERWISE STATED
. DIMENSIONS ARE NOT TO BE SCALED FROM THE DRAWING
. ALL WORK TO BE CARRIED OUT IN ACCORDANCE WITH THE

CURRENT EDITION OF THE BUILDING REGULATIONS 1991
(INCLUDING AMENDMENTS) AND ALL RELEVANT BRITISH
STANDARDS/CODES OF PRACTICE

CONTRACTOR IS RESPONSIBLE FOR THE CORRECT
SETTING OUT OF THE WORKS ON SITE, ALL DIMENSIONS TO
BE CHECKED PRIOR TO FABRICATION OF MATERIALS

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
RELEVANT DRAWINGS AND SPECIFICATIONS
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