
BOUNDARY TREATMENT NOTES

To be read in conjunction with all relevant sections of Employer's
Requirements.

• Drawing to be printed in colour.

ASSUMPTIONS
• Houses designed to Building Regs M(4)1: Visitable Dwellings or 
M(4)2: Accessible and Adaptable Dwellings.
• Setting out / fabric construction based on build-ups agreed with 
Lovell.
• Rain water positions positions and quantities TBC.
• Movement joints to be located behind rain water pipes where 
achievable. Exact positions are to be determined and agreed by 
structural engineer.

BOUNDARY TREATMENT KEY

Recessed Pin Kerb flush with tarmac finish.

900mm High Metal Railings.

1100mm High Brick Piers & Dwarf Wall with 
Metal Railing infill.

2000mm High Metal Railings.

1800mm x 1800mm Privacy Panel.

1500mm High Close Boarded Timber Fence.

1800mm Close Boarded Timber Pedestrian & 
Vehicular Gates.

2000mm Close Boarded Timber Fence with 
Matching Pedestrian & Vehicular Gates. Total 
Height 2000mm.

2000mm High Metal Pedestrian & Vehicular 
Gates, automated and activated by residents fob.

2100mm High Brick Piers and Dwarf Wall with 
1800mm Close Boarded Timber Fence with 
200mm Lattice Trellis Top.

1800mm High Close Boarded Timber Fence.  

FRONT DRIVE SUB-DIVISION

RECESSED PIN KERB FLUSH WITH TARMAC FINISH.
FRONT / PUBLIC SPACE BOUNDARY

1050MM BRICK PIERS AND DWARF WALL WITH SNAP 
HEADER COPING. METAL RAILINGS ATOP DWARF WALL TO 
FORM 1100MM HIGH BOUNDARY TO FRONT GARDENS / 
PUBLIC SPACE.
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FRONT / PUBLIC SPACE BOUNDARY

900MM HIGH METAL RAILINGS TO FRONT GARDENS / PUBLIC 
SPACE.
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APARTMENT AMENITY SPACE / PUBLIC SPACE BOUNDARY

2000MM HIGH METAL RAILINGS TO FRONT GARDENS / 
PUBLIC SPACE.
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ENTRANCES TO ACCESS ROADS 

2000MM HIGH METAL RAILINGS AND PEDESTRIAN GATES TO 
BE AUTOMATED AND ACTIVATED BY RESIDENTS FOB.
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100.00 Railing Width May Vary 100.00 1000.00 100.00

1500MM BRICK PIERS AND DWARF WALL WITH SNAP 
HEADER COPING. CLOSED BOARDED TIMBER FENCE ATOP 

DWARF WALL TO FORM TRANSITION BOUNDARY TO FRONT 
GARDENS / PUBLIC SPACE.

ENTRANCES TO ACCESS ROADS 

2000MM HIGH METAL RAILINGS AND VEHICULAR GATES TO 
BE AUTOMATED AND ACTIVATED BY RESIDENTS FOB.
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Design Indicative Only

Rev Date Description Dwn Ckd

CDM REGULATIONS 2015. All current drawings and specifications for 
the project must be read in conjunction with the Designer's Hazard and 
Environment Assessment Record. All intellectual property rights 
reserved.  
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