Note:

The dimensions on this drawing are based on the
following Greenhatch Group survey drawings
issued to Hawkins\Brown Nov. 2020:

29575A_01_P, 29575A_02_P, 29575A_03_P,
29575A_04_P, 29575A _05_E, 29575A 06_E,
29575A 07_S, 29575A _08_PS.

All dimensions must be checked on site by the
main contractor and (or) sub-contractors prior to
any fittings, fixtures or components being
fabricated and installed.

Existing brickwork to be repaired,
made good and repointed in
accordance with Structural
Engineers information. Brickwork
to be cleaned using Selden
Stonebrite cleaner.

Expressed fin cap to Comar 6EFT curtain
wall to vertical mullions. Refer to
manufacturer's details. Finish: Tiger Drylac
Powder Coatings 068/ 90177
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Wall interface (Non-Door end)

Blue dashed line
represents breather
membrane

Mid Point Mullion

Indicative location of intercom / security access
panel in accordance with Security Consultants

EXTERNAL

specification and MEP engineer's
recommendations

Integrated decorative solid panel adjacent to
entrance door within curtain wall to manufacturers
recommendations - Colour / Finish: Tiger Drylac
Powder Coatings 068/ 90177

Specification of insulated panel to back face of
perforated panel to manufacturers
recommendations. To accommodate intercom /
security access panel in accordance with Security
Consultants specification and MEP engineer's
recommendations

]

Door Mullion

INTERNAL

Wall interface (Door End)

Existing brickwork to be repaired,
made good and repointed in
accordance with Structural
Engineers information. Brickwork
to be cleaned using Selden
Stonebrite cleaner.
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Copyright Hawkins\Brown Architects

No implied licence exists. This drawing should
not be used to calculate areas for the purposes
of valuation. Do not scale this drawing. All
dimensions to be checked on the site by the
contractor and such dimensions to be their
responsibility. All work must comply with
relevant British Standards and Building
Regulations requirements. Drawing errors and
omissions to be reported to the architect. To be
read inconjunction with Architect's specification
and other consultant information.
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Note: The extent and location of any existing
retained fabric indicated on the proposed
drawings is subject to further opening up and strip
out works. Any deviation from the extent and
location outlined within proposed drawings should
be highlighted to the Architect by the main
contractor.
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