RCP : FIRST FLOOR

THIS DRAWING TO BE READ IN CONJUNCTION WITH DRAWING

NO E54820- Mc Veigh Technical Solutions Ltd

NOTE : ALL INDICATED CEILING AND BULKHEAD HEIGHTS
ARE NOTIONAL UNTIL SURVEY INFORMATION IS RECEIVED

FOLLOWING MAIN CONTRACTOR STRIP OUT

NOTE: CCTV POSITIONS SHOWN NOTIONALLY -
FRANCHISE DIRECT ORDER - LOCATIONS TO BE
AGREED WITH PROVIDER ON SITE

INSTALLATION / ALTERATIONS TO THE FIRE ALARM ARE TO BE

IN ACCORDANCE WITH BS 5839:1 2017

THE EMERGENCY LIGHTING /IS TO BE INSTALLED /
ALTERED IN ACCORDANCE WITH BS 5266:1 2016

NOTE : GRADE Il LISTING

NO FIXING INTO WALLS OR CEILINGS TO BE CARRIED

OUT UNTIL APPROVED BY LANDLORDS
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— Toilet exhaust duct to drop to below
with fire dampers.
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PLAN AS PROPOSED: First Floor
scale 1:100

Triple system AC cassgtte units serve ——
Restaurant area. Refrigeration pipes
extend to service zong at rear of building

CH 3380| |BH 2600

Supply duct drops from floor above
complete with FD between floors.

board

CH 2400

1200x1000 inlet louvre with mesh screen.

Carbon filters mounted at floor level with
access to the side for maintenance.

CH 2400

Silencer mounted in duct as it rises from low
level to high level exhaust louvre.

1200 x 1000 exhaust duct with mesh screen.

CEILING FINISHES

SYMBOL DESCRIPTION

H/L MF CEILING ON ACCOUSTIC HANGERS WITH
100mm APR INSULATION. STAGGERED 12mm x 2

LAYERS OF FIRELINE BOARD WITH 600mm LAYIN
GRID SUSPENDED CEILING SYSTEM

REF: THERMATEX ALPHA BLACK TO FOH BY AMF

MF CEILING ON ACCOUSTIC HANGERS WITH 100mm
APR INSULATION. STAGGERED 12mm x 2 LAYERS OF
FIRELINE BOARD 600mm LAYIN GRID SUSPENDED
CEILING SYSTEM REF: THERMATEX ALPHA WHITE
TO BOH

ALL OTHER AREAS - EXISTING CEILING MADE
GOOD AND DECORATED 2 COATS BRILLIANT
WHITE EMULSION

ORANGE BULKHEAD TO MATCH RAL 2008
BRIGHT RED ORANGE. SEE DRG STD-D:05
FOR DETAILS

BLACK BULKHEAD TO MATCH RAL 9004
SIGNAL BLACK. SEE DRG STD-D:05 FOR DETAILS

LIGHTING

QTy

KEY DESCRIPTION
RECESSED DOWNLIGHTS - INTALITE
(N www.intalite .co.uk
N\ RECESSED SPOTLIGHT : TRIA: GU10 XL Round

BLACK TO FOH - WHITE TO BOH

RECESSED LED PANEL LIGHTS
600mm x 600mm
LED LIGHTS ZONE

SURFACE MOUNTED FLUORESCENTBATTEN
| 1200mm

EXPOSED FILAMENT BULBS ONLY IN BRASS LAMP HOLDER

CALEX 4W ES LED ST64, DIMMABLE RUSTIC
FILAMENT BULB, GOLD

$ HEAT LAMP- REF L5988 RISE + FALL BLACK
SUPPLIER: OXFORD HARDWARE www.oxfordhardware.co.uk

TITAN MINI D TRACK MOUNTED 38 Degree Spotlight complete
— @. — with 15W 930 LED Module. Colour Black

On Global 3-Circuit Lighting Track - Black - By Shoplight
Contact: Mark Shortland - 07718 425880

EXTRACT CANOPY LIGHTING REF:
260mm x 667mm FLUO CANOPY LIGHT
REF: L821020 www.die-pat.co.uk

MANCHESTER OXFORD RD

NOTES

DO NOT SCALE FROM THIS DRAWING .
CONTRACTORS MUST VERIFY ALL DIMENSIONS ON SITE
PRIOR TO COMMENCING WORKS .

ANY DISCREPENCIES NOT BROUGHT TO THE ATTENTION
OF O1 CREATIVE BECOME THE RESPONSIBILITY OF THE
CONTRACTOR / FABRICATOR INVOLVED .

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
THE SPECIFICATIONS AND ALL RELEVANT DESIGNER,
ENGINEERS SERVICES AND SPECIALIST CONTRACTORS
DRAWINGS .

THE WORKS DESCRIBED IN THIS DRAWING SHALL BE
UNDERTAKEN IN ACCORDANCE WITH THE CURRENT
HEALTH & SAFETY LEGISLATION AND THE HEALTH &
SAFETY DOCUMENTATION PREPARED BY THE

PLANNING SUPERVISOR FOR THE PROJECT.

REVISIONS

REV DESCRIPTION DATE

A Downstand beams shown. HVAC shown 25.03.21

B Notation added May 21

KEY DESCRIPTION

FIRE & SECURITY LEGEND

INTRUDER ALARM PANEL

EXTERNALBELL
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. DOOR CONTACT
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DIRECTIONAL FIRE EXIT SIGN

ILLUMINATED FIRE EXIT SIGN - BLADE SIGN WITH RECESSED POWER
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N5 |FIRE EXIT KEEP CLEAR SIGN

@ EMERGENCY LIGHTING
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OUTSIDE ACCESSIBLE TOILETS)

ACCS WC EMERGENCY LIGHTING (TO BE LOCATED DIRECTLY

18M x 1.2M

1.8m x 1.2m FIRE BLANKET
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AR KEYPRD | o) ARM KEYPAD

%  |ccTvDOME CAMERA
DIGITAL VIDEO RECORDER
@ BREAK GLASS POINT
(S) |speaker
E HEAT SOUNDER BEACON
SMOKE DETECTORS - IN ACCORDANCE WITH BS 5839 pt 7
G@j SMOKE SOUNDER
E SMOKE SOUNDER BEACON
[DPR | SEQUENTIALPIR
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FIRE ALARM PANEL

PANIC ALARM

6 LITRE WET CHEMICAL FIRE EXTINGUISHER

6 LITRE DRY POWDER FIRE EXTINGUISHER

6 LITRE FOAM FIRE EXTINGUISHER
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Copyright of this drawing is reserved by
o1 creative and issued on condition

that it is not copied, reproduced or
disclosed either wholly o in part without

the written permission of o1 creative

69 OLD ST
LONDON EC1V 9HX
TEL : 0207 100 1178
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