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GRADE THE AREA IN FRONT OF THE CONCRETE BASE TO EXISTING
LEVELS

PROVIDE 32MM DUCTING FOR LOWER CALL STATION (POWER SUPPLY TO
BE SURFACE RUN IN CONDUIT >

REMOVE EXISTING LAMP POST AND FIT NEW WALL MOUNTED PIR LIGHT
FITTINGS TO ILLUMINATE THE LIFT AREA AND SIDE PATH.

POST MOUNTED CALL STATION

POLLOCK CLASSIC STEP LIFT WITH MANUAL UPPER GATE, SIDE RAILS
AND GLAZED PANELS, MECHANICAL LOWER RAMP, PLATFORM SIZE 1400MM
X 800MM AND SWL 280KG

FORM NEW 1000MM WIDE GATE OPENING IN THE EXISTING GARDEN WALL
GALVANISED STEEL BALASTRADE TYPE GATE, MINIMUM S00MM WIDE AND
PAINTED BLACK

LEVEL FLAGGED AREA AT PAVEMENT LEVEL

. FLAGGED RAMP 1:12 GRADIENT

FORM A LEVEL FLAGGED AREA IN FRONT OF EXISTING GATE
REFIT THE EXISTING GATE SO THAT THE IRONMONGERY WORKS EASILY
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BUILDING WORKS 9,
1. REMOVE THE EXISTING DOOR AND FRAME AND FIT NEW UPVC LOW
THRESHOLD DOOR AND FRAME, SPECIFICATION TO MATCH EXISTING AS 10,
A MINIMUM REQUIREMENT, CLIENT TO CHOOSE THE DOOR DESIGN.
2. PROVIDE A DEDICATED POWER SUPPLY, TERMINATING WITH A 13AMP 11,
SWITCHED FUSED SPUR AT LOW LEVEL ¢ LIFT CHARGER ADJACENT >
3. BUILD A BRICK AND FLAG PLINTH AT INTERNAL FLOOR LEVEL, LIFT 12,
FACE TO BE SOLID BRICK OR CONCEALED BEHIND THE LIFT 7KN 13,
CONCRETE BLOCKWIRK.
4, SHUTTERED CONCRETE INSERT FOR LIFT GATE FIXING ¢ 1200mm X
200mm X 200MM O PROPOSED REAR ELEVATION 14,
5. BRICK AND FLAG STEPS, MINIMUM 900MM WIDE WITH 300MM GOINGS 15.
AND MAXIMUM 170MM RISERS.
6. BRICK AND FLAG HALF LANDING 16.
7. GALVANISED STEEL BALASTRADE TYPE RAILINGS TO ALL EXPOSED 17
SIDES OF STEPS, 90MM MAXIMUM GAP BETWEEN VERTICAL RAILS. 18.
8. EXCAVATE THE GARDEN AND LAY A 1920MM X 1500MM X 100MM THICK 19
LEVEL CONCRETE BASE UNDER LIFT POSITION ¢ LEVEL TO SIDE, TO
FALL AWAY FROM LIFTING FACE, Max FaLL 1s 1oMM over tozomw P LULLOCK CLASSIC 800w RH UPPER GATE
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PLEASE NOTE:  POSITION OF POWER SUPPLY CAN VARY FROM SITE TO SITE.
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NOTE; Care to be taken when building over drainage pipework so as not to put undue pressure on clay pipe runs, where new walls are constructed insert relieving lintols over pipe positions
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