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NOTES:

Proposals are based on building surveys in their current
condition.

Strip Out Works

Further surveys will be undertaken following an initial strip out of
lower ground related fit out. It is expected that during strip out
works further historic elements that may be desirable to be
retained will be found.

A watching brief will be undertaken by a suitably qualified person
during strip out works. Any findings will be documented and
reported to the planning authority. Findings will be assessed for
retention and if necessary proposals will be updated to
accommodate.

All boxing's, partitions, fixtures, fittings, ceilings, flooring and
M&E equipment related to the office fit out will be removed.

Concrete Roof Deck

Concrete roof deck and all skylights are a predicament following
the fire damage.

Columns and beams supporting concrete roof are all
replacements following fire damage.

EXISTING STEEL STRUCTURE
AND CONCRETE SLAB OF THE
ROOF TO BE REMOVED

EXISTING WALL OF THE LIFT MACHINERY ROOM
TO BE RETAINED AS A FEATURE OF THE HISTORIC
CHANGES IN THE ELEVATION OF THE BUILDING

LIFT MACHINERY ROOM TO STRIPPED OUT

SKYLIGHT TO BE REMOVED

SKYLIGHT TO BE REMOVED

SKYLIGHT TO BE REMOVED
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- Existing skirting retained, refurbished and
exposed.

- Existing skirting to be refurbished and
relocated above FFL.

- Existing skirting carefully removed, refurbished
and repositioned to other locations.

- Elements and associated fittings to be
removed.

- Partitions and associated fittings retained and
protected.

- Blocked windows to be reopened
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GENERAL NOTES

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE

STATED

2. ALL LEVELS ARE IN METRES UNLESS OTHERWISE STATED

DIMENSIONS ARE NOT TO BE SCALED FROM THE DRAWING

4. ALL WORK TO BE CARRIED OUT IN ACCORDANCE WITH THE
CURRENT EDITION OF THE BUILDING REGULATIONS 1991
(INCLUDING AMENDMENTS) AND ALL RELEVANT BRITISH
STANDARDS/CODES OF PRACTICE

5. CONTRACTOR IS RESPONSIBLE FOR THE CORRECT
SETTING OUT OF THE WORKS ON SITE, ALL DIMENSIONS TO
BE CHECKED PRIOR TO FABRICATION OF MATERIALS

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL

RELEVANT DRAWINGS AND SPECIFICATIONS
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