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NOTES:

1. Do not scale from this drawing.

2. Always work to noted dimensions.

3. All dimensions are in millimetres unless otherwise stated.

4. All setting out, levels andE dimensions to be agreed on site.

5. The dimensions of all materials must be checked on site before being laid out.

6. This drawing must be read with the relevant specification clauses and detail 

drawings.

7. Order of construction and setting out to be agreed on site.
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C1 - In-situ Concrete - to spotlight (oval) and warehouse area
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1 - Bespoke reinforced in-situ concrete - C2.

Dimensions: 190mm depth. C2-2 to have expansion joints at 2000mm x 

2000mm grid interfalls to enable access to services in the future.

Colour: Artivia Natural.

14mm Dalbeattie Aggregate with Sparkly Fine Sand with high GGBS.

Finish: Light Exposed Aggregate Finish - Green VBC2002 retarder.

C2 - In-situ Concrete
Scale: 1:20
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1 - Bespoke reinforced in-situ concrete - C1.

Dimensions: 190mm depth. C1-2 to have expansion joints at 2000mm 

x 2000mm grid interfalls to enable access to services in the future.

Colour: Artivia Light Ash.

14mm Dalbeattie Aggregate with Sparkly Fine Sand.

Finish: Light Exposed Aggregate Finish - Green VBA2002 retarder.

1 - Precast Concrete Paving Units - P1.1

Product: Hydrolineo XL 0

Material: Pre-cast concrete.

Colour: Lavaro Wit.

Finish: Textured.

Dimensions: 300mmW x 600mmL x 160mm

(Thickness TBC by engineer) to be suitable for 

vehicular use.

Laid: Stretcher bond.

refer to drawing  MF-PLA-XX-GF-DR-L-10-5008  for 

arrangements.

Supplier : Hardscape or similar and approved.

2 - Jointing

Joints to be filled with 1-3mm or 2-5mm graded 

aggregate.

Joint widths to manufacturer's specification. 

Suitable to achieve infiltration.

P1.1 - Precast Concrete Permeable Paving Units
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1 - Precast Concrete Green Gap Paving Units P1.2

Product: Hydro Lineo XL 25

Material: Pre-cast concrete.

Colour: Lavaro Wit.

Finish: Textured.

Dimensions: 270mmW with 30mm nibs x 600mmL x 

160mmD. 

(Thickness TBC by engineer) to be suitable for 

vehicular use.

Laid: Stretcher bond.

Accessories: Combined with lawn in various 

arrangements refer to drawing  

MF-PLA-XX-GF-DR-L-10-5008  for arrangements.

Supplier: Hardscape similar and approved.

2 - Jointing

Joints - not including the recesses for grass infill - 

should be filled with crushed sand (0-2 mm) 

containing an excess of fine particles. 

Joint widths to manufacturer's specification.
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4

P1.2 - Precast Concrete Green Gap Paving Units
Scale: 1:20
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3 - Bedding Layer.

Depth: 40mm.

Material: 1-3mm or 2-5mm graded 

aggregate. with a sufficient 

fracture-resistance and squareness. To 

engineers specification.

4 - Terram T1000 Geotextile Layer.

To engineers specification.

5 - Granular MOT Type 3 Sub-base.

Depth: 290mm.

To engineers specification.

6 - Impermeable Membrane

To engineers specification.

3 -  Grass Infill

Recesses to be filled with specialist  500-type 

tree sand. Sown with lawn seed at a density of 

20g/m².

to manufacturers recommendation.

4 - Bedding Layer.

Depth: 40mm.

Coarse, sharp 0-4mm sand or specialist 

500-type tree sand. To engineers specification.

5 - Terram T1000 Geotextile Layer.

To engineers specification.

6 - Granular MOT Type 3 Sub-base.

Depth: 290mm.

To engineers specification.

7 - Impermeable Membrane

To engineers specification.

1 - Bespoke reinforced In-situ concrete - Tactile Markings - TA1.

Finish: As C1 / C2 /C3 but with brushed surface finish.

Dimensions: As shown to top of steps and adjacent to door openings, 

minimum 400mm wide around columns.

Subject to detailed design.

2 - Reinforcement rebar.

To engineers specification.

3 - Polythene Membrane.

To engineers specification.

4 - Granular MOT Type 1 Sub-base.

To engineers specification.

5 - Capping Layer.

To engineers specification.

6 - Terram T1000 Geotextile Layer.

To engineers specification.

TA1 - In-situ Concrete - Tactile Markings
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1 - Bespoke reinforced in-situ concrete - C3.

Dimensions: 190mm depth. C3-2 to have expansion joints at 2000mm x 

2000mm grid interfalls to enable access to services in the future.

Colour: Artivia Buff.

20mm Glensanda Aggregate with Glensanda Sand.

Finish: Light Exposed Aggregate Finish - Green VBC2002 retarder.

C3 - In-situ Concrete
Scale: 1:20
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S1-P02 23-10-20 1. Options 1, 2 and 3 added to concrete 

specifications along with sample images

2. Green Gap Paving dimensions updated 

to 300x600x160mm.

3. Jointing and bedding layer

specifications updated.

TF AM

2 - Reinforcement rebar.

To engineers specification.

3 - Polythene Membrane.

To engineers specification.

4 - Granular MOT Type 1 Sub-base.

To engineers specification.

5 - Capping Layer.

To engineers specification.

6 - Terram T1000 Geotextile Layer.

To engineers specification.

2 - Reinforcement rebar.

To engineers specification.

3 - Polythene Membrane.

To engineers specification.

4 - Granular MOT Type 1 Sub-base.

To engineers specification.

5 - Capping Layer.

To engineers specification.

6 - Terram T1000 Geotextile Layer.

To engineers specification.

2 - Reinforcement rebar.

To engineers specification.

3 - Polythene Membrane.

To engineers specification.

4 - Granular MOT Type 1 Sub-base.

To engineers specification.

5 - Capping Layer.

To engineers specification.

6 - Terram T1000 Geotextile Layer.

To engineers specification.

D2-P03 02-12-20 1. decking detail added TF AM

D1 - Steel Decking

1

D1 - Perforated Steel Decking
Scale: 1:20
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1 - Perforated Steel Decking D1

Product: Perforated Metal Plank - Type BN-OP5

Material: Steel.

Finish: Hot dip Galvanised.

Dimensions: 200mmW x 45mmD. 2mm thick. Bespoke 

lengths.

Accessories: 1no. maintenance accesss hatch and 3no. 

wiring access hatches. Subject to detailed design.

Supplier: Lichtgitter UK. 

  Website - www.lichtgitter.co.uk

  Tel - 01922 711 611

Refer to drawing MF-PLA-XX-GF-DR-L-10-1000 and 

7014 .

2 - Screw Fixing

To be fixed to steelwork using Stainless Steel Dome 

Head Tek Screw as per supplier's specification.

3 - Universal Beam.

152mmH x 89mmW x 16mm thick.

Hot dip galvanised.

To engineers specification.

4 - Parallel Flange Channel Beam.

100mmH x 50mmW x 10mm thick.

Hot dip galvanised.

To engineers specification.

5 - 7MPa Block Pier.

215mmW x 215mmL.

1500mm centre to centre.

To engineers specification.

6 - Concrete Base Slab.

C25/C30 Reinforced Concrete 100kg/m3.

Depth: 300mm

To engineers specification.

7 - Granular MOT Type 1 Sub-base.

Depth: 300mm.

To engineers specification.

8 - M12 x 100mm Resin Anchors.

Beams to be resin fixed to piers using 2no. resin 

anchors. To engineers specification.

C1 C2 C3

OPTION 1

D2-P04 04-01-21 P1.1 / P1.2 colour updated TF AM

D2-P05 12-02-21 1. Options 2/3 omitted from insitu concrete

2. Detail D1 - Resin anchors added between 

universal beam and block pier.

TF AM
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