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Interfaces

NOTES:

1. Do not scale from this drawing.

2. Always work to noted dimensions.

3. All dimensions are in millimetres unless otherwise stated.

4. All setting out, levels andE dimensions to be agreed on site.

5. The dimensions of all materials must be checked on site before being laid out.

6. This drawing must be read with the relevant specification clauses and detail 

drawings.

7. Order of construction and setting out to be agreed on site.

LOCATION PLAN
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1 - Drainage Channel 173mmW - DC2

Product: ACO MultiDrain M150D

Finish: ATec coated Heelguard ductile iron.

Dimensions: 173mm (W) x 500mm (L)  depth varies.

Supplier: ACO Technologies or similar and approved.

subject to engineers detail and specification

2 - Concrete haunch.

To engineers specification.

3 - Granular MOT Type 1 Sub-base.

To engineers specification.

4 - Compacted Earth (outside site boundary)

5 - C2 Bespoke reinforced in-situ concrete.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

6 - 10mm Isolation Joint.

Sealant colour to be specified by landscape architect.

To engineers specification.

P1 PCC Permeable Paving / SE1 Steel Edge /  C1 In-situ concrete
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3 - Granular MOT Type 1 Sub-base.

To engineers specification.

4 - P9 Granite Sett Paving Units (Stock Material).

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

5 - P2 Yorkstone Sett Paving Units (Stock Material).

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

6 - C2 Bespoke reinforced in-situ concrete.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

C2 In-situ Concrete / SE1 Steel Edge / P9 Yorkstone Setts
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C2 In-situ concrete / SE1 Steel Edge / C1 In-situ Concrete
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C2 In-situ concrete / DC3 Drainage Channel /  P1 PCC Permeable 
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C2 In-situ concrete / DC2 Drainage Channel / Compacted Earth
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2 - Granular MOT Type 1 Sub-base.

To engineers specification.

3 - C1 Bespoke reinforced in-situ concrete.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

4 - P1 PCC Permeable Paving.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

2 - Granular MOT Type 1 Sub-base.

To engineers specification.

3 - C1 Bespoke reinforced in-situ concrete.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

4 - C2 Bespoke reinforced in-situ concrete.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

1 - Drainage Channel 223mmW - DC3

Product: ACO MultiDrain M200D

Finish: ATec coated Heelguard ductile iron.

Dimensions: 223mmW x 500mmL  depth varies.

Supplier: ACO Technologies or similar and approved.

subject to engineers detail and specification

2 - Concrete haunch.

To engineers specification.

3 - Granular MOT Type 1 Sub-base.

To engineers specification.

4 - C2 Bespoke reinforced in-situ concrete.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

5 - PCC Permeable Paving.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

1 - Steel edge - SE1.

Product: Verge ExcelEdge Heavy Duty Edging.

Material: Steel.

Finish: Hot dip galvanised. 

Dimensions: 3mm (W) x 3000mm (L) x 150mm(D).

Supplier: Kinley or similar and approved.

Laid flush to surface.

Joints between section: Each section to be staked into 

sub-base using 450mm stakes and 3mm connector 

plate. 

6 - Polymer Modified Mortar

To engineers specification.

7 - 10mm Isolation Joint.

Sealant colour to be specified by landscape 

architect.

To engineers specification

1 -  Gulley Cover 300mmW - 

Product: 7300 Series - Flat Deep frame grating 

Finish: Stainless Steel grade 316.

Dimensions: 300mm (W) x 600mm (L)  190mm(D).

Supplier: Peter Savage Ltd or similar and approved.

subject to engineers detail and specification

2 - Concrete haunch.

To engineers specification.

3 - Granular MOT Type 1 Sub-base.

To engineers specification.

4 - C2 Bespoke reinforced in-situ concrete.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

5 - Expansion Joint.

10mm Sealant to joints. To engineers specification, colour subject to 

landscape architects detail design

6- Compresable filler 

To engineers specification. 

C2 In-situ concrete / Drainage Channel
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C2 In-situ concrete / LS Lighting Strip
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1 -  Lighting Strip LS

Product: ACDC Blade LRI - lighting engineer to provide specification.

Shorter length approx. 1200mm.

Longer length approx. 20,600mm.

To lighting engineers detail.

Final lengths TBC by manufacturer.

2 - Drainage Layer.

Depth and specification TBC by manufacturer.

3 - C1 Bespoke reinforced in-situ concrete.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

4 - C2 Bespoke reinforced in-situ concrete.

Refer to MF-PLA-XX-GF-DR-L-10-5000 for detail.

5 - Isolation Joint.

10mm Sealant to joints. To engineers specification, colour subject to 

landscape architects detail design.

6 - SE1 Steel Edge.

7 - Building.

1 - Steel edge - SE1.

Product: Verge ExcelEdge Heavy Duty Edging.

Material: Steel.

Finish: Hot dip galvanised. 

Dimensions: 3mm (W) x 3000mm (L) x 150mm(D).

Supplier: Kinley or similar and approved.

Laid flush to surface.

Joints between section: Each section to be staked into sub-base 

using 450mm stakes and 3mm connector plate. 

1 - Steel edge - SE1.

Product: Verge ExcelEdge Heavy Duty Edging.

Material: Steel.

Finish: Hot dip galvanised. 

Dimensions: 3mm (W) x 3000mm (L) x 150mm(D).

Supplier: Kinley or similar and approved.

Laid flush to surface.

Joints between section: Each section to be staked into sub-base using 

450mm stakes and 3mm connector plate. 

2 - Spiral Securing Stakes.

Length: 250mm 

To be fixed into MOT Type 1 Sub-base to engineer / supplier's specification.

S1-P01 05-10-20 - TF/AM AM

S1-P02 28-10-20 1. Permeable Paving dimensions updated

2. Base course to yorkstone setts updated

in line with engineers specification.

TF/AM AM

D2-P02 04-12-20 for tender TF AM


